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NEKO vereint europaisches Denken

und chinesische Effizienz

Die Schweizer Firma NEKO LIGHTING bietet
seit 2013 effiziente und qualitativ hochwertige
LED Architekturbeleuchtung zu einem
attraktiven Preis-Leistungsverhéltnis.
Kombiniert werden européisches Denken und
chinesische Effizienz zur gemeinsamen
Firmenphilosophie ,,Think Design®.

Eigentiimer ist Sven Speissegger (Schweiz),
welcher Uber eine langjahrige und
umfangreiche Erfahrung im
Beleuchtungsmarkt verfugt.

Firmensitz und Zentrale des Unternehmens
sind in der Schweiz. Aktuell betreibt NEKO
eine eigene Produktions- und
Beschichtungsanlage in China.

In Deutschland, Frankreich, England,
Nordamerika/Canada, Peking und Shanghai
befinden sich im NEKO Besitz
Vertriebsstitzpunkte. Eigene Lagerhaltung ist
in Deutschland und China vorhanden.

NEKO Leuchten werden exklusiv Uber ein
Distributorennetz in zwischen mehr als 90
Landern weltweit vertrieben.

Von Beginn an produzierte NEKO
nachhaltige LED Leuchten. Fir die
Produkte setzt NEKO ausschlieBlich
hochwertige LED-Chips namenhafter
Hersteller, z. B. Osram, Samsung, Citizen
ein. Die verwendeten Treiber besitzen das
ENEC-Zeichen.

Jedes NEKO Produkt fir den Innenbereich
hat eine Garantie von 5 Jahren (NEKO
Produkte flr den AuBenbereich haben 3
Jahre Garantie). 2019 investierte NEKO in
die Produktionsanlage und in die
lichttechnischen Labore in China. Die
Expansion erforderte gréBere Rdume und
einen neuen Standort fir die Firma.
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NEKO: the union of European thinking
and Chinese efficiency

NEKO: the union of European thinking
and Chinese efficiency.
NEKO LIGHTING provides high quality as well

as efficient LED-lighting solutions at a very

competitive price/performance ratio since 2013.

By uniting European thinking and Chinese
efficiency NEKO created its corporate
philosophy “Think Design”.

NEKO is owned by Sven Speissegger
(Switzerland), with a long track record and
extensive know-how in the lighting market.

NEKO with its registered and head office in
Switzerland owns a production facility as well
as a coating plant in China.

The corporation runs with NEKO owned offices
in Germany, France, Great Britain, North
America/Canada, Beijing and Shanghai.

NEKO lights are exclusively sold via a
distributor network in more than 90
countries worldwide.

NEKO LED-lights were sustainably
produced right from the beginning and are
solely fitted with premium LED-Chips by
renowned manufacturers such as Osram,
Samsung and Citizen. All drivers installed
come with ENEC-labeling.

Each and every NEKO interior lighting
product with a 5-Year Warranty (exterior
lighting products with a 3-Year Warranty).
In 2019 NEKO expanded due to needing
larger premises and a new site and
invested in its production facility and
lighting laboratories in China.
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INDEX

MINUX 38 MINUX 44 MINUX 57

W005-006 mO007-008 W009-0010

SENSE 45 Series

S45R1 S4581

W027-028 W 029-030

SENSE 68 Series NEW

S68R1-G2 S68S1-G2

W033-036 W037-040

SENSE 100 Series NEW

S100R1-G2 S100HR1-G2 S100S1-G2 S100HS1-G2 S100R7-G2 S100HR7-G2 S100R2-G2
W045-048 W049-050 m051-054 W055-056 W057-058 W059-060 W061-062
S100HR2-G2 S100S2-G2 S100HS2-G2 S100R3-G2 S100HR3-G2 S100S3-G2 S100HS3-G2
W063-064 m065-066 W067-068 |_[oFal 072 H073 H074
SENSE 125 Series NEW

S125R1-G2 S12581-G2 S125R2-G2 S12582-G2 S125R3-G2 S12583-G2

W077-078 W079-080 m081-082 m083-084 m085 m086

SENSE 150 Series NEW

S150R1-G2 S15081-G2 S150R2-G2 S15082-G2 S150R3-G2 S15083-G2

W089-090 W091-092 m093-094 m095-096 m097 m098

VISION Series NEW

VISION VF68 VISION VW68
m101-102 H103-104

TAKEO Pro Series NEW

T100 Pro T150 Pro T200 Pro TS100 Pro TS150 Pro TS200 Pro
m111-112 m113-114 m115-116 T150C Pro m119 m120 m121-122
m117-118

TAKEO Series

T75 T100 T150 T200

W125-126 W127-130 H131-134 W135-138 T150C
W139-140

TS68 TS100 TS150 TS200

W143-144 145 146 W147-148

NEKO Code Introduction

[Code_Prefix]-[Electrical-optical Info.]-[Color Info]-[Accessories]

kkkk - % kk kk k% %k - * * - %

SSR1 - 93 28 183 Db - WS - H

AcronIym of CLI CéT BeLm
Model Angle

SSR1-9302813D-WS-H

- SENSE100, Round Trim, Adjustable Version,

I I I

Lighting Fixture Accessories
Control Color
Power Reflector / Decoration Ring
Color

- CRIQ0, CCT3000K, Beam 28D, 13W, DALI Control,

- White Trim, Specular 2™ Reflector,
- with Honeycomb.

SLS3-940WW25A-WM

- SENSE150, Square Trim, Wall Washer,

- CRIQO, CCT4000K, Wall Washer, 25W, 1-10V Control,

- White Trim, Matt 2™ Reflector.

INTERIOR RANGE



CLUB LED Module

M3 M4 M4 Pro
W153-154 W155-156 W157-164

b W

TAS TAB TA7 TA8 TRF1 TRF1-1P44
TSA1 TSA1-IP44 TSA2 TSA3

TSA1D TSA2D TSA3D

W165-194

SKYJACK Series

SKYJACK AG8 SKYJACK D SKYJACKF SKYJACK A145
W197-198 m199-200 w201 m203

KENZO Series

K1X30 K1X55 K1X70
207 m208 W209-210

FUSION Fixed

FUSIONFF1  FUSIONFF2  FUSION FF3 FUSION FX4 FUSION FF5 FUSION FF10
221 m223 225 w227 m229 W231

FUSION IP65 Series

FUSION FF2-IP65
m233

NEW

FUSION FF3-IP65

W234

FUSION FF5-1P65
W235

FUSION FF10-1P65
H236

FUSION Fixed Trimless

FUSION FFT5
m237

FUSION FFT10
m238

FUSION Adjustable

FUSION FA5 FUSION FA10

m239 W24

FUSION Wall Washer FUSION General Light

FUSION FW5 FUSION FW10 FUSION FG5 FUSION FG10
W243 W245 W247 m248
FUSION Adjustable Spotlight

FUSION FS1 FUSION FS2 FUSION FS3 FUSION FS6

W253 W254 W255 W256

FUSION FF3 FS1
257

FUSION Fixed Higher Efficiency

FUSION FFE1 FUSION FFE3

H260 m261

FUSION FF6 FS2
m258

262

NEW

FUSION FFE5

FUSION FFE10
H263

INTERIOR RANGE



FUSION Linear System GAME Ceiling Light Series

GAME
W413-420

SUGAR Ceiling Light Series

FUSION Linear System
W265-300

DASH 40 & DASH 50 Series NEW

SUGAR
W425-440

GINGER & PEPPER Series

Surface Mounted Pendant Trim Recessed Wall Mounted
W301-326

GINGER 400 GINGER 600 PEPPER 400

: W443-444 W445 W447-448
SPACE 60 Linear System NEW

MINT Ceiling Light Series u@

MINT 280

. W449-452
SPACE 60 Linear System

W327-338

SKY Family Ceiling Light

MODULINE 26 Linear System NEW

SKYDRIVER SDRC  SKYDRIVER SDSC SKYJOY Single SUISC  SKYJOY Double SUDC  SKYLINE SL5C
455 W456 W457-458 W459-460 W461

MODULINE 26 Linear System
W339-402

INTERIOR RANGE



MIU Series

MIU-CM MIU-C L
W465-466 W467-468
MIU-P S MIU-P M MIU-P L
W471-472 W473-474 W475-476
BREEZE Series
BREEZE Single BREEZE Double BREEZE Triple
m480 W481 482

VIBES Series HNEWI

V1RC V2RC V1SC V2SC
W485 m486 m487 m488
V1RR V2RR V1SR V2SR
m489 W490 491 W492

Ceiling Mounted PURE Series

PURE Art-C PURE S-C
W495 W496

PURE Series Tracklight

-0

PURE ART PURE S PURE M
H501 W503-504 W505-506

ROXY Series Tracklight

Zooming
ROXY ART ROXY S ROXY K ROXY Art-7
W509-510 m511-512 W513-514 m517

Zooming
ROXY S-Z
m518

INLINE Series Tracklight

INLINE ST
m523

INLINE SP
524

KOl Series Wall Light

Small KOI Large KOI
W529-530 W531

VANILLA Neon Flex Series u NEWI

VANILLA Neon Flex Series
W533-572

INTERIOR RANGE



INDEX

SEAPOINT Series

SEAPQOINT
w577

LAKEPOINT Series NEW

LAKEPOINT Fixed LAKEPOINT Adjustable
m579 W581

CARMEL Series

SKYSURFER SSRC CARMEL Round CARMEL Square
W583 W585 m585

CLIFTON Series

CLIFTON
m587

e

RIVA Round RIVA Square
W589 W591

CAMPSBAY Series

CAMPSBAY Single CAMPSBAY Double
W593 W593

LAGOON Series

LAGOON
W595

CRUZ D Series

CRUZ D
m597

NEW

CAPRI Series

CAPRI
W599

NEW

BAY Series

BAY
HG601

ASCONA Series

ASCONA
W603

NICE Series

NICE 250S & NICE 250D
HE05

NEW

NICE 500S & NICE 500D
WG607

EXTERIOR RANGE



St. Tropez Series POSITANO Series NEW

St.Tropez
H609

Capetown-Recessed Series

POSITANO 300 POSITANO 600
H619 H619

Capetown Round-Recessed Capetown Square-Recessed

mo me PORTOFINO Series
Capetown-Surface Series

PORTOFINO S PORTOFINO M PORTOFINO L PORTOFINO Adjustable

Capetown Round-Surface Capetown Square-Surface 621 oy o1 603

H613 HG13

AFTERY7 Seri
CALIFORNIA Series

AFTER7 Mini AFTER7 Maxi
WG25 H626

TERARACE Series

CALIFORNIA 12 CALIFORNIA 16
H615 HG15

DURBAN Series

TERARACE Micro TERARACE Nano TERARACE Mini TERARACE Maxi
G627 HG628 HG629 WG30

DURBAN

w617 EXTERIOR RANGE
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NEKO / MINUX
Slim & Powerful Fixed Downlight

Model No.

Product Photo

Dimension (mm)

Cutout (mm)

Wattage

CCT

CRI

Beam Angle

Lumen Output

P

Dimming

Accessory

Trimless Version

Reflector Color

Trim Color

NEW

MINUX 38 MINUX 44

W 9w
2700K/ 3000K/ 4000K 2700K/ 3000K/ 4000K
>90 >90
18°/38°/50° 20°/ 40°/ 50°
450lm @CRI90 3000K 800Im @CRI90 3000K
IP54

On/ Off, Phase Dim, 0/1-10V Dim, DALI Dim

honeycomb

@ ©

Dark Light Matt White Black Gold

Standard: White
Available: Black/ Customized

MINUX 57

diz

13W
2700K/ 3000K/ 4000K

>90
18°/36°/ 50°
1050lm @CRI90 3000K

IP54

On/ Off, Phase Dim, 0/1-10V Dim, DALI Dim

honeycomb

Dark Light Matt White Black Gold

Standard: White
Available: Black/ Customized

www.nekolighting.com m



NEKO /

Slim & Powerful Fixed Downlight N m

2700K | 18° == -25mm 3
6W CRIZ0 3000K 36° UGR 1p5q CE @. C@? u% om
4000K | 50° 50,000neLeosto, < 19 cunnaires interiek 8 | Gliing Thickness
i
045
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code

Matt Reflector

Black Reflector

Dark Light Reflector

6W 8 W 12V 500mA 90 2700K 18°
38°
50°

3000K 18°

570Im
570lm
570lm

600Im
600Im
600Im

650im
650im

420im
420Im
420Im

450Im
450Im
450Im

500im
500im

MIF3-9271806N-WM
MIF3-9273806N-WM
MIF3-9275006N-WM

MIF3-9301806N-WM
MIF3-9303806N-WM
MIF3-9305006N-WM
MIF3-9401806N-WM
MIF3-9403806N-WM
MIF3-9405006N-WM

MIF3-9271806N-WB
MIF3-9273806N-WB
MIF3-9275006N-WB

MIF3-9301806N-WB
MIF3-9303806N-WB
MIF3-9305006N-WB

MIF3-9401806N-WB
MIF3-9403806N-WB
MIF3-9405006N-WB

4000K 18°
38°
50°

MIF3-9271806N-WC
MIF3-9273806N-WC
MIF3-9275006N-WC

MIF3-9301806N-WC
MIF3-9303806N-WC
MIF3-9305006N-WC

MIF3-9401806N-WC
MIF3-9403806N-WC
MIF3-9405006N-WC

P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

Code Remark: N=N(No Driver) F=F(ON-OFF)

Optional accessary

N Code for MIF3-9305006N-WM with Honeycomb
& / MIF3-9305006N-WM-H

Honeycomb

500mA 90 2700K

3000K

White Reflector

500mA 90 2700K

3000K

Gold Reflector

18°
38°
50°
18°
38°
50°

570Im 420Im MIF3-9271806N-WW
570Im 420Im MIF3-9273806N-WW
570Im 420Im MIF3-9275006N-WW
600Im 450Im MIF3-9301806N-WW
600Im 450Im MIF3-9303806N-WW
600Im 450Im MIF3-9305006N-WW
650Im 500Im MIF3-9401806N-WW
650Im 500Im MIF3-9403806N-WW
650Im 500Im MIF3-9405006N-WW
570Im 420lm MIF3-9271806N-WG
570Im 420Im MIF3-9273806N-WG
570Im 420Im MIF3-9275006N-WG
600Im 450Im MIF3-9301806N-WG
600Im 450Im MIF3-9303806N-WG
600Im 450Im MIF3-9305006N-WG
650Im 500Im MIF3-9401806N-WG
650Im 500Im MIF3-9403806N-WG
650Im 500Im MIF3-9405006N-WG

Code Remark: N=N(No Driver) F=F(ON-OFF)

Trimless Version available

P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

Trimless code for MIF3-9405006N-WM —MIT3-9405006N-WM

= dp L

Ceiling Thickness
037

108

Preinstall Trimless code for MIF3-9405006N-WM —+MIE3-9405006N-WM

1-25mm & g[
dgm om G,

Ceiling Thickness
93
@80

www.nekolighting.com m



NEKO / | m
Slim & Powerful Fixed Downlight N

9w 11W 36V 250 mA 90 2700K 20° 900Im 750Im MIF4-9272009N-WW

40° 900Im 750Im MIF4-9274009N-WW

50° 900Im 750Im MIF4-9275009N-WW

3000K 20° 950Im 800Im MIF4-9302009N-WW

40° 950Im 800Im MIF4-9304009N-WW

50° 950Im 800Im MIF4-9305009N-WW

4000K 20° 1050Im 900Im MIF4-9402009N-WW

White Reflect 40° 1050Im 900Im MIF4-9404009N-WW
fte netiector o B0° 1050m  900m MIF4-9405009N-WW
QW 11w 36V 250 mA 90 2700K 20° 900Im 750lm MIF4-9272009N-WG

40° 900Im 750Im MIF4-9274009N-WG

50° 900Im 750Im MIF4-9275009N-WG

3000K 20° 950Im 800Im MIF4-9302009N-WG

40° 950Im 800Im MIF4-9304009N-WG

50° 950Im 800Im MIF4-9305009N-WG

4000K 20° 1050Im 900Im MIF4-9402009N-WG

40° 1050Im 900Im MIF4-9404009N-WG

,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, 50° 1050im __ 900m ___ MIF4-9405009N-WG

Gold Reflector Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

Trimless Version available

Trimless code for MIF4-9405009N-WM —MIT4-9405009N-WM

5-15mm &\ S
dé [akaa) 55 @

Ceiling Thickness

(=
—oig
Preinstall Trimless code for MIF4-9405009N-WM —MIE4-9405009N-WM
5 1-25mm 8[
2700K | 20° freans) -25mm & [Sans)
9W CRI90 3000K | 40° UGR IP54 CE @w Cgﬁ vz% waws) Geiling Thickness 51
4000K  50° 50,000haLsoBio < 19 conmres intertek 44 ' | Ciing Thickness o

LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code

9w 11w 36V 250mA 90 2700K 20° 900Im 750Im MIF4-9272009N-WM

40° 900Im 750Im MIF4-9274009N-WM

50° 900Im 750Im MIF4-9275009N-WM

3000K  20° 950Im 800Im MIF4-9302009N-WM

40° 950Im 800Im MIF4-9304009N-WM

50° 950Im 800Im MIF4-9305009N-WM

4000K  20° 1050Im 900im MIF4-9402009N-WM

Matt Reflector 40° 1050Im 900Im MIF4-9404009N-WM

. ______________.%0 108Qm_____ 900m | MIF4-9405009N-WM

9w 11w 36V 250mA 90 2700K 20° 900Im 750Im MIF4-9272009N-WB

40° 900Im 750Im MIF4-9274009N-WB

50° 900Im 750Im MIF4-9275009N-WB

3000K 20° 950Im 800Im MIF4-9302009N-WB

40° 950Im 800Im MIF4-9304009N-WB

50° 950Im 800Im MIF4-9305009N-WB

4000K  20° 1050Im 900Im MIF4-9402009N-WB

40° 1050Im 900Im MIF4-9404009N-WB

.80 108Qm_____ 900m | MIF4-9405009N-WB

Black Reflector 9w 11w 36V 250 mA 90 2700K 20° 900Im 750Im MIF4-9272009N-WC

40° 900Im 750im MIF4-9274009N-WC

50° 900Im 750im MIF4-9275009N-WC

3000K 20° 950Im 800Im MIF4-9302009N-WC

40° 950Im 800Im MIF4-9304009N-WC

50° 950Im 800Im MIF4-9305009N-WC

4000K 20° 1050Im 900Im MIF4-9402009N-WC

40° 1050Im 900im MIF4-9404009N-WC

50° 1050Im 900Im MIF4-9405009N-WC

Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)
Dark Light Reflector

Optional accessary

N Code for MIF4-9305009N-WM with Honeycomb
& / MIF4-9305009N-WM-H

Honeycomb

007 www.nekolighting.com 008



NEKO / | m
Slim & Powerful Fixed Downlight N

13W 1B5W 36V 350mA 90 2700K 20° 1200Im 1000Im MIF5-9271813N-WW
40° 1200Im 1000Im MIF5-9273613N-WW

50° 1200Im 1000Im MIF5-9275013N-WW

3000K 20° 1300Im 1050Im MIF5-9301813N-WW

40° 1300Im 1050Im MIF5-9303613N-WW

50° 1300Im 1050Im MIF5-9305013N-WW

4000K 20° 1400Im 1150im MIF5-9401813N-WW

40° 1400Im 1150Im MIF5-9403613N-WW
5 1400m  1150m  MIF5-9405013N-WW
White Reflector 13W 15W 36V 350 mA 90 2700K 20° 1200Im 1000Im MIF5-9271813N-WG
40° 1200Im 1000Im MIF5-9273613N-WG

50° 1200Im 1000Im MIF5-9275013N-WG

3000K 20° 1300Im 1050Im MIF5-9301813N-WG

40° 1300Im 1050Im MIF5-9303613N-WG

50° 1300Im 1050Im MIF5-9305013N-WG

4000K 20° 1400Im 1150im MIF5-9401813N-WG

40° 1400Im 1150Im MIF5-9403613N-WG

50° 1400Im 1150im MIF5-9405013N-WG

Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

Gold Reflector
Trimless Version available

Trimless code for MIF5-9405013N-WM = MIT5-9405013N-WM

iz e LD

Ceiling Thickness
@57

3 —
133

Preinstall Trimless code for MIF5-9405013N-WM —MIE5-9405013N-WM

I g d |
> 177
= Ceiling Thickness 64

2700K | 18° UGR == €'I'b -25mm
13W CRI90 3000K 36° IP54 c € °( )“* mama] 5 ——y
4000K | 50° s50,000neLeosto < 19 eunmaires intertek 57’ Gliing Thickness — 257
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
13W 15W 36V 350 mA 90 2700K 18° 1200im 1000Im MIF5-9271813N-WM
36° 1200Im 1000Im MIF5-9273613N-WM
50° 1200im 1000Im MIF5-9275013N-WM
3000K 18°  1300Im 1050Im MIF5-9301813N-WM
36° 1300Im 1050Im MIF5-9303613N-WM
50° 1300Im 1050Im MIF5-9305013N-WM
4000K 18°  1400Im 1150Im MIF5-9401813N-WM
Matt Reflector 36°  1400Im 1150Im MIF5-9403613N-WM
. ........50° 1400m  1150m 1 MIF5-9405013N-WM
13W 15W 36V 350mA 90 2700K 18° 1200Im 1000Im MIF5-9271813N-WB
36°  1200Im 1000Im MIF5-9273613N-WB
50°  1200Im 1000Im MIF5-9275013N-WB
3000K 18° 1300Im 1050Im MIF5-9301813N-WB
36° 1300Im 1050Im MIF5-9303613N-WB
50° 1300Im 1050Im MIF5-9305013N-WB
4000K 18°  1400Im 1150Im MIF5-9401813N-WB
36°  1400Im 1150Im MIF5-9403613N-WB
Black Reflector . ........50° 1400m  1150m I MIF5-9405013N-WB
13W 15 W 36V 350mA 90 2700K 18°  1200im 1000Im MIF5-9271813N-WC
36°  1200m 1000Im MIF5-9273613N-WC
50°  1200Im 1000Im MIF5-9275013N-WC
3000K 18° 1300Im 1050im MIF5-9301813N-WC
36°  1300Im 1050Im MIF5-9303613N-WC
50° 1300Im 1050Im MIF5-9305013N-WC
4000K 18°  1400im 1150im MIF5-9401813N-WC
36°  1400im 1150im MIF5-9403613N-WC
50°  1400im 1150im MIF5-9405013N-WC
Dark Light Reflector Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DAL! Dim)

Optional accessary

N Code for MIF5-9305013N-WM with Honeycomb
& / MIF5-9305013N-WM-H

Honeycomb

m www.nekolighting.com m



NEKO / SENSE
Project: House Residence in Ramat Hasharon, Israel

www.nekolighting.com m



NEKO / SENSE
Project: MICHAEL KORS,Hongkong

www.nekolighting.com m



S100HR1-G2
25W 2000Im-2300Im

4W 330Im-380Im 7.5W 620Im-720Im

11W  800Im-950Im

13W 1150Im-1450im
18W 1700Im-2000im

18W 1500Im-1800Im
25W 2100Im-2400Im

S100HS1-G2

4W 330Im-380Im 7.5W 600Im-720Im 25W 2000Im-2300Im

11W  800Im-950Im

13W 1150Im-1450im
18W 1700Im-2000im

18W 1500Im-1800Im
25W 2100Im-2400Im

S150R1-G2
25W 2200Im-2500Im
38W 3400Im-3900Im

da

S$15081-G2

25W 2200Im-2500Im
38W 3400Im-3900Im

ZEQ1 a7

www.nekolighting.com m



S100R7-G2

13W 950Im-1100Im
18W 1300im-1500im

=

017

White

White

S100HR7-G2

25W 1500Im-1900Im

S100R2-G2

S$100S2-G2

18W 1000Im-1200Im
18W 1500Im-1700Im

S100HR2-G2

S100HS2-G2

25W 1900Im-2200Im

# EQGXQS

S125R2-G2 S150R2-G2
S§$12582-G2 S$15082-G2
18W 1400Im-1600Im 25W 2100Im-2400Im
25W 2000Im-2300Im 38W 3100Im-3500Im

= 5

Black

Black

www.nekolighting.com m



S100R3-G2

S100S3-G2

13W 650Im-750Im
18W 850Im-1000Im

Aéges

White

White

S100HR3-G2

S100HS3-G2

25W 1000Im-1200Im

d=
i

S125R3-G2 S150R3-G2
S§$12583-G2 S$150S3-G2
18W 850Im-1000Im 25W 1100Im-1300Im
25W 1100Im-1300Im 38W 1600Im-1800Im

= 5

Black

Black
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SENSE

NEW

LED DOWNLIGHT SYSTEM

Adjustable
Model No. S45R1 S68R1-G2 S100R1-G2 S100HR1-G2 S125R1-G2 S150R1-G2 S4551-G2 S68S51-G21 S100S1-G2 S100HS1-G2 S12551-G2 S15081-G2
Product Photo

Dimension (mm)

Cutout (mm)

dz

Wattage 4W 8.5W/7.5W/11W TW/13W/18W 25W 18W/25W 25W /38W
CCT 2700K/ 3000K/ 4000K 2700K/ 3000K/ 4000K 2700K/ 3000K/ 4000K 2700K/ 3000K/ 4000K 2700K/ 3000K/ 4000K 2700K/ 3000K/ 4000K
Optional Dim to Wam/ Tunable White Tunable White Tunable White Tunable White
CRI >90 >90 >90 >90 >90 >90
Beam Angle 18°/24°/35°/ 50° 12°/ 18°/ 30°/ 40°/ 55° 10°/ 18°/ 30°/ 40°/ 45° 18°/ 30°/ 40°/ 45° 20°/38°/ 50° 18°/36°/ 50°
Lumen Output 350lm @4W 3000K  800Im @11W 3000K 1800Im @18W 3000K 2100Im @25W 3000K 2200Im @25W 3000K  3600Im @38W 3000K
IP IP20 P54
Dimming On/ Off, Phase Dim, 0/1-10V Dim, DALI Dim
Accessory

Honeycomb Honeycomb Diffusion Cover Honeycomb  Linear Spread Filter  Diffusion Filter Honeycomb
Trimless Version  Not Available

Reflector Color Q Q *

Matt White Black Specular Dark Light  Matt White Black

Standard: White
Available: Black/ Customized

Trim Color

©

Gold

131
157
159

omxior T 107x107 W
AW 8.5W/7.5W/ 11W 7W/13W/18W 25W 18W /25W
2700K/ 3000K/ 4000K 2700K/ 3000K/ 4000K 2700K/ 3000K/ 4000K 2700K/ 3000K/ 4000K 2700K/ 3000K/ 4000K
Dim to Wam/ Tunable White Tunable White Tunable White
>90 >90 >90 >90 >90
18°/24°/35°/ 50° 12°/ 18°/ 30°/ 40°/ 55° 10°/ 18°/ 30°/ 40°/ 45° 18°/30°/ 40°/ 45° 20°/ 38°/ 50°
350lm @4W 3000K 800Im @11W 3000K 1800Im @18W 3000K 2100Im @25W 3000K 2200Im @25W 3000K
IP20 IP54

On/ Off, Phase Dim, 0/1-10V Dim, DALI Dim

Honeycomb Honeycomb Diffusion Cover Honeycomb  Linear Spread Filter  Diffusion Filter

Not Available

DO@ D O @ @

Matt White Black Specular Dark Light  Matt White Black Gold

Standard: White
Available: Black/ Customized

190

159x159

&ﬂd 47

25W / 38W

2700K/ 3000K/ 4000K
Tunable White

>90

18°/36°/50°

3600Im @38W 3000K

Honeycomb

www.nekolighting.com m



SENSE

LED DOWNLIGHT SYSTEM

Fixed

Model No. S100R7-G2

Product Photo

Dimension (mm) 2

oo

Cutout (mm) (@\
100

Wattage 13W/18W
CccT 2700K/ 3000K/ 4000K
Optional Dim to Wam/ Tunable White
CRI >90
Beam Angle 20°/ 36°/ 45°
Lumen Output  4,450/m @18wW 3000K
IP
Dimming
Accessory

Trimless Version

Reflector Color

Trim Color

NEW

S100HR7-G2

157

2700K/ 3000K/ 4000K

>90

20°/36°/ 45°

1800Im @25W 3000K

S100R2-G2 S100HR2-G2
2 5
o T
&z dim
13W/18W 25W
2700K/ 3000K/ 4000K 2700K/ 3000K/ 4000K
Dim to Wam/ Tunable White
>90 >90
20°/ 36°/ 45° 20°/ 36°/ 45°

1600Im @18W 3000K 2000Im @25W 3000K

IP54

On/ Off, Phase Dim, 0/1-10V Dim, DALI Dim

S125R2-G2

159

18W/25W

2700K/ 3000K/ 4000K
Tunable White

>90

24°/36°/ 45°

2100Im @25W 3000K

©

Specular Dark Light ~ Matt White Black Gold

Standard: White
Available: Black/ Customized

S150R2-G2

190

i
s

2162

=

25W/38W

2700K/ 3000K/ 4000K
Tunable White

>90
24°/36°/ 45°

3300Im @38W 3000K

§100S2-G2

131

107x107

13W/18W

2700K/ 3000K/ 4000K
Dim to Wam/ Tunable White

>90
20°/ 36°/ 45°

1600Im @18W 3000K

S100HS2-G2 S12552-G2
5 2
T 134x134
25W 18W /25W
2700K/ 3000K/ 4000K 2700K/ 3000K/ 4000K
Tunable White
>90 >90
20°/36°/ 45° 24°/36°/ 45°
2000Im @25W 3000K 2100im @25W 3000K

IP54

On/ Off, Phase Dim, 0/1-10V Dim, DALI Dim

©

Specular Dark Light ~ Matt White Black Gold

Standard: White
Available: Black/ Customized

§150S2-G2

190

0
=)

159x159

Zgﬂa 47

25W /38W

2700K/ 3000K/ 4000K
Tunable White

>90
24°/ 36°/ 45°

3300Im @38W 3000K

www.nekolighting.com m




SENSE NEW
LED DOWNLIGHT SYSTEM

Wall Washer

Model No. S100R3-G2 S100HR3-G2 S125R3-G2 S150R3-G2 §100S3-G2 S100HS3-G2 §12583-G2 §150S3-G2

Product Photo

= 5 2 2 ® B 2 g
Dimension (mm) @ B - ; T 0 =
T T 2137 2162 107x107 P 134%134 159%159
Cutout (mm) &\ (@\ (@\ q%\ Lgﬁ Lgﬁ LEﬁ ﬁéﬁ
100 100 125 150 96x96 96x96 122x122 147x147
Wattage 13W/18W 25W 18W/25W 25W / 38W 13W/18W 25W 18W/25W 25W / 38W
CCT 2700K/ 3000K/ 4000K 2700K/ 3000K/ 4000K 2700K/ 3000K/ 4000K 2700K/ 3000K/ 4000K 2700K/ 3000K/ 4000K 2700K/ 3000K/ 4000K 2700K/ 3000K/ 4000K 2700K/ 3000K/ 4000K
Optional Dim to Wam/ Tunable White Tunable White Tunable White Dim to Wam/ Tunable White Tunable White Tunable White
CRI >90 >90 >90 >90 >90 >90 >90 >90
Beam Angle Wall Washer Wall Washer Wall Washer Wall Washer Wall Washer Wall Washer Wall Washer Wall Washer
Lumen Output 900Im @18W 3000K 1100Im @25W 3000K 1200Im @25W 3000K 1700Im @38W 3000K 900Im @18W 3000K 1100Im @25W 3000K 1200Im @25W 3000K 1700Im @38W 3000K
IP IP54 IP54
Dimming On/ Off, Phase Dim, 0/1-10V Dim, DALI Dim On/ Off, Phase Dim, 0/1-10V Dim, DALI Dim
Accessory
Trimless Version
Reflector Color
Matt Matt
Standard: White Standard: White
Available: Black/ Customized Available: Black/ Customized

Trim Color

www.nekolighting.com m



NEKO / SENSE 45/
Adjustable LED Downlight

2700K  18. a -20mm
‘ 4w ‘CRIQO 3000k 24: CREE<: UGR ‘ IPZO“ ‘CE ‘A c@w ‘Cé\ u% trm
2000K | £3- |S0.00oneLeosto <19 T 45" | Gliing Thickness .
Ultra Tiny
LED Power System Power LED Vbltage LED Current CRI CCT Beam LED Output System Output Code
4 W 6 W 12V 350mA 90 2700K 18°  480Im 330im  SUR1-9271804N-WM
24°  480Im 330im  SUR1-9272404N-WM
35°  480Im 330im  SUR1-9273504N-WM
50°  480Im 330im  SUR1-9275004N-WM
3000K 18°  500Im 350im  SUR1-9301804N-WM
24°  500lm 350im  SUR1-9302404N-WM
35°  500im 350m  SUR1-9303504N-WM
50°  500Im 350lm  SUR1-9305004N-WM
4000K 18°  550Im 380im  SUR1-9401804N-WM
24°  550lm 380im  SUR1-9402404N-WM
35°  550Im 380im  SUR1-9403504N-WM
Matt Reflector e iol______ 50" _%50Mm 380m __ SUR1-9405004N-WM
4 W 6 W 12V 350mA 90 2700K 18°  480im 330im  SUR1-9271804N-WW
24°  480Im 330im  SUR1-9272404N-WW
35°  480Im 330lm  SUR1-9273504N-WW
50°  480Im 330im  SUR1-9275004N-WW
3000K 18°  500Im 350Im  SUR1-9301804N-WW
24> 500lm 350lm  SUR1-9302404N-WW
35°  500im 350lm  SUR1-9303504N-WW
50°  500im 350m  SUR1-9305004N-WW
4000K 18°  550Im 380m  SUR1-9401804N-WW
24°  550lm 380m  SUR1-9402404N-WW
35°  550Im 380Im  SUR1-9403504N-WW
White Reflector 50°  550Im 380im  SUR1-9405004N-WW
4 W 6 W 12V 350mA 90 2700K 18°  480Im 330m  SUR1-9271804N-WB
24°  480Im 330im  SUR1-9272404N-WB
35°  480Im 330im  SUR1-9273504N-WB
50°  480Im 330im  SUR1-9275004N-WB
3000K 18°  500im 350lm  SUR1-9301804N-WB
24> 500Im 350lm  SUR1-9302404N-WB
35°  500im 350lm  SUR1-9303504N-WB
50°  500m 350lm  SUR1-9305004N-WB
4000K 18°  550im 380im  SUR1-9401804N-WB
24> 550Im 380im  SUR1-9402404N-WB
35°  550Im 380im  SUR1-9403504N-WB
50°  550Im 380im  SUR1-9405004N-WB

Black Reflector

Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)
Optional accessary

Code for SUR1-9302404N-WM with Honeycomb
Q SUR1-9302404N-WM-H

Honeycomb

027 www.nekolighting.com m



NEKO / SENSE

45/

Adjustable LED Downlight

18°
24°
35°

‘ 4w ‘CRIQO
50°

2700K
3000K
4000K

UGR
<19

CREE+

50,000n@L80B10

Intertek

=B e

VA

-20mm

1171
Ceiling Thickness

60

-355°
55x55

Matt Reflector

White Reflector

Black Reflector

LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
4 W 6 W 12V 350mA 90 2700K 18°  480Im 330im  SUS1-9271804N-WM
24°  480Im 330Im  SUS1-9272404N-WM
35°  480Im 330Im  SUS1-9273504N-WM
50°  480Im 330lm  SUS1-9275004N-WM
3000K 18°  500Im 350lm  SUS1-9301804N-WM
24°  500im 350lm  SUS1-9302404N-WM
35°  500lm 350lm  SUS1-9303504N-WM
50°  500lm 350lm  SUS1-9305004N-WM
4000K 18°  550Im 380Im  SUS1-9401804N-WM
24°  550im 380Im  SUS1-9402404N-WM
35°  550lm 380Im  SUS1-9403504N-WM
50°  550Im 380Im  SUS1-9405004N-WM
4 W 6 W 12V 350mA 90 2700K 18°  480Im 330Im  SUS1-9271804N-WW
24°  480Im 330Im  SUS1-9272404N-WW
35°  480Im 330Im  SUS1-9273504N-WW
50°  480Im 330Im  SUS1-9275004N-WW
3000K 18°  500Im 350lm  SUS1-9301804N-WW
24°  500im 350lm  SUS1-9302404N-WW
35°  500lm 350lm  SUS1-9303504N-WW
50°  500Im 350lm  SUS1-9305004N-WW
4000K 18°  550im 380Im  SUS1-9401804N-WW
24°  550im 380Im  SUS1-9402404N-WW
35°  550lm 380Im  SUS1-9403504N-WW
50°  550Im 380Im  SUS1-9405004N-WW
4 W 6 W 12V 350mA 90 2700K 18°  480Im 330Im  SUS1-9271804N-WB
24°  480Im 330Im  SUS1-9272404N-WB
35°  480Im 330lm  SUS1-9273504N-WB
50°  480Im 330Im  SUS1-9275004N-WB
3000K 18°  500Im 350lm  SUS1-9301804N-WB
24°  500lm 350lm  SUS1-9302404N-WB
35°  500im 350lm  SUS1-9303504N-WB
50°  500Im 350lm  SUS1-9305004N-WB
4000K 18°  550Im 380Im  SUS1-9401804N-WB
24°  550lm 380Im  SUS1-9402404N-WB
35°  550Im 380Im  SUS1-9403504N-WB
50°  550im 380Im  SUS1-9405004N-WB
”””””””” Gode Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

Optional accessary

O

Honeycomb

Code for SUS1-9302404N-WM with Honeycomb
SUS1-9302404N-WM-H

Ultra Tiny
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NEKO / SENSE 68
Modular Design

LED Engine
S68G2 LED Engine
\
Accessory
Honeycomb Diffusion Cover
I’ I’
Trim i !
I’ I’
1 1
1 1
1 1
Round Trim Round Trimless Square Trim Square Trimless
\
Reflector
Black Dark Light Gold White Specular Matt Black Dark Light Gold White Specular Matt
Model
S68R1-G2 S68RT1-G2 S68RT1-EI-G2 S68S1-G2 S68ST1-G2 S68ST1-EI-G2

NEW

oy

Specular

Dark Light

O

White

©

Matt

@

Black

©

Gold

www.nekolighting.com m



NEKO / SENSE 68/
Adjustable LED Downlight

Tunable Whits

See Details @www.nekolighting.com

11W

‘7-5W CRI9O

50,000h@L80B10

UGR s
<19‘IP54“

Intertek

c€a

T

d

70
Metal Ceiling

-20mm

1171
Ceiling Thickness

Specular Reflector

033

LED Power System Power LED Voltage LED Current CRI

CCT Beam LED Output System Output

Code

7.5 W 9 W 31V 2560 mA 90 2700K 18° 850Im 620Im STR1G2-9271808N-WS
30° 850Im 620Im STR1G2-9273008N-WS
40° 850Im 620Im STR1G2-9274008N-WS
55° 850Im 620Im STR1G2-9275508N-WS

3000K 18° 900Im 650Im STR1G2-9301808N-WS

30° 900Im 650Im STR1G2-9303008N-WS

40° 900Im 650Im STR1G2-9304008N-WS

55° 900Im 650Im STR1G2-9305508N-WS

4000K 18° 1000Im 700Im STR1G2-9401808N-WS

30° 1000Im 700Im STR1G2-9403008N-WS

40° 1000Im 700Im STR1G2-9404008N-WS
.. 55 1000m _ 700m  STR1G2-9405508N-WS
11w 183 W 31V 350 mA 90 2700K 18° 1100Im 770Im STR1G2-9271811N-WS
30° 1100Im 770Im STR1G2-9273011N-WS

40° 1100Im 770Im STR1G2-9274011N-WS

55° 1100Im 770Im STR1G2-9275511N-WS

3000K 18° 1200im 800Im STR1G2-9301811N-WS

30° 1200Im 800Im STR1G2-9303011N-WS

40° 1200im 800Im STR1G2-9304011N-WS

55° 1200Im 800Im STR1G2-9305511N-WS

4000K 18° 1300Im 850Im STR1G2-9401811N-WS

30° 1300Im 850Im STR1G2-9403011N-WS

40° 1300Im 850Im STR1G2-9404011N-WS

55° 1300Im 850Im STR1G2-9405511N-WS

75 W 9 W 31V 250 mA 90 2700K 18° 850Im 620Im STR1G2-9271808N-WM
30° 850Im 620Im STR1G2-9273008N-WM
40° 850Im 620Im STR1G2-9274008N-WM
55° 850Im 620Im STR1G2-9275508N-WM

3000K 18° 900Im 650Im STR1G2-9301808N-WM

30° 900Im 650Im STR1G2-9303008N-WM

40° 900Im 650Im STR1G2-9304008N-WM

55° 900Im 650Im STR1G2-9305508N-WM

4000K 18° 1000Im 700Im STR1G2-9401808N-WM

30° 1000Im 700Im STR1G2-9403008N-WM

40° 1000Im 700Im STR1G2-9404008N-WM
. 55 1000/m _ 700m  STR1G2-9405508N-WM

11 W 13 W 31V 350 mA 90 2700K 18° 1100Im 770Im STR1G2-9271811N-WM
30° 1100Im 770Im STR1G2-9273011N-WM
40° 1100Im 770Im STR1G2-9274011N-WM
55° 1100Im 770Im STR1G2-9275511N-WM

3000K 18° 1200im 800Im STR1G2-9301811N-WM
30° 1200im 800Im STR1G2-9303011N-WM
40° 1200im 800Im STR1G2-9304011N-WM
55° 1200im 800Im STR1G2-9305511N-WM
4000K 18° 1300im 850Im STR1G2-9401811N-WM
30° 1300Im 850Im STR1G2-9403011N-WM
40° 1300Im 850Im STR1G2-9404011N-WM
55° 1300Im 850Im STR1G2-9405511N-WM

Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim)

A=A(1-10V Dim) D=D(DALI Dim)

LED Power System Power LED \bltage LED Current CRI CCT Beam LED Output System Output Code
75 W 9w 31V 250mA 90 2700K 18°  850Im 620lm  STR1G2-9271808N-WB
30°  850Im 620lm  STR1G2-9273008N-WB
40°  850Im 620lm  STR1G2-9274008N-WB
55°  850Im 620m  STR1G2-9275508N-WB
3000K 18°  900Im 650lm  STR1G2-9301808N-WB
30°  900Im 650m  STR1G2-9303008N-WB
40°  900Im 650m  STR1G2-9304008N-WB
55°  900Im 650lm  STR1G2-9305508N-WB
4000K 18°  1000im 700m  STR1G2-9401808N-WB
30°  1000Im 700m  STR1G2-9403008N-WB
40°  1000im 700m  STR1G2-9404008N-WB
55°  1000Im 700m  STR1G2-9405508N-WB
11w 13 W 31V 350mA 90 2700K 18°  1100Im 770m  STR1G2-9271811N-WB
30°  1100im 770m  STR1G2-9273011N-WB
40°  1100im 770m  STR1G2-9274011N-WB
55°  1100im 770m  STR1G2-9275511N-WB
3000K 18°  1200im 800im  STR1G2-9301811N-WB
30°  1200im 800lm  STR1G2-9303011N-WB
Black Reflector 40°  1200Im 800m  STR1G2-9304011N-WB
55°  1200Im 800lm  STR1G2-9305511N-WB
4000K 18°  1300Im 850lm  STR1G2-9401811N-WB
30°  1300Im 850lm  STR1G2-9403011N-WB
40°  1300im 850lm  STR1G2-9404011N-WB
55°  1300Im 850lm  STR1G2-9405511N-WB
75 W 9w 31V 250mA 90 2700K 18°  850Im 620im  STR1G2-9271808N-WC
30°  850Im 620lm  STR1G2-9273008N-WC
40°  850im 620im  STR1G2-9274008N-WC
55°  850Im 620lm  STR1G2-9275508N-WC
3000K 18°  900Im 650im  STR1G2-9301808N-WC
30°  900im 650m  STR1G2-9303008N-WC
40°  900im 650m  STR1G2-9304008N-WC
55°  900Im 650lm  STR1G2-9305508N-WC
4000K 18°  1000im 700lm  STR1G2-9401808N-WC
30°  1000im 700m  STR1G2-9403008N-WC
40°  1000im 700m  STR1G2-9404008N-WC
... .55 1000m _ 700m  STR1G2-9405508N-WC
1w 13 W 31V 350mA 90 2700K 18°  1100Im 770m  STR1G2-9271811N-WC
30°  1100im 770m  STR1G2-9273011N-WC
40°  1100im 770m  STR1G2-9274011N-WC
55°  1100im 770m  STR1G2-9275511N-WC
3000K 18°  1200Im 800m  STR1G2-9301811N-WC
, 30°  1200Im 800lm  STR1G2-9303011N-WC
Dark Light Reflector 40°  1200im 800lm  STR1G2-9304011N-WC
55°  1200Im 800lm  STR1G2-9305511N-WC
4000K 18°  1300Im 850lm  STR1G2-9401811N-WC
30°  1300im 850lm  STR1G2-9403011N-WC
40°  1300im 850lm  STR1G2-9404011N-WC
55°  1300im 850m  STR1G2-9405511N-WC
75 W 9w 31V 250mA 90 2700K 18°  850Im 620im  STR1G2-9271808N-WW
30°  850im 620im  STR1G2-9273008N-WW
40°  850im 620lm  STR1G2-9274008N-WW
55°  850im 620lm  STR1G2-9275508N-WW
3000K 18°  900Im 650lm  STR1G2-9301808N-WW
30°  900im 650lm  STR1G2-9303008N-WW
40°  900Im 650m  STR1G2-9304008N-WW
55°  900Im 650m  STR1G2-9305508N-WW
4000K 18°  1000Im 700lm  STR1G2-9401808N-WW
30°  1000Im 700m  STR1G2-9403008N-WW
40°  1000Im 700lm  STR1G2-9404008N-WW
... 55" 1000m _ 700m  STR1G2-9405508N-WW
11 W 13 W 31V 350mA 90 2700K 18°  1100Im 770m  STR1G2-9271811N-WW
30°  1100im 770m  STR1G2-9273011N-WW
40°  1100Im 770m  STR1G2-9274011N-WW
55°  1100Im 770m  STR1G2-9275511N-WW
3000K 18°  1200Im 800Im  STR1G2-9301811N-WW
, 30°  1200Im 800m  STR1G2-9303011N-WW
White Reflector 40°  1200Im 800m  STR1G2-9304011N-WW
55°  1200Im 800m  STR1G2-9305511N-WW
4000K 18°  1300Im 850lm  STR1G2-9401811N-WW
30°  1300im 850lm  STR1G2-9403011N-WW
40°  1300Im 850lm  STR1G2-9404011N-WW
55°  1300Im 850m  STR1G2-9405511N-WW

Optional accessary

Code Remark: N=N(No Driver)

F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

()

N

Honeycomb

STR1G2-9304008N-WM-H

Code for STR1G2-9304008N-WM with Honeycomb
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NEKO / SENSE 68/
Adjustable LED Downlight

Tunable Whits

See Details @www.nekolighting.com

7 B5W 2700K 18" UGR c € @ & ([%\ D%mmm
CRIQ0 3000K 5. IP54 N msas]
‘ 11w 4000K gg° s0,000naLsoBio] < 19 @ Intertek 68 Metal C7e%g Ceiling Thickness
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
75 W 9 W 31V 250mA 90 2700K 18° 850Im 620Im STR1G2-9271808N-WG
30° 850Im 620Im STR1G2-9273008N-WG
40° 850Im 620Im STR1G2-9274008N-WG
55° 850Im 620Im STR1G2-9275508N-WG
3000K 18° 900Im 650im STR1G2-9301808N-WG
30° 900Im 650im STR1G2-9303008N-WG
40° 900Im 650im STR1G2-9304008N-WG
55° 900Im 650im STR1G2-9305508N-WG
4000K 18° 1000Im 700Im STR1G2-9401808N-WG
30° 1000Im 700Im STR1G2-9403008N-WG
40° 1000Im 700Im STR1G2-9404008N-WG
.55 1000m_ ____ 700Im _ STR1G2-9405508N-WG
11w 18 W 31 V 350mA 90 2700K 18° 1100Im 770m STR1G2-9271811N-WG
30° 1100Im 770m STR1G2-9273011N-WG
40° 1100Im 770m STR1G2-9274011N-WG
55° 1100Im 770m STR1G2-9275511N-WG
3000K 18° 1200Im 800Im STR1G2-9301811N-WG
30° 1200Im 800Im STR1G2-9303011N-WG
Gold Reflector 40°  1200Im 800m  STR1G2-9304011N-WG
55° 1200Im 800Im STR1G2-9305511N-WG
4000K 18° 1300im 850Im STR1G2-9401811N-WG
30° 1300Im 850Im STR1G2-9403011N-WG
40° 1300im 850Im STR1G2-9404011N-WG
55° 1300im 850Im STR1G2-9405511N-WG

Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-1

Trimless Version available

0V Dim) D=D(DALI Dim)

Trimless code for STR1G2-9304008N-WM = STR3G2-9304008N-WM

-22.5mm 5
o GE_“
Ceiling Thickness 73 -

Trimless code for STR1G2-9304008N-WM = ETR1G2-9304008N-WM

1-256mm

1111
Ceiling Thickness

035

2700K == -20mm
6W CRIZO 3000K 12° UGR |p54 (e @. @g@ C[%% DESJ (o
4000K 50,000n@L80B10 < 19 = fntertek Metal Ceiling | Ceiling Thickness
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
6 W 8 W 12V 500mA 90 2700K 12° 670Im 350Im STR1G2-9271206N-WS
3000K 12° 700Im 400Im STR1G2-9301206N-WS
4000K 12° 750Im 450Im STR1G2-9401206N-WS
Specular Reflector
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
6 W 8 W 12V 500mA 90 2700K 12° 670Im 350Im STR1G2-9271206N-WM
3000K 12° 700Im 400Im STR1G2-9301206N-WM
4000K 12° 750lm 450Im STR1G2-9401206N-WM
Matt Reflector
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
6 W 8 W 12V 500mA 90 2700K 12° 670Im 350Im STR1G2-9271206N-WB
3000K 12° 700Im 400Im STR1G2-9301206N-WB
4000K 12° 750Im 450im STR1G2-9401206N-WB
Black Reflector
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
6 W 8 W 12V 500mA 90 2700K 12° 670Im 350Im STR1G2-9271206N-WC
3000K 12° 700Im 400Im STR1G2-9301206N-WC
4000K 12° 750Im 450im STR1G2-9401206N-WC
Dark Light Reflector
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
6 W 8 W 12V 500mA 90 2700K 12° 670Im 350Im STR1G2-9271206N-WW
3000K 12° 700Im 400Im STR1G2-9301206N-WW
4000K 12° 750Im 450im STR1G2-9401206N-WW
white Reflector
LED Power System Power LED \bltage LED Current CRI CCT Beam LED Output System Output Code
6 W 8 W 12V 500mA 90 2700K 12° 670Im 350Im STR1G2-9271206N-WG
3000K 12° 700Im 400Im STR1G2-9301206N-WG
4000K 12° 750lm 450m STR1G2-9401206N-WG

Gold Reflector Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

Optional accessary

S Code for STR1G2-9301206N-WM with Honeycomb
( STR1G2-9301206N-WM-H
N

Honeycomb
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Adjustable LED Downlight

Tunable Whits

See Details @www.nekolighting.com

11W

‘7-5W CRI9O

50,000h@L80B10

UGR s
<19‘IP54“

Intertek

c€a

-25mm

Vil wa

17171
Ceiling Thickness

Specular Reflector

037

LED Power System Power LED Voltage LED Current CRI

CCT Beam LED Output System Output

Code

7.5 W 9 W 31V 2560 mA 90 2700K 18° 850Im 620Im STS1G2-9271808N-WS
30° 850Im 620Im STS1G2-9273008N-WS
40° 850Im 620Im STS1G2-9274008N-WS
55° 850Im 620Im STS1G2-9275508N-WS

3000K 18° 900Im 650im STS1G2-9301808N-WS

30° 900Im 650Im STS1G2-9303008N-WS

40° 900Im 650Im STS1G2-9304008N-WS

55° 900Im 650Im STS1G2-9305508N-WS

4000K 18° 1000Im 700Im STS1G2-9401808N-WS

30° 1000Im 700Im STS1G2-9403008N-WS

40° 1000Im 700Im STS1G2-9404008N-WS
. 55 1000m _ 700m  STS1G2-9405508N-WS
11w 183 W 31V 350 mA 90 2700K 18° 1100Im 770Im STS1G2-9271811N-WS
30° 1100Im 770Im STS1G2-9273011N-WS

40° 1100Im 770Im STS1G2-9274011N-WS

55° 1100Im 770Im STS1G2-9275511N-WS

3000K 18° 1200im 800Im STS1G2-9301811N-WS

30° 1200Im 800Im STS1G2-9303011N-WS

40° 1200im 800Im STS1G2-9304011N-WS

55° 1200Im 800Im STS1G2-9305511N-WS

4000K 18° 1300Im 850Im STS1G2-9401811N-WS

30° 1300Im 850Im STS1G2-9403011N-WS

40° 1300Im 850Im STS1G2-9404011N-WS

55° 1300Im 850Im STS1G2-9405511N-WS

75 W 9 W 31V 250 mA 90 2700K 18° 850Im 620Im STS1G2-9271808N-WM
30° 850Im 620Im STS1G2-9273008N-WM
40° 850Im 620Im STS1G2-9274008N-WM
55° 850Im 620Im STS1G2-9275508N-WM

3000K 18° 900Im 650Im STS1G2-9301808N-WM

30° 900Im 650Im STS1G2-9303008N-WM

40° 900Im 650Im STS1G2-9304008N-WM

55° 900Im 650Im STS1G2-9305508N-WM

4000K 18° 1000Im 700Im STS1G2-9401808N-WM

30° 1000Im 700Im STS1G2-9403008N-WM

40° 1000Im 700Im STS1G2-9404008N-WM
. 55 1000m 700  STS1G2-9405508N-WM

11 W 13 W 31V 350 mA 90 2700K 18° 1100Im 770Im STS1G2-9271811N-WM
30° 1100Im 770Im STS1G2-9273011N-WM
40° 1100Im 770Im STS1G2-9274011N-WM
55° 1100Im 770Im STS1G2-9275511N-WM

3000K 18° 1200im 800Im STS1G2-9301811N-WM
30° 1200im 800Im STS1G2-9303011N-WM
40° 1200im 800Im STS1G2-9304011N-WM
55° 1200im 800Im STS1G2-9305511N-WM
4000K 18° 1300im 850Im STS1G2-9401811N-WM
30° 1300Im 850Im STS1G2-9403011N-WM
40° 1300im 850Im STS1G2-9404011N-WM
55° 1300Im 850Im STS1G2-9405511N-WM

Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim)

A=A(1-10V Dim) D=D(DALI Dim)

LED Power System Power LED \bltage LED Current CRI CCT Beam LED Output System Output Code
75 W 9w 31V 250mA 90 2700K 18°  850im 620m  STS1G2-9271808N-WB
30°  850im 620im  STS1G2-9273008N-WB
40°  850Im 620m  STS1G2-9274008N-WB
55°  850Im 620lm  STS1G2-9275508N-WB
3000K 18°  900Im 650m  STS1G2-9301808N-WB
30°  900Im 650m  STS1G2-9303008N-WB
40°  900Im 650m  STS1G2-9304008N-WB
55°  900Im 650m  STS1G2-9305508N-WB
4000K 18°  1000Im 700m  STS1G2-9401808N-WB
30°  1000Im 700m  STS1G2-9403008N-WB
40°  1000Im 700m  STS1G2-9404008N-WB
55°  1000im 700m  STS1G2-9405508N-WB
11w 13 W 31V 350mA 90 2700K 18°  1100im 770m  STS1G2-9271811N-WB
30°  1100Im 770m  STS1G2-9273011N-WB
40°  1100Im 770m  STS1G2-9274011N-WB
55°  1100Im 770m  STS1G2-9275511N-WB
3000K 18°  1200Im 800Im  STS1G2-9301811N-WB
Black Reflector 30°  1200Im 800im  STS1G2-9303011N-WB
40°  1200Im 800im  STS1G2-9304011N-WB
55°  1200Im 800m  STS1G2-9305511N-WB
4000K 18°  1300Im 850Im  STS1G2-9401811N-WB
30°  1300Im 850m  STS1G2-9403011N-WB
40°  1300Im 850m  STS1G2-9404011N-WB
55°  1300Im 850m  STS1G2-9405511N-WB
75 W 9w 31V 250mA 90 2700K 18°  850Im 620m  STS1G2-9271808N-WC
30°  850Im 620m  STS1G2-9273008N-WC
40°  850Im 620m  STS1G2-9274008N-WC
55°  850Im 620m  STS1G2-9275508N-WC
3000K 18°  900Im 650m  STS1G2-9301808N-WC
30°  900Im 650m  STS1G2-9303008N-WC
40°  900Im 650m  STS1G2-9304008N-WC
55°  900Im 650m  STS1G2-9305508N-WC
4000K 18°  1000Im 700m  STS1G2-9401808N-WC
30°  1000Im 700m  STS1G2-9403008N-WC
40°  1000Im 700m  STS1G2-9404008N-WC
... 55" 1000m _ 700m  STS1G2-9405508N-WC
11w 13 W 31V 350mA 90 2700K 18°  1100im 770lm  STS1G2-9271811N-WC
30°  1100im 770m  STS1G2-9273011N-WC
40°  1100Im 770m  STS1G2-9274011N-WC
55°  1100im 770m  STS1G2-9275511N-WC
3000K 18°  1200Im 800im  STS1G2-9301811N-WC
‘ 30°  1200Im 800im  STS1G2-9303011N-WC
Dark Light Reflector 40°  1200Im 800im  STS1G2-9304011N-WC
55°  1200Im 800m  STS1G2-9305511N-WC
4000K 18°  1300Im 850m  STS1G2-9401811N-WC
30°  1300Im 850lm  STS1G2-9403011N-WC
40°  1300Im 850m  STS1G2-9404011N-WC
55°  1300Im 850lm  STS1G2-9405511N-WC
75 W 9w 31V 250mA 90 2700K 18°  850im 620m  STS1G2-9271808N-WW
30°  850Im 620im  STS1G2-9273008N-WW
40°  850Im 620im  STS1G2-9274008N-WW
55°  850Im 620im  STS1G2-9275508N-WW
3000K 18°  900Im 650m  STS1G2-9301808N-WW
30°  900Im 650m  STS1G2-9303008N-WW
40°  900Im 650m  STS1G2-9304008N-WW
55°  900Im 850m  STS1G2-9305508N-WW
4000K 18°  1000Im 700m  STS1G2-9401808N-WW
30°  1000im 700m  STS1G2-9403008N-WW
40°  1000Im 700m  STS1G2-9404008N-WW
... . 55" 1000m _ 700m  STS1G2-9405508N-WW
11 W 13 W 31V 350mA 90 2700K 18°  1100im 770m  STS1G2-9271811N-WW
30°  1100im 770m  STS1G2-9273011N-WW
40°  1100Im 770m  STS1G2-9274011N-WW
55°  1100Im 770m  STS1G2-9275511N-WW
3000K 18°  1200Im 800Im  STS1G2-9301811N-WW
. 30°  1200Im 800m  STS1G2-9303011N-WW
White Reflector 40°  1200Im 800im  STS1G2-9304011N-WW
55°  1200im 800lm  STS1G2-9305511N-WW
4000K 18°  1300Im 850im  STS1G2-9401811N-WW
30°  1300Im 850m  STS1G2-9403011N-WW
40°  1300Im 850im  STS1G2-9404011N-WW
55°  1300Im 850lm  STS1G2-9405511N-WW

Optional accessary

Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

()

N

Honeycomb

STS1G2-9304008N-WM-H

Code for STS1G2-9304008N-WM with Honeycomb
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Adjustable LED Downlight

Tunable Whits

See Details @www.nekolighting.com

18°
30°

7.5W
‘ CRI90 %
55°

11W

2700K
3000K
4000K

50,000h@L80B10

-25mm

Vil wa

17171
Ceiling Thickness

Intertek

weB €a

2700K == -25mm
BW CRI90 3000K 12° UGR p54 CE D @w Aéﬁ Dﬁz o
4000K 50,000heL80810 < 19 S ertek 68x68 | Cliing Thickness

Gold Reflector

039

LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
75 W 9 W 31V 250mA 90 2700K 18° 850Im 620Im STS1G2-9271808N-WG
30° 850Im 620Im STS1G2-9273008N-WG
40° 850Im 620Im STS1G2-9274008N-WG
55° 850Im 620Im STS1G2-9275508N-WG
3000K 18° 900Im 650Im STS1G2-9301808N-WG
30° 900Im 650Im STS1G2-9303008N-WG
40° 900Im 650Im STS1G2-9304008N-WG
55° 900Im 650Im STS1G2-9305508N-WG
4000K 18° 1000Im 700Im STS1G2-9401808N-WG
30° 1000Im 700Im STS1G2-9403008N-WG
40° 1000Im 700Im STS1G2-9404008N-WG
.55 1000m_ ____ 700m __ STS1G2-9405508N-WG
11w 18 W 31 V 350mA 90 2700K 18° 1100Im 770lm STS1G2-9271811N-WG
30° 1100Im 770lm STS1G2-9273011N-WG
40° 1100Im 770m STS1G2-9274011N-WG
55° 1100Im 770Im STS1G2-9275511N-WG
3000K 18° 1200Im 800Im STS1G2-9301811N-WG
30° 1200Im 800Im STS1G2-9303011N-WG
40° 1200Im 800Im STS1G2-9304011N-WG
55° 1200Im 800Im STS1G2-9305511N-WG
4000K 18° 1300Im 850Im STS1G2-9401811N-WG
30° 1300Im 850Im STS1G2-9403011N-WG
40° 1300Im 850Im STS1G2-9404011N-WG
55° 1300im 850Im STS1G2-9405511N-WG

Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

Trimless Version available

Trimless code for STS1G2-9304008N-WM - STS3G2-9304008N-WM

-22.5mm

711
Ceiling Thickness 70X70

Trimless code for STS1G2-9304008N-WM = ETS1G2-9304008N-WM

1-25mm

1171
Ceiling Thickness

LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
6 W 8 W 12V 500mA 90 2700K 12° 670Im 350Im STS1G2-9271206N-WS
3000K 12° 700Im 400Im STS1G2-9301206N-WS
4000K 12° 750Im 450Im STS1G2-9401206N-WS
Specular Reflector
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
6 W 8 W 12V 500mA 90 2700K 12° 670Im 350Im STS1G2-9271206N-WM
3000K 12° 700Im 400Im STS1G2-9301206N-WM
4000K 12° 750lm 450im STS1G2-9401206N-WM
Matt Reflector
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
6 W 8 W 12V 500mA 90 2700K 12° 670Im 350Im STS1G2-9271206N-WB
3000K 12° 700Im 400Im STS1G2-9301206N-WB
4000K 12° 750Im 450Im STS1G2-9401206N-WB
Black Reflector
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
6 W 8 W 12V 500mA 90 2700K 12° 670Im 350Im STS1G2-9271206N-WC
3000K 12° 700Im 400Im STS1G2-9301206N-WC
4000K 12° 750Im 450im STS1G2-9401206N-WC
Dark Light Reflector
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
6 W 8 W 12V 500mA 90 2700K 12° 670Im 350Im STS1G2-9271206N-WW
3000K 12° 700Im 400Im STS1G2-9301206N-WW
4000K 12° 750Im 450Im STS1G2-9401206N-WW
White Reflector
LED Power System Power LED \oltage LED Current CRI CCT Beam LED Output System Output Code
6 W 8 W 12V 500mA 90 2700K 12° 670Im 350Im STS1G2-9271206N-WG
3000K 12° 700Im 400Im STS1G2-9301206N-WG
4000K 12° 750lm 450lm STS1G2-9401206N-WG

Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)
Gold Reflector

Optional accessary

S Code for STS1G2-9301206N-WM with Honeycomb
( STS1G2-9301206N-WM-H
N

Honeycomb

www.nekolighting.com m
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NEKO / SENSE 100 NEW

Modular Design

S100G2 LED Engine S100HG2 LED Engine
Adjustable/ Fixed/ Wall Washer Adjustable/ Fixed/ Wall Washer
Trim
Round Trim Round Trimless Square Trim Square Trimless
\ \
Accessory
Honeycomb Linear Spread Filter Diffusion Filter Honeycomb Linear Spread Filter Diffusion Filter
| |
Reflector
Round Adjustable Round Fixed Round Fixed Round-Wall Washer Square Adjustable Square Fixed Square Wall Washer
‘ (Horn Type) (Matt Only) | (Matt Only)
| NEW
Anti-Glare Ring
(Straight Type) (Curve Type,Option) (Straight Type) (Curve Type,Option)
Second Accessory
(Option) (Option)
| |
Model
S100R1-G2 S100R1-G2-CA S100R7-G2 S100R2-G2 S100R3-G2 S100S1-G2 S100S1-G2-CA S10052-G2 S100S3-G2

Secondary Reflector

© 0 0 e

Specular Dark Light Matt White Black Gold

www.nekolighting.com m



NEKO / SENSE 100/
Adjustable LED Downlight

LED Power System Power LED \bltage LED Current CRI CCT Beam LED Output System Output Code

13w 15 W 36 V 350mA 90 2700K 18°  1400Im 1050lm  SSR1G2-9271813N-WB
30°  1400m 1150lm  SSR1G2-9273013N-WB

40°  1400Im 1150lm  SSR1G2-9274013N-WB

55°  1400Im 1050lm  SSR1G2-9274513N-WB

3000K 18°  1500Im 1150lm  SSR1G2-9301813N-WB
30°  1500Im 1250lm  SSR1G2-9303013N-WB

40°  1500Im 1250lm  SSR1G2-9304013N-WB

55°  1500lm 1150lm  SSR1G2-9304513N-WB

4000K 18°  1600Im 1250lm  SSR1G2-9401813N-WB
30°  1600Im 1350im  SSR1G2-9403013N-WB

40°  1600Im 1350m  SSR1G2-9404013N-WB

55°  1600Im 1250lm  SSR1G2-9404513N-WB

18 W 21 W 36 V 500mA 90 2700K 18°  1900Im 1500lm  SSR1G2-9271818N-WB
30°  1900Im 1700lm  SSR1G2-9273018N-WB
40°  1900Im 1700m  SSR1G2-9274018N-WB
55°  1900Im 1500lm  SSR1G2-9274518N-WB

3000K 18°  2000Im 1600im  SSR1G2-9301818N-WB

Black Reflector 30°  2000Im 1800Im  SSR1G2-9303018N-WB
40°  2000Im 1800Im  SSR1G2-9304018N-WB

55°  2000Im 1600lm  SSR1G2-9304518N-WB

4000K 18°  2200Im 1700lm  SSR1G2-9401818N-WB

30°  2200m 1900lm  SSR1G2-9403018N-WB

40°  2200lm 1900m  SSR1G2-9404018N-WB

55°  2200m 1700lm  SSR1G2-9404518N-WB

18 W 15 W 36 V 350mA 90 2700K 18°  1400Im 1050lm  SSR1G2-9271813N-WC
30°  1400m 1150lm  SSR1G2-9273013N-WC
40°  1400lm 1150lm  SSR1G2-9274013N-WC
55°  1400m 1050lm  SSR1G2-9274513N-WC

3000K 18°  1500Im 1150lm  SSR1G2-9301813N-WC
30°  1500Im 1250lm  SSR1G2-9303013N-WC
40°  1500lm 1250lm  SSR1G2-9304013N-WC

Tunable White 55° 1500Im 1150Im SSR1G2-9304513N-WC
P —— - 4000K 18° 1600Im 1250im SSR1G2-9401813N-WC
ee Detalls A g i 30° 1600Im 1350Im SSR1G2-9403013N-WC

40°  1600Im 1850lm  SSR1G2-9404013N-WC
55°  1600Im 1250lm  SSR1G2-9404513N-WC

18 W 21 W 36 V 500mA 90 2700K 18°  1900Im 15600lm  SSR1G2-9271818N-WC
30°  1900Im 1700m  SSR1G2-9273018N-WC

13W 2700K 18 UGR = a -25mm ® 40°  1900Im 1700m  SSR1G2-9274018N-WC
15 CRI90 3000K 39 ol9 1P54 CE PN ()w faaat 55°  1900im 1500im  SSR1G2-9274518N-WC
4000K | 45°  50,000n@L80B10 S intentek 100 | Celing Thickness 3000K 18°  2000Im 1600lm  SSR1G2-9301818N-WC
— ‘ 30°  2000im 1800im  SSR1G2-9303018N-WC
Dark Light Reflector 40°  2000im 1800im  SSR1G2-9304018N-WC
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code 4000K ?g gggg:m ]ggg:m gg;}gggig#g]g“_wg
13 W 15 W 36V 350mA 90 2700K 18°  1400Im 1050m  SSR1G2-9271813N-WS S goem oo ggg]gg:gjgig]gmng
30° 1400 1150m  SSR1G2-9273013N-WS 29, 2o G e e
40° 1400 1150m  SSR1G2-9274013N-WS ... 5 2200m  1700m  SSR1G2-9404518N-WC
S000K o IEgm oM I Bw 5 W 8V  350mA 90 2700K 18° 1400m  1050m  SSR1G2-9271813N-WW
30° 1500 1250m  SSR1G2-9303013N-WS 307 1400m 1150im  SSR1G2-9273013N-WW
40°  1500im 1250m  SSR1G2-9304013N-WS 2 1oem loeom e NI
Jo00k 5 IR0gm M G e 3000K 18°  1500m  1150m  SSR1G2-9301813N-WW
. . im 1250im  SSR1G2-9303013N-WW
30°  1600Im 1350m  SSR1G2-9403013N-WS 307 1500
40" 1600im 1350m  SSR1G2-9404013N-WS PR e A NIV
e 45T 1600m  1250im  SSR1G2-9404513N-WS 4000K 18° 1600m  1250im  SSR1G2-9401813N-WW
18 W 21 W 36 V 500mA 90 2700K 18° 1900Im 1500Im SSR1G2-9271818N-WS 30° 1600Im 1350Im SSR1G2-9403013N-WW
30°  1900Im 1700m  SSR1G2-9273018N-WS 40°  1600Im 1350lm  SSR1G2-9404013N-WW
40°  1900Im 1700m  SSR1G2-9274018N-WS 55°  1600im 1250lm  SSR1G2-9404513N-WW
458 1900m  1500m  SSR1G2-9274518N-WS 18w 21 W 36V B00mA 90 2700K 18° 1900lm  1500im  SSR1G2-9271818N-WW
3000K 18°  2000im 1600m  SSR1G2-9301818N-WS ol o R e
30° 2000 1800im  SSR1G2-9303018N-WS .
Specular Reflector 2 S000m oS 40°  1900im 1700im  SSR1G2-9274018N-WW
. 55°  1900im 1500im  SSR1G2-9274518N-WW
45" 2000m  1600m  SSR1G2-9304518N-WS 3000K 18° 2000m  1600im  SSR1G2-9301818N-WW
4000K 18°  2200Im 1700m  SSR1G2-9401818N-WS 8 aeam 1o00m SSRGS s W
30° 2200 1900im  SSR1G2-9403018N-WS White Reflector S0 2oaam B AT AR
407 2200m - 1900im - SSR1G2-9404018N-WS 55°  2000m  1600m  SSR1G2-9304518N-WW
il % 2200m 1700m __ SSR1G2-9404518N-WS 4000K 18°  2200Im 1700lm  SSR1G2-9401818N-WW
3w 15 W 36V 350mA 90 2700K 18°  1400im 1050m  SSR1G2-9271813N-WM o.M o ggg]gg_gﬁgig]g“_m
30°  1400Im 1150im  SSR1G2-9273013N-WM 29, Zo00m B AR
40° 1400 Som SSRIGZETADIONWM o S T SEIREanten
45" 1400Im 1050Im R1G2-9274513N-WM
3000K 18° 1588Im 1?%8"“ SSR1G2-9301813N-WM Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)
30°  1500Im 1250im  SSR1G2-9303013N-WM
40° 1500 1250m  SSR1G2-9304013N-WM
45" 1500Im 1150m  SSR1G2-9304513N-WM
4000K 18°  1600Im 1250m  SSR1G2-9401813N-WM
30° 1600 1350m  SSR1G2-9403013N-WM
40° 1600 1350m  SSR1G2-9404013N-WM
4 1600m  1250m  SSR1G2-G4045T3N-WM
18 W 21 W 36 V 500mA 90 2700K 18°  1900Im 1500m  SSR1G2-9271818N-WM
30°  1900Im 1700m  SSR1G2-9273018N-WM
40° 1900Im 1700Im SSR1G2-9274018N-WM Optional accessary
458 1900Im 1500m  SSR1G2-9274518N-WM
3000K 18°  2000im 1600m  SSR1G2-9301818N-WM | Codefor SSR1G2-9304018N-WM with Honeycomb
Viatt Reflector 30° 2000 1800im  SSR1G2-9303018N-WM N SOR1G2-9304018N-WM-H
att Reflecto 40° 2000 1800im  SSR1G2-9304018N-WM \_/
45° 2000 1600m  SSR1G2-9304518N-WM e

4000K 18°  2200im 1700lm  SSR1G2-9401818N-WM
30°  2200im 1900lm  SSR1G2-9403018N-WM
40°  2200im 1900lm  SSR1G2-9404018N-WM
45°  2200lm 1700lm  SSR1G2-9404518N-WM

Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

m www.nekolighting.com m



NEKO / SENSE 100/
Adjustable LED Downlight

Tunable Whits

See Details @www.nekolighting.com

‘ W ‘CRIQO

2700K == -25mm o
3000K 10° UGR |p5q CE PN @w (%\ u% o
4000K 50,000naLsoB10 < 19 S fenek 100’ | Cdiing Thickness

2700K | 18° = -25mm o
18W GRIg0 3000K 32 UGR ipsq cean @. C@W o mm
4000K 43¢ s0,000naLsoBio] < 19 S ek 100’ Gliing Thickness
oTor
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
13 W 15 W 36 V 350mA 90 2700K 18° 1400Im 1050Im SSR1G2-9271813N-WG
30° 1400im 1150im SSR1G2-9273013N-WG
40° 1400im 1150Im SSR1G2-9274013N-WG
45° 1400im 1050Im SSR1G2-9274513N-WG
3000K 18° 1500im 1150Im SSR1G2-9301813N-WG
30° 1500im 1250Im SSR1G2-9303013N-WG
40° 1500im 1250Im SSR1G2-9304013N-WG
45° 1500lm 1150Im SSR1G2-9304513N-WG
4000K 18° 1600im 1250im SSR1G2-9401813N-WG
30°  1600Im 1350lm  SSR1G2-9403013N-WG
40°  1600Im 1350lm  SSR1G2-9404013N-WG
... 45 1600m_ __ 1250im  SSR1G2-9404513N-WG
18 W 21 W 36 V 500mA 90 2700K 18° 1900Im 1500Im SSR1G2-9271818N-WG
30° 1900Im 1700Im SSR1G2-9273018N-WG
40°  1900Im 1700lm  SSR1G2-9274018N-WG
458 1900Im 1500m  SSR1G2-9274518N-WG
3000K 18°  2000im 1600im  SSR1G2-9301818N-WG
30°  2000Im 1800Im  SSR1G2-9303018N-WG
Gold Reflector 40°  2000im 1800m  SSR1G2-9304018N-WG
45° 2000Im 1600Im SSR1G2-9304518N-WG

4000K 18°  2200lm 1700Im
30°  2200Im 1900Im
40°  2200lm 1900Im
45°  2200lm 1700Im

Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-1

Trimless Version available

SSR1G2-9401818N-WG
SSR1G2-9403018N-WG
SSR1G2-9404018N-WG
SSR1G2-9404518N-WG

0V Dim) D=D(DALI Dim)

Triimless code for SSR1G2-9304013N-WM—> SSR4G2-9304013N-WM

12.5-25mm
dﬁ 7111
Céiling Thickness 100

Trimless code for SSR1G2-9304013N-WM = ESR1G2-9304013N-WM

1-25mm
Dﬁ 1111
Ceiling Thickness 108

047

131

131

LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
7 W 9 W 36 V 200mA 90 2700K 10° 800Im 520Im SSR1G2-9271007N-WS
3000K 10° 850Im 550Im SSR1G2-9301007N-WS
4000K 10° 900Im 600Im SSR1G2-9401007N-WS
Specular Reflector
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
7 W 9 W 36 V 200mA 90 2700K 10° 800Im 520Im SSR1G2-9271007N-WM
3000K 10° 850Im 550Im SSR1G2-9301007N-WM
4000K 10° 900Im 600Im SSR1G2-9401007N-WM
Matt Reflector
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
7 W 9 W 36 V 200mA 90 2700K 10° 800Im 520Im SSR1G2-9271007N-WB
3000K 10° 850Im 550Im SSR1G2-9301007N-WB
4000K 10° 900Im 600Im SSR1G2-9401007N-WB
Black Reflector
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
7 W 9w 36 V 200mA 90 2700K 10° 800Im 520Im SSR1G2-9271007N-WC
3000K 10° 850Im 550im SSR1G2-9301007N-WC
4000K 10° 900Im 600Im SSR1G2-9401007N-WC
Dark Light Reflector
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
7 W 9 W 36 V 200mA 90 2700K 10° 800Im 520Im SSR1G2-9271007N-WW
3000K 10° 850Im 550Im SSR1G2-9301007N-WW
4000K 10° 900Im 600Im SSR1G2-9401007N-WW
white Reflector
LED Power System Power LED \oltage LED Current CRI CCT Beam LED Output System Output Code
7 W 9 W 36 V 200mA 90 2700K 10° 800Im 520Im SSR1G2-9271007N-WG
3000K 10° 850Im 550Im SSR1G2-9301007N-WG
4000K 10° 900Im 600Im SSR1G2-9401007N-WG

Gold Reflector Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

Optional accessary

S Code for SSR1G2-9301009N-WM with Honeycomb
( SSR1G2-9301009N-WM-H
N

Honeycomb

www.nekolighting.com 048



NEKO / SENSE 100H /
Adjustable LED Downlight

LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code

25 W 28 W 36 V 700mA 90 2700K 18°  2400Im 1800Im  SHR1G2-9271825N-WC
30°  2400Im 2000lm  SHR1G2-9273025N-WC
40°  2400Im 2000lm  SHR1G2-9274025N-WC
45°  2400Im 1800lm  SHR1G2-9274525N-WC

3000K 18°  2600Im 1900Im  SHR1G2-9301825N-WC

30°  2600Im 2100lm  SHR1G2-9303025N-WC

40°  2600Im 2100lm  SHR1G2-9304025N-WC

45°  2600Im 1900lm  SHR1G2-9304525N-WC

4000K 18°  2800Im 1900Im  SHR1G2-9401825N-WC

30°  2800Im 2200lm  SHR1G2-9403025N-WC

40°  2800Im 2200lm  SHR1G2-9404025N-WC

Dark Light Reflector 45°  2800Im 1900lm  SHR1G2-9404525N-WC

25 W 28 W 36 V 700mA 90 2700K 18°  2400Im 1800im  SHR1G2-9271825N-WW
30°  2400Im 2000lm  SHR1G2-9273025N-WW
40°  2400Im 2000lm  SHR1G2-9274025N-WW
45°  2400Im 1800lm  SHR1G2-9274525N-WW

3000K 18°  2600Im 1900lm  SHR1G2-9301825N-WW
30°  2600Im 2100lm  SHR1G2-9303025N-WW
40°  2600Im 2100lm  SHR1G2-9304025N-WW
45°  2600Im 1900lm  SHR1G2-9304525N-WW
4000K 18°  2800Im 1900im  SHR1G2-9401825N-WW
30°  2800Im 2200lm  SHR1G2-9403025N-WW
40°  2800Im 2200lm  SHR1G2-9404025N-WW
45°  2800Im 1900Im  SHR1G2-9404525N-WW

White Reflector

25 W 28 W 36 V 700mA 90 2700K 18°  2400Im 1800im  SHR1G2-9271825N-WG
30°  2400Im 2000lm  SHR1G2-9273025N-WG
40°  2400Im 2000lm  SHR1G2-9274025N-WG
45°  2400Im 1800im  SHR1G2-9274525N-WG

3000K 18°  2600Im 1900lm  SHR1G2-9301825N-WG
30°  2600Im 2100lm  SHR1G2-9303025N-WG
40°  2600Im 2100lm  SHR1G2-9304025N-WG
45°  2600Im 1900Im  SHR1G2-9304525N-WG
4000K 18°  2800Im 1900m  SHR1G2-9401825N-WG
30°  2800Im 2200lm  SHR1G2-9403025N-WG
40°  2800Im 2200lm  SHR1G2-9404025N-WG
45°  2800Im 1900im  SHR1G2-9404525N-WG

2700K 187 = O ;—25mm 5
RI 30: UGR c € o (]‘b us & 7171 R e
‘25W ‘C % 2888& f{ga 50,000neL0B10 < 19 P54 uaraires @ ntertek 100’ | Ciing Thickness Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)
Gold Reflector
LED Power System Power LED Voltage LED Current CRI  CCT Beam LEDOutput System Output Code Trimless Version available
25 W 28 W 36 V 700mA 90 2700K 18°  2400Im 1800m  SHR1G2-9271825N-WS Trimless code for SHR1G2-9303525N-WM - SHR4G2-9303525N-WM
30°  2400im 2000lm  SHR1G2-9273025N-WS b
40°  2400im 2000im  SHR1G2-9274025N-WS 12.5-25mm -
45°  2400im 1800lm  SHR1G2-9274525N-WS [5any)
3000K 18°  2600Im 1900im  SHR1G2-9301825N-WS Cliling Thickness 100
30°  2600im 2100m  SHR1G2-9303025N-WS
40°  2600im 2100m  SHR1G2-9304025N-WS
45°  2600im 1900lm  SHR1G2-9304525N-WS
4000K 18°  2800Im 1900lm  SHR1G2-9401825N-WS
30°  2800im 2200lm  SHR1G2-9403025N-WS Trimless code for SHR1G2-9303525N-WM->EHR2G2-9303525N-WM
40°  2800Im 2200lm  SHR1G2-9404025N-WS 25mm
Specular Reflector 45°  2800im 1900lm  SHR1G2-9404525N-WS &
77777777777777777777777777777777777777777777777777777777777777777777777777777777777 Ceiling Thickness 108
25 W 28 W 36 V 700mA 90 2700K 18°  2400Im 1800im  SHR1G2-9271825N-WM

30°  2400m 2000Im SHR1G2-9273025N-WM

40°  2400Im 2000Im SHR1G2-9274025N-WM

45°  2400Im 1800Im SHR1G2-9274525N-WM

3000K 18°  2600Im 1900Im SHR1G2-9301825N-WM
30°  2600Im 2100Im SHR1G2-9303025N-WM

40°  2600Im 2100Im SHR1G2-9304025N-WM

45°  2600Im 1900Im SHR1G2-9304525N-WM

4000K 18°  2800Im 1900Im SHR1G2-9401825N-WM
30°  2800Im 2200Im SHR1G2-9403025N-WM

40°  2800Im 2200Im SHR1G2-9404025N-WM

45°  2800Im 1900Im SHR1G2-9404525N-WM

L U =1 1=Ye o

256 W 28 W 36 V 700mA 90 2700K 18°  2400im 1800im  SHR1G2-9271825N-WB
30°  2400Im 2000lm  SHR1G2-9273025N-WB
40°  2400lm 2000lm  SHR1G2-9274025N-WB
45°  2400lm 1800Im  SHR1G2-9274525N-WB

3000K 18°  2600im 1900m  SHR1G2-9301825N-WB
30°  2600im 2100lm  SHR1G2-9303025N-WB
40°  2600im 2100lm  SHR1G2-9304025N-WB
45°  2600im 1900m  SHR1G2-9304525N-WB
4000K 18°  2800Im 1900m  SHR1G2-9401825N-WB
30°  2800Im 2200lm  SHR1G2-9403025N-WB
40°  2800Im 2200lm  SHR1G2-9404025N-WB
45°  2800Im 1900m  SHR1G2-9404525N-WB

Black Reflector Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

Optional accessary

— Code for SHR1G2-9304025N-WM with Honeycomb
</ SHR1G2-9304025N-WM-H

Honeycomb

m www.nekolighting.com m



NEKO / SENSE 100/
Adjustable LED Downlight

LED Power System Power LED \bltage LED Current CRI CCT Beam LED Output System Output Code

13w 15 W 36 V 350mA 90 2700K 18°  1400Im 1050m  SSS1G2-9271813N-WB
30°  1400m 1150lm  SSS§1G2-9273013N-WB

40°  1400Im 1150lm  SS8S§1G2-9274013N-WB

55°  1400Im 1050m  SSS1G2-9274513N-WB

3000K 18°  1500Im 1150m  SSS1G2-9301813N-WB
30°  1500Im 1250lm  SSS1G2-9303013N-WB

40°  1500Im 1250lm  SSS§1G2-9304013N-WB

55°  1500lm 1150lm  SSS1G2-9304513N-WB

4000K 18°  1600Im 1250lm  SSS1G2-9401813N-WB
30°  1600Im 1350lm  SSS§1G2-9403013N-WB

40°  1600Im 1350lm  SSS1G2-9404013N-WB

55°  1600Im 1250lm  SSS1G2-9404513N-WB

18 W 21 W 36 V 500mA 90 2700K 18°  1900Im 1500lm  SSS1G2-9271818N-WB
30°  1900Im 1700lm  SSS1G2-9273018N-WB
40°  1900Im 1700lm  SSS1G2-9274018N-WB
55°  1900Im 1500lm  SSS1G2-9274518N-WB

3000K 18°  2000Im 1600m  SSS1G2-9301818N-WB

Black Reflector 30°  2000Im 1800Im  SSS1G2-9303018N-WB
40°  2000Im 1800Im  SSS1G2-9304018N-WB

55°  2000Im 1600m  SSS1G2-9304518N-WB

4000K 18°  2200Im 1700lm  SSS1G2-9401818N-WB

30°  2200m 1900lm  SSS1G2-9403018N-WB

40°  2200lm 1900lm  SSS1G2-9404018N-WB

55°  2200m 1700lm  SSS1G2-9404518N-WB

18 W 15 W 36 V 350mA 90 2700K 18°  1400im 1050im  SSS1G2-9271813N-WC
30°  1400m 1150lm  S8§1G2-9273013N-WC
40°  1400lm 1150lm  SSS1G2-9274013N-WC
55°  1400m 1050lm  SS8S§1G2-9274513N-WC

3000K 18°  1500Im 1150m  SSS1G2-9301813N-WC
30°  1500Im 1250lm  SSS1G2-9303013N-WC
40°  1500lm 1250lm  SSS1G2-9304013N-WC

Tunable White 55° 1500Im 1150Im SSS1G2-9304513N-WC
P~ oot 4000K 18°  1600Im 1250lm  SSS1G2-9401813N-WC
e Details @www.nekolighting.com 30°  1600Im 1350lm  SSS1G2-9403013N-WC

40°  1600Im 1350im  SSS1G2-9404013N-WC
55°  1600Im 1250lm  SSS1G2-9404513N-WC

18 W 21 W 36 V 500mA 90 2700K 18°  1900Im 1500lm  SSS1G2-9271818N-WC
30°  1900Im 1700m  SSS1G2-9273018N-WC

13W 2700K 18 UGR = @ -25mm 2 40°  1900Im 1700im  $8S1G2-9274018N-WC
15 CRI90 3000K 39 ole 1P54 c E O K. oo 55°  1900im 1500m  SSS1G2-9274518N-WC
4000K | 45°  50,000n@L80B10 S intentek 96x96 | Geiling Thickness 3000K 18°  2000Im 1600lm  SSS1G2-9301818N-WC
. 30°  2000im 1800im  SSS1G2-9303018N-WC
Dark Light Reflector 40°  2000im 1800im  SSS1G2-9304018N-WC
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code 4000K ?g gggg:m ]ggg:m ggg}gggigig]g“wg
13 W 15 W 36V 350mA 90 2700K 18°  1400Im 1050m  SSS1G2-9271813N-WS S goem oo ggg]gg:giggg]gmng
30° 1400 1150lm  SSS1G2-9273013N-WS 29, 2o o RS e
40° 1400 1150m  SSS1G2-9274013N-WS .5 2200m . 1700m - SSS1G2-9404518N-WC
AT - =1 AL =1 L=+ $y<c A AR B W 5 W 36V 30mA 90 2700K 18’ 1400m  1050m  SSS1G2-9271813N-WW
30° 1500 1250m  SSS1G2-9303013N-WS 307 1400m 1150im - 8851G2-9273013N-WW
40° 1500 1250m  SSS1G2-9304013N-WS 407 1400m O e G N W
45° 1500 1750m  SSS1G2-9304513N-WS 000k T 1eggm R RS E
4000K 18°  1600im 1250m  SSS1G2-9401813N-WS . " " 1G2-9301813N-
30°  1600Im 1350im  SSS1G2-9403013N-WS 307 1500Im 1250im - 5851G2-9303013N-WW
40°  1600Im 1350m  SSS1G2-9404013N-WS 407 1500Im 1250im - 5851G2-9304013N-WW
45°  1600Im 1050m  SSS1G2-9404513N-WS 2000k - 1299m 1760m  SSS1G2-9304513N-WW
———————————————————————————————————————————————————————————————————————————————— 8 1600m 1250m  SSS1G2-9401813N-WW
18 W 21 W 36 V 500mA 90 2700K 18°  1900Im 1500m  SSS1G2-9271818N-WS 30°  1600Im 1350lm  SSS1G2-9403013N-WW
307 1900Im 1700m  SS51G2-9273018N-WS 40°  1600Im 1350Im  SSS1G2-9404013N-WW
40°  1900Im 1700lm  SSS1G2-9274018N-WS 55°  1600Im 1250lm  SSS1G2-9404513N-WW
45¢  1900m  1500m  SSS1G2-9274518N-WS 18w 21 W 36V B00mA 90 2700K 18"  1900m  1500im  SSS1G2-0271818N-WW
3000K 18°  2000im 1600im  SSS1G2-9301818N-WS ol R R
30° 2000 1800im  SSS1G2-9303018N-WS .
Specular Reflector 2 S000m A== e AN 40°  1900im 1700m  SSS1G2-9274018N-WW
. 55°  1900im 1500im  SSS1G2-9274518N-WW
45" 2000Im 1600im  SSS1G2-9304518N-WS S000K 180 000
. m 1600m  SSS1G2-9301818N-WW
4000K 18°  2200Im 1700m  SSS1G2-9401818N-WS 8 aeam 1o00m 858162 os01sTEN W
30° 2200 1900im  SSS1G2-9403018N-WS White Reflector S0 2oaam B e PR
40" 2200Im 1900im  SSS1G2-9404018N-WS 290 2o O R
il % 2200m 1700im _ _ S551G2-9404518N-WS 4000K 18°  2200Im 1700m  SSS1G2-9401818N-WW
3w 15 W 36 V 350mA 90 2700K 18°  1400m 1050m  SSS1G2-9271813N-WM o.M o ggg]gg:gﬁgig]gmjm
30°  1400im 1150m  SSS1G2-9273013N-WM 29, Zo00m B S RN R
40° 1400 Som SSSIGREVAOINWM S T SRRt
45" 1400Im 1050Im 1G2-9274513N-WM
3000K 18° 1588Im 1?%8"“ SSS1G2-9301813N-WM Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)
30°  1500Im 1250m  SSS1G2-9303013N-WM
40° 1500 1250lm  SSS1G2-9304013N-WM
45°  1500Im 1150m  SSS1G2-9304513N-WM
4000K 18°  1600Im 1250m  SSS1G2-9401813N-WM
30° 1600 1350m  SSS1G2-9403013N-WM
40° 1600 1350m  SSS1G2-9404013N-WM
... 45" 1600m 1250m  SS51G2-9404513N-WM
18 W 21 W 36 V 500mA 90 2700K 18°  1900Im 1500m  SSS1G2-9271818N-WM
30°  1900Im 1700m  SSS1G2-9273018N-WM
40° 1900Im 1700Im SSS1G2-9274018N-WM Optional accessary
458 1900Im 1500m  SSS1G2-9274518N-WM
3000K 18°  2000im 1600m  SSS1G2-9301818N-WM | Code for S551G2-9304018N-WM with Honeyoomb
Viatt Reflector 30° 2000 1800im  SSS1G2-9303018N-WM N 3351062-9304018N-WM-H
att Reflectol 40° 2000 1800im  SSS1G2-9304018N-WM \_/
45° 2000 1600im  SSS1G2-9304518N-WM e

4000K 18°  2200im 1700lm  SSS1G2-9401818N-WM
30°  2200im 1900lm  SSS1G2-9403018N-WM
40°  2200im 1900lm  SSS1G2-9404018N-WM
45°  2200lm 1700lm  SSS1G2-9404518N-WM

Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

m www.nekolighting.com m



NEKO / SENSE 100/
Adjustable LED Downlight

Tunable Whits

See Details @www.nekolighting.com

‘ W ‘CRIQO

2700K P -25mm ®
3000K 10° UGR |p5y CE D @w Aéﬁ D% faaas)
4000K 50,000heL80810 < 19 S ertek 96x96 | Cliling Thickness

2700K | 18° P -25mm ®
18\ crigo 3000K 39 UGR Ipsa CE D @. Aéﬁ u% o
4000K | 45° |50,000n@L80B10 S interek 96x96 | Cailing Thickness
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
13 W 15 W 36 V 350mA 90 2700K 18° 1400im 1050Im SSS1G2-9271813N-WG
30° 1400im 1150im SSS1G2-9273013N-WG
40° 1400im 1150Im SSS1G2-9274013N-WG
45° 1400im 1050Im SSS1G2-9274513N-WG
3000K 18° 1500Im 1150Im SSS1G2-9301813N-WG
30° 1500im 1250im SSS1G2-9303013N-WG
40° 1500im 1250im SSS1G2-9304013N-WG
45° 1500im 1150Im SSS1G2-9304513N-WG
4000K 18° 1600Im 1250Im SSS1G2-9401813N-WG
30° 1600Im 1350Im SSS1G2-9403013N-WG
40° 1600Im 1350Im SSS1G2-9404013N-WG
. 4 1600m  1250im  SSS1G2-9404513N-WG
18 W 21 W 36 V 500mA 90 2700K 18° 1900Im 1500Im SSS1G2-9271818N-WG
30° 1900Im 1700Im SSS1G2-9273018N-WG
40° 1900Im 1700Im SSS1G2-9274018N-WG
458 1900Im 1500Im SSS1G2-9274518N-WG
3000K 18° 2000Im 1600Im SSS1G2-9301818N-WG
30° 2000Im 1800Im SSS1G2-9303018N-WG
Gold Reflector 40° 2000Im 1800Im  SSS1G2-9304018N-WG
45° 2000Im 1600Im SSS1G2-9304518N-WG

4000K 18°  2200lm 1700Im
30°  2200Im 1900Im
40°  2200lm 1900Im
45°  2200lm 1700Im

Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-1

Trimless Version available

S851G2-9401818N-WG
SS851G2-9403018N-WG
SS851G2-9404018N-WG
SSS1G2-9404518N-WG

0V Dim) D=D(DALI Dim)

Trimless code for SSS1G2-9304025N-WM = SSS4G2-9304025N-WM

2.5-25mm
1111

Ceiling Thickness 96x96

Trimless code for SSS1G2-9304025N-WM = ESS1G2-9304025N-WM

1-25mm
dm mm
Ceiling Thickness 104x104

053

131

131

141x141

LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
7 W 9 W 36 V 200mA 90 2700K 10° 800Im 520Im SSS1G2-9271007N-WS
3000K 10° 850Im 550Im SSS1G2-9301007N-WS
4000K 10° 900Im 600Im SSS1G2-9401007N-WS
Specular Reflector
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
7 W 9 W 36 V 200mA 90 2700K 10° 800Im 520Im SSS1G2-9271007N-WM
3000K 10° 850Im 550Im SSS1G2-9301007N-WM
4000K 10° 900Im 600Im SSS1G2-9401007N-WM
Matt Reflector
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
7 W 9 W 36 V 200mA 90 2700K 10° 800Im 520Im SSS1G2-9271007N-WB
3000K 10° 850Im 550Im SSS1G2-9301007N-WB
4000K 10° 900Im 600Im SSS1G2-9401007N-WB
Black Reflector
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
7 W 9w 36 V 200mA 90 2700K 10° 800Im 520Im SSS1G2-9271007N-WC
3000K 10° 850Im 550im SSS1G2-9301007N-WC
4000K 10° 900Im 600Im SSS1G2-9401007N-WC
Dark Light Reflector
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
7 W 9 W 36 V 200mA 90 2700K 10° 800Im 520Im SSS1G2-9271007N-WW
3000K 10° 850Im 550Im SSS1G2-9301007N-WW
4000K 10° 900Im 600Im SSS1G2-9401007N-WW
white Reflector
LED Power System Power LED \oltage LED Current CRI CCT Beam LED Output System Output Code
7 W 9 W 36 V 200mA 90 2700K 10° 800Im 520Im SSS1G2-9271007N-WG
3000K 10° 850Im 550Im SSS1G2-9301007N-WG
4000K 10° 900Im 600Im SSS1G2-9401007N-WG

Gold Reflector Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

Optional accessary

S Code for SSS1G2-9301007N-WM with Honeycomb
( SS5S1G2-9301007N-WM-H
N

Honeycomb

www.nekolighting.com m



NEKO / SENSE 100H /
Adjustable LED Downlight

LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code

25 W 28 W 36 V 700mA 90 2700K 18°  2400Im 1800Im  SHS1G2-9271825N-WC
30°  2400Im 2000lm  SHS1G2-9273025N-WC
40°  2400Im 2000lm  SHS1G2-9274025N-WC
45°  2400Im 1800lm  SHS1G2-9274525N-WC

3000K 18°  2600Im 1900m  SHS1G2-9301825N-WGC

30°  2600Im 2100lm  SHS1G2-9303025N-WC

40°  2600Im 2100lm  SHS1G2-9304025N-WC

45°  2600Im 1900lm  SHS1G2-9304525N-WC

4000K 18°  2800Im 1900Im  SHS1G2-9401825N-WC

30°  2800Im 2200lm  SHS1G2-9403025N-WC

40°  2800Im 2200lm  SHS1G2-9404025N-WC

Dark Light Reflector 45°  2800Im 1900lm  SHS1G2-9404525N-WC

25 W 28 W 36 V 700mA 90 2700K 18°  2400Im 1800lm  SHS1G2-9271825N-WW
30°  2400Im 2000lm  SHS1G2-9273025N-WW
40°  2400Im 2000lm  SHS1G2-9274025N-WW
45°  2400Im 1800im  SHS1G2-9274525N-WW

3000K 18°  2600Im 1900lm  SHS1G2-9301825N-WW
30°  2600Im 2100lm  SHS1G2-9303025N-WW
40°  2600Im 2100lm  SHS1G2-9304025N-WW
45°  2600Im 1900lm  SHS1G2-9304525N-WW
4000K 18°  2800Im 1900lm  SHS1G2-9401825N-WW
30°  2800Im 2200lm  SHS1G2-9403025N-WW
40°  2800Im 2200lm  SHS1G2-9404025N-WW
45°  2800Im 1900im  SHS1G2-9404525N-WW

White Reflector

25 W 28 W 36 V 700mA 90 2700K 18°  2400Im 1800Im  SHS1G2-9271825N-WG
30°  2400Im 2000lm  SHS1G2-9273025N-WG
40°  2400Im 2000lm  SHS1G2-9274025N-WG
45°  2400Im 1800Im  SHS1G2-9274525N-WG

3000K 18°  2600Im 1900lm  SHS1G2-9301825N-WG
30°  2600Im 2100lm  SHS1G2-9303025N-WG
40°  2600Im 2100lm  SHS1G2-9304025N-WG
45°  2600Im 1900Im  SHS1G2-9304525N-WG
4000K 18°  2800Im 1900lm  SHS1G2-9401825N-WG
30°  2800Im 2200lm  SHS1G2-9403025N-WG
40°  2800Im 2200lm  SHS1G2-9404025N-WG
45°  2800Im 1900im  SHS1G2-9404525N-WG

2700K 187 = O ;—25mm 5
RI 30: UGR c € o (]‘b us ﬁﬁ 7171 Rt =
‘25W ‘C 90 2888& 49: 50, 000naLzosio < 19 P54 eoanais @ ek 96x96 | Gliing Thickness o e Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)
(o] eflector
LED Power System Power LED Voltage LED Current CRI  CCT Beam LEDOutput System Output Code Trimless Version available
25 W 28 W 36 V 700mA 90 2700K 18°  2400im 1800Im  SHS1G2-9271825N-WS Trimless code for SHS1G2-9304025N-WM > SHS4G2-9304025N-WM
30°  2400Im 2000im  SHS1G2-9273025N-WS -
40°  2400Im 2000m  SHS1G2-9274025N-WS 12.5-25mm 5
45°  2400Im 1800lm  SHS1G2-9274525N-WS maws) j %ﬁ
3000K 18° 2600Im 1900Im SHS1G2-9301825N-WS Ceiling Thickness 96x96 p -
30°  2600im 2100m  SHS1G2-9303025N-WS __oner
40°  2600im 2100lm  SHS1G2-9304025N-WS 198x193
45°  2600im 1900m  SHS1G2-9304525N-WS
4000K 18°  2800Im 1900im  SHS1G2-9401825N-WS
30°  2800Im 2200m  SHS1G2-9403025N-WS Trimless code for SHS1G2-9304025N-WM —~EHS1G2-9304025N-WM
40°  2800Im 2200m  SHS1G2-9404025N-WS ~
Specular Reflector 45°  2800im 1900m  SHS1G2-9404525N-WS 1-25mm %; ©
Ceiling Thickness 104x104
25 W 28 W 36V 700mA 90 2700K 18>  2400Im 1800Im  SHS1G2-9271825N-WM e

30°  2400m 2000Im SHS1G2-9273025N-WM

40°  2400Im 2000Im SHS1G2-9274025N-WM

45°  2400Im 1800Im SHS1G2-9274525N-WM

3000K 18°  2600Im 1900Im SHS1G2-9301825N-WM
30°  2600Im 2100Im SHS1G2-9303025N-WM

40°  2600Im 2100Im SHS1G2-9304025N-WM

45°  2600Im 1900Im SHS1G2-9304525N-WM

4000K 18°  2800Im 1900Im SHS1G2-9401825N-WM
30°  2800Im 2200Im SHS1G2-9403025N-WM

40°  2800Im 2200Im SHS1G2-9404025N-WM

45°  2800Im 1900Im SHS1G2-9404525N-WM

L U =1 1=Ye o

256 W 28 W 36 V 700mA 90 2700K 18°  2400im 1800im  SHS1G2-9271825N-WB
30°  2400Im 2000im  SHS1G2-9273025N-WB
40°  2400lm 2000lm  SHS1G2-9274025N-WB
45°  2400lm 1800Im  SHS1G2-9274525N-WB

3000K 18°  2600im 1900m  SHS1G2-9301825N-WB
30°  2600im 2100lm  SHS1G2-9303025N-WB
40°  2600im 2100lm  SHS1G2-9304025N-WB
45°  2600im 1900m  SHS1G2-9304525N-WB
4000K 18°  2800Im 1900m  SHS1G2-9401825N-WB
30°  2800Im 2200lm  SHS1G2-9403025N-WB
40°  2800Im 2200lm  SHS1G2-9404025N-WB
45°  2800Im 1900m  SHS1G2-9404525N-WB

Black Reflector Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

Optional accessary

— Code for SHS1G2-9304025N-WM with Honeycomb
</ SHS1G2-9304025N-WM-H

Honeycomb

m www.nekolighting.com m



NEKO / SENSE 100/
Fixed LED Downlight

LED Power System Power LED \bltage LED Current CRI CCT Beam LED Output System Output Code
13 W 15 W 36 V 350mA 90 2700K 20°  1400Im 800Im SSR7G2-9272013N-WB
36°  1400Im 950Im SSR7G2-9273613N-WB
45°  1400Im 950Im SSR7G2-9274513N-WB
3000K 20°  1500Im 850Im SSR7G2-9302013N-WB

36°  1500m 1000m  SSR7G2-9303613N-WB
45°  1500lm 1000m  SSR7G2-9304513N-WB
4000K 20°  1600Im 950lm  SSR7G2-9402013N-WB
36°  1600im 1100lm  SSR7G2-9403613N-WB
45°  1600Im 1100lm  SSR7G2-9404513N-WB

18 W 21 W 36 V 500mA 90 2700K og°  1900Im 1100m  SSR7G2-9272018N-WB
3g°  1900im 1300m  SSR7G2-9273618N-WB
45°  1900im 1300m  SSR7G2-9274518N-WB

3000K 20°  2000Im 1200m  SSR7G2-9302018N-WB

Black Reflect 36°  2000Im 1400m  SSR7G2-9303618N-WB

ack hetiector 45°  2000Im 1400lm  SSR7G2-9304518N-WB
4000K 20°  2200Im 1300m  SSR7G2-9402018N-WB

36°  2200Im 1500m  SSR7G2-9403618N-WB

45°  2200Im 1500m  SSR7G2-9404518N-WB

18 W 15 W 36 V 350mA 90 2700K 20°  1400Im 800m  SSR7G2-9272013N-WC
36°  1400Im 950lm  SSR7G2-9273613N-WC
45°  1400Im 950lm  SSR7G2-9274513N-WC

3000K 20°  1500Im 850lm  SSR7G2-9302013N-WC

36°  1500m 1000lm  SSR7G2-9303613N-WC
45°  1500m 1000lm  SSR7G2-9304513N-WC
4000K 20°  1600Im 950lm  SSR7G2-9402013N-WC
36°  1600m 1100lm  SSR7G2-9403613N-WC
45°  1600Im 1100lm  SSR7G2-9404513N-WC

18 W 21 W 36 V 500mA 90 2700K op°  1900Im 1100lm  SSR7G2-9272018N-WC
36°  1900m 1300m  SSR7G2-9273618N-WC
45°  1900Im 1300im  SSR7G2-9274518N-WC

Tunable White ) 3000K 20°  2000Im 1200lm  SSR7G2-9302018N-WC
_ - Dark Light Reflector 36°  2000Im 1400Im SSR7G2-9303618N-WC
See Details @www.nekolighting.com 45°  2000Im 1400lm  SSR7G2-9304518N-WC

4000K 20°  2200Im 1800im  SSR7G2-9402018N-WC
36°  2200m 1500lm  SSR7G2-9403618N-WC
= 45°  2200m 1500lm  SSR7G2-9404518N-WC

13w 2700K  20° VGR = a o5mm | 2 1B W 15W 86V 350mA 90 2700K 20°  1400m 800m  SSR7G2-9272013N-WW
CRIS0 3000K a6° IP54 CE & . <§\ D% i 36° 1400 950im  SSR7G2-9273613N-WW
18W 4000K 46° s0000nesosto <19 == e 100 | Gliing Thickness 45°  1400m 950lm  SSR7G2-9274513N-WW
oo 3000K 20°  1500Im 850im  SSR7G2-9302013N-WW

36°  1500m 1000lm  SSR7G2-9303613N-WW
45°  1500lm 1000lm  SSR7G2-9304513N-WW

LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code 4000K 20° 1600Im 950Im SSR7G2-9402013N-WW
36°  1600Im 1100lm  SSR7G2-9403613N-WW
13 W 15 W 36V 850mA 90 2700K 20°  1400Im 800Im  SSR7G2-9272013N-WS S 45t 1600 1100im  SSR7G2-9404513N-WW
67 1400m 950im  SSR7G2-9273613N-WS 18W 21W 36V 500mA 90 2700K poe  1900m  1100m  SSR7G2-9272018N-WW
45°  1400Im 950im  SSR7G2-9274513N-WS - 1900m 1300m SSRGS 9oraB1aNWW
3000K 20° 1500 850im  SSR7G2-9302013N-WS 4312° 1900Im 1300lm  SSR7G2-9974518N-WW
ﬁgo IESSIQ ]888:? §§S§8§:S§8§2}§W§ , 3000K 20°  2000Im 1200lm  SSR7G2-9302018N-WW
o White Reflector 36°  2000Im 1400m  SSR7G2-9303618N-WW
4000207 16001m Soom G 0201 e 45°  2000Im 1400lm  SSR7G2-9304518N-WW
36°  1600im 1100Im R7G2-9403613N-W. - -
45°  1600Im 1100lm  SSR7G2-9404513N-WS 4000K gg: %ggg:m 1288@ ggg;gg-giggg]g“-m
77777777777777777777777777777777777777777777777777777777777777777777777777777777777 m m B K
18 W 21 W 36 V 500 mA 90 2700K 20° 1900Im 1100Im SSR7G2-9272018N-WS 45° 2200Im 1500lm SSR7G2-9404518N-WW

36°  1900Im 1800lm  SSR7G2-9273618N-WS P T T T

45" 1900m — 1300im  SSR7G2-9274518N-WS 1B W 15W 86V 850mA 90 2700K 20°  1400im 800m  SSR7G2-9272013N-WG
3000K 20°  2000Im 1200lm  SSR7G2-9302018N-WS 36° 1400m 050im  BRRGS o5raR1aNANG
36°  2000im 1400im  SSR7G2-9303618N-WS . i i
Specular Reflector 45° 2000l 14001 SSR7G2-9304518N-WS 45 1400Im 950Im SSR7G2-9274513N-WG
, m m § - 3000K 20°  1500Im 850lm  SSR7G2-9302013N-WG
4000K 20 2200Im 1300Im SSR7G2-9402018N-WS 36° 1500lm 1000im SSR7G2-9303613N-WG
36°  2200m 1800m  SSR7G2-9403618N-WS 45° 1500Im 1000m  SSR7G2-9304513N-WG
. .%7 2200m 1500m  SSR7G2-9404518N-WS 4000K 20°  1600Im 950im  SSR7G2-9402013N-WG
36°  1600Im 1100im  SSR7G2-9403613N-WG
13 W 15 W 36 V 350mA 90 2700K 20: 1400Im 800Im SSR7G2-9272013N-WM A 1600im 1100m  SSR7G2-9404513N-WG
9. 1900m o0Im - SSRrG2-9273613N WM 18 W 2TW 36V 500mA 90 2700K pge  1900lm  1100m  SSR7G2-9272018N-WG
45°  1400im 950im  SSR7G2-9274513N-WM Clao 12001 canrasasraeNwe
3000K 20°  1500im 850im  SSR7G2-9302013N-WM 36 m m - -
36°  1500m 1000m  SSR7G2-9303613N-WM 450 1900m 1300im  SSR7G2-9274518N-WG
45°  1500Im 1000m  SSR7G2-9304513N-WM 3000K 20°  2000Im 1200lm  SSR7G2-9302018N-WG
4000K 20°  1600Im 950im  SSR7G2-9402013N-WM 367 2000im 1400im  SSR7G2-9303618N-WG
36° 1600 1100m  SSR7G2-9403613N-WM Gold Reflector 45° 2000Im 1400im  SSR7G2-9304518N-WG
45°  1600im 1100lm  SSR7G2-9404513N-WM 4000K gg" gggg:m lgggim ggg;gg-gjgégl gmwg
77777777777777777777777777777777777777777777777777777777777777777777777777777777777 °© m m - -
18 W 21 W 36 V 500mA 90 2700K g 1900Im 1100lm  SSR7G2-9272018N-WM .
%g 1900Im 1300lm  SSR7G2-9273618N-WM o4 2200m 1500m  SSR7G2-9404518N-WG
45° 1900m 1300m  SSR7G2-9274518N-WM Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)
3000K 20°  2000im 1200Im ggmgz—%ozm 8N-WM
36°  2000Im 1400Im R7G2-9303618N-WM ; - i
45°  2000m  1400im  SSR7G2-9304518N-WM Trimless Version avaiiable
Matt Reflector 4000K 20°  2200Im 1300m  SSR7G2-9402018N-WM :
36°  2200im 1500m  SSR7G2-9403618N-WM Trimless code for SSR7G2-9304013N-WM - SSR8G2-9304013N-WM
4% 2200m 1500m _ SSR7G2-9404518N-WM 12.5-25mm &\
7111
Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim) Cliling Thickness 100
Optional accessary
| Codefor SSR7G2-9304018N-WM with Honeycomb Trimless code for SSR7G2-9304013N-WM - ESR7G2-9304013N-WM
( 1‘ SSR7G2-9304018N-WM-H -25mm (g\
7111
H:n\e;oéb Ceiling Thickness 108

057 www.nekolighting.com m



NEKO / SENSE 100/
Fixed LED Downlight

LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code

25 W 28 W 36 V 700mA 90 2700K 20°  2400Im 1500lm  SHR7G2-9272025N-WC
36°  2400Im 1700m  SHR7G2-9273625N-WC
45°  2400Im 1700m  SHR7G2-9274525N-WC

3000K 20°  2600Im 1600im  SHR7G2-9302025N-WC
36°  2600Im 1800im  SHR7G2-9303625N-WC
45°  2600Im 1800im  SHR7G2-9304525N-WC

4000K 20°  2800Im 1700Im SHR7G2-9402025N-WC
36°  2800Im 1900Im SHR7G2-9403625N-WC
45°  2800Im 1900Im SHR7G2-9404525N-WC

Dark Light Reflector

25 W 28 W 36 V 700mA 90 2700K 20°  2400Im 1500lm  SHR7G2-9272025N-WW
36°  2400Im 1700lm  SHR7G2-9273625N-WW
45°  2400Im 1700lm  SHR7G2-9274525N-WW

3000K 20°  2600Im 1600Im SHR7G2-9302025N-WW
36°  2600Im 1800Im SHR7G2-9303625N-WW
45°  2600Im 1800Im SHR7G2-9304525N-WW

4000K 20°  2800Im 1700Im SHR7G2-9402025N-WW
36°  2800Im 1900Im SHR7G2-9403625N-WW
45°  2800Im 1900Im SHR7G2-9404525N-WW

White Reflector

25 W 28 W 36 V 700mA 90 2700K 20°  2400Im 1500im  SHR7G2-9272025N-WG
36°  2400Im 1700lm  SHR7G2-9273625N-WG
45°  2400Im 1700lm  SHR7G2-9274525N-WG

3000K 20°  2600Im 1600Im SHR7G2-9302025N-WG
36°  2600Im 1800Im SHR7G2-9303625N-WG
45°  2600Im 1800Im SHR7G2-9304525N-WG

4000K 20°  2800Im 1700Im SHR7G2-9402025N-WG
36°  2800Im 1900Im SHR7G2-9403625N-WG
45°  2800Im 1900Im SHR7G2-9404525N-WG

~
0

ORIZ0 000K 200 UGR = A &) <§\ 51‘25”"“ o S e
25W 3000K 38" sooomeLsosio <19 P34 k=] CE & | > 100" Ging Mianess o e Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)
T
— old Reflector
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code . . .
Trimless Version available
25 W 28 W 36 V 700mA 90 2700K 20°  2400m 1500Im SHR7G2-9272025N-WS
36° 2400Im 1700Im SHR7G2-9273625N-WS Trimless code for SHR7G2-9304525N-WM - SHR8G2-9304525N-WM
45°  2400m 1700Im SHR7G2-9274525N-WS 5
12.5-25mm -
3000K 20°  2600Im 1600Im SHR7G2-9302025N-WS (1711 &
36°  2600Im 1800Im SHR7G2-9303625N-WS Ceiling Thickness 100

45°  2600Im 1800Im  SHR7G2-9304525N-WS

4000K 20°  2800Im 1700m  SHR7G2-9402025N-WS
36°  2800Im 1900lm  SHR7G2-9403625N-WS

467 2800im - 1900im - SHR7G2-0404525N-WS Trimless code for SHR7G2-9304525N-WM -» EHR7G2-9304525N-WM
Specular Reflector o T m T o T T T T oo oo oo 1-256mm
25 W 28 W 3V 700mA 90 2700K 20° 2400m  1500m  SHR7G2-9272025N-WM CSllng Thickness 108 oo
36°  2400m  1700m  SHR7G2-9273625N-WM —Gias

45°  2400lm 1700Im SHR7G2-9274525N-WM

3000K 20°  2600im 1600m  SHR7G2-9302025N-WM
36°  2600im 1800im  SHR7G2-9303625N-WM
45°  2600im 1800im  SHR7G2-9304525N-WM

4000K 20°  2800Im 1700m  SHR7G2-9402025N-WM
36°  2800Im 1900im  SHR7G2-9403625N-WM
45°  2800Im 1900im  SHR7G2-9404525N-WM

Matt Reflector

256 W 28 W 36 V 700mA 90 2700K 20°  2400im 1500lm  SHR7G2-9272025N-WB
36°  2400Im 1700lm  SHR7G2-9273625N-WB
45°  2400lm 1700lm  SHR7G2-9274525N-WB

3000K 20°  2600im 1600m  SHR7G2-9302025N-WB
36°  2600im 1800lm  SHR7G2-9303625N-WB
45°  2600im 1800im  SHR7G2-9304525N-WB

4000K 20°  2800Im 1700m  SHR7G2-9402025N-WB
36°  2800Im 1900lm  SHR7G2-9403625N-WB
45°  2800Im 1900lm  SHR7G2-9404525N-WB

Black Reflector Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

Optional accessary

~ Code for SHR7G2-9304525N-WM with Honeycomb
</ SHR7G2-9304525N-WM-H

Honeycomb

m www.nekolighting.com m



NEKO / SENSE 100/
Fixed LED Downlight

LED Power System Power LED \bltage LED Current CRI CCT Beam LED Output System Output Code

183w 15 W 36 V 350mA 90 2700K 20°  1400Im 950lm  SSR2G2-9272013N-WB
36°  1400m 1000m  SSR2G2-9273613N-WB

45°  1400lm 1000lm  SSR2G2-9274513N-WB

3000K 20°  1500Im 1000m  SSR2G2-9302013N-WB

36°  1500m 1100lm  SSR2G2-9303613N-WB

45°  1500lm 1100m  SSR2G2-9304513N-WB

4000K 20°  1600Im 1100lm  SSR2G2-9402013N-WB

36°  1600im 1200lm  SSR2G2-9403613N-WB

45°  1600im 1200m  SSR2G2-9404513N-WB

18 W 21 W 36 V 500mA 90 2700K opg°  1900Im 1300m  SSR2G2-9272018N-WB
36°  1900Im 1500lm  SSR2G2-9273618N-WB
45°  1900Im 1500lm  SSR2G2-9274518N-WB

3000K 20°  2000Im 1400lm  SSR2G2-9302018N-WB
36°  2000m 1600im  SSR2G2-9303618N-WB
45°  2000Im 1600im  SSR2G2-9304518N-WB
4000K 20°  2200Im 1600lm  SSR2G2-9402018N-WB
36°  2200m 1700m  SSR2G2-9403618N-WB
45°  2200m 1700lm  SSR2G2-9404518N-WB

18 W 15 W 36 V 350mA 90 2700K 20°  1400Im 950im  SSR2G2-9272013N-WC
36°  1400Im 1000lm  SSR2G2-9273613N-WC
45°  1400Im 1000lm  SSR2G2-9274513N-WC

3000K 20°  1500Im 1000m  SSR2G2-9302013N-WC
36°  1500m 1100lm  SSR2G2-9303613N-WC
45°  1500lm 1100lm  SSR2G2-9304513N-WC
4000K 20°  1600Im 1100m  SSR2G2-9402013N-WC
36°  1600m 1200lm  SSR2G2-9403613N-WC
45°  1600Im 1200lm  SSR2G2-9404513N-WC

18 W 21 W 36 V 500mA 90 2700K op°  1900Im 1300lm  SSR2G2-9272018N-WC
36°  1900Im 1500lm  SSR2G2-9273618N-WC
45°  1900Im 1500lm  SSR2G2-9274518N-WC

Black Reflector

Tuneble Whits 3000K 20°  2000Im 1400m  SSR2G2-9302018N-WC
36°  2000Im 1600m  SSR2G2-9303618N-WC

Sea(DEls GrmErEgime e , 45°  2000Im 1600lm  SSR2G2-9304518N-WC
Dark Light Reflector 4000K 20°  2200Im 1500lm  SSR2G2-9402018N-WC

36°  2200m 1700lm  SSR2G2-9403618N-WC
45°  2200m 1700lm  SSR2G2-9404518N-WC

2700K | 20° = -25mm s 13 W 15 W 36 V 350 mA 90 2700K 20°  1400Im 950m  SSR2G2-9272013N-WwW
18W' cRIgo 3000K 6: UGR 1p54 e @. <§\ D% e 3° 1400/  1000im  SSR2G2-9273613N-WW
18W 4000K 45° 50,000neLsosio < 19 = 100 Ciing Thickness 45> 1400Im 1000lm  SSR2G2-9274513N-WW
g0 3000K 20°  1500Im 1000im  SSR2G2-9302013N-WW
36°  1500Im 1100m  SSR2G2-9303613N-WW
45°  1500Im 1100im  SSR2G2-9304513N-WW
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code 4000K 20°  1600Im 1100Im SSR2G2-9402013N-WW
36°  1600Im 1200m  SSR2G2-9403613N-WW
13 W 15 W 36V 350mA 90 2700K 20° 1400:m 888:m gggggggg@g}gmwg 45°  1600Im 1200lm  SSR2G2-9404513N-WW
36° 1400Im 1 m -927 -ws T oW ARy EMM A 0N TN e 10MAe  darAe GGROAS . OA7AA1 AN AMA
45° 1400 1000m  SSR2G2-9274513N-WS 18 W 21 W 36 V S00mA 90 2700K 20°  1900Im 1590m AR eI
3000K 20°  1500Im 1000m  SSR2G2-9302013N-WS 36 1doom 1o00m 2SR505-057 45 1BNAWW
36°  1500Im 1100im  SSR2G2-9303613N-WS 45° | m
45° 1500Im 1100Im SSR2G2-9304513N-WS 3000K 20O 2000lm 1400Im SSR2G2-930201 BN_W
4000K 20°  1600Im 1100im  SSR2G2-9402013N-WS 367 2000Im 1600m  SSR2G2-9303618N-
36° 1600Im 1200Im SSR2G2-9403613N-WS 45D 2000Im 1600Im SSR2G2-9304518N-WW
45°  1600Im 1200Im  SSR2G2-9404513N-WS White Reflector 4000K ggo gggglm 1500:m gggggg-giggglgm-m
18 W 21W 36V 500mA 90 2700K pg:  1900m  1300im  SSR2G2-9272018N-WS 2 Sa0m A SRaGa.04045] BNWW
T J%00m  io0m  SSRRGesrASIBNWS e
45° 1 m 1500Im -9274518N- B i K
3000K 20° 2000lm  1400m  SSR2G2-9302018N-WS W 15w SOV SS0mA G0 2700k 200 1A00m - Bo0m SSRZGE-92ra01SNWE
36°  2000Im 1600im  SSR2G2-9303618N-WS a5 1400m 1000Im  SoRIGs-OPT Ao 1INANG
45" 2000m 1600m  SSR2G2-9304518N-WS 3000K 20° 1500l 1000m  SSR2G2-9302013N-WG
Specular Reflector o B m m
4000K 20 2200Im 1500m  SSR2G2-9402018N-WS 36 1500Im 1100lm  SSR2G2-9303613N-WG
367 2200m 1700m  SSR2G2-9403618N-WS 45° 1500Im 1100m  SSR2G2-9304513N-WG
.. % _2200m ___1700m __ SSR2G2-0404518N-WS 4000K 20°  1600m  1100im  SSR2G2-9402013N-WG
36°  1600Im 1200m  SSR2G2-9403613N-WG
13 W 15w 36V 350mA 90 2700K 20° 12188:”1 18(5)8:m gggggggg%glgmwm 45°  1600Im 1200lm  SSR2G2-9404513N-WG
36° m m - WM T T T T T T T T L T T T T T T e damrie  aamemn anoema o
457 1400im 1000m  SSR2G2-9274513N-WM 18 W 21 W 86V S00mA 90 2700K 20°  1900mM 1200m - SSRec-9sra0teN e
3000K 20°  1500im 1000im  SSR2G2-9302013N-WM gg:  1900m 1200m SSRGS
36°  1500im 1100m  SSR2G2-9303613N-WM 45° m m - -
45°  1500Im 1100lm  SSR2G2-9304513N-WM 3000K 20° 2000Im 1400lm  SSR2G2-9302018N-WG
4000K 20°  1600Im 1100m  SSR2G2-9402013N-WM 367 2000im 1600Im  SSR2G2-9303618N-WG
36°  1600im 1200lm  SSR2G2-9403613N-WM 457 2000Im 1600im  SSR2G2-9304518N-WG
45° 1600Im 1200Im SSR2G2-9404513N-WM White Reflector 4000K 20 2200Im 1500Im SSR2G2-9402018N-WG
*********************************************************************************** 36°  2200Im 1700lm  SSR2G2-9403618N-WG
18 W 21 W 36 V 500mA 90 2700K oge  1900Im 1300Im gggggggggglgmwm e oM SaRrGr od0Ia1SNWG
° 1 Im 1 Im - WM e e e e T e
igo 1888Im 1288Im SSR2G2-9274518N-WM Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)
3000K 20°  2000Im 1400im  SSR2G2-9302018N-WM
36° 2000Im 1600Im SSR2G2-9303618N-WM Trimless Version available
Matt Reflector 45°  2000Im 1600im  SSR2G2-9304518N-WM
4000K 20°  2200Im 1500im  SSR2G2-9402018N-WM .
36° 2200Im 1700im SSR2G2-9403618N-WM Trimless code for SSR2G2-9303618N-WM = SSR5G2-9303618N-WM
45°  2200Im 1700m  SSR2G2-9404518N-WM 12.5-25mm (@\ -
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, [rrr1 '_
Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim) Gliing Thickness 100

Optional accessary

Trimless code for SSR2G2-9303618N-WM ~ESR2G2-9303618N-WM
N Code for SSR2G2-9303618N-WM with Honeycomb
( )

‘ ‘ SSR2G2-9303618N-WM-H ;—25mm &
[Irrra
\_/ 108

Honeycomb Ceiling Thickness

131

m www.nekolighting.com m



NEKO / SENSE 100H /
Fixed LED Downlight

LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code

25 W 28 W 36 V 700mA 90 2700K 20°  2400Im 1700lm  SHR2G2-9272025N-WC
36°  2400Im 1900im  SHR2G2-9273625N-WC
45°  2400Im 1900im  SHR2G2-9274525N-WC

3000K 20°  2600Im 1800Im  SHR2G2-9302025N-WC
36°  2600Im 2000im  SHR2G2-9303625N-WC
45°  2600Im 2000im  SHR2G2-9304525N-WC

4000K 20°  2800Im 1900Im SHR2G2-9402025N-WC
36°  2800Im 2100Im SHR2G2-9403625N-WC
45°  2800Im 2100Im SHR2G2-9404525N-WC

Dark Light Reflector
25 W 28 W 36 V 700mA 90 2700K 20°  2400m 1700Im SHR2G2-9272025N-WW
36°  2400im 1900Im SHR2G2-9273625N-WW
45°  2400im 1900Im SHR2G2-9274525N-WW
3000K 20°  2600im 1800Im SHR2G2-9302025N-WW
36°  2600im 2000Im SHR2G2-9303625N-WW
45°  2600im 2000Im SHR2G2-9304525N-WW
4000K 20°  2800Im 1900Im SHR2G2-9402025N-WW
36°  2800Im 2100Im SHR2G2-9403625N-WW
45°  2800Im 2100Im SHR2G2-9404525N-WW
White Reflector e
25 W 28 W 36 V 700mA 90 2700K 20°  2400Im 1700Im SHR2G2-9272025N-WG
36°  2400im 1900Im SHR2G2-9273625N-WG
45°  2400im 1900Im SHR2G2-9274525N-WG
3000K 20°  2600Im 1800Im SHR2G2-9302025N-WG
36°  2600Im 2000Im SHR2G2-9303625N-WG
45°  2600im 2000Im SHR2G2-9304525N-WG
4000K 20°  2800Im 1900Im SHR2G2-9402025N-WG
36°  2800Im 2100Im SHR2G2-9403625N-WG
- 45°  2800Im 2100Im SHR2G2-9404525N-WG
2700K | 20° UGR @ @D -25mm T
25W CRIZ0 3000K 30° IP54 CE & . e . . . .
‘ ‘ 4000K | 45° 50,000naLsoBio < 19 cunnanrez, = i —— 100 ' | Gliing Thickness Gold Reflector Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)
2110
LED Power System Power LED Voltage LED Current CRI CCT Beam LEDOutput System Output Code . ) .
Trimless Version available
25 W 28 W 36 V 700mA 90 2700K 20°  2400m 1700Im SHR2G2-9272025N-WS
36° 2400Im 1900Im SHR2G2-9273625N-WS Trimless code for SHR2G2-9304525N-WM - SHR5G2-9304525N-WM
45°  2400m 1900Im SHR2G2-9274525N-WS 5
12.5-25mm -
3000K 20°  2600Im 1800Im SHR2G2-9302025N-WS (1171 QEN
36°  2600Im 2000Im SHR2G2-9303625N-WS Ceiling Thickness 100
45°  2600Im 2000Im SHR2G2-9304525N-WS
4000K 20°  2800Im 1900Im SHR2G2-9402025N-WS
36°  2800Im 2100Im SHR2G2-9403625N-WS
45°  2800m  2100m  SHR2G2-9404525N-WS Trimless code for SHR2G2-9304525N-WM - EHR2G2-9304525N-WM
Specular Reflector 1-25mm
e iy
25 W 28 W 36 V 700mA 90 2700K 20°  2400Im 1700Im SHR2G2-9272025N-WM Ceiling Thickness 108 [
36°  2400m 1900Im SHR2G2-9273625N-WM 0148

45°  2400lm 1900Im SHR2G2-9274525N-WM

3000K 20°  2600im 1800Im  SHR2G2-9302025N-WM
36°  2600im 2000lm  SHR2G2-9303625N-WM
45°  2600im 2000m  SHR2G2-9304525N-WM

4000K 20°  2800Im 1900m  SHR2G2-9402025N-WM
36°  2800Im 2100lm  SHR2G2-9403625N-WM
45°  2800Im 2100lm  SHR2G2-9404525N-WM

1= U ==Y o

256 W 28 W 36 V 700mA 90 2700K 20°  2400im 1700lm  SHR2G2-9272025N-WB
36°  2400Im 1900lm  SHR2G2-9273625N-WB
45°  2400lm 1900lm  SHR2G2-9274525N-WB

3000K 20°  2600im 1800Im  SHR2G2-9302025N-WB
36°  2600im 2000lm  SHR2G2-9303625N-WB
45°  2600im 2000lm  SHR2G2-9304525N-WB

4000K 20°  2800Im 1900m  SHR2G2-9402025N-WB
36°  2800Im 2100lm  SHR2G2-9403625N-WB
45°  2800Im 2100im  SHR2G2-9404525N-WB

Black Reflector Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

Optional accessary

~ Code for SHR7G2-9304525N-WM with Honeycomb
</ SHR7G2-9304525N-WM-H

Honeycomb

063 www.nekolighting.com m



NEKO / SENSE 100/
Fixed LED Downlight

LED Power System Power LED \bltage LED Current CRI CCT Beam LED Output System Output Code

183w 15 W 36 V 350mA 90 2700K 20°  1400Im 950lm  SSS2G2-9272013N-WB
36°  1400m 1000im  S882G2-9273613N-WB

45°  1400lm 1000im  S882G2-9274513N-WB

3000K 20°  1500Im 1000m  SSS2G2-9302013N-WB

36°  1500m 1100lm  SS82G2-9303613N-WB

45°  1500lm 1100m  SS8S82G2-9304513N-WB

4000K 20°  1600Im 1100lm  SSS2G2-9402013N-WB

36°  1600im 1200lm  SSS2G2-9403613N-WB

45°  1600Im 1200m  SSS2G2-9404513N-WB

18 W 21 W 36 V 500mA 90 2700K opg°  1900Im 1300m  S882G2-9272018N-WB
36°  1900Im 1500lm  S882G2-9273618N-WB
45°  1900Im 1600im  S882G2-9274518N-WB

3000K 20°  2000Im 1400lm  SSS2G2-9302018N-WB
36°  2000m 1600m  SSS2G2-9303618N-WB
45°  2000Im 1600im  SSS2G2-9304518N-WB
4000K 20°  2200Im 1600lm  SSS2G2-9402018N-WB
36°  2200m 1700m  SS8S82G2-9403618N-WB
45°  2200m 1700lm  SS882G2-9404518N-WB

18 W 15 W 36 V 350mA 90 2700K 20°  1400Im 950lm  S882G2-9272013N-WC
36°  1400Im 1000lm  S882G2-9273613N-WC
45°  1400Im 1000lm  S882G2-9274513N-WC

3000K 20°  1500Im 1000m  S882G2-9302013N-WC
36°  1500m 1100lm  SS882G2-9303613N-WC
45°  1500lm 1100m  S8S82G2-9304513N-WC
4000K 20°  1600Im 1100m  S882G2-9402013N-WC
36°  1600m 1200lm  SS82G2-9403613N-WC
45°  1600Im 1200lm  S882G2-9404513N-WC

18 W 21 W 36 V 500mA 90 2700K op°  1900Im 1300im  SS8S82G2-9272018N-WC
36°  1900Im 1500lm  S882G2-9273618N-WC
45°  1900Im 1500im  S882G2-9274518N-WC

Black Reflector

Tuneble Whits 3000K 20°  2000Im 1400m  $SS2G2-9302018N-WC
36°  2000Im 1600im  SSS2G2-9303618N-WC

Sea(DEls GrmErEgime e , 45°  2000Im 1600lm  SSS2G2-9304518N-WC
Dark Light Reflector 4000K 20°  2200Im 1500lm  SSS2G2-9402018N-WC

36°  2200m 1700m  S8S2G2-9403618N-WC
45°  2200Im 1700lm  SSS82G2-9404518N-WC

2700K | 20° o -25mm e 13 W 15 W 36 V 350mA 90 2700K 20°  1400im 950m  SSS2G2-9272013N-WW
18W' cRIgo 3000K 6: UGR 1p54 e @. ZEﬁ i 36°  1400m  1000m  SSS2G2-9273613N-WW
18W 4000K 45° 50,000neLsosio < 19 = 96X96  Giing Thickness 45> 1400Im 1000m  SSS2G2-9274513N-WW
S— 3000K 20°  1500im 1000m  SSS2G2-9302013N-WW
36°  1500Im 1100m  SSS2G2-9303613N-WW
45°  1500Im 1100m  SSS2G2-9304513N-WW
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code 4000K 20° 1600:m 1100Im ggg%gggiggg]gmm
36°  1600Im 1200Im - -

13 W 15 W 36 V 350mA 90 2700K 20°  1400Im 950Im gggzgz-gzmmm-wg 45°  1600Im 1200m  SSS2G2-9404513N-WW
36°  1400Im 1000Im 2G2-0273613N-WS L aaomn 0575 AN AN
45°  1400im 1000im  SSS2G2-9274513N-WS 8 W 21 W 8V S00mA 90 2700K 20-  1900mM 1200 ERees AN

3000K 20°  1500im 1000lm  $SS2G2-9302013N-WS 431?; 1900Im 1500& 235509997451 8N-WW
P IR D i-c e B eV 3000K 20° 2000m  1400m  SSS2G2-9302018N-WW
. ° 2000im 1600m  SSS2G2-9303618N-WW
000K 200 TEam 10o0m S8s2aa o020 SN e 15 5000m  e00m 58505930451 8N-WW
36°  1600Im 1200Im 2G2-9403613N-W. ) - -
a5 fe0m  1200m _ SSS2G2 S404S1ANWS Wit Fefictor 400K 20° Z200m 1500 99262 40201EN WY

18 W 21 W 36 V 500mA 90 2700K op°  1900Im 1300im  SSS2G2-9272018N-WS 45°  2200Im 1700lm  SSS2G2-9404518N-WW
56°  1900Im 1500m  S§SS2G2-9278618N-WS o el TP meneerT e e
450 1900m 1500  SSS2G2-9274518N-WS 1B W 15 W 36V 350mA 90 2700K 20°  1400im 950im  SSS2G2-9272013N-WG

3000K 20°  2000im 1400lm  SSS2G2-9302018N-WS 26° 1400 1000im  S28505-9573613N-WG

36°  2000Im 1600m  SSS2G2-9303618N-WS a2 1a00m oo SRR o e NG

Specular Reflector 457 2000m - 1600im - SSS2G2-9304518N-WS 3000k 20° 1500m  1000m  SSS2G2-9302013N-WG
4000K 20°  2200Im 1500m  SSS2G2-9402018N-WS 36°  1500Im 1100lm  SSS2G2-9303613N-WG

367 2200im 1700m  S§52G2-9403618N-WS 45°  1500lm 1100lm  S$SS2G2-9304513N-WG

... .%7 2200m ¢ 1700im  S5882G2-9404518N-WS 4000K 20°  1600im 1100m  SSS2G2-9402013N-WG

36°  1600Im 1200m  SSS2G2-9403613N-WG

13 W 15 W 36 V 350mA 90 2700K 20°  1400Im 950lm  SSS2G2-9272013N-WM S g 1600m 1200m  SSS2G2-9404513N-WG
MmN 18W 21 W 36V  500mA 90 2700K op-  1900lm  1300im  SSS2G2-9272018N-WG

. - 1900Im 1500m  SSS2G2-9273618N-WG
3000K 20°  1500im 1000Im ssszez-%ozmswwm 431?; 1500m 2o0m 232585 95ram aNawG
f{go 1288Im 1188Im Sééé%%:%%i?]%ﬁw 3000K 20°  2000Im 1400m  SSS2G2-9302018N-WG
o R R Ses R Bomm o mn Seomeae
36° m m -9403613N- - -
45° 1600Im 1200Im SSS2G2-9404513N-WM . 4000K 20°  2200Im 1500Im SSS2G2-9402018N-WG
*********************************************************************************** \White Refiector 36°  2200Im 1700im  SSS2G2-9403618N-WG
- 1900Im 1500Im 2G2-9273618N-WM o o e Im T oenelas9auac [T
igo 1900Im 1500lm SSS2G2-9274518N-WM Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)
3000K 20°  2000Im 1400m  SSS2G2-9302018N-WM
36°  2000Im 1600im  SSS2G2-9303618N-WM Trimless Version available
Viatt Reflector 45°  2000Im 1600im  SSS2G2-9304518N-WM
4000K 20°  2200Im 1500m  SSS2G2-9402018N-WM .
36° 2200Im 1700im SSS2G2-9403618N-WM Trimless code for SSS2G2-9303618N-WM - SSS5G2-9303618N-WM
45°  2200Im 1700m  SSS2G2-9404518N-WM 12.5-25mm
7777777777777777777777777777777777777777777777777777777777777777777777777777777777 rrri
) Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim) Giing Thickness 96x96

Optional accessary

Trimless code for SSS2G2-9303618N-WM ~ESS2G2-9303618N-WM

N Code for SSS2G2-9303618N-WM with Honeycomb
( \ SSS2G2-9303618N-WM-H 1-25mm

®
{ )
H:n\e;oéb Ceiling Thickness m)d 04

m www.nekolighting.com m

91x91
141x141



NEKO / SENSE 100H/
Fixed LED Downlight

LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code

25 W 28 W 36 V 700mA 90 2700K 20°  2400Im 1700lm  SHS2G2-9272025N-WC
36°  2400Im 1900lm  SHS2G2-9273625N-WC
45°  2400Im 1900lm  SHS2G2-9274525N-WC

3000K 20°  2600Im 1800Im  SHS2G2-9302025N-WC
36°  2600Im 2000lm  SHS2G2-9303625N-WC
45°  2600Im 2000im  SHS2G2-9304525N-WC

4000K 20°  2800Im 1900Im SHS2G2-9402025N-WC
36°  2800Im 2100Im SHS2G2-9403625N-WC
45°  2800Im 2100Im SHS2G2-9404525N-WC

Dark Light Reflector

25 W 28 W 36 V 700mA 90 2700K 20°  2400m 1700Im SHS2G2-9272025N-WW

36°  2400im 1900Im SHS2G2-9273625N-WW

45°  2400Im 1900Im SHS2G2-9274525N-WW

3000K 20°  2600im 1800Im SHS2G2-9302025N-WW

36°  2600im 2000Im SHS2G2-9303625N-WW

45°  2600im 2000Im SHS2G2-9304525N-WW

4000K 20°  2800Im 1900Im SHS2G2-9402025N-WW

36°  2800Im 2100Im SHS2G2-9403625N-WW

45°  2800Im 2100Im SHS2G2-9404525N-WW

Whie Reflector

25 W 28 W 36 V 700mA 90 2700K 20°  2400Im 1700lm  SHS2G2-9272025N-WG
36°  2400Im 1900m  SHS2G2-9273625N-WG
45°  2400Im 1900im  SHS2G2-9274525N-WG

3000K 20°  2600Im 1800Im  SHS2G2-9302025N-WG
36°  2600Im 2000im  SHS2G2-9303625N-WG
45°  2600Im 2000im  SHS2G2-9304525N-WG

4000K 20°  2800Im 1900m  SHS2G2-9402025N-WG
36°  2800Im 2100lm  SHS2G2-9403625N-WG
45°  2800Im 2100lm  SHS2G2-9404525N-WG

~
o}

CRI90 2700K 20° UGR " A ‘(]‘b’ ﬁﬁ -25mm <~ et i
25W 000K 38 scomesosio < 19 P54 (&) CE &= 96XI6 | Ching Theiess o e Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)
A(
107x107 © eriector
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code . : )
Trimless Version available
25 W 28 W 36 V 700mA 90 2700K 20°  2400Im 1700lm  SHS2G2-9272025N-WS
36°  2400im 1900im  SHS2G2-9273625N-WS Trimless code for SHS2G2-9304525N-WM > SHS5G2-9304525N-WM
45°  2400im 1900lm  SHS2G2-9274525N-WS
12.5-25mm
3000K 20°  2600Im 1800Im  SHS2G2-9302025N-WS (suas)
36° 2600Im 2000Im SHS2G2-9303625N-WS Ceiling Thickness 96x96
45°  2600im 2000m  SHS2G2-9304525N-WS Shot
4000K 20°  2800Im 1900lm  SHS2G2-9402025N-WS
36°  2800Im 2100m  SHS2G2-9403625N-WS
45" 2800Im 2100im - SHS2G2-9404525N-WS Trimless code for SHS2G2-9304525N-WM — EHS2G2-9304525N-WM
Specular Reflector Tt oo 1-25mm 5
[rrra
25 W 28 W 36V 700mA 90 2700K 20°  2400Im 1700Im  SHS2G2-9272025N-WM Ceiing Thickness 104x104 ]
36°  2400im 1900im  SHS2G2-9273625N-WM 192x02"

140x140

45°  2400lm 1900lm  SHS2G2-9274525N-WM

3000K 20°  2600im 1800Im  SHS2G2-9302025N-WM
36°  2600im 2000lm  SHS2G2-9303625N-WM
45°  2600im 2000lm  SHS2G2-9304525N-WM

4000K 20°  2800Im 1900m  SHS2G2-9402025N-WM
36°  2800Im 2100lm  SHS2G2-9403625N-WM
45°  2800Im 2100m  SHS2G2-9404525N-WM

Matt Reflector

256 W 28 W 36 V 700mA 90 2700K 20°  2400im 1700m  SHS2G2-9272025N-WB
36°  2400Im 1900m  SHS2G2-9273625N-WB
45°  2400lm 1900lm  SHS2G2-9274525N-WB

3000K 20°  2600im 1800Im  SHS2G2-9302025N-WB
36°  2600im 2000im  SHS2G2-9303625N-WB
45°  2600im 2000lm  SHS2G2-9304525N-WB

4000K 20°  2800Im 1900m  SHS2G2-9402025N-WB
36°  2800Im 2100m  SHS2G2-9403625N-WB
45°  2800Im 2100m  SHS2G2-9404525N-WB

Black Reflector Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

Optional accessary

~ Code for SHS2G2-9304525N-WM with Honeycomb
</ SHS2G2-9304525N-WM-H

Honeycomb
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NEKO / SENSE 100/
Wall Washer LED Downlight

Tunable Whits

See Details @www.nekolighting.com

o

2700K \ -25mm e
‘]gw CRI90 3000K ‘ P54“ ‘CE A @w ‘(@\ vz% o
4000K 50,000h@L80B10 T intertek 100 | Ceiling Thickness
o110
LED Power System power LED Voltage LED Current CRI CCT Beam  LEDOQutput System Output Code
13 W 15 W 36 V 350 mA 90 2700K Wall Washer 1400im 650Im SSR3G2-927WW13N-WM

Matt Reflector

071

3000K Wall Washer 1500m  680im  SSR3G2-930WW13N-WM
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, 4000K Wall Washer 1600im ___750im __ SSR3G2-940WW13N-WM
18 W 21 W 36V 500mA 90 2700K Wal Washer 1900im  850im  SSR3G2-927WW18N-WM
3000K Wall Washer 2000im ~ 900im  SSR3G2-930WW18N-WM

4000K Wall Washer 2200im ~ 1000im  SSR3G2-940WW18N-WM

Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

Trimless Version available

Trimless code for SSR3G2-930WW13N-WM - SSR6G2-930WW13N-WM

12.5-25mm

1111
Ceiling Thickness 100

Trimless code for SSR3G2-930WW13N-WM - ESR3G2-930WW13N-WM

1-25mm
dﬁ [rrr1
Ceiling Thickness 108

NEKO / SENSE 100H /
Wall Washer LED Downlight

~
0

2700K \ -25mm -
25W CRI®0 3000K /] 4 (Ean @. <§\ Dé
4000K 50,000h@L80B10 = intertek 100 | Ceiling Thickness
@110
LED Power System power LED Voltage LED Current CRI CCT Beam LEDOutput System Output Code
25 W 28 W 36 V 700 mA 90 2700K Wall Washer 2400Im 1000lm  SHR3G2-927WW25N-WM

3000K Wall Washer 2600Im 1100lm  SHR3G2-930WW25N-WM
4000K Wall Washer 2800Im 1200lm  SHR3G2-940WW25N-WM

Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

Matt Reflector

Trimless Version available

Trimless code for SHR3G2-930WW25N-WM = SHR6G2-930WW25N-WM

12.5-25mm

7172
Ceiling Thickness 100

Trimless code for SHR3G2-930WW25N-WM -+ EHR3G2-930WW25N-WM

1-256mm

[T171
Ceiling Thickness 108
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NEKO / SENSE 100/
Wall Washer LED Downlight

Tunable Whits

See Details @www.nekolighting.com

NEKO / SENSE 100H /
Wall Washer LED Downlight

~
0

2700K \ -25mm 2
3000K‘ 4 CE PN @w ZEﬁ D% il
4000K 50,000n@L80B10 T intertek 96x96 Ceiling Thickness

107x107

2700K O 25mm | @
jlgw CRI90 3000K ‘ P54 c € @ c€]}w ZEﬁ D% ann] 25W CRI90
4000K 50,000h@L80B10 S intertek 96x96 | Ceiling Thickness
~107x107
LED Power System power LED Voltage LED Current CRI CCT Beam  LEDOQutput System Output Code

13 W 15 W 36V 350mA 90 2700K Wall Washer 1400im  650m  SSS3G2-927WW13N-WM
3000K Wall Washer 1500m ~ 680im  SSS3G2-930WW13N-WM
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, 4000K Wall Washer 1600im ___750im __ SSS3G2-940WW13N-WM
18 W 21 W 36V 500mA 90 2700K Wal Washer 1900im  850im  SSS3G2-927WW18N-WM
3000K Wall Washer 2000im ~ 900im  SSS3G2-930WW18N-WM

4000K Wall Washer 2200im  1000im  SSS3G2-940WW18N-WM

Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

Matt Reflector

Trimless Version available

Trimless code for SSS3G2-930WW13N-WM - SSS6G2-930WW13N-WM

131

12.5-26mm
7172
Ceiling Thickness

96x96

Trimless code for SSS3G2-930WW13N-WM - ESS3G2-930WW13N-WM

mm 04

131

-25mm

1171
Ceiling Thickness

141x141

073

LED Power System power LED Voltage LED Current CRI CCT Beam LEDOutput System Output Code

25 W 28 W 36 V 700mA 90 2700K Wall Washer 2400im 1000im  SHS3G2-927WW25N-WM
3000K Wall Washer 2600Im 1100lm  SHS3G2-930WW25N-WM
4000K Wall Washer 2800Im 1200lm  SHS3G2-940WW25N-WM

Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

Matt Reflector

Trimless Version available

Trimless code for SHS3G2-930WW13N-WM =+ SHS6G2-930WW13N-WM

12.5-256mm
172
Ceiling Thickness 96x96
193x193
Trimless code for SHS3G2-930WW13N-WM - EHS3G2-930WW13N-WM
-25mm ,@

dotm /o

Ceiling Thickness 104x104

92x92

140x140
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NEKO / SENSE 125/
Adjustable LED Downlight

LED Power System Power LED \bltage LED Current CRI CCT Beam LED Output System Output Code

18 W 21 W 36 V 500mA 90 2700K 20°  1900Im 1500Im SMR1G2-9272018N-WB
38°  1900Im 1500m SMR1G2-9273818N-WB
50°  1900Im 1300m  SMR1G2-9275018N-WB

3000K 20°  2000Im 1600Im SMR1G2-9302018N-WB
38°  2000im 1600m  SMR1G2-9303818N-WB
50°  2000Im 1400m  SMR1G2-9305018N-WB
4000K 20°  2200Im 1700m  SMR1G2-9402018N-WB
38°  2200Im 1700m  SMR1G2-9403818N-WB
50°  2200Im 1500m  SMR1G2-9405018N-WB

25 W 28 W 36 V 700mA 90 2700K 20  2400Im 2100m  SMR1G2-9272025N-WB
38> 2400Im 2100m  SMR1G2-9273825N-WB

50-  2400im 1900m  SMR1G2-9275025N-WB

3000K 20°  2600Im 2200m  SMR1G2-9302025N-WB

38°  2600Im 2200m  SMR1G2-9303825N-WB

Black Reflector 50°  2600Im 2000lm  SMR1G2-9305025N-WB
4000K 20°  2800Im 2400m  SMR1G2-9402025N-WB

38°  2800Im 2400m  SMR1G2-9403825N-WB

50°  2800Im 2200m  SMR1G2-9405025N-WB

18 W 21 W 36 V 500mA 90 2700K 20°  1900im 1500m  SMR1G2-9272018N-WC
38°  1900Im 1500m  SMR1G2-9273818N-WC

50°  1900Im 1300m  SMR1G2-9275018N-WC

3000K 20°  2000im 1600m  SMR1G2-9302018N-WC

38°  2000Im 1600m  SMR1G2-9303818N-WC

50°  2000im 1400m  SMR1G2-9305018N-WC

4000K 20°  2200im 1700lm  SMR1G2-9402018N-WC

38°  2200m 1700m  SMR1G2-9403818N-WC

50°  2200im 1500m  SMR1G2-9405018N-WC

26 W 28 W 36 V 700mA 90 2700K 20-  2400Im 2100m  SMR1G2-9272025N-WC
38  2400m 2100lm  SMR1G2-9273825N-WC
50°  2400Im 1900m  SMR1G2-9275025N-WC

Tunable White 000K 20°  2600Im 2200m  SMR1G2-9302025N-WC
_ - Dark Light Reflector 38°  2600Im 2200m  SMR1G2-9303825N-WC
See Detals @uwwnekolghting.com 50°  2600Im 2000m  SMR1G2-9305025N-WC

4000K 20°  2800Im 2400lm  SMR1G2-9402025N-WC
38°  2800Im 2400lm  SMR1G2-9403825N-WC
50°  2800Im 2200lm  SMR1G2-9405025N-WC

18W 2700K | 20° UGR . somm | 3 18 W 21 W 36 V 500mA 90 2700K 20°  1900im 1500m  SMR1G2-9272018N-WW
CRI90 3000K 4o P54 CE O C. & D% i, 38°  1900m  1500m  SMR1G2-9273818N-WW
28W 4000K | 50° 50,000neL80810 < 19 S e 125 Géiing Thickness 50°  1900Im 1300m  SMR1G2-9275018N-WW
i — 3000K 20°  2000im 1600m  SMR1G2-9302018N-WW
38°  2000im 1600lm  SMR1G2-9303818N-WW
50°  2000im 1400m  SMR1G2-9305018N-WW
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code 4000K 20°  2200Im 1700Im SMR1G2-9402018N-WW
38°  2200Im 1700m  SMR1G2-9403818N-WW
18 W 21 W 36V 500mA 90 2700K 20°  1900Im 1500lm  SMR1G2-9272018N-WS BT 2200m 1500m  SMR1G2-9405018N-WW
8’ 1900im 1500Im - SMR1G2-9273818N-WS 25 W 28 W 36V 700mA 90 2700K 20- 2400m  2100m  SMR1G2-9272025N-WW
50°  1900Im 1300lm  SMR1G2-9275018N-WS S 5a00m S0 MR IGs 95vaasaNY
3000K 20°  2000Im 1600lm  SMR1G2-9302018N-WS o0 Sa00m I A e A Y
ggo SSSSIQ 1288I$ SMS]S%:S%S%S}SH:WS , 3000K 20°  2600Im 2200m  SMR1G2-9302025N-WW
o White Reflector 38°  2600im 2200lm  SMR1G2-9303825N-WW
A000K 207 2200 1790 R e 50°  2600Im 2000m  SMR1G2-9305025N-WW
38°  2200Im 1700m  SMR1G2-9403818N-W - -
... 50 200m 1500m  SMR1G2-9405018N-WS 4000K gg: gggg:m gjgg:m §ME]8§'§Z‘8§8§§HW
25 W 28 W 36V 700mA 90 2700K 20- 2400lm  2100m  SMR1G2-9272025N-WS 200 2500m  2500im  SMR1G2-5405025N-WW
38°  2400im 2100lm  SMR1G2-9273825N-WS o o e SV g e o
50- 2400im 1900im - SMR1G2-9275025N-WS 18 W 21 W 36 V 500mA 90 2700K 20°  1900Im 1500m  SMR1G2-9272018N-WG
3000K 20°  2600im 2200lm  SMR1G2-9302025N-WS 9 19o0m 1200m  SMRIGo-0TTaB BN
Specular Reflector e gggg:m gggg:m gmgl gggggggggmwg 50°  1900Im 1300m  SMR1G2-9275018N-WG
. m m . i 3000K 20°  2000Im 1600m  SMR1G2-9302018N-WG
4000K 20 2800Im 2400lm SMR1G2-9402025N-WS 38°  2000Im 1600Im SMR1G2-9303818N-WG
38°  2800m 2400Im  SMR1G2-9408825N-WS 50°  2000im 1400m  SMR1G2-9305018N-WG
B0 2800m 2200im  SMR1G2-9405025N-WS 4000K 20°  2200im 1700m  SMR1G2-9402018N-WG
. 38°  2200Im 1700m  SMR1G2-9403818N-WG
18 W 21w 36V 500mA 90 2700K 207 ]900:'"“ ]500:'"“ gmmgg'g’gm]amwm ,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, 50°  2200m 1500m  SMR1G2-9405018N-WG
o 1gm Soom arsen 25 W 28W 36V  700mA 90 2700K 20- 2400m  2100im  SMR1G2-9272025N-WG
50°  1900Im 1300m  SMR1G2-9275018N-WM RO oo R e
3000K 20°  2000Im 1600Im gMR182-9302018N-WM 0 5 400|m 1900|m SMR1 G927 E02oNWG
38° 2000l 1600l MR1G2-9303818N-WM ° . -
50° 2000|m 1400|m SMR1G2-9305018N-WM 3000K 20°  2600Im 2200lm  SMR1G2-9302025N-WG
4000K 20°  2200Im 1700m  SMR1G2-9402018N-WM Gold Reflector 38°  2600m 2200m  SMR1G2-9303825N-WG
38°  2200lm 1700lm SMR1G2-9403818N-WM 50 2600Im 2000Im SMR1G2-9305025N-WG
50°  2200Im 1500m  SMR1G2-9405018N-WM 4000K gg gggg:m gjgg:m gmmg%gjg%g%gmwg
77777777777777777777777777777777777777777777777777777777777777777777777777777777777 ° m m . -
25 W 28 W 36 V 700mA 90 2700K 20-  2400Im 2100m  SMR1G2-9272025N-WM .
38> 2400im 2100m  SMR1G2-9273825N-WM 50°__2800m ___: 2200m _ _ SMR1G2-9405025N-WG
50°  2400Im 1900Im  SMR1G2-9275025N-WM Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)
3000K 20°  2600Im 2200Im gMR182-9302025N-WM
38°  2600Im 2200m  SMR1G2-9303825N-WM Trimless Versi bl
50°  2600Im 5000m  SMR1G2-9305025N-WM fimiess Yorsion avalabe
Matt Reflector 4000K 20°  2800Im 2400lm  SMR1G2-9402025N-WM .
2 5a00im SA00 SMRGo-040a80aNAM Trimless code for SMR1G2-9305025N-WM — SMR4G2-9304025N-WM
o507 2800m 2200m  SMR1G2-9405025N-WM 12.5-25mm &\
[rrra
Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim) Gliing Thickness 130
Optional accessary
| Code for SMR1G2-0405025N-WM with Honeycomb Trimless code for SMR1G2-9305025N-WM — EMR1G2-9305025N-WM .
() SMR1G2-9405025N-WM-H -30mm & 2
[Irrra
H:n\e;oéb Ceiling Thickness 132
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NEKO / SENSE 125/
Adjustable LED Downlight

LED Power System Power LED \bltage LED Current CRI CCT Beam LED Output System Output Code

18 W 21 W 36 V 500mA 90 2700K 20°  1900Im 1500Im SMS1G2-9272018N-WB
38°  1900Im 1500lm  SMS1G2-9273818N-WB
50°  1900Im 1300m  SMS1G2-9275018N-WB

3000K 20°  2000Im 1600m  SMS1G2-9302018N-WB
38°  2000im 1600m  SMS1G2-9303818N-WB
50°  2000Im 1400m  SMS1G2-9305018N-WB
4000K 20°  2200Im 1700lm  SMS1G2-9402018N-WB
38°  2200Im 1700lm  SMS1G2-9403818N-WB
50°  2200Im 1500m  SMS1G2-9405018N-WB

256 W 28 W 36 V 700mA 90 2700K 20-  2400Im 2100lm  SMS1G2-9272025N-WB

38 2400m 2100lm  SMS1G2-9273825N-WB

50°  2400Im 1900lm  SMS1G2-9275025N-WB

3000K 20°  2600Im 2200lm  SMS1G2-9302025N-WB

Black Reflector 38°  2600Im 2200lm  SMS1G2-9303825N-WB
50°  2600Im 2000lm  SMS1G2-9305025N-WB

4000K 20°  2800Im 2400lm  SMS1G2-9402025N-WB

38°  2800Im 2400lm  SMS1G2-9403825N-WB

50°  2800Im 2200lm  SMS1G2-9405025N-WB

18 W 21 W 36 V 500mA 90 2700K 20°  1900Im 1500m  SMS1G2-9272018N-WC

38°  1900Im 1500m  SMS1G2-9273818N-WC

50°  1900Im 1300m  SMS1G2-9275018N-WC

| 3000K 20°  2000Im 1600m  SMS1G2-9302018N-WC
38°  2000Im 1600m  SMS1G2-9303818N-WC

50°  2000Im 1400lm  SMS1G2-9305018N-WC

4000K 20°  2200Im 1700m  SMS1G2-9402018N-WC
38°  2200m 1700m  SMS1G2-9403818N-WC

50°  2200Im 1500m  SMS1G2-9405018N-WC

26 W 28 W 36 V 700mA 90 2700K 20-  2400Im 2100lm  SMS1G2-9272025N-WC
38  2400m 2100lm  SMS1G2-9273825N-WC
50°  2400Im 1900m  SMS1G2-9275025N-WC

Tunable White 000K 20°  2600Im 2200m  SMS1G2-9302025N-WC
_ - Dark Light Reflector 38°  2600Im 2200m  SMS1G2-9303825N-WC
See Detals @uwwnekolghting.com 50°  2600Im 2000m  SMS1G2-9305025N-WC

4000K 20°  2800Im 2400lm  SMS1G2-9402025N-WC
38°  2800Im 2400lm  SMS1G2-9403825N-WC
50°  2800Im 2200lm  SMS1G2-9405025N-WC

18W 2700K| 20° UGR . a gomm | 2 18 W 21 W 36 V 500mA 90 2700K 20°  1900im 1500im  SMS1G2-9272018N-WW
CRIZ0 3000K 38" IP54 CE O K. e 38°  1900m  1500m  SMS1G2-9273818N-WW
26W 4000K 50° 50,000meLsosio < 19 = 122x122 | Gling Thickness 50°  1900Im 1300m  SMS1G2-9275018N-WW

— 3000K 20°  2000Im 1600lm  SMS1G2-9302018N-WW
154x134 38°  2000Im 1600lm  SMS1G2-9303818N-WW
50°  2000Im 1400lm  SMS1G2-9305018N-WW

LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code 4000K 20°  2200Im 1700Im SMS1G2-9402018N-WW
38°  2200m 1700m  SMS1G2-9403818N-WW
18 W 21 W 36 V 500mA 90 2700K 20°  1900Im 1500m  SMS1G2-9272018N-WS 07 2200m 1500m  SMS1G2-9405018N-WW
360 1900m - 1500im - SMS1G2-9278818N-WS 25 W 28 W 36V  700mA 90 2700K 20- 2400lm  2100m  SMS1G2-9272025N-WW
507 1900im - 1300m  SMS1G2-9275018N-WS 38-  2400m  2100m  SMS1G2-9273825N-WW
3000K 20°  2000im 1600m  SMS1G2-9302018N-WS o s A= =AY
?,%o 3888Im 1?88Im §M§18§:8§8§81 QN:WE , 3000K 20°  2600Im 2200m  SMS1G2-9302025N-WW
o White Reflector 38°  2600im 2200lm  SMS1G2-9303825N-WW
A000K 207 2200 1790 MS1G2 0018 e 50°  2600Im 2000m  SMS1G2-9305025N-WW
38°  2200Im 1700m  SMS1G2-9403818N-W. - -
500 2200m 1500im  SMS1G2-9405018N-WS 4000K gg: gggglm gjgg:m gmglgg‘gjgggggm‘m
25 W 28 W 36V 700mA 90 2700K 20-  2400Im 2100Im  SMS1G2-9272025N-WS o - i
38  2400lm 2100lm  SMS1G2-9273825N-WS s 50°  2800m 2200im  SMS1G2-9405025N-WW
50- 2400im 1900im - SMS1G2-9275025N-WS 18 W 21 W 36 V 500mA 90 2700K 20°  1900Im 1500m  SMS1G2-9272018N-WG
3000K 20°  2600Im 2200lm  SMS1G2-9302025N-WS S0 oo AV YV
38°  2600Im 2200im  SMS1G2-9303825N-WS . - -
Specular Reflector RO 50001 M1 G5 9305055 N s 50°  1900Im 1300m  SMS1G2-9275018N-WG
. m m . i 3000K 20°  2000Im 1600im  SMS1G2-9302018N-WG
4000K 20 2800Im 2400Im SMS1G2-9402025N-WS 38°  2000Im 1600Im SMS1G2-9303818N-WG
38°  2800m 2400Im  SMS1G2-9403825N-WS 50°  2000im 1400m  SMS1G2-9305018N-WG
o507 2800m 2200m  SMS1G2-9405025N-WS 4000K 20°  2200Im 1700lm  SMS1G2-9402018N-WG
38°  2200Im 1700m  SMS1G2-9403818N-WG
18 W 21 W 36 V 500mA 90 2700K 20: 1900Im 1500m  SMS1G2-9272018N-Ww™M 50°  2200m 1500m  SMS1G2-9405018N-WG
B 1900m1o0m SIS Ge oo aB I E 25 W 28W 36V  700mA 90 2700K 20 2400m  2100m  SMS1G2-9272025N-WG
50°  1900Im 1300m  SMS1G2-9275018N-WM RO oo Ve WS
3000K 20°  2000Im 1600Im §M§1g2-930201 8N-WM 0 5 400|m 1900|m MO O5-027E02EN WG
° 2000l 1600l MS1G2- 18N-WM . - -
N M - <o AR 000K 20°  2600Im  2200m  SMS1G2-9302025N-WG
4000K 20°  2200Im 1700m  SMS1G2-9402018N-WM Gold Reflect 38°  2600m 2200m - SMS1G2-9303825N-WG
38°  2200Im 1700Im SMS1G2-9403818N-WM 0ld hefiector 50 2600im 2000im SMS1G2-9305025N-WG
50°  2200Im 1500m  SMS1G2-9405018N-WM 4000K gg gggg:m gﬁgglm gmglgggjgggggmwg
77777777777777777777777777777777777777777777777777777777777777777777777777777777777 ° m m . -
25 W 28 W 36 V 700mA 90 2700K 20-  2400Im 2100lm  SMS1G2-9272025N-WM .
38> 2400im 2100m  SMS1G2-9273825N-WM 50°__2800m ___: 2200m _ _ SMS1G2-9405025N-WG
50°  2400Im 1900Im  SMS1G2-9275025N-WM Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)
3000K 20°  2600Im 2200Im §M§182-9302025N-WM
38°  2600Im 2200im  SMS1G2-9303825N-WM - - -
50°  2600Im 2000m  SMS1G2-9305025N-WM Trimless Version avaiiable
Matt Reflector 4000K 20°  2800Im 2400lm  SMS1G2-9402025N-WM

38°  2800im 2400Im SMS1G2-9403825N-WM Trimless code for SMS1G2-9305025N-WM - SMS4G2-9304025N-WM

50°  2800Im 2200Im SMS1G2-9405025N-WM 12.5-25mm I~
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, 2
[msmn) -

Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim) Ceiling Thickness 122x122

20x120!
T 200x200
Optional accessary
N Code for SMS1G2-9405025N-WM with Honeycomb Trimless code for SMS1G2-9305025N-WM —EMS1G2-9305025N-WM .
( ) SMS1G2-9405025N-WM-H -30mm o
D% [mnwn)
H:n\e;oéb Ceiling Thickness mx1 30

HCSR68

167x167

079 www.nekolighting.com 080



NEKO / SENSE 125/
Fixed LED Downlight

LED Power System Power LED \bltage LED Current CRI CCT Beam LED Output System Output Code

18 W 21 W 36 V 500mA 90 2700K 24°  1900Im 1400Im SMR2G2-9272018N-WB
36°  1900Im 1400Im SMR2G2-9273618N-WB
45°  1900Im 1200m  SMR2G2-9274518N-WB

3000K 24 2000Im 1500Im SMR2G2-9302018N-WB
36°  2000im 1500m SMR2G2-9303618N-WB
45°  2000lm 1300m  SMR2G2-9304518N-WB
4000K 24°  2200Im 1600m  SMR2G2-9402018N-WB
36°  2200Im 1600m  SMR2G2-9403618N-WB
45°  2200m 1400m  SMR2G2-9404518N-WB

25 W 28 W 36 V 700mA 90 2700K 24°  2400Im 2000m  SMR2G2-9272025N-WB
36°  2400Im 2000m  SMR2G2-9273525N-WB
45°  2400Im 1800m  SMR2G2-9274525N-WB

3000K 24°  2600Im 2100m  SMR2G2-9302025N-WB

36°  2600Im 2100m  SMR2G2-9303625N-WB

Black Reflector 45°  2600im 1900lm  SMR2G2-9304525N-WB
4000K 24°  2800Im 2300m  SMR2G2-9402025N-WB

36°  2800Im 2300m  SMR2G2-9403625N-WB

45°  2800Im 2050m  SMR2G2-9404525N-WB

18 W 21 W 36 V 500mA 90 2700K 24°  1900im 1400m  SMR2G2-9272018N-WC
36°  1900Im 1400m  SMR2G2-9273618N-WC
45°  1900im 1200m  SMR2G2-9274518N-WC

3000K 24  2000im 1500m  SMR2G2-9302018N-WC
36°  2000Im 1500m  SMR2G2-9303618N-WC
45°  2000Im 1300m  SMR2G2-9304518N-WC
4000K 24°  2200im 1600m  SMR2G2-9402018N-WC
36°  2200im 1600lm  SMR2G2-9403618N-WC
45°  2200Im 1400m  SMR2G2-9404518N-WC

26 W 28 W 36 V 700mA 90 2700K 24°  2400Im 2000lm  SMR2G2-9272025N-WC
36°  2400m 2000im  SMR2G2-9273525N-WC
45°  2400m 1800im  SMR2G2-9274525N-WC

Tuneble Whts 3000K 24°  2600Im 2100im  SMR2G2-9302025N-WGC
: - Dark Light Reflector 36° 2600 2100m  SMR2G2-9303625N-WC
See Detais @wwiw.nekolghting.com 45° 2600 1900m  SMR2G2-9304525N-WC

4000K 24°  2800Im 2300m  SMR2G2-9402025N-WC
36°  2800Im 2300im  SMR2G2-9403625N-WC

Mmuml ,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, 457 2800m  2080im  SMR2G2-9404525N-WC

2700K  24° : gorm | © 18 W 21W 36V  500mA 90 2/00K 24° 1900m  1600m  SMR2G2-G272018N-WW

18W GRIg0 3000K &° UGR ips4 e @. & o 36 1900 1500m  SMR2G2-9273618N-WW
25W 4000K 48° s0o0aretaceto <19 == 125 | Gling Tricknos 45" 1900m  1300m  SMR2G2-9274518N-WW

o 000K 24 2000im  1600m  SMR2G2-9302018N-WW
3° 2000m  1600m  SMR2G2-9303618N-WW
45°  2000m  1400m  SMR2G2-9304518N-WW

LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code 4000K 24°  2200Im 1700Im SMR2G2-9402018N-WW
36°  2200im 1700m  SMR2G2-9403618N-WW
18 W 21 W 36V 500mA 90 2700K 24°  1900im 1400lm  SMR2G2-9272018N-WS o as 200m 1500im  SMR2G2-9404518N-WW
867 1900im 1400im - SMR2G2-9273618N-WS 25 W 28 W 36V 700mA 90 2700K 24° 2400m  2100m  SMR2G2-9272025N-WW
45°  1900Im 1200lm  SMR2G2-9274518N-WS % 54001 5100 SMRoGS- 5 SBoN W
3000K 24 2000Im 1500im  SMR2G2-9302018N-WS 22 5400 000m  SMRIGS-0PrAoaN AW
320 SSSSIQ ]ESSIQ éMS%S%:S%SiS}SH:WS , 3000K 24°  2600im 2200lm  SMR2G2-9302025N-WW
o White Reflector 36°  2600im 2200lm  SMR2G2-9303625N-WW
A000K 24 2200 1e0omm R oot e 45° 2600 2000im  SMR2G2-9304525N-WW
36°  2200im 1600Im MR2G2-9403618N-W - -
@ 200m  1400m  SMRRGD-O40ASIBN-WS 4000K 24 2800M  2400m  SMR2GD 940202N-WY
25 W 28 W 36 V 700mA 90 2700K 24° 2400lm 2000Im SMR2G2-9272025N-WS 45° 2800Im 2200|m SMR2G2:9404525N:WW
36°  2400im 2000m  SMR2G2-9273525N-WS e Aol el Sl IREe e
457 2400im 1800im  SMR2G2-9274525N-WS 18 W 21 W 36V 500mA 90 2700K 24°  1900im 1500m  SMR2G2-9272018N-WG
3000K 24°  2600Im 2100m  SMR2G2-9302025N-WS % 1900m 1200m SMR2G2.0973618N-WG
45" 2600m 1900m  SMR2G2-9304525N-WS 3000K 24  2000im 1600lm  SMR2G2-9302018N-WG
4000K 24°  2800Im 2300im  SMR2G2-9402025N-WS 36°  2000Im 1600lm  SMR2G2-9303618N-WG
36°  2800im 2300im  SMR2G2-9403625N-WS 45°  2000im 1400lm  SMR2G2-9304518N-WG
45T 2800m 2050im  SMR2G2-9404525N-WS 4000K 24°  2200Im 1700m  SMR2G2-9402018N-WG
36°  2200im 1700lm  SMR2G2-9403618N-WG
18 W 21 W 36V 500mA 90 2700K 24°  1900Im 1400lm  SMR2G2-9272018N-WM e 2200m 1500m  SMR2G2-9404518N-WG
% 1900m 1400m - SMR2G2-9273618N-WM 25 W 28 W 36 V 700mA 90 2700K 24°  2400Im 2100lm  SMR2G2-9272025N-WG
45°  1900im 1200lm  SMR2G2-9274518N-WM ] I SMR2 s 05 b oeN- NG
000K 24 2000Im 1500im  SMR2G2-9302018N-WM igo S400im oS00 SMR2G2-9274825N-WG
900 2000m - 1500m - SMRZGZ-93036 18N WM 3000K 24° 2600m  2200m  SMR2G2-9302025N-WG
45°  2000Im 1300lm  SMR2G2-9304518N-WM 24; 2o00m O R B e
4000K 24°  2200Im 1600Im  SMR2G2-9402018N-WM Gold Refiector o, 2o0om 2O A MRots 200450 WG
36°  2200im 1600Im  SMR2G2-9403618N-WM
45°  2200im 1400lm  SMR2G2-9404518N-WM 4000K ggf’ gggg:m gjgglm Smgggg»gigggggm-wg
*********************************************************************************** ° m m - -
25 W 28 W 36V 700mA 90 2700K 24°  2400Im 2000m  SMR2G2-9272025N-WM . - i
36° 2400 2000m  SMR2G2-9273525N-WM o 457 2800m 2200m  SMR2G2-9404525N-WG
457 2400m 1800im  SMR2G2-9274525N-WM Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)
3000K 24°  2600im 2100Im SMR282-9302025N-WM
36°  2600im 2100Im MR2G2-9303625N-WM - - -
45°  2600Im 7900im  SMR2G2-9304525N-WM Trimless Version avaiiable
Matt Reflector 4000K 24°  2800Im 2300m  SMR2G2-9402025N-WM -
% 2800m Sa00im  SMRIGS.O40B9oN- WM Trimless code for SMR2G2-9304525N-WM — SMR5G2-9304525N-WM
45 2800m 2050m  SMR2G2-9404525N-WM 12.5-25mm ([%\
[rrra
Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim) Gling Thickness 130
Optional accessary
| Code for SMR2G2-9404525N-WM with Honeycomb Trimless code for SMR2G2-9304525N-WM > EMR2G2-9304525N-WM R
( 3‘ SMR2G2-9404525N-WM-H -30mm & 5
[Irrra
H:n\e;oéb Ceiling Thickness 132

m www.nekolighting.com m



NEKO / SENSE 125/
Fixed LED Downlight

LED Power System Power LED \bltage LED Current CRI CCT Beam LED Output System Output Code

18 W 21 W 36 V 500mA 90 2700K 24°  1900Im 1400Im SMS2G2-9272018N-WB
36°  1900Im 1400Im SMS2G2-9273618N-WB
45°  1900Im 1200m  SMS2G2-9274518N-WB

3000K 24 2000Im 1500Im SMS2G2-9302018N-WB
36°  2000im 1500m  SMS2G2-9303618N-WB
45°  2000lm 1300m  SMS2G2-9304518N-WB
4000K 24°  2200Im 1600lm  SMS2G2-9402018N-WB
36°  2200Im 1600lm  SMS2G2-9403618N-WB
45°  2200m 1400m  SMS2G2-9404518N-WB

25 W 28 W 36 V 700mA 90 2700K 24°  2400Im 2000im  SMS2G2-9272025N-WB
36°  2400m 2000lm  SMS2G2-9273525N-WB
45°  2400m 1800im  SMS2G2-9274525N-WB

3000K 24°  2600Im 2100lm  SMS2G2-9302025N-WB

Black Reflector 36°  2600Im 2100lm  SMS2G2-9303625N-WB
45°  2600m 1900lm  SMS2G2-9304525N-WB

4000K 24°  2800Im 2300lm  SMS2G2-9402025N-WB

36°  2800m 2300lm  SMS2G2-9403625N-WB

45°  2800Im 2050lm  SMS2G2-9404525N-WB

18 W 21 W 36 V 500mA 90 2700K 24°  1900Im 1400lm  SMS2G2-9272018N-WC
36°  1900m 1400lm  SMS2G2-9273618N-WC
45°  1900Im 1200lm  SMS2G2-9274518N-WC

3000K 24 2000Im 1500m  SMS2G2-9302018N-WC
36°  2000m 1500lm  SMS2G2-9303618N-WC
45°  2000lm 1800m  SMS2G2-9304518N-WC
4000K 24°  2200Im 1600m  SMS2G2-9402018N-WC
36°  2200m 1600lm  SMS2G2-9403618N-WC
45°  2200m 1400m  SMS2G2-9404518N-WC

26 W 28 W 36 V 700mA 90 2700K 24°  2400Im 2000lm  SMS2G2-9272025N-WC
36°  2400m 2000im  SMS2G2-9273525N-WC
45°  2400m 1800Im  SMS2G2-9274525N-WC

Tuneble Whts 3000K 24°  2600Im 2100im  SMS2G2-9302025N-WGC
_ - Dark Light Reflector 36° 2600 2100m  SMS2G2-9308625N-WC
See Detais @wwiw.nekolghting.com 45° 2600 1900m  SMS2G2-9304525N-WC

4000K 24°  2800Im 2300lm  SMS2G2-9402025N-WC
36°  2800Im 2300im  SMS2G2-9403625N-WC

‘WM ,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, 45 2800m 2050Im  SMS2G2-9404525N-WC
(]

2700K | 24° . Somm | 2 8 W 21 W 36 V 500mA 90 2700K 24°  1900im 1500m  SMS2G2-9272018N-WW
18W GRIg0 3000K &° UGR ips4 e . Zgﬁ o 36°  1900m  1500m  SMS2G2-9273618N-WW
26W 2000K  45° s0,000meLe0sio < 19 &2 = 122X122 | Gling Thickness 45°  1900Im 1300m  SMS2G2-9274518N-WW

[ — 000K 24  2000m  1600m  SMS2G2-9302018N-WW
36°  2000m  1600lm  SMS2G2-9303618N-WW
45" 2000m  1400lm  SMS2G2-9304518N-WW

LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code 4000K 24°  2200Im 1700Im SMS2G2-9402018N-WW
36°  2200Im 1700m  SMS2G2-9403618N-WW
18 W 21 W 36V 500mA 90 2700K 24°  1900Im 1400lm  SMS2G2-9272018N-WS o aE 2000m 1500m  SMS2G2-9404518N-WW
867 1900im 1400Im - SMS2G2-9273618N-WS 25 W 28 W 36V 700mA 90 2700K 24° 2400m  2100m  SMS2G2-9272025N-WW
45°  1900im 1200lm  SMS2G2-9274518N-WS S5 54001 51001 SMaoGs. 0SB oEN W
3000K 24 2000Im 1500im  SMS2G2-9302018N-WS 22 5400 O00m  SMaPGs oy ASoaN VW
ﬁgo SSSSIQ 1288Im §M§§8§:8§8221 SN:W% , 3000K 24°  2600Im 2200m  SMS2G2-9302025N-WW
o White Reflector 36°  2600im 2200lm  SMS2G2-9303625N-WW
A000K 24 2200 1e0omm R SIS 45° 2600 2000im  SMS2G2-9304525N-WW
36°  2200im 1600m  SMS2G2-9403618N-W. - -
45t 2200m 1400im  SMS2G2-9404518N-WS 4000K gg: gggg:m gjgg:m gmgggg'gjgggggm‘m
25 W 28W 36V 700mA 90 2700K 24° 2400m  2000lm  SMS2G2-9272025N-WS 250 5800m  2000im  SMS2G2-0404528N-WW
36°  2400im 2000m  SMS2G2-9273525N-WS s oI e T SR e R AR e ol T
457 2400m 1800im  SMS2G2-9274525N-WS 18 W 21 W 36V 500mA 90 2700K 24°  1900im 1500m  SMS2G2-9272018N-WG
3000K 24°  2600Im 2100lm  SMS2G2-9302025N-WS Ze°  1900im 200m SMS2G2-9273618N-WG
45" 2600m 1900m  SMS2G2-9304525N-WS 3000K 24  2000im 1600lm  SMS2G2-9302018N-WG
4000K 24°  2800Im 2300im  SMS2G2-9402025N-WS 36°  2000Im 1600lm  SMS2G2-9303618N-WG
36" 2800Im 2300Im  SMS2G2-9403625N-WS 45°  2000im 1400m  SMS2G2-9304518N-WG
45T 2800m 2050im  SMS2G2-9404525N-WS 4000K 24°  2200Im 1700m  SMS2G2-9402018N-WG
36°  2200im 1700m  SMS2G2-9403618N-WG
18 W 21 W 36V 500mA 90 2700K 24°  1900Im 1400lm  SMS2G2-9272018N-WM S uE 2200m 1500im  SMS2G2-9404518N-WG
% 1900m 1400im - SMS2G2-9273618N-VWM 25 W 28 W 36 V 700mA 90 2700K 24°  2400im 2100im  SMS2G2-9272025N-WG
45° 1900Im 1200m  SMS2G2-9274518N-WM S oo OME2Go 09 TaE NG
000K 24 2000m 1500lm  SMS2G2-9302018N-WM igo S400im 00 SMS2G2-9274B2BN-NG
900 2000m - 1500m - SMS2G2-9303618N WM 3000K 24° 2600m  2200m  SMS2G2-9302025N-WG
45°  2000im 1300m  SMS2G2-9304518N-WM 24, 2o00m M =1 e
4000K 247 2200im 1600im  SMS2G2-9402018N-WM Gold Reflector oo, zoom M s oaasoen e
36°  2200Im 1600lm  SMS2G2-9403618N-WM
45t 2200m 1400m  SMS2G2-9404518N-WM 4000K 247 2800Im 2400Im gmgggggjgggggmwg
25 W 28 W 36 V 700mA 90 2700K 24°  2400Im 2000m  SMS2G2-9272025N-WM ige gggglm gégglm SMS232-9404525N-WE
36°  2400im 2000im  SMS2G2-9273525N-WM s e oM 22UUIm SVIS e TIRVAOSOINTTT
45" 2400Im 1800Im  SMS2Gi2-9274525N-WM Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)
3000K 24°  2600Im 2100Im §M§282-9302025N-WM
36°  2600Im 2100m  SMS2G2-9303625N-WM - - -
45°  2600Im T900im  SMS2G2-9304525N-WM Trimless Version avaiiable
Matt Reflector 4000K 24°  2800Im 2300lm  SMS2G2-9402025N-WM -
36°  2800Im 2300lm  SMS2G2-9403625N-WM Trimless code for SMS2G2-9304525N-WM —»~SMS5G2-9304525N-WM
45°  2800Im 2050m  SMS2G2-9404525N-WM 12.5-25mm -
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, 2
[rrra —
Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim) Gliing Thickness 129122
T20x120'
200x200
Optional accessary
| Codefor SMS2G2-0404525N-WM with Honeycomb Trimless code for SMS2G2-9304525N-WM — EMS2G2-9304525N-WM .
() SMS2G2-9404525N-WM-H fZI—SOmm 2
[Irrra
H:n\e;oéb Ceiling Thickness mx1 30

167x167
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NEKO / SENSE 125/ NEKO / SENSE 125/
Wall Washer LED Downlight Wall Washer LED Downlight

Tunable Whits Tunable White

See Details @www.nekolighting.com See Details @www.nekolighting.com

I i

()] (o]
w [Te}
18W 2700K ‘ “ ‘c € @ ‘G\%\ -30mm 2 ‘ 18\/\1 2700K “ ‘c E @D ‘ﬁﬁ -30mm -
CRI90 3000K P54 O C. D% L CRI9 3000K /] IP54 A S u% riris
‘st 4000K 50,000h@L80B10 T intertek 125 | ceiling Thickness 25W 4000K ‘ 50,000n@L80B10 2 intertek 122x122 Ceiling Thickness
i TaaxTaat
LED Power System power LED Voltage LED Current CRI CCT Beam  LEDOQutput System Output Code LED Power System power LED Voltage LED Current CRI CCT Beam  LED Output System Output Code
18 W 21 W 36 V 500 mA 90 2700K Wall Washer 1900Im 850Im SMR3G2-927WW18N-WM 18 W 21 W 36 V 500 mA 90 2700K Wall Washer 1900Im 850Im SMS3G2-927WW18N-WM
3000K Wall Washer 2000Im 900Im SMR3G2-930WW18N-WM 3000K Wall Washer 2000Im 900Im SMS3G2-930WW18N-WM
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, 4000K Wall Washer 2200im  1000im  SMR3G2-940WW18N-WM ... 4000KWallWasher 2200im  1000m  SMS3G2-940WW18N-WM
25 W 28 W 36 V 700 mA 90 2700K Wall Washer 2400im 1100Im SMR3G2-927WW25N-WM 25 W 28 W 36 V 700 mA 90 2700K Wall Washer 2400Im 1100Im SMS3G2-927WW25N-WM
3000K Wall Washer 2600Im 1200Im SMR3G2-930WW25N-WM 3000K Wall Washer 2600Im 1200Im SMS3G2-930WW25N-WM
4000K Wall Washer 2800Im 1300im SMR3G2-940WW25N-WM 4000K Wall Washer 2800Im 1300Im SMS3G2-940WW25N-WM
Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim) Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)
Matt Reflector Matt Reflector
Trimless Version available Trimless Version available

Trimless code for SMR3G2-930WW18N-WM — SMR6G2-930WW18N-WM Trimless code for SMS3G2-930WW18N-WM = SMSB6G2-930WW18N-WM

;2.5—25mm & 2.5-25mm 3 M~
1111 7171 =
Geliing Thickness 130 Ceiling Thickness 122x122 gwﬁ
T20x120
F—200%200
Trimless code for SMR3G2-930WW18N-WM = EMR3G2-930WWIEN-WM Trimless code for SMS3G2-930WW18N-WM -» EMS3G2-930WW18N-WM g
0
1-30mm &\ 1-80mm B
e o
Ceiling Thickness 132 Ceiling Thickness 130x130 a1

167x167

m www.nekolighting.com 086
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NEKO / SENSE
Project: InterContinental Hefei,China
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NEKO / SENSE 150/
Adjustable LED Downlight

LED Power System Power LED \bltage LED Current CRI CCT Beam LED Output System Output Code

26 W 28 W 36 V 700mA 90 2700K 18°  2500Im 2100lm  SLR1G2-9271825N-WB
36°  2500m 2300im  SLR1G2-9273625N-WB
50°  2500lm 1800im  SLR1G2-9275025N-WB

3000K 18°  2700Im 2200lm  SLR1G2-9301825N-WB
36°  2700m 2400lm  SLR1G2-9303625N-WB
50°  2700lm 1900lm  SLR1G2-9305025N-WB
4000K 18°  2900Im 2400lm  SLR1G2-9401825N-WB
36°  2900Im 2600im  SLR1G2-9403625N-WB
50°  2900Im 2100im  SLR1G2-9405025N-WB

38 W 42 W 36 V 1060 mA 90 2700K 18°  3500Im 3100im  SLR1G2-9271838N-WB
36°  3500lm 3400lm  SLR1G2-9273638N-WB
50°  3500im 2650lm  SLR1G2-9275038N-WB

3000K 18°  3700im 3300m  SLR1G2-9301838N-WB

36°  3700Im 3600Im  SLR1G2-9303638N-WB

50°  3700im 2800Im  SLR1G2-9305038N-WB

Black Reflector 4000K 18°  4000Im 3600Im  SLR1G2-9401838N-WB
36°  4000im 3900lm  SLR1G2-9403638N-WB

50°  4000im 3000lm  SLR1G2-9405038N-WB

25 W 28 W 36 V 700mA 90 2700K 18°  2500Im 2100im  SLR1G2-9271825N-WC
36°  2500Im 2300im  SLR1G2-9273625N-WC
50°  2500Im 1800Im  SLR1G2-9275025N-WC

3000K 18°  2700Im 2200im  SLR1G2-9301825N-WC
36°  2700m 2400im  SLR1G2-9303625N-WC
50°  2700lm 1900m  SLR1G2-9305025N-WC
4000K 18°  2900Im 2400lm  SLR1G2-9401825N-WC
36°  2900Im 2600lm  SLR1G2-9403625N-WC
50°  2900Im 2100im  SLR1G2-9405025N-WC

38 W 42 W 36 V 1060 mA 90 2700K 18°  3500Im 3100lm  SLR1G2-9271838N-WC
36°  3500Im 3400im  SLR1G2-9273638N-WC
50°  3500Im 2650lm  SLR1G2-9275038N-WC

Tuneble Whts 3000K 18°  3700Im 3300m  SLR1G2-9301838N-WC
: " 36°  3700Im 3600im  SLR1G2-9303638N-WC
See Details @uww.nekolighting.com 50°  3700im 2800m  SLR1G2-9305038N-WC
Dark Light Reflector 4000K 18°  4000Im 3600im  SLR1G2-9401838N-WGC
S 36°  4000Im 3900im  SLR1G2-9403638N-WGC
... 50" 4000 3000m _SLR1G2-8405038N-WC
2700K | 1g° = 35mm | 8 4 25 W 28 W 36 V 700mA 90 2700K 18°  2500Im 2100im  SLR1G2-9271825N-WW
25W CRI90 3000K d6- UGR p54 c E PN @m ng D% i, 36° 2500  2300m  SLR1G2-9273625N-WW
38w 4000K | 50° |50,000neLsosio| < 19 =t 150 Gliing Thickness Fical] 50°  2500Im 1800Im  SLR1G2-9275025N-WW
(m— 3000K 18°  2700Im 2200im  SLR1G2-9301825N-WW
36° 2700 2400im  SLR1G2-9303625N-WW
50°  2700m 1900lm  SLR1G2-9305025N-WW
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code 4000K 18°  2900Im 2400im SLR1G2-9401825N-WW
36° 2900 2600im  SLR1G2-9403625N-WW
25 W 28 W 36 V 700mA 90 2700K 18°  2500Im 2100lm  SLR1G2-9271825N-WS 807 2900m - 2100Im SLR1G2-9405025N-WW
R = A Ay b L 38 W 42W 36V 1050mA 90 2700K 18" 3500m  3100m  SLR1G2-9271838N-WW
000K 18  2700lm 2200l  SLR1G2-9301825N-WS R e
36°  2700im 2400lm  SLR1G2-9303625N-WS . m m
50° 2700|m 1 goolm SLR1 G2_9305025N_WS SOOOK 1 80 3700|m 3300|m SLR1 G2'9301 838N'WW
4000K 18°  2900Im 2400lm  SLR1G2-9401825N-WS 367 3700m 3600im  SLR1G2-9303638N-Ww
36°  2900Im 2600m  SLR1G2-9403625N-WS , 50" 3700m 2800m  SLR1G2-9305038N-WwW
50°  2900Im 2100Im SLR1G2-9405025N-WS White Reflector 4000K 18 4000:m 3600:m gtg1 83848:13 222“%
*********************************************************************************** 36°  4000m 3900Im 1G2-94 -
38 W 42 W 36 V 1050 A 90 2700K 18°  3500Im 3100im  SLR1G2-9271838N-WS o i -
36°  3500Im 3400m  SLR1G2-9273638N-WS ... 50" 4000m < 3000Im  SLR1G2-9405038N-WW
3000k ‘:’go ggggm ggggm gtg] gg'ggg?gggm'wg 25 W 28 W 36 V 700mA 90 2700K 18°  2500m 2100m  SLR1G2-9271825N-WG
o ahoom oo aTRIGS aomase e 36° 2500 2300im  SLR1G2-9273625N-WG
50° 3700m  2800im  SLR1G2-9305038N-WS 507 2500m  1800m  SLR1GZ-9275025N-WG
Specular Reflector 4000K 18°  4000m  3600im  SLR1G2-0401838N-WS S000KC 18 2700m - 2200m  SLR1C2-9501820N WG
36: 4000Im 3900Im SLR1G2-9403638N-WS 50° 2700Im 1900Im SLR1G2-9305025N-WG
o ____________50° 4000m X 3000im  SLR1G2-9405038N-WS 4000K 18°  2900Im 2400im  SLR1G2-9401825N-WG
36°  2900Im 2600im  SLR1G2-9403625N-WG
25 W 28 W 86V 700mA 90 2700K ;g: gggg:m g;gg:m gtg]gggg;ggggmwm o ......._..........50° 2900m_ ___ 2100m __SLR1G2-9405025N-WG
2 2200m B00m SR G202y SOPEN-WM 38 W 42 W 36 V 1050mA 90 2700K 18°  3500Im 3100m  SLR1G2-9271838N-WG
3000K 18°  2700im 2200lm  SLR1G2-9301825N-WM 367 3500m 3400m  SLR1G2-9273638N-WG
36°  2700Im 2400lm  SLR1G2-9303625N-WM 50° 3500 2650m  SLR1G2-9275038N-WG
50°  2700im 1900lm  SLR1G2-9305025N-WM 3000K 18°  3700Im 3300m  SLR1G2-9301838N-WG
4000K 18>  2900Im 2400lm  SLR1G2-9401825N-WM 36°  3700im 3600im  SLR1G2-9303638N-WG
36°  2900Im 2600im  SLR1G2-9403625N-WM 50°  3700Im 2800im  SLR1G2-9305038N-WG
50°  2900Im 2100im  SLR1G2-9405025N-WM Gold Reflector 4000K 1 2° iggg:m gggg:m gtm 8%828% gggm-wg
7777777777777777777777777777777777777777777777; 777777777777777777777777777777777777 ° m m - -
e PV eV OOmA B0 OO IR 2200 3400m  SLR1GS-0p73038NIM 5 4000m _ 3000m _SLR1G2-9405038N-WG
000K ?g: g?gg:m gggg:m gtg] gg'g%?gggm'wm Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)
36°  3700Im 3600m  SLR1G2-9303638N-WM - on avai
50°  3700m  2800im  SLR1G2-9305038N-WM Trimless Version avaiiable
Matt Reflector B A - A=y b1y A AR Trimless code for SLR1G2-9305025N-WM -~ SLR4G2-9305025N-WM AUMM
... 50" 4000m X 3000im _ SLR1G2-9405038N-WM 12.5-25mm &\ 8
m - F 3
Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim) Céiling Thickness 155 - y—
o150 !

Optional accessary

Code for SLR1G2-9405025N-WM with Honeycomb Trimless code for SLR1G2-9305025N-WM —ELR1G2-9305025N-WM

() SLR1G2-9405025N-WM-H -85mm (g\ 8
7171
Ho\n:;w/mb Ceiling Thickness 158

089 www.nekolighting.com m



NEKO / SENSE 150/
Adjustable LED Downlight

LED Power System Power LED \bltage LED Current CRI CCT Beam LED Output System Output Code

26 W 28 W 36 V 700mA 90 2700K 18°  2500Im 2100m  SLS1G2-9271825N-WB
36°  2500m 2300im  SLS1G2-9273625N-WB
50°  2500lm 1800im  SLS1G2-9275025N-WB

3000K 18°  2700Im 2200lm  SLS1G2-9301825N-WB
36°  2700m 2400lm  SLS1G2-9303625N-WB
50°  2700lm 1900im  SLS1G2-9305025N-WB
4000K 18°  2900Im 2400lm  SLS1G2-9401825N-WB
36°  2900Im 2600im  SLS1G2-9403625N-WB
50°  2900Im 2100im  SLS1G2-9405025N-WB

38 W 42 W 36 V 1060 mA 90 2700K 18°  3500Im 3100im  SLS1G2-9271838N-WB
36°  3500lm 3400lm  SLS1G2-9273638N-WB
50°  3500im 2650m  SLS1G2-9275038N-WB

3000K 18°  3700im 3300m  SLS1G2-9301838N-WB

36°  3700Im 3600Im  SLS1G2-9303638N-WB

50°  3700im 2800Im  SLS1G2-9305038N-WB

Black Reflector 4000K 18°  4000Im 3600Im  SLS1G2-9401838N-WB
36°  4000im 3900im  SLS1G2-9403638N-WB

50°  4000im 3000lm  SLS1G2-9405038N-WB

25 W 28 W 36 V 700mA 90 2700K 18°  2500Im 2100im  SLS1G2-9271825N-WC
36°  2500Im 2300Im  SLS1G2-9273625N-WC
50°  2500Im 1800Im  SLS1G2-9275025N-WC

3000K 18°  2700Im 2200im  SLS1G2-9301825N-WC

| 36°  2700m 2400lm  SLS1G2-9303625N-WC
50°  2700lm 1900im  SLS1G2-9305025N-WC

4000K 18°  2900Im 2400lm  SLS1G2-9401825N-WC
36°  2900Im 2600Im  SLS1G2-9403625N-WC

50°  2900Im 2100m  SLS1G2-9405025N-WC

38 W 42 W 36 V 1060 mA 90 2700K 18°  3500Im 3100lm  SLS1G2-9271838N-WC
36°  3500Im 3400Im  SLS1G2-9273638N-WC
50°  3500Im 2650lm  SLS1G2-9275038N-WC

Tuneble Whits 3000K 18°  3700Im 3300Im  SLS1G2-9301838N-WC
. - 36°  3700im 3600im  SLS1G2-9303638N-WC

See Detais @www.nekolighting.com 50°  3700Im 2800Im  SLS1G2-9305038N-WC
Dark Light Reflector 4000K 18°  4000Im 3600m  SLS1G2-9401838N-WC

36°  4000Im 3900Im  SLS1G2-9403638N-WC
50°  4000Im 3000im  SLS1G2-9405038N-WC

o
2700K | 1g° = 85mm | S 25 W 28 W 36 V 700mA 90 2700K 18°  2500Im 2100lm  SLS1G2-9271825N-WW
25W CRI90 3000K d6- UGR |p5y c E PN @m Zgﬁ D% . 36°  2500m  2300lm  SLS1G2-9273625N-WW
38W 4000K 50° s0000n@Leosio < 19 == | = 147x147  Gliing Thickness : 50°  2500im 1800Im  SLS1G2-9275025N-WW
—— 3000K 18°  2700Im 2200lm  SLS1G2-9301825N-WW
159x159 36°  2700im 2400lm  SLS1G2-9303625N-WW
50°  2700im 1900m  SLS1G2-9305025N-WW
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code 4000K 18° 2900:m 2400:m ng 32-9401 825N-WW
36°  2900im 2600Im LS1G2-9403625N-WW
25 W 28 W 36V 700mA 90 2700K 18°  2500Im 2100m  SLS1G2-9271825N-WS 5" 2900  2100im  SLS1G2-9405025N-WW
R e oM SreGegerseo e 38 W 42 W 36 V 1050mA 90 2700K 18"  3500Im 3100m  SLS1G2-9271838N-WW
000K 18°  2700m  2200m  SLS1G2-9301825N-WS RN e A A A S L M
36°  2700im 2400m  SLS1G2-9303625N-WS . m m
50°  2700Im T000im  SLS109-0305025N-WS 000K 18°  3700Im 3300lm  SLS1G2-9301838N-WW
4000K 18° 2900m  2400lm  SLS1G2-9401825N-WS 867 37Q0m  3600m  SLS1G2-9303638N-WW
36° 2900 2600m  SLS1G2-9403625N-WS , 50°  3700Im 2800im  SLS1G2-9305038N-WW
50°  2900Im 2100Im SLS1G2-9405025N-WS White Reflector 4000K 18 4000:m 3600:m gtg 85—848& gSSN—W
fffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffff 36°  4000im 3900Im 1G2-9403638N-
38 W 42 W 36V 1050 mA 90 2700K 18°  3500Im 3100lm  SLS1G2-9271838N-WS o i i
36°  3500m 3400lm  SLS1G2-9273638N-WS ... 50" 4000m < 3000Im  SLS1G2-9405038N-WW
— ‘:’go ggggm ggggm gtg} gg'gggﬁgggm'wg 25 W 28 W 36V 700mA 90 2700K 18°  2500Im 2100lm  SLS1G2-9271825N-WG
o aroom A IS 36°  2500im 2300lm  SLS1G2-9273625N-WG
50" 5700m  2800m  SLS1G2-9305038N-WS S000K 18- 5700m  2500m  SCe1Gb.08018meNWG
Specular Reflector 4000K 18° 4000Im 3600Im SLS1G2-9401838N-WS 36° 2700|m 24oo|m SLS1 G2:9303625N:WG
36o 4000Im 3900Im SLS1G2-9403638N-WS 50°  2700Im 1900Im SLS1G2-9305025N-WG
507 4000m o 3000m  SLS1G2-9405038N-WS 4000K 18°  2900Im 2400m  SLS1G2-9401825N-WG
36°  2900im 2600lm  SLS1G2-9403625N-WG
2B W 28 W 36V 700mA 90 2700K ;g: gggg:m g;gg:m gtggggg%gggmwm ... .50 2000m  2100Im  SLS1G2-9405025N-WG
2 5200m E00m  SL81G5-927E0aN-WM 38 W 42 W 36V 1050mA 90 2700K 18°  3500Im 3100m  SLS1G2-9271838N-WG
3000K 18° 2700m  2200m  SLS1G2-9301825N-WM 367 3500m  3400m  S1.51G2-9273638N-WG
36° 2700m  2400m  SLS1G2-9303625N-WM 50° 3500m  2650m  SIS1G2-9275088N-WG
50°  2700im 1900lm  SLS1G2-9305025N-WM 3000K 18" 3700Im 3300im  SLS1G2-9301838N-WG
4000K 18°  2900Im 2400lm  SLS1G2-9401825N-WM 367 8700m 3600m  SLS1G2-9303638N-WG
36°  2900Im 2600im  SLS1G2-9403625N-WM 50°  3700Im 2800im  SLS1G2-9305038N-WG
50°  2900im 2100lm  SLS1G2-9405025N-WM Gold Reflector 4000K :132 3888:m gggg:m gl[gl 85838%2%2““8
7777777777777777777777777777777777777777777777; 777777777777777777777777777777777777 ° m m . -
ssw AW Se VTS0 mA 90 2700k 18 Sa0om - S100Im SLS1G2- 927 188N WM . 80" 4000m  3000m  SLS1G2-9405038N-WG
000K ?g: g?gg:m gggg:m 2::2] 83'8%?333“’%% Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)
36°  3700im 3600im  SLS1G2-9303638N-WM - - -
50°  3700m  2800im  SLS1G2-9305038N-WM Trimless Version avaiiable
Matt Reflector AO00KC 18 Aoam 2000 SLS1Ge S OtEseN M Trimless code for SLS1G2-9305025N-WM > SLS4G2-9305025N-WM
50°  4000im 3000lm  SLS1G2-9405038N-WM 12.5-25mm 9
*********************************************************************************** S BN
111 R
Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim) Ciing Thickness 147x147 BT Tl
F25x145
244x244
Optional accessary
—| Code for SLS1G2-9405025N-WM with Honeycomb Trimless code for SLS1G2-9305025N-WM —» ELS1G2-9305025N-WM wmuml
‘3/ \ SLS1G2-9405025N-WM-H ;—SSmm 8
11
H:n\e;oéb Ceiling Thickness @x1 54
139x139

192x192

m www.nekolighting.com m



NEKO / SENSE 150/
Fixed LED Downlight

LED Power System Power LED \bltage LED Current CRI CCT Beam LED Output System Output Code

26 W 28 W 36 V 700mA 90 2700K 24°  2500Im 2100lm  SLR2G2-9272425N-WB
36°  2500im 2100lm  SLR2G2-9273625N-WB
45°  2500lm 1700m  SLR2G2-9274525N-WB

3000K 24°  2700im 2200lm  SLR2G2-9302425N-WB
36°  2700m 2200lm  SLR2G2-9303625N-WB
45°  2700lm 1800im  SLR2G2-9304525N-WB
4000K 24°  2900im 2400Im  SLR2G2-9402425N-WB
36°  2900Im 2400im  SLR2G2-9403625N-WB
45°  2900Im 1900im  SLR2G2-9404525N-WB

38 W 42 W 36 V 10560 mA 90 2700K 24°  3500im 3100im  SLR2G2-9272438N-WB
36°  3500im 3100lm  SLR2G2-9273638N-WB
45°  3500lm 2500lm  SLR2G2-9274538N-WB

3000K 24°  3700im 3300im  SLR2G2-9302438N-WB

36°  3700Im 3300im  SLR2G2-9303638N-WB

45°  3700im 2600im  SLR2G2-9304538N-WB

Black Reflector 4000K 24°  4000Im 3600Im  SLR2G2-9402438N-WB
36°  4000im 3600im  SLR2G2-9403638N-WB

45°  4000im 2800Im  SLR2G2-9404538N-WB

25 W 28 W 36 V 700mA 90 2700K 24°  2500Im 2100im  SLR2G2-9272425N-WC
36°  2500Im 2100im  SLR2G2-9273625N-WC
45°  2500lm 1700lm  SLR2G2-9274525N-WC

3000K 24°  2700Im 2200im  SLR2G2-9302425N-WC
36°  2700m 2200im  SLR2G2-9303625N-WC
45°  2700lm 1800im  SLR2G2-9304525N-WC
4000K 24°  2900Im 2400im  SLR2G2-9402425N-WC
36°  2900im 2400lm  SLR2G2-9403625N-WC
45°  2900Im 1900im  SLR2G2-9404525N-WC

38 W 42 W 36 V 10560 mA 90 2700K 24°  3500lm 3100m  SLR2G2-9272438N-WC
36°  3500Im 3100im  SLR2G2-9273638N-WC
45°  3500Im 2500im  SLR2G2-9274538N-WC

Tunable White 3000K 24°  3700im 3300im  SLR2G2-9302438N-WC
: n 36°  3700im 3300m  SLR2G2-9303638N-WC
See Details @wiw.nekolighting.com 45°  3700im 2600m  SLR2G2-9304538N-WC
Dark Light Reflector 4000K 24°  4000Im 3600im  SLR2G2-9402438N-WC
36°  4000im 3600m  SLR2G2-9403638N-WC
M[Hljml 45T 4000m 2800im  SLR2G2-9404538N-WC
2700K | o4° . -35mm 2 25 W 28 W 36V 700mA 90 2700K 24°  2500Im 2100lm  SLR2G2-9272425N-WW
25W CRI90 3000K 45° UGR p54 c E PN @m <§W D% i, 36° 2500  2100m  SLR2G2-9273625N-WW
38W 2000K  45° s0,000meLe0sio < 19 == e 150 | Giing Thickness 45> 2500Im 1700m  SLR2G2-9274525N-WW
%165 3000K 24°  2700im 2200lm  SLR2G2-9302425N-WW
36°  2700im 2200lm  SLR2G2-9303625N-WW
45°  2700im 1800Im  SLR2G2-9304525N-WW
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code 4000K 24°  2900Im 2400im SLR2G2-9402425N-WW
36°  2900im 2400lm  SLR2G2-9403625N-WW
25 W 28 W 36V 700mA 90 2700K 24°  2500Im 2100m  SLR2G2-9272425N-WS 45" 2900m  1900lm  SLR2G2-9404525N-WW
AR = A A Ay A4 1A 38 W 42w 36 V 1050mA 90 2700K 24° 3500m  3100m  SLR2G2-9272438N-WW
3000K 24°  2700Im 2000m  SLR2G2-9302425N-WS PR e A A AL A
36°  2700Im 2200lm  SLR2G2-9303625N-WS . m m - B
45° 2700Im 1800Im SLR2G2-9304525N-WS 3000K 24o 3700Im 3300Im SLR2G2-9302438N-WW
4000K 24°  2900Im 2400lm  SLR2G2-9402425N-WS 367 3700m 3300m  SLR2G2-9303638N-WW
36° 2900 2400m  SLR2G2-9403625N-WS , 457 3700Im 2600m  SLR2G2-9304538N-WW
45°  2900Im 1900im  SLR2G2-9404525N-WS White Reflector 4000K 530 jggg:m gggg:m gtgggg-gjggggg“-m
fffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffff m m i i
38 W 42 W 36V 1050 mA 90 2700K 24°  3500Im 3100m  SLR2G2-9272438N-WS o i i
36° 3500lm 3100lm SLR2G2-9273638N-WS ,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,f‘?,,,f‘ggqm ,,,,, 2 7899|[T17778}5?9279749‘}53787N7\7/\/7W
— ‘2‘20 ggggm ggggm gtgggg'ggggiggm'wg 25 W 28 W 36V 700mA 90 2700K 24°  2500im 2100lm  SLR2G2-9272425N-WG
S aroom 00 2TR5G5 9303038 36°  2500im 2100m  SLR2G2-9273625N-WG
2 Srooim a0y SIRos 6a048aaNNS 45° 2500 1700lm  SLR2G2-9274525N-WG
Specular Reflector 4000K 24°  4000Im 3600Im  SLR2G2-9402438N-WS 3000K ggo g;gg:m gggg:m gtgggg:gggggggmzwg
367 4000Im 3600m  SLR2G2-9403638N-WS 45° 2700Im 1800m  SLR2G2-9304525N-WG
L l___________._A%5 _4000m_ ___ 2800m __ SLR2G2-9404538N-WS 4000K 24°  2900m  2400m  SLR2G2-9402425N-WG
- 36°  2900im 2400m  SLR2G2-9403625N-WG
2B W 28 W 36V 700mA 90 2700K ggo gggg:m 3188:”‘ gtgggggg;ggggmwm ... 4" 2000m  1900Im  SLR2G2-9404525N-WG
2% 2200m 700m  BLRIG2-0rrA52N-WM 38 W 42 W 36V 1050mA 90 2700K 24°  3500Im 3100m  SLR2G2-9272438N-WG
3000K 24°  2700Im 2200lm  SLR2G2-9302425N-WM 367 3500m 3100m  SLR2G2-9273638N-WG
45°  2700im 1800lm  SLR2G2-9304525N-WM 3000K 24°  3700Im 3300im  SLR2G2-9302438N-WG
4000K 24°  2900Im 2400im  SLR2G2-9402425N-WM 36°  3700im 3300Im  SLR2G2-9303638N-WG
36° 2900Im 2400Im SLR2G2-9403625N-WM 45 3700Im 2600Im SLR2G2-9304538N-WG
45°  2900Im 1900Im SLR2G2-9404525N-WM Gold Reflector 4000K gg 3888:m %ggg:m gtg%g%gig%gggmwg
7777777777777777777777777777777777777777777777; 777777777777777777777777777777777777 ° m m . -
ssw AW SEV TS0 mA S0 2700k 24 Saom I LG . 45" 4000m  2800im  SLR2G2-9404538N-WG
000K gi: g?gg:m gggg:m gtgggg'g%giggm'wm Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)
36°  3700im 3300m  SLR2G2-9303638N-WM - - -
45°  3700m  2600m  SLR2G2-9304538N-WM Trimless Version avaiiable
Matt Reflector 4000K ggo 3888% gggg:m gtggggjgﬁgggggmzwm Trimless code for SLR2G2-9304525N-WM — SLR5G2-9304525N-WM ‘UMM
45 4000m 2800m  SLR2G2-9404538N-WM 12.5-25mm ([%\ S
m - f f33)
Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim) Céiling Thickness 155 - y—
2150

Optional accessary

Code for SLR2G2-9404525N-WM with Honeycomb Trimless code for SLR2G2-9304525N-WM —ELR2G2-9304525N-WM

() SLR2G2-9404525N-WM-H -85mm & 8
7171
Ho\n:;w/mb Ceiling Thickness 158

093 www.nekolighting.com m



NEKO / SENSE 150/
Fixed LED Downlight

LED Power System Power LED \bltage LED Current CRI CCT Beam LED Output System Output Code

26 W 28 W 36 V 700mA 90 2700K 24°  2500Im 2100lm  SLS2G2-9272425N-WB
36°  2500im 2100lm  SLS2G2-9273625N-WB
45°  2500lm 1700m  SLS2G2-9274525N-WB

3000K 24°  2700im 2200lm  SLS2G2-9302425N-WB
36°  2700m 2200m  SLS2G2-9303625N-WB
45°  2700lm 1800im  SLS2G2-9304525N-WB
4000K 24°  2900im 2400Im  SLS2G2-9402425N-WB
36°  2900Im 2400im  SLS2G2-9403625N-WB
45°  2900Im 1900im  SLS2G2-9404525N-WB

38 W 42 W 36 V 10560 mA 90 2700K 24°  3500im 3100im  SLS2G2-9272438N-WB
36°  3500im 3100im  SLS2G2-9273638N-WB
45°  3500lm 2500lm  SLS2G2-9274538N-WB

3000K 24°  3700im 3300im  SLS2G2-9302438N-WB

36°  3700Im 3300im  SLS2G2-9303638N-WB

45°  3700im 2600im  SLS2G2-9304538N-WB

Black Reflector 4000K 24°  4000Im 3600Im  SLS2G2-9402438N-WB
36°  4000im 3600im  SLS2G2-9403638N-WB

45°  4000im 2800im  SLS2G2-9404538N-WB

25 W 28 W 36 V 700mA 90 2700K 24°  2500Im 2100im  SLS2G2-9272425N-WC
36°  2500Im 2100im  SLS2G2-9273625N-WC
45°  2500lm 1700lm  SLS2G2-9274525N-WC

3000K 24°  2700Im 2200Im  SLS2G2-9302425N-WC
36°  2700m 2200im  SLS2G2-9303625N-WC
45°  2700lm 1800Im  SLS2G2-9304525N-WC
4000K 24°  2900Im 2400lm  SLS2G2-9402425N-WC
36°  2900Im 2400lm  SLS2G2-9403625N-WC
45°  2900Im 1900im  SLS2G2-9404525N-WC

38 W 42 W 36 V 10560 mA 90 2700K 24°  3500im 3100lm  SLS2G2-9272438N-WC
36°  3500Im 3100im  SLS2G2-9273638N-WC
45°  3500Im 2500lm  SLS2G2-9274538N-WC

Tuneble Whts 3000K 24°  3700Im 3300m  SLS2G2-9302438N-WC
_ " 36° 3700 3300im  SLS2G2-9303638N-WC
See Detals @uwvinekolghting.com 45°  3700Im 2600m  SLS2G2-9304538N-WC
Dark Light Reflector 4000K 24°  4000Im 3600m  SLS2G2-9402438N-WC
36°  4000Im 3600im  SLS2G2-9403638N-WC
‘U][UUU{ 457 4000m 2800im _ SLS2G2-9404538N-WC
2700K | o4° . 8smm | 2 25 W 28 W 36 V 700mA 90 2700K 24°  2500Im 2100im  SLS2G2-9272425N-WW
25W CRI90 3000K 45° UGR |p5y c E PN @m Aéﬁ D% . 36°  2500m  2100lm  SLS2G2-9273625N-WW
38W 2000K  45° s0,000meLe0sio < 19 &2 = 147X147 | Gling Thickness 45> 2500Im 1700m  SLS2G2-9274525N-WW
S 3000K 24°  2700Im 2200im  SLS2G2-9302425N-WW
36°  2700Im 2200im  SLS2G2-9303625N-WW
45°  2700Im 1800Im  SLS2G2-9304525N-WW
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code 4000K 24°  2900Im 2400im SLS2G2-9402425N-WW
36°  2900Im 2400m  SLS2G2-9403625N-WW
25 W 28 W 36 V 700mA 90 2700K 24°  2500Im 2100lm  SLS2G2-9272425N-WS g5 2000m 1900im  SLS2G2-9404525N-WW
M S e 38 W 42w 36 V 1050mA 90 2700K 24° 3500m  3100m  SLS2G2-9272438N-WW
3000K 24° 2700m  2200m  SLS2G2-9302425N-WS M S
36°  2700im 2200m  SLS2G2-9303625N-WS . m m - B
45° 2700Im 1800Im SLS2G2-9304525N-WS 3000K 24o 3700Im 3300Im SLS2G2-9302438N-WW
4000K 24°  2900m  2400im  SLS2G2-9402425N-WS 867 3700m  3300m  SLS2G2-9303638N-WW
36° 2900 2400m  SLS2G2-9403625N-WS , 457 3700Im 2600m  SLS2G2-9304538N-WW
45°  2900Im 1900Im SLS2G2-9404525N-WS White Reflector 4000K 24 AOOO:m 3600:m gtgggg—?g%%“—m
fffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffff 36°  4000Im 3600Im -9403638N-
38 W 42 W 36 V 1050mA 90 2700K 24°  3500Im 3100m  SLS2G2-9272438N-WS o - :
36° 3500lm 3100lm SLS2G2-9273638N-WS ,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,4:5,,,?999@ ,,,,, 2 ?99'[71,,,,8}??@?959‘}5}8,’\‘,\!\/,\/\/
3000k ‘2‘20 ggggm ggggm gtggggg%giggmwg 25 W 28 W 36V 700mA 90 2700K 24°  2500Im 2100im  SLS2G2-9272425N-WG
S anoom 00 aleacs aa0aaaoN e 36°  2500Im 2100m  SLS2G2-9273625N-WG
45°  3700m  2600im  SLS2G2-9304538N-WS a5, 2500m - J7oom  SLegGz-9oTaczoN e
Specular Reflector 4000K 24°  4000Im 3600Im  SLS2G2-9402438N-WS 3000K géo 2700im Sooom géggg:gggggggmﬁwg
367 4000m 3600Im  SLS2G2-9403638N-WS 45°  2700Im 1800Im  SLS2G2-9304525N-WG
. 45T 4000m o 2800im  SLS2G2-9404538N-WS 4000K 24°  2900Im 2400im  SLS2G2-9402425N-WG
36°  2900Im 2400lm  SLS2G2-9403625N-WG
2 W 28 W %6V 700mA 90 2700K gg: gggg:m g]gg:m gtgggggg%gggmwm ... A% 2000m____ 1900m __ SLS2G2-9404525N-WG
2% 2200m 700m  SLerGs-92TASPEN-WM 38 W 42 W 36V 1050mA 90 2700K 24°  3500Im 3100m  SLS2G2-9272438N-WG
3000K 24° 2700m  2200lm  SLS2G2-9302425N-WM 867 3500m  3100m  SL82G2-9273638N-WG
36° 2700m  2200m  SLS2G2-9303625N-WM 45" 3500m  2500m  SI.S2G2-0274538N-WG
45°  2700im 1800Im  SLS2G2-9304525N-WM 3000K 24°  3700Im 3300im  SLS2G2-9302438N-WG
4000K 24°  2900Im 2400lm  SLS2G2-9402425N-WM 367 8700m 3300m  SLS2G2-9303638N-WG
36°  2900Im 2400lm  SLS2G2-9403625N-WM 45°  3700Im 2600im  SLS2G2-9304538N-WG
45°  2900Im 1900im  SLS2G2-9404525N-WM Gold Reflector 4000K ggﬁ fggglm gggg:m gtgggg-gigggggmwg
7777777777777777777777777777777777777777777777; 777777777777777777777777777777777777 ° m m - -
ssw AW Se VTS0 mA 90 2700k 24 Saom I L . 45" 4000m  2800im  SLS2G2-9404538N-WG
000K gi: g?gg:m gggg:m gtggggg%giggmwm Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)
36°  3700Im 3300m  SLS2G2-9303638N-WM - on avai
45°  3700lm  2600m  SLS2G2-9304538N-WM Trimless Version avaiiable
Matt Reflector B A A - A= 3 =cIcC P R Trimless code for SLS2G2-9304525N-WM —SLS5G2-9304525N-WM
45°  4000Im 2800m  SLS2G2-9404538N-WM 19.5-05mm ° I
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, ' (&)
(1171 -
Gode Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim) Gling Thickness 147x147 |k
M25x145
244x244
Optional accessary
— | Code for SLS2G2-9404525N-WM with Honeycomb Trimless code for SLS2G2-9304525N-WM > ELRS2G2-9304525N-WM wmuml
() SLS2G2-9404525N-WM-H ;—SSmm 8
7111
H:n\e;oéb Ceiling Thickness @x1 54
139x139

192x192

m www.nekolighting.com m



NEKO / SENSE 150/
Wall Washer LED Downlight

Tunable Whits

See Details @www.nekolighting.com

)UIMMW

o
2700K \ -3smm | 2
‘ggw CRI90 3000K ‘ P54“ ‘CE A @w ‘& vz%
4000K 50,000h@L80B10 T intertek 150 | Ceiling Thickness
o162
LED Power System power LED Voltage LED Current CRI CCT Beam  LEDOQutput System Output Code
25 W 28 W 36 V 700 mA 90 2700K Wall Washer 2500Im 1100lm  SLR3G2-927WW25N-WM

3000K Wall Washer 2700im ~ 1200im  SLR3G2-930WW25N-WM
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, 4000K Wall Washer 2900im ___ 1300im__ SLR3G2-940WW25N-WM
38 W 42W 36V 1050mA 90 2700K Wall Washer 3500im  1600im  SLR3G2-927WW38N-WM
3000K Wall Washer 3700im ~ 1700im  SLR3G2-930WW38N-WM

4000K Wall Washer 4000im  1800im  SLR3G2-940WW38N-WM

Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

Matt Reflector

Trimless Version available

Trimless code for SLR3G2-930WW25N-WM — SLR6G2-930WW25N-WM mmu‘_q
12.5-25mm S
dmomm i 7
Cailing Thickness 155 . e
g150
242
Trimless code for SLR3G2-930WW25N-WM — ELR3G2-930WW25N-WM UMU
1-35mm 3 d Uﬁi
dm oom i .
Céiling Thickness 158 T
Fo1az
2198

097

NEKO / SENSE 150/
Wall Washer LED Downlight

Tunable White

See Details @www.nekolighting.com

HJHJUUl

o
25W 2700K ‘ c E A @D ZEﬁ -35mm =2
CRI90 3000K IP54 E\Y /9 D%
‘SSW 4000K ‘ 50,000h@L80B10 S intertek 147x147 Ceiling Thickness °
F50x759
LED Power System power LED Voltage LED Current CRI CCT Beam  LED Output System Output Code
25 W 28 W 36 V 700 mA 90 2700K Wall Washer 2500Im 1100lm  SLS3G2-927WW25N-WM

3000K Wall Washer 2700im ~ 1200im  SLS3G2-930WW25N-WM
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, 4000K Wall Washer 2900im ___ 1300im__ SLS3G2-940WW25N-WM
38 W 42w 36V 1050mA 90 2700K Wall Washer 3500m  1600im  SLS3G2-927WW38N-WM
3000K Wall Washer 3700im ~ 1700Im  SLS3G2-930WW38N-WM

4000K Wall Washer 4000im ~ 1800Im  SLS3G2-940WW38N-WM

Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

Matt Reflector

Trimless Version available

Trimless code for SLS3G2-930WW25N-WM - SLS6G2-930WW25N-WM ’“I”JIII“
o
12.5-25mm 2 “
Ceiling Thickness 147x147 gl L Iﬁ
F25x145
| 145x1451
244%244

Trimless code for SLS3G2-930WW25N-WM — ELS3G2-930WW25N-WM

o
1-35mm Zgﬁ 2
D& e 154x154

Ceiling Thickness

139x139
192x192

www.nekolighting.com 098



NEKO / VISION NEW
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NEKO / VISION /
Fixed Downlight

COB Super Deep Recessed

Shielding Angle:60°

100

il

700K o == -32mm
19W cRigo SOOOK 18 UGR 1p3o C€ ng u% s
000K s0,000naLsoBio] < 19 cunnaires intertek 68’ Cliing Thickness
o 13W 15 W 36V 350mA 90 2700K 18°  1400im 1100im VF68-9271813N-WC
40°  1400Im 1100im %568—927401 smwg
3000K 18°  1500Im 1200im 68-9301813N-
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code 40° 1500im 1200Im VF68-930401 3N-W8
. i i 4000K 18>  1600Im 1300im VF68-9401813N-W
1o TBW S8V 350mA 90 700K AET Tdeom  loom  VFesgaraoiaNwe a0 1s00m  1300m  VF6B9404013N-WG
3000K 18°  1500Im 1200lm VF68-9301813N-WS 18W 21 W 36V 500mA 90 2700K 18°  1900Im 1500im VF68-9271818N-WC
40°  1500Im 1200Im VF68-9304013N-WS 40°  1900Im 1500im VF68-9274018N-WC
4000K 18°  1600Im 1300Im VF68-9401813N-WS 3000K 18>  2000Im 1600im VF68-9301818N-WC
400 1600Im 1800m VF68-9404013N-WS 40°  2000Im 1600Im VF68-9304018N-WC
. i i Chrome Black Reflect 4000K 18°  2200Im 1700im VF68-9401818N-WC
1o PLW. S8V S00mA 90 2700k R0 ooom  igoom  VEoe.osvdgioN-WS jome SR 77 2200m  1700m  VF68-9404013BN-WC
3000K 18°  2000Im 1600Im VF68-9301818N-WS
40°  2000Im 1600Im VF68-9304018N-WS 13W 15 W 36V 350mA 90 2700K 18°  1400im 1100Im VF68-9271813N-WW
Specular Reflector 4000K 18° 2200Im 1700Im VF68-9401818N-WS 40° 1400lm 1100Im VEB8-9274013N-WW
40°  2200m 1700Im VF68-9404018N-WS 3000K 18°  1500Im 1200im VF68-9301813N-WW
*********************************************************************************** 40°  1500Im 1200im VFB8-9304013N-WW
13W 15 W 36 V 350mA 90 2700K 18°  1400im 1100Im VF68-9271813N-WM 4000K 18°  1600im 1300Im VF68-9401813N-WW
40°  1400im 1100im VF68-9274013N-WM ... 40 _1600m 1300im  VF68-9404013N-WW
3000K 18°  1500Im 1200im VF68-9301813N-WM 18W 21 W 36V 500mA 90 2700K 18°  1900Im 1500im VF68-9271818N-WW
40°  1500Im 1200Im VF68-9304013N-WM 40°  1900Im 1500im VF68-9274018N-WW
4000K 18°  1600Im 1300Im VF68-9401813N-WM 3000K 18>  2000Im 1600im VF68-9301818N-WW
400 1600m 1800m  VF68-9404013N-WM 40°  2000Im 1600Im VF68-9304018N-WW
18W 21 W 36 V 500mA 90 2700K 18°  1900Im 1500Im VF68-9271818N-WM White Reflector 4000K 18> 2200Im 1700Im VF68-9401818N-WW
40°  1900Im 1500im VF68-9274018N-WM ... 400 2200m 1700lm  VF68-9404018N-WW
3000K 18°  2000Im 1600Im VF68-9301818N-WM
40°  2000Im 1600Im VF68-9304018N-WM 13W 15 W 36V 350mA 90 2700K 18°  1400im 1100Im VF68-9271813N-WG
Matt Reflector 4000K 18°  2200Im 1700lm VF68-9401818N-WM 40°  1400Im 1100im VF68-9274013N-WG
40°  2200m 1700im VF68-9404018N-WM 3000K 18°  1500Im 1200im VF68-9301813N-WG
*********************************************************************************** 40°  1500Im 1200im VF68-930401 3N-Wg
B i i 4000K 18>  1600Im 1300im VF68-9401813N-W
1o 1OW SV 0mA R0 2700K 8 Tdoom  11o0m  VFeboov4oiaN-WB a0 1s00m  1800m  VF6B-940401GN-WG
3000K 18°  1500Im 1200lm VF68-9301813N-WB 18W 21 W 36V 500mA 90 2700K 18°  1900Im 1500im VF68-9271818N-WG
40°  1500Im 1200Im VF68-9304013N-WB 40°  1900Im 1500im VF68-9274018N-WG
4000K 18°  1600Im 1300Im VF68-9401813N-WB 3000K 18>  2000Im 1600im VF68-9301818N-WG
40°  1600Im 1300Im VF68-9404013N-WB 40°  2000Im 1600im VF68-9304018N-WG
”””””””””””””””””””””””””” 4000K 18°  2200Im 1700im VF68-9401818N-WG
o PLW. 8V S00mA 90 2700k AR oM iooom  VFea.gevAoloN-WE coipefecter 7 a 200m  1700m  VF6B-9404018N-WG
3000K 18°  2000Im 1600Im VF68-9301818N-WB N . O _ . it . _ ,
e Bo00m leoom ¥ES§‘8§8 ?‘81 EK‘{WE Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)
4000K 18°  2200Im 1700lm - -
Black Reflector 40°  2200Im 1700Im VF68-0404018N-WB

Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

m www.nekolighting.com 102



NEKO / VISION /
Wall Washer Downlight

I

] l]
2700K -32mm =
13\ CRis0 3000K UGR 1p20 C€ €N). ng D% it Ik
4000K 50,000h@L80B10 Intertek B8 | Ceiling Thickness LN
i
Q77
LED Power System power LED Voltage LED Current CRI CCT Beam  LEDOQutput System Output Code
13 W 15 W 36 V 350 mA 90 2700K Wall Washer 1400im 780Im VW68-927WW13N-WM
3000K Wall Washer 1500Im 820Im VW68-930WW13N-WM
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, 4000K Wall Washer 1600Im _ 870Im _ VW68-940WW13N-WM
18 W 21 W 36 V 500 mA 90 2700K Wall Washer 1900Im 1050Im VW68-927WW18N-WM

3000K Wall Washer 2000Im 1100Im VW6E8-930WW18N-WM
4000K Wall Washer 2200Im 1170Im VW6E8-940WW18N-WM

Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)
Matt Reflector

m www.nekolighting.com m



NEKO / TAKEO Pro & TAKEO
Fixed LED Downlight

Project: Office, Netherlands

www.nekolighting.com m
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NEKO/

Fixed LED Downlight
Interchangeable Design
Super Eye Comfort

UGR<19

IP54

High Efficiency

3 4~
TAKEO T75 TAKEO T100
7.5W 750lm-800Im 9W 1100Im-1200Im
11W  950Im-1050Im 13W 1500Im-1600Im

18W 1900Im-2100Im

TAKEO T100 Pro

8.5W 1200Im-1300Im
12W 1600Im-1700Im
17W 2250Im-2400Im

White

Black

6“

TAKEO T150

18W 2300Im-2500Im
25W 3100Im-3400Im

TAKEO T150 Pro

17W 2600Im-2800Im
24W 3500Im-3800Im

8“

TAKEO T200

25W 2900Im-3100Im
38W 4400Im-4800Im
52W 5400Im-5900Im

TAKEO T200 Pro
24W 3500Im-3800Im
36W 5000Im-5300Im
51W 6300Im-6700Im

68X68

3"

TAKEO TS68

7.5W 700Im-750Im
11W 900Im-950Im

100X100

4"

TAKEO TS100

9W  900Im-1000Im
13W 1200Im-1300Im

TAKEO TS100 Pro

8.5W 1000Im-1100Im
12W 1350Im-1500Im

White

Black

150X150

TAKEO TS150

18W 1800Im-2000Im
25W 2400Im-2600Im

TAKEO TS150 Pro

17W 2050Im-2200Im
24W 2800Im-3000Im

200X200

8“

TAKEO TS200

25W 2300Im-2500Im
38W 3300Im-3600Im

TAKEO TS200 Pro

24\W 2800Im-3000Im
36W 3900Im-4200Im

www.nekolighting.com m
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TAKEO Pro & TAKEO

LED DOWNLIGHT SYSTEM

Model No. T75

Product Photo

Dimension (mm) N

M

@84

Cutout (mm) {%%

TAKEO 7.5W/11W
TAKEO Pro

CCT 2700K/ 3000K/ 4000K
CRI >90

Beam Angle 30°/50°
Lumen Output

TAKEO 950Im @CRI80 3000K
TAKEO Pro

Reflector Color

housing Color

P

Dimming

Accessory

T100/T100 Pro

diy

9W/ 13W/ 18W
8.5W/ 12W/ 17TW

2700K/ 3000K/ 4000K

Dim to Wam/ Tunable White

>90

30°/50°

1900im @CRI80 3000K
2250im @CRI80 3000K

Matt White

White/ Black

IP54

T150/T150 Pro

diz

18W/ 25W
17W/ 24W

2700K/ 3000K/ 4000K
Tunable White
>90

30°/ 60°(65°)

3100Im @CRI80 3000K
3500/m @CRI80 3000K

Black

On/ Off, Phase Dim, 0/1-10V Dim, DALI Dim

T200/T200 Pro

25W/ 38W/ 52W
24W/ 36W/ 51W

2700K/ 3000K/ 4000K
Tunable White

>90

30°/ 60°(65°)

5400Im @CRI80 3000K
6300Im @CRI80 3000K

T150-C/T150 Pro-C

200

@152

Ceiling Mounted

18W/ 26W
17W/ 24W
2700K/ 3000K/ 4000K
>90

30°/ 60°(65°)

3100Im @CRI80 3000K
3500Im @CRI80 3000K

IP20

TS68 TS100/TS100 Pro

75x75 110x110

@6& ZEEH 00

7.5W/11W 9W/ 13W
8.5W/ 12W
2700K/ 3000K/ 4000K 2700K/ 3000K/ 4000K
Dim to Wam/ Tunable White
>80/ >90 >90
25°/60° 60°

900Im @CRI80 3000K  1200Im @CRI80 3000K

1350Im @CRI80 3000K

)

Matt White

White/ Black

IP54

T8150/TS150 Pro

100

i

167x167

e

18W/ 25W
17W/ 24W

2700K/ 3000K/ 4000K
Tunable White

>90

70°

2400Ilm @CRI80 3000K
2800Im @CRI80 3000K

Black

On/ Off, Phase Dim, 0/1-10V Dim, DALI Dim

TS200/TS200 Pro

Y]
@
=

220x220

Aégzoo

25W/ 38W
24W/ 36W

2700K/ 3000K/ 4000K
Tunable White

>90

70°

3100Im @CRI80 3000K
3900Im @CRI80 3000K

www.nekolighting.com m



NEKO / TAKEO Pro /

Fixed LED Downlight
Super Eye Comfort
Higher Efficiency

LED Power System Power LED VoltageLED Current CRI CCT Beam LED Output System Output Code

8.5 W 10w 34 V 250mA 80 2700K 30° 1300Im 1150Im TS4-8273009N-WB
50° 1300Im 1050Im TS4-8275009N-WB

3000K 30° 1400Im 1200Im TS4-8303009N-WB

50° 1400Im 1100Im TS4-8305009N-WB

4000K  30° 1500Im 1300Im TS4-8403009N-WB

50° 1500Im 1200Im TS4-8405009N-WB

12 W 14 W 34 V 350mA 80 2700K 30° 1800Im 1500Im TS4-8273012N-WB
50° 1800Im 1400Im TS4-8275012N-WB

3000K 30° 1900Im 1600Im TS4-8303012N-WB

50° 1900Im 1500Im TS4-8305012N-WB

4000K 30° 2050Im 1700lm TS4-8403012N-WB

50° 2050Im 1600Im TS4-8405012N-WB

17 W 20W 36 V 500mA 80 2700K 30° 2500Im 2150Im TS4-8273017N-WB

Black Reflector 50° 2500Im 1900Im TS4-8275017N-WB
3000K 30° 2600Im 2250lm TS4-8303017N-WB

50° 2600Im 2000im TS4-8305017N-WB

4000K 30° 2800Im 2400Im TS4-8403017N-WB

50° 2800im  2200Im TS4-8405017N-WB

Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

8.5W 2700K o : -30mm
CRI80 30 UGR c € €m ng é
12W 3000K | zno IP54 AN 1
‘ 17w CRI90 4000K | 50° s0,000neLsosi0 <19‘ ‘ CB intertek 100 | Géiing Thickness
LED Power System Power LED VoltageLED Current CRI CCT Beam LED Output System Output Code
8.5 W 10W 34 V 250mA 80 2700K 30° 1300Im 1150Im TS4-8273009N-WM
50° 1300Im 1050Im TS4-8275009N-WM
3000K 30° 1400Im 1200Im TS4-8303009N-WM
50° 1400Im 1100Im TS4-8305009N-WM
4000K 30° 1500Im 1300Im TS4-8403009N-WM
50° 1500lm 1200Im TS4-8405009N-WM
12w 14 W 34 V 350mA 80 2700K 30° 1800Im 1500Im TS4-8273012N-WM
50° 1800Im 1400Im TS4-8275012N-WM
3000K 30° 1900Im 1600Im TS4-8303012N-WM
50° 1900Im 1500Im TS4-8305012N-WM
4000K 30° 2050Im 1700Im TS4-8403012N-WM
Matt Reflector 50° 2050im 1600Im TS4-8405012N-WM
17 W 20W 36 V 500mA 80 2700K 30° 2500Im 2150Im TS4-8273017N-WM
50° 2500Im 1900Im TS4-8275017N-WM
3000K 30° 2600Im 2250Im TS4-8303017N-WM
50° 2600Im 2000Im TS4-8305017N-WM
4000K 30° 2800Im 2400Im TS4-8403017N-WM
50° 2800Im 2200im TS4-8405017N-WM
8.5 W 10w 34V 250mA 80 2700K 30° 1300Im 1150Im TS4-8273009N-WW
50° 1300Im 1050Im TS4-8275009N-WW
3000K 30° 1400Im 1200Im TS4-8303009N-WW
50° 1400Im 1100Im TS4-8305009N-WW
4000K 30° 1500Im 1300Im TS4-8403009N-WW
50° 1500Im 1200Im TS4-8405009N-WW
12w 14W 34V 350mA 80 2700K 30° 1800Im 1500Im TS4-8273012N-WW
50° 1800Im 1400Im TS4-8275012N-WW
3000K 30° 1900Im 1600Im TS4-8303012N-WW
50° 1900Im 1500Im TS4-8305012N-WW
White Reflector 4000K  30° 2050lm  1700im TS4-8403012N-WW
50° 2050Im 1600Im TS4-8405012N-WW
17 W 20W 36 V 500mA 80 2700K 30° 2500Im 2150Im TS4-8273017N-WW

50° 2500Im 1900Im TS4-8275017N-WW
3000K 30° 2600im 2250im TS4-8303017N-WW

50° 2600Im 2000im TS4-8305017N-WW
4000K 30° 2800Im 2400Im TS4-8403017N-WW

50° 2800Im 2200im TS4-8405017N-WW

Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1~10V Dim) D=D(DALI Dim)
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NEKO / TAKEO Pro /

Fixed LED Downlight
Super Eye Comfort
Higher Efficiency

2700K o = -25mm
17W  CRISO 30 UGR CE & ng é o
3000K o IP54 I . ©
24W | CRI90 4000K 65 50,000n@L80B10 <19‘ ‘ CB Intertek 15 Ceiling Thickness -
LED Power System Power LED VoltageLED Current CRI CCT Beam LED Output System Output Code
17 W 19 W 36 V 500mA 80 2700K 30°  3000Im 2450lm  TM4-8273017N-WM
65°  3000Im 2000lm  TM4-8276517N-WM
3000K 30°  3200Im 2600im  TM4-8303017N-WM
65°  3200Im 2100m  TM4-8306517N-WM
4000K 30°  3500Im 2800Im  TM4-8403017N-WM
65°  3500Im 2300im  TM4-8406517N-WM
24w ew s6 V. 700mA B0 2700K gga 3888:;: 25’88:;: mz:gggggm:wm LED Power System Power LED VoltageLED Current CRI CCT Beam LED Output System Output Code
3000K 30°  4200Im 3500im  TM4-8303024N-WM 17 W 19 W 36 V 500 mA 80 2700K 30°  3000Im 2450lm  TM4-8273017N-WB
65°  4200Im 2850m  TM4-8306524N-WM 65°  3000Im 2000lm  TM4-8276517N-WB
4000K 30°  4500Im 3800im  TM4-8403024N-WM 3000K 30°  3200Im 2600m  TM4-8303017N-WB
77777777777777777777777777777777777777777777 65°  4500m  3000m  TM4-8406524N-WM 65°  3200Im 2100lm  TM4-8306517N-WB
Matt Reflector 4000K 30°  3500Im 2800im  TM4-8403017N-WB
65°  3500Im 2300m  TM4-8406517N-WB
17 W 19w 36 V 500mA 80 2700K 30°  3000Im 2450m  TM4-8273017N-WW 24 W 26W 36V 700mA 80 2700K 30°  4000Im 3300im  TM4-8273024N-WB
65°  3000im 2000Im TM4-8276517N-WW 65°  4000Im 2700Im TM4-8276524N-WB
3000K 30°  3200Im 2600Im TM4-8303017N-WW 3000K 30°  4200m 3500im TM4-8303024N-WB
65°  3200Im 2100im  TMA4-8306517N-WW 65°  4200im 2850im  TM4-8306524N-WB
4000K 30°  3500Im 2800m  TM4-8403017N-WW 4000K 30°  4500im 3800Im  TM4-8403024N-WB
65°  3500Im 2300Im  TMA4-8406517N-WW 65°  4500m  3000im  TM4-8406524N-WB
Tawmw 36V 700mA 80 2700K 30° 4000  3300m  TMd-B273024N-WW Black Reflector Code Remark: N-N(No Drver) F=FON-OFF) P=P(Phase Dim) A-A(1-10V Dim) D-DIDALI Dim)
65°  4000Im 2700m  TM4-8276524N-WW
3000K 30°  4200Im 3500lm  TM4-8303024N-WW
65°  4200Im 2850Im  TM4-8306524N-WW
4000K 30°  4500m 3800im  TM4-8403024N-WW
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, 65° 4500m  3000m  TM4-8406524N-WW
White Reflector Code Remark: N=N(No Driver) F=F(ON-OFF) P=-P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)
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NEKO / TAKEO Pro /
Fixed LED Downlight

Super Eye Comfort LED Power System Power LED VoltageLED Current CRI CCT Beam LED Output System Output Code
Higher Efficiency 24 W 26W 34V 700mA 80 2700K 18°  4200Im 3200m  TL4-8271824N-WW
30°  4200m 3300m  TL4-8273024N-WW
65°  4200m 2700m  TL4-8276524N-WW
3000K 18°  4400Im 3400m  TL4-8301824N-WW
30°  4400im 3500m  TL4-8303024N-WW
65°  4400Im 2000m  TL4-8306524N-WW
4000K 18°  4700Im 3700m  TL4-8401824N-WW
30°  4700Im 3800m  TL4-8403024N-WW
65°  4700im 3100m  TL4-8406524N-WW
36 W 40W 34V 1050mA 80 2700K 18°  5600Im 4600im  TL4-8271836N-WW
30° 5600 4800m  TL4-8273036N-WW
65°  5600Im 4000m  TL4-8276536N-WW
3000K 18°  6000IM 4800m  TL4-8301836N-WW
30°  6000im 5000m  TL4-8303036N-WW
65°  6000Im 4200m  TL4-8306536N-WW
i 4000K 18°  6500Im 5100m  TL4-8401836N-WW
Yihite Refiector 30° 6500 5300m  TL4-8403036N-WW
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, 65°  6500m  4500m __ TL4-8406536N-WW
51 W 55 W 36V 1400mA 80 2700K 18°  7000im 5700m  TL4-8271851N-WW
30°  7000im 6000Im  TL4-8273051N-WW
65°  7000Im 5000m  TL4-8276551N-WW
3000K 18°  7400Im 5000m  TL4-8301851N-WW
30° 7400 6300m  TL4-8303051N-WW
65°  7400Im 5200m  TL4-8306551N-WW
4000K 18° 8000 6300Im  TL4-8401851N-WW
30°  8000Im 6700m  TL4-8403051N-WW
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, 65°  8000m _ 5500m __ TL4-8406551N-WW
24 W 26 W 34V 700mA 80 2700K 18°  4200Im 3200m  TL4-8271824N-WB
30°  4200Im 3300m  TL4-8273024N-WB
65° 4200 2700m  TL4-8276524N-WB
3000K 18°  4400Im 3400m  TL4-8301824N-WB
2 onan 03K 1 @ com || I . = .
CRI8O . UGR ‘ c € €. VEJ S AL m m - -
‘g‘f},’v" CRIg0 3990K 897 soonatansto < 19 ‘“’54“CB‘ 7 o0 D o 2 g I 4000K 18°  4700Im 3700Im  TL4-8401824N-WB
9 30 4700Im 3800Im TL4-8403024N-WB
0218 65°  4700Im 3100m  TL4-8406524N-WB
LED Power System Power LED VoltageLED Current CRI CCT  Beam LED Output System Output Code W 40w S4V 1050mA 80 2700k 18 5600m o00m T BeTissoN e
24 W 26 W 34V 700mA 80 2700K 18°  4200im 3200m  TL4-8271824N-WM 65"  5600m 4000im  TL4-8276536N-WB
30°  4200m 3300m  TL4-8273024N-WM 3000K 18°  6000IM 4800m  TL4-8301836N-WB
65°  4200m 2700m  TL4-8276524N-WM 30°  6000Im 5000m  TL4-8303036N-WB
3000K 18°  4400Im 3400m  TL4-8301824N-WM Black Reflector 65°  6000Im 4200m  TL4-8306536N-WB
30° 4400 3500m  TL4-8303024N-WM 4000K 18°  6500m 5100m  TL4-8401836N-WB
65°  4400Im 2900im  TL4-8306524N-WM 30°  6500Im 5300m  TL4-8403036N-WB
4000K 18° 4700m  3700m  TL4-8401824N-WM 657 6500m  4500m  TL4-8406536N-WB
30°  4700im 3800im  TL4-8403024N-WM 51 W 55 W 36V 1400mA 80 2700K 18°  7000Im 5700m  TL4-8271851N-WB
65°  4700im 3100m  TL4-8406524N-WM 30°  7000Im 6000m  TL4-8273051N-WB
36 W 40W 34V 1050mA 80 2700K 18°  5600Im 4600m  TL4-8271836N-WM 65 7000m o000im - TLA-827655TN-WB
30 2e00m 2900 TL4-8573056N-WM 3000K 18°  7400Im 5000im  TL4-8301851N-WB
850 2800m 1500im  TLA-827e5a0N-WM 30°  7400m 6300m  TL4-8303051N-WB
. 65°  7400im 5200m  TL4-8306551N-WB
3000K 18°  6000Im 4800im  TL4-8301836N-WM .
29, gogam et L= e ARV 30°  8000Im 6700m  TL4-8403051N-WB
et Fefector 4000K 187 G50OM  S10Om  TLeBAOIBSON-WM 00000 ___5800m __TL4-BA0000TRWE
m m - - e i =F(ON- = i =A(1- i = '
77777777777777777777777777777777777777777777 2 30m  300m  Tresdoco0on-wh Code Remark: N=N(No Driver) F=F(ON-OFF) P-P(Phase Dim) A=A(1-10V Dim) D-D(DALI Dim)
51 W 55 W 36V 1400mA 80 2700K 18°  7000Im 5700m  TL4-8271851N-WM
30°  7000im 6000m  TL4-8273051N-WM
65° 7000 5000m  TL4-8276551N-WM
3000K 18°  7400Im 5000Im  TL4-8301851N-WM
30°  7400Im 6300m  TL4-8303051N-WM
65°  7400im 5200m  TL4-8306551N-WM
4000K 18°  8000Im 6300m  TL4-8401851N-WM
30°  8000Im 6700m  TL4-8403051N-WM
65°  8000im 5500m  TL4-8406551N-WM

Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1~10V Dim) D=D(DALI Dim)
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NEKO / TAKEO Pro/

TAKEO150 ProCeiling Light
Super Eye Comfort
Higher Efficiency

2700K B °
17W CRI80 30 UGR CE g
24W CRIS0 30001 65" sooometsosio <19 "“““CB‘ ‘

——

LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
17 W 19W 36 V 500mA 80 2700K 30°  3000Im 2450lm  TMC4-8273017N-WM
65°  3000Im 2000Im TMC4-8276517N-WM
3000K 30°  3200Im 2600lm  TMC4-8303017N-WM
65°  3200Im 2100Im TMC4-8306517N-WM
4000K 30°  3500Im 2800lm  TMC4-8403017N-WM
65°  3500im 2300lm  TMC4-8406517N-WM
24 W 26 W 36 V 700mA 80 2700K 30°  4000Im 3300lm  TMC4-8273024N-WM
65°  4000Im 2700Im TMC4-8276524N-WM
3000K 30°  4200Im 3500lm  TMC4-8303024N-WM
65°  4200m 2850Im TMC4-8306524N-WM
4000K 30°  4500Im 3800im  TMC4-8403024N-WM
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, 657 4500m  3000m  TMC4-8406524N-WM

Matt Reflector

17 W 19W 36 V 500mA 80 2700K 30°  3000Im 2450lm  TMC4-8273017N-WB
65°  3000im 2000Im TMC4-8276517N-WB
3000K 30°  3200Im 2600lm  TMC4-8303017N-WB
65°  3200m 2100Im TMC4-8306517N-WB
4000K 30°  3500Im 2800lm  TMC4-8403017N-WB
65°  3500Im 2300lm  TMC4-8406517N-WB
24 W 26 W 36 V 700mA 80 2700K 30°  4000Im 3300lm  TMC4-8273024N-WB
65°  4000Im 2700Im TMC4-8276524N-WB
3000K 30°  4200Im 3500lm  TMC4-8303024N-WB
65°  4200im 2850Im TMC4-8306524N-WB
4000K 30°  4500Im 3800Im  TMC4-8403024N-WB
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, 65° 4500m _ 3000m _ TMC4-8406524N-WB
Matt Reflector Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

Black Reflector White Reflector Matt Reflector

117 www.nekolighting.com m



119

NEKO / TAKEO Pro/

Fixed LED Downlight
Super Eye Comfort
Higher Efficiency

NEKO / TAKEO Pro/

Fixed LED Downlight
Super Eye Comfort
Higher Efficiency

8.5W CRigo 2700K UGR @ c € GD) jgﬁ E}‘a"mm
K IP54 By /8 [ann]
12W CRI90 500K | 60°" sooconeLsosio < 19 onmaree CB ntertek 100%100 | Giing Thickness
T10xT10°
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
8.5W 10w 34V 250mA 80 2700K 60° 1300Im 950lm  TSS4-8276008N-WM

3000K 60° 1400Im 1000lm  TSS4-8306008N-WM
4000K 60° 1500Im 1100lm  TSS4-8406008N-WM

12W 14 W 34V 350mA 80 2700K 60° 1800Im 1250lm  TSS4-8276012N-WM
3000K 60° 1900Im 1350im  TSS4-8306012N-WM
4000K 60° 2050Im 1500lm  TSS4-8406012N-WM

Matt Reflector

8.5W 10w 34V 250 mA 80 2700K 60° 1300Im 950lm  TSS4-8276008N-WW
3000K 60° 1400Im 1000lm  TSS4-8306008N-WW
4000K 60° 1500Im 1100lm  TSS4-8406008N-WW

12w 14w 34V 350mA 80 2700K 60° 1800Im 1250lm  TSS4-8276012N-WW
3000K 60° 1900Im 1350im  TSS4-8306012N-WW
4000K  60° 2050Im 1500lm  TSS4-8406012N-WW

White Reflector

8.5W 10w 34V 250mA 80 2700K 60° 1300Im 950Im TSS4-8276008N-WB
3000K 60° 1400Im 1000Im TSS4-8306008N-WB
4000K  60° 1500Im 1100Im TSS4-8406008N-WB

12w 14w 34V 350mA 80 2700K 60° 1800Im 1250Im TSS4-8276012N-WB
3000K 60° 1900Im 1350Im TSS4-8306012N-WB
4000K  60° 2050Im 1500Im TSS4-8406012N-WB

Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

Black Reflector

2700K == -25mm
S P B D BCER T Y
3000K IP54 MY e 2
CRI9O 4000K | 70°" s0,000meLsosio| < 19 ‘ ‘ . ‘ CB‘ intertek 160x150 | Gliing Thickness| |
167x167
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
17 W 19w 36V 500mA 80 2700K 70° 3000im  1900Im TSM4-8277017N-WM

3000K 70° 3200lm  2050im TSM4-8307017N-WM
4000K 70° 3500lm  2200Im TSM4-8407017N-WM

24 W 26 W 36V 700mA 80 2700K 70° 4000lm  2700Im TSM4-8277024N-WM
3000K 70° 4200lm  2800Im TSM4-8307024N-WM
4000K 70° 4500Im 3000Im TSM4-8407024N-WM

Matt Reflector

17w 19w 36V 500mA 80 2700K 70° 3000Im 1900Im TSM4-8277017N-WW
3000K 70° 3200lm  2050im TSM4-8307017N-WW
4000K  70° 3500Im 2200Im TSM4-8407017N-WW

24 W 26 W 36V 700mA 80 2700K 70°  4000m  2700m  TSMA4-8277024N-WW
3000K 70° 4200Im 2800Im TSM4-8307024N-WW
4000K 70° 4500im 3000Im TSM4-8407024N-WW

White Reflector

17w 19w 36V 500mA 80 2700K 70° 3000im  1900Im TSM4-8277017N-WB
3000K 70° 3200lm  2050im TSM4-8307017N-WB
4000K 70° 3500lm  2200im TSM4-8407017N-WB

24 W 26 W 36V 700mA 80 2700K 70° 4000lm  2700Im TSM4-8277024N-WB
3000K 70° 4200lm  2800Im TSM4-8307024N-WB
4000K 70° 4500Im 3000Im TSM4-8407024N-WB

Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

Black Reflector
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NEKO / TAKEO Pro/

Fixed LED Downlight
Super Eye Comfort
Higher Efficiency

€@ Mt e o P
00K IP54 MW | @
‘SGW CRI90 2000K | 70°" sooconaieosto < 19 CB intertek 200%200 | Géiing Thickness L
220x220
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
24 W 26 W 34V 700mA 80 2700K 70° 4200Im 2700lm  TSL4-8277024N-WM

Matt Reflector

White Reflector

Black Reflector

3000K 70° 4400Im 2800Im  TSL4-8307024N-WM
4000K 70° 4700Im 3000lm  TSL4-8407024N-WM

36 W 40W 34V 1050 mA 80 2700K 70° 5600Im 3700lm  TSL4-8277036N-WM
3000K 70° 6000Im 3900Im  TSL4-8307036N-WM
4000K 70° 6500Im 4200m  TSL4-8407036N-WM

24 W 26 W 34V 700mA 80 2700K 70° 4200Im 2700lm  TSL4-8277024N-WW
3000K 70° 4400Im 2800Im  TSL4-8307024N-WW
4000K 70° 4700Im 3000lm  TSL4-8407024N-WW

36 W 40 W 34V 1050 mA 80 2700K 70° 5600im 3700lm  TSL4-8277036N-WW
3000K 70° 6000Im 3900im  TSL4-8307036N-WW
4000K 70°  6500Im 4200lm  TSL4-8407036N-WW

24 W 26W 34V 700mA 80 2700K 70°  4200im 2700lm  TSL4-8277024N-WB
3000K 70° 4400lm 2800Im TSL4-8307024N-WB
4000K 70°  4700im 3000im  TSL4-8407024N-WB

36 W 40W 34V 1050 mA 80 2700K 70° 5600Im 3700lm  TSL4-8277036N-WB
3000K 70° 6000Im 3900im  TSL4-8307036N-WB
4000K 70°  6500Im 4200lm  TSL4-8407036N-WB

Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

Black Housing Available for TAKEO Series
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NEKO / TAKEO
Fixed LED Downlight

Project: Office, Netherlands
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NEKO / TAKEO/

Fixed LED Downlight
Super Eye Comfort
High Efficiency

Project: Carita Project in Paris, France

11W CRIg0 | 2700K| og. UGR c € @“’ & -30mm ﬁﬂ
00K | 5p° IP54 s D% oo R
‘7. 5W CRI90 4000K 50,000h@L80B10 <19 CB Intertek 75 Ceiling Thickness "
~o8z
LED Power System Power LED VoltageLED Current CRI CCT Beam LED Output System Output Code
7.5 W 9w 31V 250 mA 80 2700K 25°  1000im 720lm  TT1-8272508N-WM
50°  1000Im 720lm  TT1-8275008N-WM
3000K 25° 1100Im 750lm  TT1-8302508N-WM
50° 1100Im 750lm  TT1-8305008N-WM
4000K 25° 1200im 800im  TT1-8402508N-WM
50° 1200Im 800im  TT1-8405008N-WM
11w 13W 31V 350mA 80 2700K 25°  1300m 900Im  TT2-8272511N-WM
50°  1300Im 900lm  TT2-8275011N-WM
3000K 25° 1400Im 950im  TT2-8302511N-WM
50°  1400Im 950lm  TT2-8305011N-WM
4000K 25°  1500im 1050lm  TT2-8402511N-WM
Matt Reflector 50° 1500Im 1050m  TT2-8405011N-WM
7.5 W 9w 31V 250mA 80 2700K 25°  1000im 720lm  TT1-8272508N-WW
° 1000l 720l TT1-827 N-WW
3000K gg 1?%%{; 75%{; TT1 _%302%%2,\]_\,\/\,\/ LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
50° 1100Im 750m  TT1-8305008N-WW 7.5 W QW 31V 250mA 80 2700K 25° 1000Im 720lm  TT1-8272508N-WB
4000K 25° 1200im 800im  TT1-8402508N-WW 50°  1000Im 720lm  TT1-8275008N-WB
50° 1200Im 800Im  TT1-8405008N-WW 3000K 25° 1100Im 750lm  TT1-8302508N-WB
MW 18W 81V S50mA 80 2700K 25°  1800m 900 TT2-8272511N-WW o0, poom Teom TT1-83000081 WS
m m m - - °
4000K 2 12001 Im  TT1-8402508N-WB
50° 1300 900im  TT2-8275011N-WW 000 580 1280|2 ggglm TI'1-§ 48588§N_WB
3000K 25° 1400Im 950Im  TT2-830251IN-WwW e e BUHER T el e e
50°  1400im 950Im  TT2-8305011N-WW 11w 13 W 31V 350mA 80 2700K 25° 1300Im 900im  TT2-8272511N-WB
4000K 25°  1500im 1050im  TT2-8402511N-WW 50°  1300Im 900im  TT2-8275011N-WB
White Reflector 50° 1500Im 1050lm  TT2-8405011N-WW 3000K 25° 1400Im 950lm  TT2-8302511N-WB
e S 50°  1400Im 950lm  TT2-8305011N-WB
Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim) 4000K  25° 1500Im 1050m  TT2-8402511N-WB
Black Reflector 50° 1500Im 1050lm  TT2-8405011N-WB

Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)
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NEKO / TAKEO/

Fixed LED Downlight
Super Eye Comfort
High Efficiency

18W |  18W Available  CRI80 |2700K/ 550 UGR = @“’ -30mm
f f 3000K| 50° IP54 CE NAA [
‘ OW  In Different LED Chip: GRI9O | 300K s0,0oonetsosto < 19 B — 100’ Gliing Thickness
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
9w 11w 36V 250mA 80 2700K 30°  1200im 1050m  TS1-8273009N-WM

50° 1200Im 950im  TS1-8275009N-WM
3000K 30° 1300Im 1100lm  TS1-8303009N-WM
50° 1300Im 1000lm  TS1-8305009N-WM
4000K 30° 1400Im 1200lm  TS1-8403009N-WM
50° 1400Im 1100lm  TS1-8405009N-WM

13W 15W 36V 350mA 80 2700K 30° 1700Im 1450lm  TS2-8273013N-WM
50° 1700Im 1250lm  TS2-8275013N-WM

3000K 30° 1800Im 15600lm  TS2-8303013N-WM

50° 1800Im 1300m  TS2-8305013N-WM

4000K 30° 1900Im 1600m  TS2-8403013N-WM

Matt Reflector 50° 1900Im 1400lm  TS2-8405013N-WM
9w 11w 36V 250mA 80 2700K 30° 1200Im 1050lm  TS1-8273009N-WW
50° 1200Im 950Im  TS1-8275009N-WW

3000K 30° 1300Im 1100m  TS1-8303009N-WW
50° 1300Im 1000im  TS1-8305009N-WW
4000K  30° 1400Im 1200lm  TS1-8403009N-WW
50° 1400Im 1100lm  TS1-8405009N-WW

18W 15W 36V 350mA 80 2700K 30° 1700Im 1450lm  TS2-8273013N-WW
50° 1700Im 1250m  TS2-8275013N-WW

3000K 30° 1800Im 1500m  TS2-8303013N-WW

50° 1800Im 1300im  TS2-8305013N-WW

4000K 30° 1900Im 1600m  TS2-8403013N-WW

Yhite Refiector .50 1900m___ 1400m__TS2-8405013N-WW
9w 11W 36V 250mA 80 2700K 30°  1200m  1050m  TS1-8273009N-WB
50°  1200m  950m  TS1-8275009N-WB

3000K 30° 1300Im 1100lm  TS1-8303009N-WB
50° 1300Im 1000m  TS1-8305009N-WB
4000K  30° 1400Im 1200lm  TS1-8403009N-WB
50° 1400Im 1100lm  TS1-8405009N-WB

18 W 15W 36V 350mA 80 2700K 30° 1700Im 1450lm  TS2-8273013N-WB

50° 1700Im 1250m  TS2-8275013N-WB

3000K 30° 1800Im 1500lm  TS2-8303013N-WB

50° 1800Im 1300m  TS2-8305013N-WB

4000K 30° 1900Im 1600im  TS2-8403013N-WB

Black Reflector 50° 1900Im 1400lm  TS2-8405013N-WB

Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1~10V Dim) D=D(DALI Dim)

LED Power System Power LED Voltage LED Current CRI CCT Beam LED QOutput System Output Code

18W 21 W 36V 500mA 80 2700K 30° 2000Im 1800Im  TS3-8273018N-WM
50° 2000Im 1500im  TS3-8275018N-WM

3000K 30° 2200Im 1900im  TS3-8303018N-WM

50° 2200Im 1600im  TS3-8305018N-WM

4000K  30° 2400Im 2000im  TS3-8403018N-WM

50° 2400Im 1700lm  TS3-8405018N-WM

90 2700K 30°  1800Im 1550im  TS3-9273018N-WM
50°  1800Im 1300m  TS3-9275018N-WM

3000K 30°  1900Im 1650m  TS3-9303018N-WM

50°  1900Im 1400m  TS3-9305013N-WM

T100-18W 4000K 30°  2100Im 1800Im  TS3-9403018N-WM
Matt Reflector 50°  2100m 1500m  TS3-9405018N-WM

18w 21 W 36V 500mA 80 2700K 30° 2000Im 1800im  TS3-8273018N-WW
50°  2000im 1500lm  TS3-8275018N-WW

3000K 30° 2200Im 1900lm  TS3-8303018N-WW

50° 2200Im 1600lm  TS3-8305018N-WW

4000K 30° 2400im 2000lm  TS3-8403018N-WW

50°  2400im 1700lm  TS3-8405018N-WW

90 2700K 30° 1800Im 1550m  TS3-9273018N-WW
50° 1800Im 1300lm  TS8-9275018N-WW

3000K 30° 1900im 1650lm  TS3-9303018N-WW

T100-18W 50°  1900Im 1400lm  TS3-9305018N-WW
White Reflector 2100im 1800Im  TS3-9403018N-WW
50° 2100Im 1500lm  TS3-9405018N-WW

18W 21 W 36V 500mA 80 2700K 30° 2000Im 1800Im  TS3-8273018N-WB
50° 2000Im 1500lm  TS3-8275018N-WB

3000K 30° 2200Im 1900lm  TS3-8303018N-WB

50° 2200Im 1600lm  TS3-8305018N-WB

4000K 30° 2400Im 2000im  TS3-8403018N-WB

50° 2400Im 1700m  TS3-8405018N-WB

90 2700K 30° 1800Im 1650lm  TS3-9273018N-WB
50° 1800Im 1300m  TS3-9275018N-WB

3000K 30° 1900Im 1650m  TS3-9303018N-WB
50° 1900Im 1400lm  TS3-9305018N-WB

4000K  30° 2100Im 1800im  TS3-9403018N-WB
50° 2100Im 1500m  TS3-9405018N-WB

Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

T100-18W
Black Reflector
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NEKO /TAKEO/ NEKO /TAKEO/
Fixed LED Downlight Fixed LED Downlight

e -e

Dim to Warm Tunable White

e - N I -30mm
1800K-3000K | -, UGR c € @) &w é 30mm I 2700K-B500K . UGR c E @D ng E W
12W CRI95 IP54 Y ol R ULty 13W CRI90 . IP54 NI o R
Dim to Warm soooohatsosro < 19 ‘ ‘ C B intertek 100 | Céilng Thickness o i Tunable White soooonetsopro < 19 CB intertek 100 | csiing Thickness "
@110 @110
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code LED Power System Power LED Voltage LED Current CRI CCT Beam System Output Code
12w 14 W 34V 350 mA 95 1800K-3000K 50° 1200lm  Max.1000lm TS2-9D35012N-WM 13W 15W 36V 350 mA 90 2700K-6500K 50° Max.900Im TS2-9TW5013N-WM
@2700K 50° 750im
************************************************************************************* @3000K 50° 780Im
@4000K 50° 850Im
@5000K 50° 900Im
@6500K 50° 900Im
Matt Reflector MattReflector
12w 14W 34V 350 mA 95 1800K-3000K 50° 1200lm  Max.1000Im TS2-9D35012N-WW 13W 1B5W 36V 350 mA 90 2700K-6500K  50° Max.900Im TS2-9TW5013N-WW
@2700K 50° 750Im
************************************************************************************* @3000K 50° 780Im
@4000K 50° 850Im
@5000K 50° 900Im
@6500K 50° 900Im
White Reflector White Reflector
12W 14 W 34V 350 mA 95 1800K-3000K 50° 1200lm  Max.1000im TS2-9D35012N-WB 13W 15W 36V 350 mA 90 2700K-6500K 50° Max.900Im TS2-9TW5013N-WB
@2700K 50° 750Im
************************************************************************************* @3000K 50° 780Im
Code Remark: N=N(No Driver) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim) @4000K 50° 850Im
@5000K 50° 900Im
@6500K 50° 900Im
Black Reflector Black Reflector Code Remark: N-N(No Driver) D-D(DALI Dim)
DIM to WARM 1800K 2700K 3000K

————————————————f—————— U
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NEKO / TAKEO/

Fixed LED Downlight
Super Eye Comfort
High Efficiency

25W CRIg0 2700K 30° UGR @ (‘“, -25mm
3000K 0 P54 CE £l. e
‘18W CRIS0 000K 5" s0,000neLe08t0 < 19 CB intertek 150’ Ging Thickness
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
18 W 21 W 36V 500mA 80 2700K 30°  2600Im 2200lm  TM1-8273018N-WM
60°  2600Im 1950m  TM1-8276018N-WM
3000K 30°  2800Im 2300lm  TM1-8303018N-WM
60°  2800Im 2000lm  TM1-8306018N-WM
4000K 30°  3000Im 2500lm  TM1-8403018N-WM
60°  3000Im 2200lm  TM1-8406018N-WM
W 28w 36V 700mA 80 2700K 28 gggg:m 2ggg:m ¥mgggggggmwm LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
3000K 30°  3800Im 3100lm  TM2-8303025N-WM 18W 21 W 36V 500mA 80 2700K 30°  2600Im 2200lm  TM1-8273018N-WB
60°  3800Im 2700lm  TM2-8306025N-WM 60°  2600Im 1950lm  TM1-8276018N-WB
4000K 30°  4000Im 3300lm  TM2-8403025N-WM 2700K 30°  2800Im 2300lm  TM1-8303018N-WB
77777777777777777777777777777777777777777777 60°  4000m  2900m  TM2-8406025N-WM 60°  2800Im 2000lm  TM1-8306018N-WB
Matt Reflector 4000K 30°  3000Im 2500lm  TM1-8403018N-WB
60°  3000Im 2200lm  TM1-8406018N-WB
18 W 21 W 36V 500mA 80 2700K 30°  2600Im 2200lm  TM1-8273018N-WW 25 W 28 W 36V 700mA 80 2700K 30°  3600Im 3000im  TM2-8273025N-WB
60°  2600Im 1950im  TM1-8276018N-WW 60°  3600Im 2600im  TM2-8276025N-WB
3000K 30°  2800Im 2300lm  TM1-8303018N-WW 3000K 30°  3800im 3100lm  TM2-8303025N-WB
60°  2800Im 2000lm  TM1-8306018N-WW 60°  3800Im 2700lm  TM2-8306025N-WB
4000K 30°  3000Im 2500lm  TM1-8403018N-WW 4000K 30°  4000Im 3300im  TM2-8403025N-WB
60°  3000Im 2200m  TM1-8406018N-WW 60° __ 4000m ___ 2900im _ TM2-8406025N-WB
S 25W  28W 36V 700mA 80 2700K 30°  3600m  3000m TM2-8273025N-WW Black Reflector Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)
60°  3600Im 2600lm  TM2-8276025N-WW
3000K 30°  3800Im 3100lm  TM2-8303025N-WW
60°  3800Im 2700lm  TM2-8306025N-WW
4000K 30°  4000Im 3300lm  TM2-8403025N-WW
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, 60° _ 4000m _ 2900im _TM2-8406025N-WW
White Reflector Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)
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NEKO / TAKEO/
Fixed LED Downlight

Project: Mist Hot Spring Hotel Xuchang, China

)

Tunable White

25W 2700K-6500K g0 UGR @ c € € C[%W D%zsmm
CRI90 160 o s
‘ 18W Tunable White sooooneLsosto < 19 P54 C B intertek 150' | Géiing Thi%
LED Power System Power LED Voltage LED Current CRI CCT Beam System Output Code
18W 21 W 36V 500 mA 90 2700K-6500K 60° Max.1400lm TM1-9TW6018N-WM
@2700K 60° 1200Im
@3000K 60° 1250Im
@4000K 60° 1350Im
@5000K 60° 1400Im
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, @500k 60°  1400m
25 W 28 W 36V 700 mA 90 2700K-6500K 60° Max.1900lm TM2-9TW6025N-WM
@2700K 60° 1700Im
@3000K 60° 1750lm
@4000K 60° 1850Im
@5000K 60° 1900Im
Matt Reflector (‘? 67570957 - ?Qi 77777 1797070@ 7777777777777777
18 W 21 W 36V 500 mA 90 2700K-6500K 60° Max.1400lm TM1-9TW6018N-WW
@2700K 60° 1200Im
@3000K 60° 1250lm
@4000K 60° 1350Im
@5000K 60° 1400Im
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, @500k 60°  1400m
25 W 28 W 36V 700 mA 90 2700K-6500K 60° Max.1900lm TM2-9TW6025N-WW
@2700K 60° 1700Im
@3000K 60° 1750lm
@4000K 60° 1850im
@5000K 60° 1900Im
White Reflector @500k 607 190m
18W 21 W 36V 500 mA 90 2700K-6500K 60° Max.1400lm TM1-9TW6018N-WB
@2700K 60° 1200Im
@3000K 60° 1250lm
@4000K 60° 1350Im
@5000K 60° 1400Im
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, @500k 60°  1400m
25 W 28 W 36V 700 mA 90 2700K-6500K 60° Max.1900lm TM2-9TW6025N-WB
@2700K 60° 1700Im
@3000K 60° 1750lm
@4000K 60° 1850im
@5000K 60° 1900Im
Black Reflector @6500K 60° 1900Im

Code Remark: N=N(No Driver) D=D(DALI Dim)
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NEKO / TAKEO/

Fixed LED Downlight
Super Eye Comfort
High Efficiency

Project: Malaysia International Exhibition Convention Centre, Malaysia

2700K | 18° -25mm [Br
3w orieo 3000% &5 UGR o5, CB C€ @. C[%ﬁ = of [
4000K | 60° 50,000neL80810 < 19 — o CemngThicmkness ! 1
@218
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
38 W 42 W 36V 1050 mA 80 2700K 18° 5200Im 4300lm  TL2-8271838N-WM

30° 5200Im 4300im  TL2-8273038N-WM
60° 5200Im 3800im  TL2-8276038N-WM
3000K 18° 5400Im 4400lm  TL2-8301838N-WM
30° 5400Im 4400lm  TL2-8303038N-WM
60° 5400Im 3900Im  TL2-8306038N-WM
4000K 18° 5600Im 4600lm  TL2-8401838N-WM
30° 5600Im 4600lm  TL2-8403038N-WM
60° 5600Im 4100lm  TL2-8406038N-WM

52 W 56W 36V 1400mA 80 2700K 18°  6400m  5300m TL3-8271852N-WM
30°  6400m  5300m TL3-8273052N-WM
60°  6400m  4700m TL3-8276052N-WM

3000K 18°  6600m  5400m TL3-8301852N-WM

30°  6600m  5400m TL3-8303052N-WM

60°  6600Im  4800im TL3-8306052N-WM

4000K 18°  6800m 5600 TL3-8401852N-WM

Matt Reflector 30°  6800m  5600im  TL3-8403052N-WM
60° 6800  5000im TL3-8406052N-WM

LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
38W 42W 36V 1050mA 80 2700K 18°  5200m  4300im  TL2-8271838N-WW 38w 42W 36V 1050mA 80 2700K 18°  5200m 4300 TL2-8271838N-WB
30°  5200m  4300m  TL2-8273038N-WW 30°  5200m  4300m  TL2-8273038N-WB
60°  5200m  3800m TL2-8306038N-WW 60°  5200m  3800m  TL2-8276038N-WB
3000K 18°  5400m  4400m TL2-8301838N-WW 3000K 18°  5400m  4400m  TL2-8301838N-WB
30°  5400m  4400m TL2-8303038N-WW 30°  5400m  4400m  TL2-8303038N-WB
60°  5400m  3900Im TL2-8306038N-WW 60°  5400m  3900m  TL2-B306038N-WB
4000K 18°  5600Im 4600 TL2-8401838N-WW 4000K 18°  5600m  4600m  TL2-8401838N-WB
30°  5600im  4600m TL2-8403038N-WW 30°  5600m  4600m  TL2-8403038N-WB
60°  5600m  4100m TL2-8406038N-WW 60°  5600m  4100m  TL2-8406038N-WB
52 W 56W 36V 1400mA 80 2700K 18°  6400m 5300 TL3-8271852N-WW 52 W 56W 36V 1400mA 80 2700K 18°  6400lm  5300im  TL3-8271852N-WB
30°  6400m  5300m TL3-8273052N-WW 30°  6400m  5300m  TL3-8273052N-WB
60°  6400m  4700m TL3-8306052N-WW 60°  6400m  4700m  TL3-8276052N-WB
3000K 18°  6600im  5400m TL3-8301852N-WW 000K 18°  6600m  5400m TL3-8301852N-WB
30°  6600m  5400im  TL3-8303052N-WW 30°  6600m  5400m  TL3-B303052N-WB
60°  6600M  4800Im  TL3-8306052N-WW 60°  6600m  4800m  TL3-B306052N-WB
- 4000K 18°  6800m 5600 TL3-8401852N-WW 4000K 18>  6800Im  5600m  TL3-8401852N-WB
Whtte Reflector 30°  6800m  5600m TL3-8403052N-WW Black Reflector 30°  6800m  5600m  TL3-8403052N-WB
60°  6800M  5000Im TL3-8406052N-WW 60°  6800m  5000m  TL3-8406052N-WB
Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim) Gode Remark: N=N(No Driver) F=FON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D-D(DALI Dim)
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NEKO / TAKEO/
Fixed LED Downlight

Project: Malaysia International Exhibition Convention Centre, Malaysia

-e

Tunable White

* -25mm
25W  GRIg0 2700KB500K g0 UGR @ c € c@_ (P@ é S
‘ ‘ Tunable White socooreLeosto| < 19 IPs4 C B interek 00 | Ciing Thickness|
LED Power System Power LED Voltage LED Current CRI CCT Beam System Output Code

25 W 28 W 36V 700mA 90 2700K-8500K 60° Max.1900im TL1-9TWB025N-WM

@2700K 60° 1700Im

@3000K 60° 1750Im

@4000K 60° 1850Im

@5000K 60° 1900Im

@6500K 60° 1900Im

Matt Reflector

25 W 28 W 36V 700mA 90 2700K-6500K 60° Max.1900Im TL1-9TWB025N-WW

@2700K 60° 1700Im

@3000K 60° 1750Im

@4000K 60° 1850Im

@5000K 60° 1900Im

@B6500K 60° 1900Im

White Reflector

26 W 28 W 36V 700mA 90 2700K-8500K 60° Max.1900im TL1-9TWB025N-WB

@2700K 60° 1700Im

@3000K 60° 1750Im

@4000K 60° 1850Im

@5000K 60° 1900Im

@B6500K 60° 1900Im

Code Remark: N=N(No Driver) D=D(DALI Dim)

Black Reflector

137 www.nekolighting.com 138



NEKO / TAKEO /

TAKEO150 Ceiling Light

Super Eye Comfort
High Efficiency

2700K
3000K
4000K

CRI80
CRI90

25W
18W

200

30°
60°

ver v (B3] CB CE

LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code

18W 21 W 36V 500mA 80 2700K 30° 2800Im 2300lm  TMC1-8273018N-WM
60° 2800Im 2000im  TMC1-8276018N-WM

3000K 30° 2800Im 2300lm  TMC1-8303018N-WM

60° 2800Im 2000lm  TMC1-8306018N-WM

4000K 30° 3000m 2500lm  TMC1-8403018N-WM

60° 3000Im 2200lm  TMC1-8406018N-WM

25 W 28W 36V 700mA 80 2700K 30° 3800Im 3100lm  TMC2-8273025N-WM
60° 3800Im 2700lm  TMC2-8276025N-WM

3000K 30° 3800Im 3100m  TMC2-8303025N-WM

60° 3800Im 2700lm  TMC2-8306025N-WM

4000K 30° 4000Im 3300im  TMC2-8403025N-WM

60° 4000Im 2900im  TMC2-8406025N-WM

50,000h@L80B10

2152

Matt Reflector

18W 21 W 36V 500mA 80 2700K 30° 2800Im 2300lm  TMC1-8273018N-WB
60° 2800Im 2000m  TMC1-8276018N-WB

3000K 30° 2800Im 2300lm  TMC1-8303018N-WB

60° 2800Im 2000im  TMC1-8306018N-WB

4000K 30° 3000Im 2500lm  TMC1-8403018N-WB

60° 3000Im 2200lm  TMC1-8406018N-WB

25 W 28W 36V 700mA 80 2700K 30° 3800Im 3100lm  TMC2-8273025N-WB
60° 3800Im 2700lm  TMC2-8276025N-WB

3000K 30° 3800Im 3100lm  TMC2-8303025N-WB

60° 3800Im 2700lm  TMC2-8306025N-WB

4000K 30° 4000Im 3300im  TMC2-8403025N-WB

60° 4000Im 2900im  TMC2-8406025N-WB

Matt Reflector Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

Black Reflector White Reflector Matt Reflector
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NEKO / TAKEO

Fixed LED Downlight
Project: Bank Sparkasse, German
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NEKO / TAKEO/

Fixed LED Downlight
Super Eye Comfort LED Power System Power LED VoltageLED Current CRI CCT Beam LED Output System Output Code

High Efficiency 7.5 W ow 31V 250mA 80 2700K 25°  1000im 680Im  TTS1-8272508N-WB
60°  1000m  680im  TTS1-8276008N-WB
3000K 25°  1100m  700m  TTS1-8302508N-WB
60°  1100lm  700im  TTS1-8306008N-WB
4000K 25°  1200m  750lm  TTS1-8402508N-WB
60°  1200lm  750im  TTS1-8406008N-WB

11w 13 W 31V 350mA 80 2700K 25° 1300Im 870lm  TTS2-8272511N-WB
60° 1300Im 870m  TTS2-8276011N-WB

3000K 25° 1400Im 900im  TTS2-8302511N-WB

60° 1400Im 900im  TTS2-8306011N-WB

4000K 25° 1500Im 950im  TTS2-8402511N-WB

60° 1500Im 950lm  TTS2-8406011N-WB

Black Reflector

Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

7.5W CRI80 2700K | 550 UGR lﬁ! CE ((Tlv) Zgﬁ D%aOmm _ m
000K | g0° IP54 NI o ©
‘ 11 W |CRISO 4000K 50,0000@L80B10, < 19 CB Intertek 68x68 | Ceiing Thickness
75x75
LED Power System Power LED VoltageLED Current CRI CCT Beam LED Output System Output Code
7.5 W 9w 31V 2560mA 80 2700K 25° 1000Im 680Im  TTS1-8272508N-WM

60° 1000Im 680m  TTS1-8276008N-WM
3000K 25° 1100Im 700lm  TTS1-8302508N-WM
60° 1100Im 700lm  TTS1-8306008N-WM
4000K 25° 1200Im 750lm  TTS1-8402508N-WM
60° 1200im 750lm  TTS1-8406008N-WM

11w 13 W 31V 350mA 80 2700K 25° 1300Im 870m  TTS2-8272511N-WM
60° 1300Im 870lm  TTS2-8276011N-WM

3000K 25° 1400Im 900m  TTS2-8302511N-WM

60° 1400Im 900lm  TTS2-8306011N-WM

4000K 25° 1500Im 950lm  TTS2-8402511N-WM

60° 1500Im 950m  TTS2-8406011N-WM

Matt Reflector

7.5 W 9w 31V 250mA 80 2700K 25° 1000Im 680Im  TTS1-8272508N-WW
60° 1000Im 680im  TTS1-8276008N-WW

3000K  25° 1100Im 700lm  TTS1-8302508N-WW

60° 1100Im 700lm  TTS1-8306008N-WW

4000K  25° 1200Im 750lm  TTS1-8402508N-WW

60° 1200Im 750lm  TTS1-8406008N-WW

11w 13 W 31V 350mA 80 2700K 25° 1300Im 870m  TTS2-8272511N-WW
60° 1300Im 870m  TTS2-8276011N-WW

3000K 25° 1400Im 900m  TTS2-8302511N-WW

60° 1400Im 900m  TTS2-8306011N-WW

4000K 25° 1500Im 950lm  TTS2-8402511N-WW

White Reflector 60°  1500m  950m  TTS2-8406011N-WW

Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)
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NEKO / TAKEO/

Fixed LED Downlight
Super Eye Comfort
High Efficiency

NEKO / TAKEO/

Fixed LED Downlight
Super Eye Comfort
High Efficiency

9W CRIgo 2700K UGR c € (ql,) Aéﬁ D%:mmm .
3000K IP54 N sswn)
‘13W CRISO 4000K 60° 50,000h@L80B10| < 19 CUARANTEE CB Intertek 100x100 Ceiling Thickness - —
T10x110°
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
9w 1MW 36V 250mA 80 2700K 60° 1200Im 850Im  TSS1-8276009N-WM
3000K 60° 1300Im 900im  TSS1-8306009N-WM
... “000k 607 1400m  1000m TSS1-8406009N-WM
18W 15W 36V 350mA 80 2700K 60° 1700Im 1150lm  TSS2-8276013N-WM

Matt Reflector

White Reflector

Black Reflector

3000K 60° 1800Im 1200lm  TSS2-8306013N-WM
4000K 60° 1900Im 1300m  TSS2-8406013N-WM

9W mw 36V 250 mA 80 2700K 60° 1200Im 850lm  TSS1-8276009N-WW
3000K 60° 1300Im 900im  TSS1-8306009N-WW
4000K 60° 1400Im 1000lm  TSS1-8406009N-WW
1B8W 15W 36V 350mA 80 2700K 60° 1700Im 1150lm  TSS2-8276013N-WW

3000K  60° 1800Im 1200lm  TSS2-8306013N-WW
4000K 60° 1900Im 1300im  TSS2-8406013N-WW

9w 11w 36V 250 mA 80 2700K 60° 1200m 850lm  TSS1-8276009N-WB
3000K 60° 1300Im 900Im TSS1-8306009N-WB
4000K  60° 1400Im 1000lm  TSS1-8406009N-WB

1B8W 15W 36V 350mA 80 2700K 60° 1700Im 1150lm  TSS2-8276013N-WB
3000K 60° 1800Im 1200lm  TSS2-8306013N-WB
4000K  60° 1900Im 1300im  TSS2-8406013N-WB

Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

18W CRIg0 2700K UGR @ c € @ Aéﬁ &25""" o @
3000K IP54 AN o 9
‘ZSW CRI9O 4000K 70° 50,000h@L80B10, < 19 CB Intertek 150x150 Ceiling Thickness i H
167x167
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
18W 21 W 36V 500mA 80 2700K 70° 2100Im 1600lm  TSM1-8277018N-WM

Matt Reflector

White Reflector

Black Reflector

3000K 70° 2300Im 1700lm  TSM1-8307018N-WM
4000K 70°  2500Im 1800im  TSM1-8407018N-WM

25 W 28 W 36V 700mA 80 2700K 70° 3200Im 2200lm  TSM2-8277025N-WM
3000K 70° 3400Im 2400lm  TSM2-8307025N-WM
4000K 70° 3600Im 2600lm  TSM2-8407025N-WM

18W 21 W 36V 500mA 80 2700K 70° 2100Im 1600m  TSM1-8277018N-WW
3000K 70° 2300Im 1700lm  TSM1-8307018N-WW
4000K 70° 2500Im 1800m  TSM1-8407018N-WW

256 W 28 W 36V 700mA 80 2700K 70° 3200Im 2200lm  TSM2-8277025N-WW
3000K 70° 3400Im 2400lm  TSM2-8307025N-WW
4000K 70° 3600Im 2600lm  TSM2-8407025N-WW

18W 21 W 36V 500mA 80 2700K 70° 2100im 1600Im  TSM1-8277018N-WB
3000K 70° 2300im 1700lm  TSM1-8307018N-WB
4000K 70° 2500Im 1800lm  TSM1-8407018N-WB

256 W 28 W 36V 700mA 80 2700K 70° 3200Im 2200lm  TSM2-8277025N-WB
3000K 70° 3400Im 2400lm  TSM2-8307025N-WB
4000K 70° 3600Im 2600lm  TSM2-8407025N-WB

Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)
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NEKO / TAKEO/

Fixed LED Downlight
Super Eye Comfort
High Efficiency

25W CRIg0 2700K UGR c E @ &—7 éﬁmm o @
3000K IP54 W | @
‘SSW CRI90 2000K | 70°" s0000hetsoBto < 19 CB ntertek 200%200 | Gliing Thickness =
220x220
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
25 W 28W 36V 700mA 80 2700K 70° 2800Im 2000lm  TSL1-8277025N-WM

Matt Reflector

White Reflector

Black Reflector

3000K 70° 3000Im 2200im  TSL1-8307025N-WM
4000K 70°  3200Im 2400lm  TSL1-8407025N-WM

38 W 42 W 36V 1050 mA 80 2700K 70° 4100Im 3000im  TSL2-8277038N-WM
3000K 70° 4300Im 3200m  TSL2-8307038N-WM
4000K 70°  4500Im 3400lm  TSL2-8407038N-WM

25 W 28W 36V 700mA 80 2700K 70° 2800Im 2000im  TSL1-8277025N-WW
3000K 70° 3000Im 2200lm  TSL1-8307025N-WW
4000K 70° 3200Im 2400lm  TSL1-8407025N-WW

38 W 42 W 36V 1060 mA 80 2700K 70° 4100Im 3000m  TSL2-8277038N-WW
3000K 70° 4300Im 3200lm  TSL2-8307038N-WW
4000K 70° 4500Im 3400lm  TSL2-8407038N-WW

25 W 28W 36V 700mA 80 2700K 70° 2800Im 2000lm  TSL1-8277025N-WB
3000K  70° 3000m 2200lm  TSL1-8307025N-WB
4000K 70° 3200Im 2400lm  TSL1-8407025N-WB

38 W 42 W 36V 1060 mA 80 2700K 70° 4100Im 3000m  TSL2-8277038N-WB
3000K 70° 4300Im 3200lm  TSL2-8307038N-WB
4000K 70° 4500Im 3400lm  TSL2-8407038N-WB

Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

Black Housing Available for TAKEO Series

www.nekolighting.com m
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NEKO /CLUB

LED Module
Model No. M3 M4
Product Photo
63 |

Dimension (mm) @J‘” 65

}T-{
Cutout (mm) Mounted with Trim Mounted with Trim
Wattage 7.5W/11W 9W/ 13W/ 18W
CCT 2700K/ 3000K/ 4000K 2700K/ 3000K/ 4000K

Dim to Wam Dim to Wam
CRI >80/ >90 >80/ >90
Beam Angle 15°/25°/ 35°/ 60° 20°/35°/ 60°
Lumen Output 1050lm @CRI80 3000K 1300lm @CRI80 3000K
Reflector Color NEKO Standard NEKO Standard
IP IP54 IP54
Dimming

On/ Off, Phase Dim, 0/1-10V Dim, DALI Dim On/ Off, Phase Dim, 0/1-10V Dim, DALI Dim

Accessory Fit with CLUB Series Trims Fit with CLUB Series Trims
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NEKO / CLUB/
LED Downlight Module

63

Fit with CLUB Series Trims
1800K-3000K |35° Replace UGR "=
12W‘CRI95 Dim to Warm 60° 4, oomausoero H30950W | < 19 ‘IP54“ ‘CE ‘ @}4

50

LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code

12w 14W 34V 350 mA 95 1800K-3000K 35° 1100lm  Max.850lm M3-9D33512N-NN
60° 1100im  Max.850lm M3-9D36012N-NN

Code Remark: N=N(No Driver) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

M3-DW

DIM to WARM 1800K 2700K 3000K

e e i

2700K | 15° 1
W 26° UGR ( E €.
CRI90 3000K o IP54 E\Y/8
7.5W 4000K  age sooooneLsosto < 19 ‘ ‘ ‘ ‘ interek “

50
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
1w 18 W 31V 350mA 90 2700K 15° 1000Im 900Im M3-9271511N-NN

25 1000Im 900lm  M3-9272511N-NN
35° 1000Im 900lm  M3-9273511N-NN
60° 1000Im 900lm  M3-9276011N-NN

3000K 15° 1100Im 950lm  M3-9301511N-NN
25° 1100Im 950lm  M3-9302511N-NN
35° 1100Im 950lm  M3-9303511N-NN
60° 1100Im 950Im  M3-9306011N-NN

4000K 15° 1200im 1000lm  M3-9401511N-NN
25° 1200Im 1000lm  M3-9402511N-NN
35° 1200Im 1000lm  M3-9403511N-NN
60° 1200Im 1000lm  M3-9406011N-NN

7.5W 9w 31V 250mA 90 2700K 15° 850Im 650lm  M3-9271508N-NN
25° 850Im 650lm  M3-9272508N-NN
35° 850Im 650lm  M3-9273508N-NN
60° 850Im 650lm  M3-9276008N-NN

M3 3000K 15° 900Im 700lm  M3-9301508N-NN
25° 900Im 700lm  M3-9302508N-NN
35° 900Im 700lm  M3-9303508N-NN
60° 900Im 700lm  M3- 9306008N-NN

4000K 15° 950Im 750lm  M3-9401508N-NN
25° 950Im 750lm  M3-9402508N-NN
35° 950Im 750lm  M3-9403508N-NN
60° 950Im 750lm  M3-9406008N-NN

Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

Can be used in limited ceiling space of 80mm height
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NEKO / CLUB/

LED Downlight Module
Fit with CLUB Series Trims

1800K-3000K 35° Replace UGR "= 65
12W‘ CRI9S i 1o Wearm " g nauspro "5 < 19 ‘ e ‘ ‘ ‘ €3 ‘ .
—
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
12 W 14 W 34V 350 mA 95 1800K-3000K 35° 1100Im Max.950lm  M4- 9D33512N-NN
60° 1100lm  Max.950lm M4-9D36012N-NN
Code Remark: N=N(No Driver) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)
M4-DW
DIM to WARM 1800K 2700K 3000K

e e i

f 2700K | 20°
13W  18W Available UGR @ c E @GP
! . |CRI90 3000K | 35° IP54 N\
9W | In Different LED Chip 4000K | 60° |50,000neLeoB10| <19 ‘ ‘ - intertek

LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code

18W 15W 36V 350mA 90 2700K 20° 1300Im 1100lm  M4-9272013N-NN
35° 1300Im 1100lm ~ M4-9273513N-NN
60° 1300Im 1100lm  M4-9276013N-NN

3000K 20° 1400Im 1200lm  M4-9302013N-NN
35° 1400Im 1200lm  M4-9303513N-NN
60° 1400Im 1200lm  M4-9306013N-NN

4000K 20° 1500Im 1300im  M4-9402013N-NN
35° 1500Im 1300im  M4-9403513N-NN
60° 1500Im 1300im  M4-9406013N-NN

9w 11w 36V 250 mA 90 2700K 20° 900Im 800im  M4-9272009N-NN
35° 900Im 800im  M4-9273509N-NN
60° 900Im 800im  M4-9276009N-NN

3000K 20° 1000Im 850im  M4-9302009N-NN

35° 1000Im 850lm  M4-9303509N-NN

M4 60° 1000Im 850im  M4- 9306009N-NN
4000K 20° 1100Im 950im  M4-9402009N-NN

35° 1100Im 950Im  M4- 9403509N-NN
60° 1100Im 950im  M4- 9406009N-NN

18W 21 W 36V 500mA 90 2700K 20° 1800Im 1500lm  M4-9272018N-NN
35° 1800Im 1500lm  M4-9273518N-NN

60° 1800Im 1600lm  M4-9276018N-NN

3000K 20° 1900Im 1600im  M4-9302018N-NN

35° 1900Im 1600lm  M4-9303518N-NN

60° 1900Im 1600Im  M4-9306018N-NN

4000K 20° 2000Im 1700lm  M4-9402018N-NN

35° 2000Im 1700lm  M4-9403518N-NN
60° 2000Im 1700im  M4-9406018N-NN

M4-18W Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

Can be used in limited ceiling space of 80mm height
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NEKO / CLUB/ M4 Pro

Architectural LED Downlight Module
Fit with CLUB Series Trims

A

NEW
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NEKO / CLUB/ M4 Pro NEW

Architectural LED Downlight Module
Fit with CLUB Series Trims

M4 Pro LED Module

LED Power: 7W/ 9W/ 12W/ 13W/ 18W

LED Chip: Bridgelux CRI>97, R9=95, 2-step SDCM

Beam Angle: 10°/ 15°/ 25°/ 35°/ 50°

Standard CCT: 2700K/ 3000K/ 3500K/ 4000K

Optional CCT: 1800K-3000K Warm Dim/ 2700K-6500K Tunable White

Optional Accessory: Honeycomb/ Diffusion Filter/ Linear Spread Filter
Single Asymmetric Filter/ Double Asymmetric Filter

Honeycomb Effect

Diffusion Filter Effect

M4 Pro LED Module

Linear Spread Filter Effect

Accessory:

Honeycomb Diffusion Filter Linear Spread Filter Single Asmmetric Filter Double Asmmetric Filter

Single Asymmetric Filter Effect

CLUB Trim:

Double Asymmetric Filter Effect

www.nekolighting.com m



NEKO /CLUB/

Architectural LED Downlight Module
Fit with CLUB Series Trims

2700K
3000K
3500K
4000K

7W |CRI97 10°

e B e

LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code

7W 9w 36V 200mA 97 2700K 10° 650Im 500lm  M4P1-0271007N-NN
3000K 10° 700Im 550lm  M4P1-0301007N-NN
3500K 10° 725Im 600lm  M4P1-0351007N-NN
4000K 10° 750Im 650lm  M4P1-0401007N-NN

Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

50,000h@L80B10

M4 Pro-7W-10°

"\ TN T
2700K | 15° pr— I n“
13W/GRig7 8000K | 25° UGR |ps, @ c € \“’ﬂ‘ |
18W 3000k | 85 sncuonersoero | < 19 =
—=
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
13W 15W 36V 350mA 97 2700K 15°  1300Im 1050lm  M4P3-0271513N-NN

25°  1300Im 1050lm  M4P3- 0272513N-NN
35°  1300Im 1050lm  M4P3- 0273513N-NN
50°  1300Im 1000lm  M4P3- 0275013N-NN

3000K  15°  1400Im 1100lm  M4P3- 0301513N-NN
25° 1400m 1100lm  M4P3- 0302513N-NN
35°  1400lm 1100lm  M4P3- 0303513N-NN
50°  1400im 1050lm  M4P3- 0306013N-NN

3500K  15°  1450Im 1150lm  M4P3- 0351513N-NN
25°  1450im 1150lm  M4P3- 0352513N-NN
35°  1450Im 1150lm  M4P3- 0353513N-NN
50°  1450m 1100lm  M4P3- 0355013N-NN

4000K  15°  1500Im 1200lm  M4P3- 0401513N-NN

25°  1500lm 1200lm  M4P3- 0402513N-NN

M4 Pro-13W 35°  1500lm 1200lm  M4P3- 0403513N-NN
50°  1500im 1150lm  M4P3- 0405013N-NN

18W 21 W 36V 500mA 97 2700K 18° 1900Im 1500lm  M4P4-0271818N-NN
30° 1900Im 1500lm  M4P4-0273018N-NN
36° 1900Im 1500lm  M4P4-0273618N-NN
50° 1900Im 1400lm  M4P4- 0275018N-NN

3000K 18° 2000Im 1600lm  M4P4-0301818N-NN
30° 2000m 1600im  M4P4- 0303018N-NN
36° 2000Im 1600lm  M4P4- 0303618N-NN
50° 2000Im 1500lm  M4P4-0305018N-NN

3500K 18° 2100lm 1650lm  M4P4- 0351818N-NN
30° 2100Im 1650lm  M4P4- 0353018N-NN
36° 2100lm 1650lm  M4P4- 0353618N-NN
50° 2100Im 1600lm  M4P4- 0355018N-NN

4000K  18° 2200lm 1700lm  M4P4- 0401818N-NN

30° 2200lm 1700lm  M4P4- 0403018N-NN

M4 Pro-18W 36° 2200lm 1700lm  M4P4- 0403618N-NN
50 2200Im 1650im  M4P4- 0405018N-NN

Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)
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NEKO /CLUB/

Architectural LED Downlight Module
Fit with CLUB Series Trims

9W GRig0 2700K-6500K 208 UGR @ c € &
18W Tunable White | 385 o wsro | <19 P94
LED Power System Power LED Voltage LED Current CRI CCT Beam System Output Code
9w mw 36V 250mA 90  2700K-6500K  20° 700Im-850Im M4P6-9TW2009N-NN
38° 700Im-850Im M4P6-9TW3809N-NN
50° 620Im-750lm M4P6-9TW5009N-NN
@2700K 38° 700Im
@3000K 38° 730Im
@4000K 38° 800Im
@5000K 38° 850Im
@6500K 38° 850Im
13W 1B5W 36V 350mA 90  2700K-6500K  20°  900Im-1100Im M4P6-9TW2013N-NN
38°  900Im-1100Im M4P6-9TW3813N-NN
50°  850Im-1050Im M4P6-9TW5013N-NN
@2700K 38° 900Im
M4 Pro-TW @3000K 38° 950Im
@4000K 38° 1000Im
@5000K 38° 1100Im
P @6500K 38° 1100Im
1600 100K /| Code Remark: N=N(No Driver) D=D(DT8 DALI Dim)
Dim to Warm Tunable White
Tunable White 2700K 3000K 3500K 4000K 5000K 6500K
) 0 0 0 0 0
[ 0
19W/|CRIgs 1800K-3000K | 38° UGR c € e
‘ Dim to Warm | 50° 5 sooneteosio < 19 P54
e
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
12W 14w 34V 350 mA 95 1800K-3000K 38° 1100lm  Max.900lm M4P5-0D33812N-NN
50° 1100lm  Max.850im  M4P5-0D35012N-NN
Code Remark: N=N(No Driver) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)
M4 Pro-DW

DIM to WARM 1800K 2700K 3000K
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NEKO /CLUB
Project: Private Residence, Germany
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NEKO /CLUB

Trim Series

Perfect choice for specified architectural projects
Compatible with Mr16 and LED Modules
Wide range of design variants for different applications

Available in trimless versions

Decorative rings painted in a variety of colors (black, white, marble, wood, etc.)
Magnetic design for changing decorative ring without any tools

Module

M3 M4 M4 Pro
Honeycomb
Ring
Holding Ring-R Holding Ring-S
Linear Spread Lens Diffuser |
Tri m TA Pre-installation Trim KA-EI Pre-installation Trim KA Pre-installation Trim TSA Pre-installation Trim KSA-EI Pre-installation Trim  KSA Pre-installation Trim
&@ &7? | 25 75X75 B0X80 75X75
Decoration Ring
Decoration Ring Decoration Ring
Reflector [New)
Decoration Ring Cover ; :
Decoration Ring Cover 9 Decoration Ring Cover
TA8 TRF1 TRF1-1P44 TA5 TA5-IP65 TA6 TA7 TSA1 TSA2 TSAS3
KAS8-EI KRF1-El KRF1-El-IP44 KAS5-EI KAB-EI KAT7=El KSA1-El KSA2-El KSA3-EI
KA8 KRF1 KRF1-IP44 KA5 KAGB KA7 KSA1 KSA2 KSA3
hite-Matt hite-White hite-Black hite-Gold att hite att hite att hite lack Gold att hite lack Gold att hite att hite lack Gold hite-Matt hite-White hite-Black hite-Gold
Code: AB WM Code: AB WW Code: AB WB Code: AB WG Code: RF1 MR Code: RF1 WR Code: A5MR Code: A5 WR Code: A6 MD Code: A6 WD Code: A6 BD Code: A6 GD Code: A7 MD Code: A7 WD Code: A7BD Code: A7GD  Code: SA1 MR Code: SA1 WR Code: SA2 MD Code: SA2 WD Code: SA2 BD Code: SA2 GD Code: SA3WM Code: SA3WW Code: SA3WB Code: SA3WG
lack-Matt lack-Black lack-Gold lack Gold lack Gold lack hite ood arble lack hite ood arble lack Gold lack hite ood arble lack-Matt lack-Black lack-Gold
Code: RF1 BR Code: RF1 GR Code: A5 BR  Code: A5 GR Code: A6BDC ~ Code: A6 WDC  Code: A6 WODC  Code: A6 MBDC Code:A7BDC  Code:A7WDC ~ Code: A7WODGC Code: A7MBDC ~ Code: SATBR  Code: SA1GR  Code: SA2BDC  Code: SA2WDC  Code: SA2 WODC Code: SA2 MBDC Code: SA3 BM Code: SA3 BB Code: SA3 BG

Code: A8BM Code: A8 BB Code: A8 BG

167
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NEKO /CLUB

Trim Series

Module
M3 v4 M4 Pro
Ring
Honeycomb Linear Spread Lens Diffuser
Trim
145X75 | 145X75 147X80
Reflector
Decoration Ring
I
TSA1D TSA2D TSA3D
KSA1D-El KSA2D-El KSA3D-EI

! [ Hnew) Hnew)

KSA1D KSA2D KSA3D

Matt White Matt White  Black Gold Matt White  Black Gold

Black  White  Wood Marble
Black Gold Matt Black  Gold
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NEKO /CLUB

Trim Series

TA8 TSA1 TSA2 TSA3
TRF1 TAS TA6 TA7
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NEKO /CLUB

Trim Series

TSA1D TSA2D TSA3D

173 www.nekolighting.com 174
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NEKO /CLUB

Trim Series
Surface IP65

Matt White Black

‘¥ Frosted Glass

¥Silicone Gasket
¥Aluminium Cover

TA5-IP65

Gold

54mm i

@90mm
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NEKO /CLUB

Trim Series
Surface IP44

177

TRF1-IP44

Clear Diffuser

Silicone Gasket

Matt

White

Black

Gold

49mm

RLEES

285mm

www.nekolighting.com | 178
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NEKO /CLUB
Trim Series
Surface IP44

TSA1-IP44

¥
¥

Matt

Clear Diffuser

Silicone Gasket

White

Black

Gold

85x85mm

/7skzs

www.nekolighting.com | 180



NEKO /CLUB

Trimless Series

KAB

Installation Trimless Trims

J45mm

@71mm
2136mm

ds

KA8

o o

T
45mm

71X71mm

120x120mm

75X75

KRF1

53mmJ ,—JG) : 0]

140x72mm

187x118mm

L 147X80

KSA1

KSA2

KSA1D-El

KSA2D-EI

KSA3

KSA3D-EI
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NEKO /CLUB

Trim Series

Honeycomb

Matt

Linear Spread Lens

White

Diffuser

Black

Gold

0-30°

355° |

6mm wp

TSA1

85x85mm

/ 75%75

0-30°

TSA1D

6mm

53mm

155x85mm

/ 1adxas
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NEKO /CLUB

Trim Series

—

Honeycomb Linear Spread Lens Diffuser

TSA2

ﬁ Magnet

TSA2D

AN — White

——— Black

—— Wood

——— Marble

—— Blackglass

T zﬂﬁ. 'W\
53mm 53mm
85x85mm ‘ ‘ 155x85mm ‘

L 75X75 ﬂxm
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NEKO /CLUB

Trim Series

N

Black

Black

White

Gold

Gold

Matt

Matt

0-18° i
- T4

[

355°

W
(@)
[6)}

o

TSA3
TSA3D
T L [® LL[®
S S
48mm 48mm
85x85mm ‘ 155x85mm

m75 mxm
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NEKO /CLUB

Trim Series

TAS

&

HO AN 443

&

&

©
N~
@85
M3-TA5
~
(o]
@85
M4-TA5
355 ‘30"_ ‘ ‘ ‘
O L7
©|
R
Q71
M3-KA5-El 2120
~
(o]
71
M4-KA5-EI 120
355 ‘BO°' ‘ ‘ ‘
Ol wice
©
S
71
M3-KAS5 136
~
(o]
Q71
M4-KA5 136

TA6

&

D7 wlce

&

&

©|
.
285
M3-TA6 -
N
[}
285
M4-TA6
355 30°
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N
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M4-KAG-EI o120~
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Ol Z(<3
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e
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M3-KA6 136
N
[}
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M4-KA6 136

TA7

&

YL wice

&

KA7

&

©
~
@85
M3-TA7
N
o
@85
M4-TA7
355~ |30°,
(D" w|ce
o
~
a7
M3-KA7-El 0120
N
()
ar
M4-KA7-EIl —6120
355 30°
O wice
©
e
o
M3-KA7 136
N
[}
ar
M4-KA7 136

TA8

&

 Kas-El
&

KA8

&

O wice

"L wlce

HOIAN 443
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©
@85
M3-TA8
3
285
M4-TA8
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©
Q71
M3-KAB8-EI 0120
3
a71
M4-KA8-EI @120
o
©
Q71
M3-KA8 136
3
Q71
M4-KA8 136
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NEKO /CLUB

Trim Series

TRF1/ TRF1-1P44 ﬂ@

<75

T wlce

KRF1-El/ KRF1-El-IP44 u@

AT
/|

/_Izgoxs0

T w el

KRF1/ KRF1-1P44 u@

35@\30“,/‘ W‘ CE‘

7w el

© 2
85 85x85
M3-TRF1 M3-TSA1 —
5 S
285 85x85
Ma4-TRF1 M4-TSA1 —_—
—— [355° ~ |30°,
/Jisoxso @‘ /‘ 1; ‘ CE ‘
(2]
~
©
s 71x71
on M3-KSA1-El
M3-KRF1-El o120 120x120
> 8
o7
M4-KRF1-El 9120 M4-KSA1-El 7171
120x120
S |3557  |30°,
[ izsxrs @ ‘ ¥ W c E
o A
2
©
71x71
o M3-KSA1 120
M3-KRF1 136 120
5 8
T 71x71
Ma-KRF1 136 M4-KSA1 120

TSA2

1
L\??ﬁws

35@\30“,/‘ V‘CE‘

B

o
£ Ltaoeo

85x85
M3-TSA2 —
D O
=]
85x85
M4-TSA2 —
355« [30°,
IO wlcel
D :
o
71x71
M3-KSA2-El
120x120
D O
=)
71x71
M4-KSA2-El T20x120

.

35@\30“,}\ V‘CE‘

N

M3-KSA2

100

M4-KSA2

71x71
120

71x71

120

ST
1/;‘§75><75

35@\30“_/‘ V\Cd

ya E 80X80

—
/;‘2 75X75

NJ
~|
85x85
M3-TSA3 —
w
[}
85x85
M4-TSA3 —
355 30°,
OlANAIL]
N
~
71x71
M3-KSA3-EI 120x120
wn
(o]
71x71
M4-KSA3-El 120x120
355~ [30°,
O wlcel
F\r :_.
71x71
M3-KSA3 120
0|
(o]
71x71
M4-KSA3 120
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NEKO /CLUB

Trim Series

TSA1D

LD, W e

0 8
g 2
155x85
M3/M4-TSA1D
355 —~ |30°,
LT W/ CE]
28
23
140x72
187x118
M3/M4-KSA1D-EI
355 18°,
L145X75‘ D‘ /‘ W‘ CE‘
-8
Ny
g =

140x71
190x71

M3/M4-KSA1D

TSA2D

Lrdes| 7 CE

8
RIS
g =
155x85
M3/M4-TSA2D
[ T | CE
8
o8
i
140x72
187x118
M3/M4-KSA2D-EI
prve [[NEW)
s T CE
8
RIS
%J =
140x71
190x71

M3/M4-KSA2D

TSA3D

11 45X75

35@‘180>‘W‘C€‘

x 8
g =
155x85
M3/M4-TSA3D
[ed 7| CE
3 3
g3
140x72
187x118
M3/M4-KSA2D-EI
[k T | CE
8
<+
g2

140x71
190x71

M3/M4-KSA3D
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NEKO / SKYJACK
LED Downlight

Classic Recessed Architectural IP65 Shop & Corridors
SKYJACK AB8 SJAT-9W SKYJACK D SJD-9W SKYJACK F SJF-9W SKYJACK A145 SJA2-25W

www.nekolighting.com 196



NEKO /

LED Downlight
Incl. Phase Dim Driver & Fast Connection Junction Box

/i 1-25mm
‘ 6W CRigo 1800KB000K 35 /1, o0 IP44 ‘ ‘ ce ‘ H%ﬁ dm_om /ﬂlw
Tiltable | §0,000h@L80B10 68 | Ceiling Thickness 50
LED Power System Power LED Voltage LED CurrentCRI  CCT Beam LED Output System Output Code
6W 8w 18V 350mA  901800K-3000K 38°  650Im  Max.450lm SJA1-9D33806P-WW
’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’ Code Remark: P=(Phase Dim)
6W 8w 18V 350mA  901800K-3000K 38°  650Im Max.450im  SJA1-9D33806P-BB
’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’ Code Remark: P=(Phase Dim)
Light Distribution
[ S
3000K
) SJA1-DW-6W-9D3-38°
38°
Diameter Height,Emax
(cm)
?69 =1m 786lx
) 9137 =—2m 197Ix
2700K o A = 1-25mm 6
‘ w ‘CRIQO 3000K 38 -|'-/-|t‘*§on 50,000h@L80B10 IP44‘ ‘ c € ‘ ‘ C[%Q g'lﬁmqm i
iitable v eling ICKNEess T
@275 ——14m  49Ix
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code 9345—|5m 23l
9w 11w 18V 500mA 90 2700K 38°  900Im 720m  SJA1-9273809P-WW o e
3000K 38° 950Im 750im SJA1-9303809P-WW
””””””””””””””””””””””””””””””” Code Remark: P=(Phase Dim) DIM to WARM 1800K 2700K 3000K
9W 11w 18V 500mA 90 2700K 38° 900Im 720Im SJA1-9273809P-BB
3000K 38° 950Im 750lm SJA1-9303809P-BB

Code Remark: P=(Phase Dim)

Light Distribution
) — J —
2700K 3000K
SJA1-9W-927-38° SJA1-9W-930-38°
38° 38°
Diameter  |Height,Emax Diameter  |Height,Emax
(cm) (cm)
@72 =1m 1156Ix @72 =1m 1238Ix
@144  —{2m 288Ix @144 <2m 309l
$216 ——3m  128Ix @216 <——3m  138Ix
$288 —14m  72Ix $288 —14m  77Ix
@$359—|5m  49Ix @359—|5m  52Ix
20° 10° 0 10" 20° 200 10° 0° 10" 20°
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NEKO /

LED Downlight
Incl. Phase Dim Driver & Fast Connection Junction Box

/i 1-25mm 64
‘ 6W ‘cm#&?ﬁ{éﬁf}ﬁ% 38° /l,a0 IPa4 ‘ ‘ ce ‘ H%ﬁ om_ o
Tiltable | §0,000h@L80B10 70 | Ceiling Thickness 550
LED Power System Power LED Voltage LED CurrentCRI  CCT Beam LED Output System Output Code
6W 8w 18V 350mA 901800K-3000K 38°  650im  Max.450lm SJD-9D33806P-WW
”””””””””””””””””””””””””””””””””””””” Code Remark: P=(Phase Dim)
6W 8w 18V 350mA  901800K-3000K 38°  650Im  Max.400lm SJD-9D33806P-BB
””””””””””””””””””””””””””””””””””” Code Remark: P=(Phase Dim)
Light Distribution
[ S
3000K
) SJD-DW-6W-9D3-38°
38°
Diameter Height,Emax
(cm)
@64 =1m 884lx
) p128 =—2m 221l
K UGR 1-256mm
OW CRig0 3500 38 /lye0e IP 44 d%\ o
‘ S000K 'I"iltatglg 50,00006L80810 <19 c € 70 %Thiokness CER ==Em
@256 <——14m  55Ix
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code 9331—5m 27l
9w 11w 18V 500mA 90 2700K 38°  900Im 700im  SJD-9273809P-WW oo
3000K 38° 950Im 750lm  SJD-9303809P-WW
’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’ Code Remark: P=(Phase Dim) DIM to WARM 1800K 2700K 3000K
9W 11w 18V 500 mA 90 2700K 38° 900Im 650Im SJD-9273809P-BB
3000K 38° 950Im 700Im SJD-9303809P-BB

Code Remark: P=(Phase Dim)

Light Distribution
) — J —
2700K 3000K
SJD-9W-927-38° SJD-9W-930-38°
38° 38°
Diameter  |Height,Emax Diameter | Height,Emax
(cm) (cm)
P66 =1m 1467Ix @66 =1m 1558Ix
$132 —2m 367Ix $132 <=2m  389Ix
$198 <——3m 163Ix $198 ——3m 173Ix
$264 —14m  91Ix @264 —14m  97Ix
$330—|5m  59Ix @330—|5m  62Ix
200 10° ©0°  10° 20° 200 10° 0°  10° 20°

m www.nekolighting.com m



NEKO /

LED Downlight
Incl. Phase Dim Driver & Fast Connection Junction Box

1-256mm
2700K  nqe VR = &
‘ oW ‘CRIQO 3000K 8 50,0006L80B10 IPQOQ ‘ CE‘ ‘(@Q Ceiling Thick /&\]46
4 eling ICKNEess ,T
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
9W 11w 18V 500mA 90 2700K 38° 900Im 720lm SJF-9273809P-WW
3000K 38° 950Im 750lm SJF-9303809P-WW

Code Remark: P=(Phase Dim)

9w 11w 18V 500mA 90 2700K 38° 900Im 720Im SJF-9273809P-BB
3000K 38° 950Im 750im SJF-9303809P-BB

Code Remark: P=(Phase Dim)

Light Distribution
) — J —
2700K 3000K
SJF-9W-927-38° SJF-9W-930-38°
38° 38°
Diameter  |Height,Emax Diameter | Height,Emax
(cm) (cm)
@72 =1m 1156Ix @72 =1m 1238Ix
@144  —{2m 288Ix @144 <2m 309l
$216 ——3m  128Ix @216 <——3m  138Ix
$288 —14m  72Ix $288 —14m  77Ix
@$359—|5m  49Ix @359—|5m  52Ix
200 10° 0 10" 20° 200 10° 0 10" 20°
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NEKO /
LED Downlight

/,‘ UGR — 1-256mm ! \ 92
25W CRI90 3000K 30° /i,500 1P20 &\ dm om
‘ ‘ Tiltat:lg 50,000n@LE0E10 < 19 ‘ ‘ c E 145" | Ceiling Thickness I‘—(Z)‘“‘I_S—Si\‘

LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
25 W 28 W 36V 700mA 90 3000K 30°  2500Im 2200Im  SJA2-9303025N-WW

~ CodeRemark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

25 W 28 W 36V 700mA 90 3000K 30°  2500Im 2200m  SJA2-9303025N-BB

Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

Light Distribution

—T
3000K

o

SJA2-25W-930-30°
30°

Diameter Height,Emax

(cm)
@47 =1m 6834Ix
@94 <2m 1709Ix
@141 <——3m  759Ix

$188 —14m  427Ix

@235—|5m  273Ix
20° 10° 0 10" 20°
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NEKO / KENZO
Adjustable LED Spotlight

K1X30 K1X55 K1X70

i i o
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NEKO / KENZO /
Adjustable LED Spotlight

CRI90 2700K
‘ CRI80 2000K 0% 155

UGR
<19

CREE<

50,000n@L80B10

=8

€

LED Power System Power LED Voltage LED Current CRI

CCT Beam LEDOQutput System Output

Code

4w 6 W 12v 850mA 90 2700K 15°  350Im 800m  K1S-9271504N-WB
30°  350m 300m  K1S-9273004N-WB

556" 350im 800m  K1S-9275504N-WB

000K 15°  400Im 820m  K1S-9301504N-WB

30°  400m 320lm  K1S-9303004N-WB

56°  400Im 820im  K1S-9305504N-WB

4000K 15°  450Im 850m  K1S-9401504N-WB

. 30°  450Im 350im  K1S-9408004N-WB

Black Decoration Ring 55°  450Im 350Im  K1S-9405504N-WB
4w 6 W 12V 850mA 90 2700K 15°  350Im 800m  K1S-9271504N-WW

30°  350m 300im  K1S-9273004N-WW

55" 350im 800m  K1S-9275504N-WW

8000K 15°  400Im 820m  K1S-9301504N-WW

30" 400m 320m  K1S-9308004N-WW

55°  400Im 820im  K1S-9305504N-WW

4000K 15°  450Im 850Im  K1S-9401504N-WW

. - 30°  450Im 350im  K1S-9408004N-WW
White Decoration Ring 55°  450Im 350m  K1S-9405504N-WW
4w 6 W 12V 850mA 90 2700K 15°  350Im 800m  K1S-9271504N-WG

30°  350m 300m  K1S-9273004N-WG

55°  350Im 800m  K1S-9275504N-WG

8000K 15°  400Im 820m  K1S-9301504N-WG

30°  400m 320m  K1S-9308004N-WG

55°  400Im 820lm  K1S-9305504N-WG

4000K 15°  450Im 850m  K1S-9401504N-WG

. 30°  450Im 350im  K1S-9408004N-WG

Gold Decoration Ring 55°  450Im 350m  K1S-9405504N-WG

Code Remark: N=N(No Driver) F=F(ON-OFF) A=A(1-10V Dim) D=D(DALI Dim)

NEKO / KENZO /
Adjustable LED Spotlight

2700K
3000K
4000K

CRI90

‘ W GRigo

BB

50,000h@L80B10

UGR
<19‘IP20“

€

&

@350"

@55

@88

LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code

9 W 11 W 36V 260mA 90 2700K 18°  850Im 700Im K1M-9271809N-WB
24°  850lm 700Im K1M-9272409N-WB

36°  850Im 700Im K1M-9273609N-WB

3000K 18°  950Im 720Im K1M-9301809N-WB

24°  950lm 720Im K1M-9302409N-WB

36°  950Im 720Im K1M-9303609N-WB

4000K 18° 1050Im 800Im K1M-9401809N-WB

24°  1050Im 800Im K1M-9402409N-WB
Black Decoration Ring o se es0m 800m  K1M-9403600N-WB
9 W 11 W 36V 260mA 90 2700K 18°  850Im 700Im K1M-9271809N-WW
24°  850lm 700Im K1M-9272409N-WW

36°  850Im 700Im K1M-9273609N-WW

3000K 18°  950Im 720Im K1M-9301809N-WW

24°  950Im 720Im K1M-9302409N-WW

36°  950Im 720Im K1M-9303609N-WW

4000K 18° 1050Im 800Im K1M-9401809N-WW

24° 1050Im 800Im K1M-9402409N-WW
Write Decoration Ring 86t 1080Mm 800im  K1M-9403600N-WW
9 W 11 W 36V 260mA 90 2700K 18°  850Im 700Im K1M-9271809N-WG
24°  850im 700Im K1M-9272409N-WG

36°  850Im 700Im K1M-9273609N-WG

3000K 18°  950Im 720Im K1M-9301809N-WG

24°  950Im 720Im K1M-9302409N-WG

36°  950Im 720Im K1M-9303609N-WG

4000K 18° 1050Im 800Im K1M-9401809N-WG

24° 1050lm 800Im K1M-9402409N-WG

36° 1050Im 800Im K1M-9403609N-WG

Gold Decoration Ring

Code Remark: N=(NO Driver) F=(ON-OFF) P=(Phase Dim) A=(1-10V Dim) D=(DALI Dim)

Optional accessory

()
\_/

Honeycomb

Code for KIM-9402409N-WG  with Honeycomb

K1M-9402409N-WG -H

www.nekolighting.com m



NEKO / KENZO /
Adjustable LED Spotlight

LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
13 W 15 W 36V 350mA 90 2700K 15°  1400Im 1100Im  K1L1-9271513N-WW
25°  1400im 1100Im  K1L1-9272513N-WW
30°  1400im 1100im  K1L1-9273013N-WW
3000K 15°  1500im 1200Im  K1L1-9301513N-WW
25°  1500im 1200Im  K1L1-9302513N-WW
30°  1500im 1200im  K1L1-9303013N-WW
4000K 15°  1600Im 1300Im  K1L1-9401513N-WW
25°  1600im 1300im  K1L1-9402513N-WW
30°  1600im 1300Im  K1L1-9403013N-WW
18 W 21 W 36V 500mA 90 2700K 15°  1800Im 1500im  K1L2-9271518N-WW
25°  1800Im 1500Im  K1L2-9272518N-WW
30°  1800Im 1500Im  K1L2-9273018N-WW
3000K 15°  2000Im 1600Im  K1L2-9301518N-WW
25°  2000im 1600Im  K1L2-9302518N-WW
, - 30°  2000im 1600Im  K1L2-9303018N-WW
White Decoration Ring
4000K 15°  2200Im 1700m  K1L2-9401518N-WW
25°  2200im 1700lm  K1L2-9402518N-WW
30°  2200im 1700lm  K1L2-9403018N-WW
13 W 15 W 36V 350mA 90 2700K 15°  1400Im 1100lm  K1L1-9271513N-WG
25°  1400im 1100lm  K1L1-9272513N-WG
30°  1400im 1100m  K1L1-9273013N-WG
3000K 15°  1500Im 1200m  K1L1-9301513N-WG
25°  1500im 1200lm  K1L1-9302513N-WG
30°  1500im 1200lm  K1L1-9303013N-WG
4000K 15°  1600Im 1300Im  K1L1-9401513N-WG
25°  1600Im 1300Im  K1L1-9402513N-WG
30°  1600im 1300im  K1L1-9403013N-WG
18 W 21 W 36V 500mA 90 2700K 15°  1800Im 1500lm  K1L2-9271518N-WG
25°  1800Im 1500lm  K1L2-9272518N-WG
30°  1800Im 1500m  K1L2-9273018N-WG
0
2700K : ' © 3000K 15°  2000Im 1600Im  K1L2-9301518N-WG
EW gg:gg S000K “““ yeR P20 CE ({%\ 4350" 25°  2000Im 1600im  K1L2-9302518N-WG
4000K 5TI80% so,000maLe0810) < 19 100’ | 555 30°  2000im 1600Im  K1L2-9303018N-WG
otk Gold Decoration Ring 4000K 15°  2200Im 1700m  K1L2-9401518N-WG
25°  2200im 1700lm  K1L2-9402518N-WG
LED Power System Power LED Voltage LED Current CRI CCT Beam LEDOutput System Output  Code s 2200 1700m - KIL2-9403018N-WG
18 W 15 W 36V 850mA 90 2700K 15°  1400im 1100im  K1L1-9271513N-WB Code Remark: N=(NO Driver) F=(ON-OFF) P=(Phase Dim) A=(1-10V Dim) D=(DALI Dim)
25°  1400im 1100lm  K1L1-9272513N-WB
30°  1400im 1100lm  K1L1-9273013N-WB
3000K 15°  1500im 1200lm  K1L1-9301513N-WB Otional
25  1500im  1200im  K1L1-9302513N-WB Pone] acoessory
30 1500m 1200Im K1L1-9303013N-WB /7 | Codefor K1L2-9403018N-WG with Honeycomb
4000K 15°  1600Im 1800im  K1L1-9401513N-WB U K1L2-9403018N-WG-H
25°  1600im 1300Im  K1L1-9402513N-WB
30°  1600im 1300Im  K1L1-9403013N-WB Honeyoomb
18 W 21 W 36V 500mA 90 2700K 15°  1800Im 1500m  K1L2-9271518N-WB
25°  1800Im 1500lm  K1L2-9272518N-WB
30°  1800Im 1500im  K1L2-9273018N-WB
3000K 15°  2000Im 1600Im  K1L2-9301518N-WB
25° 2000Im 1600Im  K1L2-9302518N-WB
- 30°  2000im 1600Im  K1L2-9303018N-WB
Black Decoration Ring
4000K 15°  2200Im 1700m  K1L2-9401518N-WB
25°  2200Im 1700lm  K1L2-9402518N-WB
30°  2200im 1700lm  K1L2-9403018N-WB

Code Remark: N=(NO Driver) F=(ON-OFF) P=(Phase Dim) A=(1-10V Dim) D=(DALI Dim)
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Project: Bvlgari Hotel, Shanghai, China
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FUSION
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NEKO / FUSION

+ Hohe Lichtplanungsflexibilitat mit verschiedenen Grossen von Lichtmodulen

- Schmale LED-Downlights flr reinen Minimalismus

« Bester Blendschutz mit hoher Leistung und gutem Sehkomfort

+ Fix und schwenkbar, Wall Washer, Allgemeinbeleuchtung, Spot und
rahmenlose Version verfiigbar

. 5 Jahre Garantie

. Create a circle of light from a line of LED Downlights

- A narrow line of nano LED Downlights for pure minimalism

- Superior glare control for high performance and visual comfort

- Fixed, Adjustable, Wall Washer, General light, Spotlight and trimless versions
for choice

+ Five-year guarantee

www.nekolighting.com m



NEKO / FUSION

Linear Downlight Series

Fixed Adjustable Wall Washer General Light Spotlight Trimless

FF1/1LED/2W/170Im

-
37X37

——
ez PAS /5 LED/11W /900 Im —1) FW5/5LED/11W /600 Im —1-J FG5 /5 LED / 11W/ 400 Im 2. FS1/1LED/2W /170 Im
& FF2/2LED/4W/350 Im
62X37
soksr [F3/3LED/7W/550Im o~ FS2/2LED/4W/350 Im
L——) FA10/10LED/22W /1800 Im L— FW10/10LED/22W / 1200 Im L— FG10/10LED/22W /950 Im
298X52 282X37 282X37
|
t V Ex4/4 LED/9W /700 Im
oexes i1 FS3/3LED/7W /550 Im i1 FST3/3LED/7W /550 Im
144X37 152X44
) FWT5/5LED/ 11W /600 Im —+— FGT5/5LED/11W /400 Im
- 152X44 152%44
—1—) FF5/5 LED/ 11W /900 Im
—1—) Fs6/6LED/14W /1050 Im 1—) FST6/6LED/14W /1050 Im
282X37 290X44
[— = i Ly
% FF10/10 LED / 22W / 1800 Im wos | TWT10/10LED/22W /1200 Im woae [GT10/10LED/22W /950 Im raaxer FF3-FS1/4 LED /9W / 700 Im 1soxas FFT3-FST1/4 LED / 9W / 700 Im
[——
‘ovas [FT5/5LED/11W/900Im Secondary Reflector Beam
. . L+ ) Fre.FS2 /8 LED / 18W /1400 Im Er) FFT6-FST2 /8 LED / 18W / 1400 Im
282X37 290X44
Black Specular Medium 24° Wide 40°
—1—) FFT10/10 LED / 22W/ 1800 Im

290x44
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NEKO / FUSION
Fixed Series LED Downlight

Black Reflector

1LED/2W/170m

2LED/4W /350lm

3 LED/7W /550lm

5 LED/11W/900Im

10 LED /22W / 1800Im

Secondary Reflector

Black Specular

Specular Reflector

1LED/2W /200im

2LED/4W /400Im

3 LED/7W /600lm

5 LED/11W /1050Im

10 LED / 22W / 2100Im

Beam

Medium 24°

Wide 40°

45 mm

98 mm

i
144X37

L1
282X37 |

45 mm
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NEKO / FUSION/
Fixed LED Downlight

Project: Muyang Museum, China

CRIg0 | 2700K . UGR ‘ “ ‘ (“’ 1-25mm | 60 [
2W 3000K | %5- IP20 CE B\ /8 I F—
‘ CRI80  2000K 50,000n@L80810 < 10 [P @37 E@\%mmess P
45x45
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code

2 W 3 W 3V 700mA 80 2700K 24°  220Im 160Im FF1-8272402N-WB

40°  220Im 160Im FF1-8274002N-WB

3000K 24°  250Im 170Im FF1-8302402N-WB

40°  250Im 170Im FF1-8304002N-WB

4000K 24°  280Im 180Im FF1-8402402N-WB

40°  280Im 180Im FF1-8404002N-WB

Black Reflector

2 W 3 W 3V 700mA 80 2700K 24°  220Im 160Im FF1-8272402N-BB

40°  220Im 160Im FF1-8274002N-BB

3000K 24°  250Im 170Im FF1-8302402N-BB

40°  250Im 170Im FF1-8304002N-BB

4000K 24°  280Im 180Im FF1-8402402N-BB

40°  280Im 180Im FF1-8404002N-BB

Black Reflector

2 W 3 W 3V 700mA 80 2700K 24°  220Im 180Im FF1-8272402N-WS

40°  220Im 180Im FF1-8274002N-WS

3000K 24°  250m 200Im FF1-8302402N-WS

40°  250Im 200Im FF1-8304002N-WS

4000K 24°  280Im 220Im FF1-8402402N-WS

40°  280Im 220Im FF1-8404002N-WS

Specular Reflector ~ c oo ST

2 W 3 W 3V 700mA 80 2700K 24°  220Im 180Im FF1-8272402N-BS

40°  220Im 180Im FF1-8274002N-BS

3000K 24°  250Im 200Im FF1-8302402N-BS

40°  250Im 200Im FF1-8304002N-BS

4000K 24°  280Im 220Im FF1-8402402N-BS

40°  280Im 220Im FF1-8404002N-BS

Specular Reflector T T T T T T oo
Code Remark: N=(NO Driver) F=(ON-OFF) A=(1-10V Dim) D=(DALI Dim)

m www.nekolighting.com m



NEKO / FUSION/
Fixed LED Downlight

Project: Bvlgari Hotel, Shanghai, China

f R

CRI90 2700K o4° UGR ‘ ‘ ‘ ‘ (“’ 1-25mm 60)

aw 3000K 24: 1P20 C€ . Miezhar B _om =

‘ CRI80 2000K | *°° 50,000heLs0810 < 10 ek 2x37 Eﬁmcmess —_

70x45

LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
4 W 6 W 6V 700mA 80 2700K 24°  450Im 330im FF2-8272404N-WB
40°  450lm 330Im FF2-8274004N-WB
3000K 24°  500im 350im FF2-8302404N-WB
40°  500m 350im FF2-8304004N-WB
4000K 24°  550im 380Im FF2-8402404N-WB
40°  550lm 380Im FF2-8404004N-WB
Black Reflector
4 W 6 W 6V 700mA 80 2700K 24°  450lm 330im FF2-8272404N-BB
40°  450lm 330im FF2-8274004N-BB
3000K 24°  500im 350im FF2-8302404N-BB
40°  500Im 350im FF2-8304004N-BB
4000K 24°  550im 380Im FF2-8402404N-BB
40°  550lm 380Im FF2-8404004N-BB

Black Reflector

4 W 6 W 6V 700mA 80 2700K 24°  450Im 380Im FF2-8272404N-WS
40°  450lm 380Im FF2-8274004N-WS
3000K 24°  500im 400im FF2-8302404N-WS
40°  500m 400im FF2-8304004N-WS
4000K 24°  550im 440Im FF2-8402404N-WS
40°  550lm 440lm FF2-8404004N-WS
Specular Reflector
4 W 6 W 6V 700mA 80 2700K 24°  450Im 380Im FF2-8272404N-BS
40°  450lm 380Im FF2-8274004N-BS
3000K 24°  500im 400lm FF2-8302404N-BS
40°  500Im 400im FF2-8304004N-BS
4000K 24°  550im 440Im FF2-8402404N-BS
40°  550m 440im FF2-8404004N-BS
Specular Reflector Code Remark: N=(NO Driver) F=(ON-OFF) P=(Phase Dim) A=(1-10V Dim) D=(DALI Dim)

m www.nekolighting.com m



NEKO / FUSION/
Fixed LED Downlight

Project: Hallunda Station, Sweden

CRI90 2700K . UGR an 1-25mm | o ’
W 3000K 24 P20 CE Y. /g, —
‘ CRI80 7000K 40" s50,000neL80810 < 10 ek 0x37 Eem%mgn?ssﬂ —
98x45
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
7W 9 W 9V 700mA 80 2700K 24°  700Im 500im FF3-8272407N-WB
40°  700lm 500im FF3-8274007N-WB
3000K 24°  750Im 550Im FF3-8302407N-WB
40°  750lm 550Im FF3-8304007N-WB
4000K 24°  800Im 600Im FF3-8402407N-WB
40°  800Im 600Im FF3-8404007N-WB
Black Reflector
7 W 9 W 9V 700mA 80 2700K 24°  700Im 500im FF3-8272407N-BB
40°  700Im 500Im FF3-8274007N-BB
3000K 24°  750Im 550Im FF3-8302407N-BB
40°  750lm 550im FF3-8304007N-BB
4000K 24°  800Im 600Im FF3-8402407N-BB
40°  800Im 600Im FF3-8404007N-BB
Black Reflector
7 W 9 W 9V 700mA 80 2700K 24°  700im 550Im FF3-8272407N-WS
40°  700Im 550Im FF3-8274007N-WS
3000K 24°  750Im 600Im FF3-8302407N-WS
40°  750lm 600Im FF3-8304007N-WS
4000K 24°  800Im 650Im FF3-8402407N-WS
40°  800Im 650Im FF3-8404007N-WS
Specular Reflector
7 W 9 W 9V 700mA 80 2700K 24°  700Im 550Im FF3-8272407N-BS
40°  700Im 550im FF3-8274007N-BS
3000K 24°  750Im 600Im FF3-8302407N-BS
40°  750lm 600Im FF3-8304007N-BS
4000K 24°  800Im 650Im FF3-8402407N-BS
40°  800Im 650Im FF3-8404007N-BS

Code Remark: N=(NO Driver) F=(ON-OFF) P=(Phase Dim) A=(1-10V Dim) D=(DALI Dim)
Specular Reflector
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NEKO / FUSION/
Fixed LED Downlight Project: Office Helsinki, Finland

eﬂ

2700K | 540 © 1-25mm
gw CRIg0 2100K 4 UGR |09 c@m Wi -
‘ CRI80 2000K 40° |50,000n@L80810 < 10 C€ — 5X65 ?ﬁgmcknegs .
LED Power System Power LED \oltage LED Current CRI CCT Beam LED Output System Output Code
9 W 11w 12V 700mA 80 2700K 24° 850Im 670Im FX4-8272409N-WB
40° 850Im 670Im FX4-8274009N-WB
3000K 24° 900Im 700Im FX4-8302409N-WB
40° 900Im 700Im FX4-8304009N-WB
4000K  24° 1000Im 750Im FX4-8402409N-WB
40° 1000Im 750Im FX4-8404009N-WB
Black Reflector
9 W 1w 12V 700mA 80 2700K 24° 850Im 670Im FX4-8272409N-BB
40° 850Im 670Im FX4-8274009N-BB
3000K 24° 900Im 700Im FX4-8302409N-BB
40° 900Im 700Im FX4-8304009N-BB
4000K 24° 1000Im 750Im FX4-8402409N-BB
40° 1000Im 750Im FX4-8404009N-BB
Black Reflector
9w 11w 122V 700mA 80 2700K 24° 850Im 700Im FX4-8272409N-WS
40° 850Im 700Im FX4-8274009N-WS
3000K 24° 900Im 750Im FX4-8302409N-WS
40° 900Im 750Im FX4-8304009N-WS
4000K 24° 1000Im 800Im FX4-8402409N-WS
40° 1000Im 800Im FX4-8404009N-WS
Specular Reflector
9 W 11w 12V 700mA 80 2700K 24° 850Im 700Im FX4-8272409N-BS
40° 850Im 700Im FX4-8274009N-BS
3000K 24° 900Im 750Im FX4-8302409N-BS
40° 900Im 750Im FX4-8304009N-BS
4000K 24° 1000Im 800Im FX4-8402409N-BS
40° 1000Im 800Im FX4-8404009N-BS

Specular Reflector Code Remark: N=(NO Driver) F=(ON-OFF) P=(Phase Dim) A=(1-10V Dim) D=(DALI Dim)

227 www.nekolighting.com m



NEKO / FUSION/
Fixed LED Downlight

CRI90 2700K oa® UGR (“’ 1-25mm 60
11W 3000K | %5¢ IP20 CE A —
‘ CRI80 | 7000K 4°” s0,000heLs0810 < 10 ek ZB?MXW Ee\li%ﬂwiﬂ —
152.5x45
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
11w 13 W 15V 700mA 80 2700K 24° 1200Im 850Im FF5-8272411N-WB
40° 1200Im 850Im FF5-8274011N-WB
3000K 24° 1300Im 900Im FF5-8302411N-WB
40° 1300Im 900Im FF5-8304011N-WB
4000K 24° 1400Im 950Im FF5-8402411N-WB
40° 1400Im 950Im FF5-8404011N-WB
Black Reflector
11w 13 W 15V 700mA 80 2700K 24° 1200Im 850Im FF5-8272411N-BB
40° 1200Im 850Im FF5-8274011N-BB
3000K 24° 1300Im 900Im FF5-8302411N-BB
40° 1300Im 900Im FF5-8304011N-BB
4000K 24° 1400Im 950Im FF5-8402411N-BB
40° 1400Im 950Im FF5-8404011N-BB
Black Reflector
11w 13 W 15V 700mA 80 2700K 24° 1200Im 950Im FF5-8272411N-WS
40° 1200Im 950Im FF5-8274011N-WS

Specular Reflector

Specular Reflector

3000K 24°  1300Im 1000Im FF5-8302411N-WS
40°  1300Im 1000im FF5-8304011N-WS

4000K 24°  1400Im 1100Im FF5-8402411N-WS
40°  1400im 1100im FF5-8404011N-WS

Y 183 W 15V 700mA 80 2700K 24°  1200lm 950Im FF5-8272411N-BS
40°  1200Im 950Im FF5-8274011N-BS

3000K 24°  1300Im 1000Im FF5-8302411N-BS
40°  1300Im 1000im FF5-8304011N-BS

4000K 24°  1400Im 1100Im FF5-8402411N-BS
40°  1400im 1100im FF5-8404011N-BS

Code Remark: N=(NO Driver) F=(ON-OFF) P=(Phase Dim) A=(1-10V Dim) D=(DALI Dim)

Project: World Health Organization Building, Philippines
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NEKO / FUSION/
Fixed LED Downlight

Project: Bvlgari Hotel, Shanghai, China

o @

2700K R 1-25mm 60
22W 82:28 3000K 33 UGR 1p9 CE @_ A}? oo oo -
4000K 50,000h@L80B10 < 10 Intertek 82X37 Ceiling Thickness |
290x45
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
22 W 24 W 30V 700mA 80 2700K 24°  2400lm 1600Im FF10-8272422N-WB

40°  2400m 1600Im FF10-8274022N-WB

3000K 24°  2600im 1800Im FF10-8302422N-WB
40°  2600im 1800Im FF10-8304022N-WB
4000K 24°  2800Im 2000Im FF10-8402422N-WB
40°  2800Im 2000Im FF10-8404022N-WB

Black Reflector

22 W 24 W 30V 700mA 80 2700K 24°  2400lm 1600Im FF10-8272422N-BB
40°  2400im 1600Im FF10-8274022N-BB

3000K 24°  2600im 1800Im FF10-8302422N-BB
40°  2600m 1800Im FF10-8304022N-BB

4000K 24°  2800Im 2000Im FF10-8402422N-BB
40°  2800Im 2000Im FF10-8404022N-BB

Black Reflector

22 W 24 W 30V 700mA 80 2700K 24°  2400lm 2000Im FF10-8272422N-WS
40°  2400im 2000Im FF10-8274022N-WS

3000K 24°  2600im 2100Im FF10-8302422N-WS

40°  2600im 2100Im FF10-8304022N-WS

4000K 24°  2800Im 2300Im FF10-8402422N-WS

40°  2800Im 2300Im FF10-8404022N-WS

Specular Reflector

22 W 24 W 30V 700mA 80 2700K 24°  2400lm 2000Im FF10-8272422N-BS
40°  2400im 2000Im FF10-8274022N-BS

3000K 24°  2600im 2100Im FF10-8302422N-BS
40°  2600im 2100Im FF10-8304022N-BS

4000K 24°  2800Im 2300Im FF10-8402422N-BS
40°  2800Im 2300Im FF10-8404022N-BS

Specular Reflector Code Remark: N=(NO Driver) F=(ON-OFF) P=(Phase Dim) A=(1-10V Dim) D=(DALI Dim)
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NEKO / FUSION/
Surface IP65

CRI8O0 2700K
\ 4w Chico 3000k LY Y

1-26mm

dm mm

Ceiling Thickness

in

[ ]
75x50

Intertek

V=

E‘jg‘lpss“ ‘CG

50,000h@L80B10

Black Reflector

Black Reflector

LED Power System Power LED Voltage LED Current CRI CCT Beam LEDOutput System Output Code

4 W 6 W 6V 700mA 80 2700K 35° 450im 260lm  FF2-8273504N-WB-IP
45° 450im 260lm  FF2-8274504N-WB-IP

3000K 35° 500im 265Im  FF2-8303504N-WB-IP

45° 500im 265Im  FF2-8304504N-WB-IP

4000K 35° 550im 280Im  FF2-8403504N-WB-IP

45° 550Im 280Im  FF2-8404504N-WB-IP

4 W 6 W 6V 700mA 80 2700K 35° 450Im 260lm  FF2-8273504N-BB-IP
45° 450im 260lm  FF2-8274504N-BB-IP

3000K 35° 500im 265lm  FF2-8303504N-BB-IP

45° 500im 265Im  FF2-8304504N-BB-IP

4000K 35° 550Im 280Im  FF2-8403504N-BB-IP

45° 550im 280Im  FF2-8404504N-BB-IP

Code Remark: N=(NO Driver) F=(ON-OFF) P=(Phase Dim) A=(1-10V Dim) D=(DALI Dim)

NEKO / FUSION/
Surface IP65

FRONT,

CRIg0 2700K “ " UGR = C € @ 1&7 1-25mm | F%
™ ¢ s =
‘ CRI90 2888& 5% 145°0 50,000heLsoBio] < 19 P65 intertec Ax37 gen%m% [ ]
105x50
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
7 W 9 W 9V 700mA 80 2700K 35°  700Im 400lm  FF3-8273507N-WB-IP
45°  700Im 400lm  FF3-8274507N-WB-IP
3000K 35°  750Im 420lm  FF3-8303507N-WB-IP
45°  750im 420lm  FF3-8304507N-WB-IP
4000K 35°  800Im 460lm  FF3-8403507N-WB-IP
Black Reflector 45°  800Im 460lm  FF3-8404507N-WB-IP
7 W 9 W 9V 700mA 80 2700K 35°  700Im 400lm  FF3-8273507N-BB-IP
45°  700Im 400lm  FF3-8274507N-BB-IP
3000K 35°  750Im 420lm  FF3-8303507N-BB-IP
45°  750im 420lm  FF3-8304507N-BB-IP
4000K 35°  800Im 460lm  FF3-8403507N-BB-IP
45°  800Im 460lm  FF3-8404507N-BB-IP

Black Reflector

Code Remark: N=(NO Driver) F=(ON-OFF) P=(Phase Dim) A=(1-10V Dim) D=(DALI Dim)
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NEKO / FUSION/
Surface IP65

50,000h@L80B10

2700K
CRI80
1w 0 B85 N e

1-25mm

c@w ‘ ZE178x37 aens i asns

Intertek

J

T57x60

Ceiling Thickness

Eﬁg‘lpw“ ‘CE

Black Reflector

Black Reflector

LED Power System Power LED Voltage LED Current CRI CCT Beam LEDOutput System Output Code

11w 183 W 15V 700mA 80 2700K 35° 1200im 650im  FF5-8273511N-WB-IP
45° 1200im 650lm  FF5-8274511N-WB-IP

3000K 35° 1300im 685Im  FF5-8303511N-WB-IP

45° 1300im 685Im  FF5-8304511N-WB-IP

4000K 35° 1400im 750lm  FF5-8403511N-WB-IP

45° 1400Im 750lm  FF5-8404511N-WB-IP

11 W 13 W 15V 700mA 80 2700K 35° 1200Im 650lm  FF5-8273511N-BB-IP

45° 1200im 650im  FF5-8274511N-BB-IP

3000K 35° 1300Im 685Im  FF5-8303511N-BB-IP
45° 1300im 685Im  FF5-8304511N-BB-IP

4000K 35° 1400Im 750lm  FF5-8403511N-BB-IP
45° 1400Im 750lm  FF5-8404511N-BB-IP

Code Remark: N=(NO Driver) F=(ON-OFF) P=(Phase Dim) A=(1-10V Dim) D=(DALI Dim)

NEKO / FUSION/
Surface IP65

(v
IP65
2700K = 1-25mm 65 ==
CRIB0 UGR € F%ﬂ
22W 3000K “" ‘IP65“ ‘ce S anas]

‘ CRI90 4000K | |35% 145° s0000neL80B10 < 19 [ Z52736x37 g\%mckness (-

"294x50

LED Power System Power LED Voltage LED Current CRI CCT Beam LEDOutput System Output Code
22 W 24 W 30V 700mA 80 2700K 35° 2400Im 1250lm FF10-8273522N-WB-IP
45° 2400Im 1250lm FF10-8274522N-WB-IP
3000K 35° 2600Im 1350Im FF10-8303522N-WB-IP
45° 2600Im 1350lm FF10-8304522N-WB-IP
4000K 35° 2800Im 1600lm FF10-8403522N-WB-IP
45° 2800Im 15600lm FF10-8404522N-WB-IP

Black Reflector

22 W 24 W 30V 700mA 80 2700K 35° 2400Im 1250lm FF10-8273522N-BB-IP
45° 2400Im 1250lm FF10-8274522N-BB-IP
3000K 35° 2600Im 1350lm FF10-8303522N-BB-IP
45° 2600Im 1350Im FF10-8304522N-BB-IP
4000K 35° 2800Im 1500lm FF10-8403522N-BB-IP
45° 2800Im 1500im FF10-8404522N-BB-IP

Code Remark: N=(NO Driver) F=(ON-OFF) P=(Phase Dim) A=(1-10V Dim) D=(DALI Dim)

Black Reflector
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NEKO / FUSION/

Fixed Trimless Downlight

ri_leﬂﬂJ_h
625 @:ﬁi@
CRI90 2700K _ . UGR 1-25mm —
11w Ze0 3000k 24 UGR 1p20 @ CE /dheas o o B
4000K 50,000h@LE0B10 0 X Ceiling Thickness )_—.(1 O
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
1w 13 W 15V 700mA 80 2700K 24° 1200Im 850Im FFT5-8272411N-WB
40° 1200Im 850Im FFT5-8274011N-WB
3000K 24° 1300Im 900Im FFT5-8302411N-WB
40° 1300Im 900Im FFT5-8304011N-WB
4000K 24° 1400Im 950Im FFT5-8402411N-WB
40° 1400Im 950Im FFT5-8404011N-WB
Black Reflector
11w 13 W 15V 700mA 80 2700K 24° 1200Im 850Im FFT5-8272411N-BB
40° 1200Im 850Im FFT5-8274011N-BB
3000K 24° 1300Im 900Im FFT5-8302411N-BB
40° 1300Im 900Im FFT5-8304011N-BB
4000K 24° 1400Im 950Im FFT5-8402411N-BB
40° 1400Im 950Im FFT5-8404011N-BB
Black Reflector
1w 13 W 15V 700mA 80 2700K 24° 1200Im 950Im FFT5-8272411N-WS
40° 1200Im 950Im FFT5-8274011N-WS

Specular Reflector

Specular Reflector

237

3000K 24°  1300Im 1000lm  FFT5-8302411N-WS
40°  1300Im 1000m  FFT5-8304011N-WS

4000K 24°  1400im 1100lm  FFT5-8402411N-WS
40°  1400m 1100lm  FFT5-8404011N-WS

11w 13 W 15V 700mA 80 2700K 24°  1200lm 950Im FFT5-8272411N-BS
40°  1200m 950Im FFT5-8274011N-BS

3000K 24°  1300Im 1000lm  FFT5-8302411N-BS
40°  1300Im 1000m  FFT5-8304011N-BS

4000K 24°  1400im 1100m  FFT5-8402411N-BS
40°  1400m 1100lm  FFT5-8404011N-BS

Code Remark: N=(NO Driver) F=(ON-OFF) P=(Phase Dim) A=(1-10V Dim) D=(DALI Dim)

NEKO / FUSION/

Fixed Trimless Downlight

ﬂ_loﬂaJ_h
CRIg0| 2700K UGR 1-05mm | M
3000K 24. c € 36
‘22W CRI80 2000K 40° 50,000haL80B10 < 10 ‘IPZO‘ ‘ ‘ AE;QOX44 Ee\li%ﬂwiiﬂ

©86.5x41

LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
22 W 24 W 30V 700mA 80 2700K 24°  2400m 1600lm  FFTA-8272422N-WB
40°  2400lm 1600im  FFTA-8274022N-WB
3000K 24°  2600Im 1800Im  FFTA-8302422N-WB
40°  2600Im 1800Im  FFTA-8304022N-WB
4000K 24°  2800Im 2000im  FFTA-8402422N-WB
40°  2800Im 2000im  FFTA-8404022N-WB

Black Reflector
22 W 24 W 30V 700mA 80 2700K 24°  2400Im 1600Im  FFTA-8272422N-BB
40°  2400lm 1600im  FFTA-8274022N-BB
3000K 24°  2600Im 1800Im  FFTA-8302422N-BB
40°  2600Im 1800Im  FFTA-8304022N-BB
4000K 24°  2800Im 2000im  FFTA-8402422N-BB
40°  2800Im 2000im  FFTA-8404022N-BB
Black Reflector

22 W 24 W 30V 700mA 80 2700K 24°  2400m 2000lm  FFTA-8272422N-WS
40°  2400Im 2000lm  FFTA-8274022N-WS
3000K 24°  2600Im 2100lm  FFTA-8302422N-WS
40°  2600Im 2100lm  FFTA-8304022N-WS
4000K 24°  2800Im 2300Im  FFTA-8402422N-WS
40°  2800Im 2300lm  FFTA-8404022N-WS
Specular Reflector
22 W 24 W 30V 700mA 80 2700K 24°  2400Im 2000lm  FFTA-8272422N-BS

40°  2400Im 2000lm  FFTA-8274022N-BS

3000K 24°  2600m 2100lm  FFTA-8302422N-BS
40°  2600m 2100lm  FFTA-8304022N-BS

4000K 24°  2800Im 2300lm  FFTA-8402422N-BS
40°  2800Im 2300im  FFTA-8404022N-BS

Specular Reflector

Code Remark: N=(NO Driver) F=(ON-OFF) P=(Phase Dim) A=(1-10V Dim) D=(DALI Dim)
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NEKO / FUSION/
Adjustable LED Downlight

CRI90 2700K 24° UGR @ (‘I'b 1-25mm 60 t
11W 3000K 24 P20 CE LY. il
‘ CRI80 | 2000K 40° s0,000naLeoB10 < 10 cuanammes e ZE‘175()x53 gem%m% ‘ 1E7‘1=7ﬁo
X
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code

1 W 13 W 15V 700mA 80 2700K 24° 1200Im 850Im FA5-8272411N-WB

40° 1200Im 850Im FA5-8274011N-WB

3000K 24° 1300Im 900Im FA5-8302411N-WB

40° 1300Im 900Im FA5-8304011N-WB

4000K 24° 1400Im 950Im FA5-8402411N-WB

40° 1400Im 950Im FA5-8404011N-WB

Black Reflector

1 W 13 W 15V 700mA 80 2700K 24° 1200Im 850Im FA5-8272411N-BB

40° 1200Im 850Im FA5-8274011N-BB

3000K 24° 1300Im 900Im FA5-8302411N-BB

40° 1300Im 900Im FA5-8304011N-BB

4000K 24° 1400Im 950Im FA5-8402411N-BB

40° 1400Im 950Im FA5-8404011N-BB

Black Reflector

1w 13 W 15V 700mA 80 2700K 24° 1200Im 950Im FA5-8272411N-WS

40° 1200Im 950Im FA5-8274011N-WS

3000K 24°  1300Im 1000Im FA5-8302411N-WS
40°  1300im 1000Im FA5-8304011N-WS
4000K 24°  1400Im 1100Im FA5-8402411N-WS
40°  1400Im 1100Im FA5-8404011N-WS

Specular Reflector

11w 13 W 15V 700mA 80 2700K 24°  1200lm 950Im FA5-8272411N-BS
40°  1200Im 950Im FA5-8274011N-BS

3000K 24°  1300Im 1000Im FA5-8302411N-BS
40°  1300Im 1000Im FA5-8304011N-BS

4000K 24°  1400Im 1100Im FA5-8402411N-BS
40°  1400lm 1100Im FA5-8404011N-BS

Specular Reflector Code Remark: N=(NO Driver) F=(ON-OFF) P=(Phase Dim) A=(1-10V Dim) D=(DALI Dim)
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NEKO / FUSION/
Adjustable LED Downlight

Ll
CRI90 2700K 04° UGR ‘ “ ‘ (“’ 1-256mm 60
22W 3000K 24: IP20 ce Y. [ e
‘ CRI80 | 1000K 50,000n@L80B10 < 10 e ZE;QBX53 Eem%mmess uS:O,Q:ﬁ
X70
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
22 W 24 W 30V 700mA 80 2700K 24°  2400m 1600Im FA10-8272422N-WB
40°  2400Im 1600Im FA10-8274022N-WB
3000K 24°  2600Im 1800Im FA10-8302422N-WB
40°  2600Im 1800Im FA10-8304022N-WB
4000K 24°  2800Im 2000Im FA10-8402422N-WB
40°  2800Im 2000Im FA10-8404022N-WB
Black Reflector
22 W 24 W 30V 700mA 80 2700K 24°  2400Im 1600Im FA10-8272422N-BB
40°  2400Im 1600Im FA10-8274022N-BB
3000K 24°  2600Im 1800Im FA10-8302422N-BB
40°  2600Im 1800Im FA10-8304022N-BB
4000K 24°  2800Im 2000Im FA10-8402422N-BB
40°  2800Im 2000Im FA10-8404022N-BB
Black Reflector
22 W 24 W 30V 700mA 80 2700K 24°  2400m 2000Im FA10-8272422N-WS
40°  2400Im 2000Im FA10-8274022N-WS
3000K 24°  2600Im 2100im FA10-8302422N-WS
40°  2600Im 2100Im FA10-8304022N-WS
4000K 24°  2800Im 2300Im FA10-8402422N-WS
40°  2800Im 2300Im FA10-8404022N-WS
Specular Reflector

22 W 24 W 30V 700mA 80 2700K 24°  2400m 2000Im FA10-8272422N-BS
40°  2400Im 2000Im FA10-8274022N-BS
3000K 24°  2600Im 2100Im FA10-8302422N-BS
40°  2600Im 2100Im FA10-8304022N-BS
4000K 24°  2800Im 2300Im FA10-8402422N-BS
40°  2800Im 2300Im FA10-8404022N-BS

Specular Reflector

Code Remark: N=(NO Driver) F=(ON-OFF) P=(Phase Dim) A=(1-10V Dim) D=(DALI Dim)

Project: Bvlgari Hotel, Shanghai, China
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NEKO / FUSION/
Wall Washer LED Downlight

Project: Private House, China

CRIg0 2700K QD 1-25mm
11W 3000K ‘ IP20 CE LY.
‘ CRIB0  4000K ‘ 50,000h@L80B10 e mxw %m%
152.5x45
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
11 W 13 W 15V 700mA 80 2700K WW  1200m 550im FW5-827WW11N-WM
3000K WW  1300Im 600Im FW5-830WW11N-WM
4000K WW  1400Im 650Im FW5-840WW11N-WM
Matt Reflector
11 W 13 W 15V 700mA 80 2700K WW  1200Im 550im FW5-827WW11N-BM

3000K WW  1300Im 600Im FW5-830WW11N-BM

4000K WW  1400Im 650Im FW5-840WW11N-BM

Viatt Reflector Code Remark: N=(NO Driver) F=(ON-OFF) P=(Phase Dim) A=(1-10V Dim) D=(DALI Dim)

Trimless available

Trimless code for FW5-830WW11N-WM
FWT5-830WW11N-WM ZE@X‘M
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NEKO / FUSION/
Wall Washer LED Downlight

CRIg0 2700K A 1-25mm
20W 3000K ‘ IP20 ce LY.

‘ CRIB0  4000K ‘ 50,000h@L80B10 e ZEZ?}sz? gem%mﬂ P

290x45

LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
22 W 24 W 30V 700mA 80 2700K WW  2400im 1100lm  FW10-827WW22N-WM
3000K WW  2600Im 1200lm  FW10-830WW22N-WM
4000K WW  2800Im 1300lm  FW10-840WW22N-WM

Matt Reflector

22 W 24 W 30V 700mA 80 2700K WW  2400im 1100lm  FW10-827WW22N-BM

3000K WW  2600Im 1200m  FW10-830WW22N-BM

4000K WW  2800Im 1300m  FW10-840WW22N-BM

Code Remark: N=(NO Driver) F=(ON-OFF) P=(Phase Dim) A=(1-10V Dim) D=(DALI Dim)
Matt Reflector

Trimless available

Trimless code for FW10-830WW22N-WM
FWTA-830WW22N-WM ZBz?me

F—
286.5x41

sehr gute Wall Washer Beleuchtungsqualitat
High quality wall washer illumination

www.nekolighting.com m



NEKO / FUSION/ NEKO / FUSION/
General LED Downlight General LED Downlight

60

2700K © 1-25mm 2700K g 1-25mm
1 G0 B e [BY) CE @ M| fen 220 G0 0K e [BY) CE @ Lo dimein

4000K 50,000n@L80B10 Intertek X Ceiling Thickness 4000K 50,000h@L80B10 Intertek X Ceiling Thickness —

152.5x45 290x45

LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
11w 13 W 15V 700mA 80 2700K 75° 1200Im 380Im FG5-8277511N-WB 22 W 24 W 30V 700mA 80 2700K 75°  2400m 850Im FG10-8277522N-WB
3000K 75° 1300Im 400Im FG5-8307511N-WB 3000K 75°  2600Im 900Im FG10-8307522N-WB
4000K 75° 1400Im 450lm FG5-8407511N-WB 4000K 75°  2800Im 950Im FG10-8407522N-WB

Black Reflector
Black Reflector

1w 13 W 15V 700mA 80 2700K 75° 1200Im 350Im FG5-8277511N-BB 22 W 24 W 30V 700mA 80 2700K 75°  2400m 850Im FG10-8277522N-BB
3000K 75° 1300Im 400Im FG5-8307511N-BB 3000K 75°  2600Im 900Im FG10-8307522N-BB
4000K 75° 1400Im 450Im FG5-8407511N-BB 4000K 75°  2800Im 950Im FG10-8407522N-BB

B Code Remark: N=(NO Driver) F=(ON-OFF) P=(Phase Dim) A=(1-10V Dim) D=(DALI Dim) Code Remark: N=(NO Driver) F=(ON-OFF) P=(Phase Dim) A=(1-10V Dim) D=(DALI Dim)
ack Reflector Black Reflector

Trimless available Trimless available

Trimless code for FG5-8307511N-WB g
152x44

Trimless code for FG10-8307522N-WB
FGT5-8307511N-WB ZEQ)X‘M

FGTA-8307522N-WB
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Project: Medical Office Celle Germany, Germany
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NEKO / FUSION
Adjustable Spotlight

Diversity Design with Adjustable Spot Light

www.nekolighting.com m



NEKO / FUSION/
Adjustable Spotlight

2700K
3000K
4000K

CRI80

‘ 2W GRrigo

Bl X

50,000h@L80B10

Intertek

E‘;‘g‘IPZO“ ‘CE

Vi~

1-26mm

dm mm

Ceiling Thickness

o
©

LED Power System Power LED Voltage LED Current CRI

CCT Beam LED Output System Output

Code

2 W 3 W 3V 700mA 80 2700K 15°  220Im 160Im FS1-8271502N-WN
30°  220im 160Im FS1-8273002N-WN

3000K 15°  250Im 170Im FS1-8301502N-WN

30°  250im 170Im FS1-8303002N-WN

4000K 15°  280Im 180Im FS1-8401502N-WN

30°  280Im 180Im FS1-8403002N-WN

2 W 3 W 3V 700mA 80 2700K 15°  220Im 160Im FS1-8271502N-BN
30°  220m 160Im FS1-8273002N-BN

3000K 15°  250Im 170Im FS1-8301502N-BN

30°  250im 170Im FS1-8303002N-BN

4000K 15°  280Im 180Im FS1-8401502N-BN

30°  280Im 180Im FS1-8403002N-BN

Code Remark: N=(NO Driver) F=(ON-OFF) A=(1-10V Dim) D=(DALI Dim)

NEKO / FUSION/
Adjustable Spotlight

2700K
3000K
4000K

CRI80
CRI90

‘4W

LA

50,000h@L80B10

Intertek

L":g‘lpzo“ ‘CE

Vi

1-26mm
bm_ om

Ceiling Thickness

o A W
©

98x45

LED Power System Power LED Voltage LED Current CRI

CCT Beam LEDOutput System Output

Code

4 W 6 W 6V 700mA 80 2700K 15°  450Im 330Im FS2-8271504N-WN
30°  450im 330Im FS2-8273004N-WN

3000K 15°  500Im 350Im FS2-8301504N-WN

30°  500im 350im FS2-8303004N-WN

4000K 15°  550Im 400Im FS2-8401504N-WN

30°  550m 400im FS2-8403004N-WN

4 W 6 W 6V 700mA 80 2700K 15°  450Im 330Im FS2-8271504N-BN
30°  450im 330Im FS2-8273004N-BN

3000K 15°  500Im 350Im FS2-8301504N-BN

30°  500im 350im FS2-8303004N-BN

4000K 15°  550Im 400Im FS2-8401504N-BN

30°  550m 400im FS2-8403004N-BN

Code Remark: N=(NO Driver) F=(ON-OFF) P=(Phase Dim) A=(1-10V Dim) D=(DALI Dim)
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NEKO / FUSION/ NEKO / FUSION/
Adjustable Spotlight Adjustable Spotlight

CRIg0 2700K UGR @ ('I'l’ 1-25mm ol A I CRI80| 2700K UGR - €-“’ 1-25mm o o
W 3000k Y 11 C€ €. 8 13W a000K [/ 1174 IP2 C€E &. 8
‘ CRISO | 4000K 07 s0,000naLs0B10| < 19 P20 gnz ZE?‘“"W Vge\%ncgﬂmgfi ‘? CRIS0 2000K 0" 50,000neL0810 < 19 0 g&z 152732"37 geih%w% ?‘
152.5x45 290x45
LED Power System Power LED Voltage LED Current CRI CCT Beam LEDOutput System Output Code LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
7 W 9 W 9V 700mA 80 2700K 15° 700Im 500im FS3-8271507N-WN 183 W 15 W 18V 700mA 80 2700K 15° 1400Im 1000Im FS6-8271513N-WN
30°  700m 500im FS3-8273007N-WN 30°  1400Im 1000Im FS6-8273013N-WN
3000K 15°  750Im 550Im FS3-8301507N-WN 3000K 15°  1500Im 1050Im FS6-8301513N-WN
30°  750m 550im FS3-8303007N-WN 30°  1500Im 1050Im FS6-8303013N-WN
4000K 15°  800Im 600Im FS3-8401507N-WN 4000K 15°  1600Im 1100Im FS6-8401513N-WN
30° 800Im 600Im FS3-8403007N-WN 30° 1600Im 1100Im FS6-8403013N-WN
7 W 9 W 9V 700mA 80 2700K 15° 700Im 500im FS3-8271507N-BN 183 W 15 W 18V 700mA 80 2700K 15° 1400Im 1000Im FS6-8271513N-BN
30° 700Im 500Im FS3-8273007N-BN 30° 1400Im 1000Im FS6-8273013N-BN
3000K 15°  750Im 550Im FS3-8301507N-BN 3000K 15°  1500Im 1050Im FS6-8301513N-BN
30°  750m 550im FS3-8303007N-BN 30°  1500m 1050Im FS6-8303013N-BN
4000K 15°  800Im 600Im FS3-8401507N-BN 4000K 15°  1600Im 1100Im FS6-8401513N-BN
30° 800Im 600Im FS3-8402507N-BN 30° 1600Im 1100Im FS6-8403013N-BN
Code Remark: N=(NO Driver) F=(ON-OFF) P=(Phase Dim) A=(1-10V Dim) D=(DALI Dim) Code Remark: N=(NO Driver) F=(ON-OFF) P=(Phase Dim) A=(1-10V Dim) D=(DALI Dim)
Trimless available Trimless available

Trimless code for FS3-8301507N-WN g
144x37

Trimless code for FS6-8301513N-WN
FST3-8301507N-WN ZE;SZX37

FST6-8301513N-WN

—
282x37
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NEKO / FUSION / NEKO / FUSION /
Adjustable Spotlight Adjustable Spotlight

CRI80 2700K UGR © C € 6“’ g 1-25mm 2 1 CRI80| 2700K UGR — c € @ 1-25mm 3 P R
‘ W cRigo 2888& “ '40| 50,000naL8o810 < 19 P20 jgn} 144x37 GCéiling Thickness ‘? 17W cRrigo 2888& “ '40| 50,000n@L80B10| < 19 P20 :mm ZEZBZXS? Cmﬁeihng Th‘cmkness ?‘
152.5x45 290x45
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
9 W 11 W 12V 700 mA 80 2700K 24° 900Im 650Im FFS1-8272409N-WB 17 W 19 W 24\ 700 mA 80 2700K 24° 1900Im 1300Im FFS2-8272417N-WB
40° 900Im 650Im FFS1-8274009N-WB 40°  1900Im 1300Im FFS2-8274017N-WB
3000K 24°  1000Im 700Im FFS1-8302409N-WB 3000K 24°  2000Im 1400Im FFS2-8302417N-WB
40°  1000Im 700Im FFS1-8304009N-WB 40°  2000Im 1400Im FFS2-8304017N-WB
4000K 24°  1100Im 800Im FFS1-8402409N-WB 4000K 24°  2200im 1500Im FFS2-8402417N-WB
40°  1100Im 800Im FFS1-8404009N-WB 40°  2200Im 1500Im FFS2-8404017N-WB
9 W M1 W 12V 700mA 80 2700K 24° 900Im 650Im FFS1-8272409N-BB 17 W 19 W 24V 700mA 80 2700K 24°  1900im 1300Im FFS2-8272417N-BB
40° 900Im 650Im FFS1-8274009N-BB 4°0  1900Im 1300Im FFS2-8274017N-BB
3000K 24°  1000Im 700Im FFS1-8302409N-BB 3000K 24°  2000im 1400Im FFS2-8302417N-BB
40°  1000Im 700Im FFS1-8304009N-BB 40°  2000Im 1400Im FFS2-8304017N-BB
4000K 24°  1100Im 800Im FFS1-8402409N-BB 4000K 24°  2200im 1500Im FFS2-8402417N-BB
40°  1100Im 800Im FFS1-8404009N-BB 40°  2200Im 1500Im FFS2-8404017N-BB
Code Remark: N=(NO Driver) F=(ON-OFF) P=(Phase Dim) A=(1-10V Dim) D=(DALI Dim) Code Remark: N=(NO Driver) F=(ON-OFF) P=(Phase Dim) A=(1-10V Dim) D=(DALI Dim)
Trimless available Trimless available

Trimless code for FFS1-8304009N-WN g
144x37

Trimless code for FFS2-8304017N-WN
FFS3-8304009N-WN ZE;SZX37

FFS4-8304017N-WN

—
282x37
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NEKO / FUSION Fixed NEKO / FUSION Fixed /
NEW

Higher Efficiency Version Higher Efficiency Version
Flat Surface Flat Surface

Higher Lumen Output Higher Lumen Output

More Beam Angles More Beam Angles

FFE1-2W/ 220im @CRI80 3000K

FFE3-6W/ 660im @CRI80 3000K

FFE5-10W/ 1100Im @CRI80 3000K

CRI90 2700K | 157 UGR E'"’ 1-25mm 55
2W 3000K | 24: P20 CE &Y. A
‘ CRI80 4000K gg, 50,000h@L80B10 < 19 Intertek @37 Ceiling Thickness
45x45
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
2 W 3 W 3V 700mA 80 2700K 15°  230Im 210lm  FFE1-8271502N-WB
24°  230Im 210lm  FFE1-8272402N-WB
40°  230Im 210lm  FFE1-8274002N-WB
FFE10-20W/ 2200im @CRI80 3000K 55°  230Im 210lm  FFE1-8275502N-WB
FFE10-26W/ 2800im @CRI80 3000K 3000K 15°  250Im 220lm  FFE1-8301502N-WB
24°  250lm 220lm  FFE1-8302402N-WB
40°  250lm 220lm  FFE1-8304002N-WB
55°  250Im 220lm  FFE1-8305502N-WB
Black Reflector 4000K 15°  270Im 240lm  FFE1-8401502N-WB
24°  270Im 240lm  FFE1-8402402N-WB
40°  270lm 240lm  FFE1-8404002N-WB
... 5 210m  240m FFE1-8405502N-WB
2 W 3 W 3V 700mA 80 2700K 15°  230Im 210Im FFE1-8271502N-BB
24°  230Im 210lm FFE1-8272402N-BB
40°  230Im 210lm FFE1-8274002N-BB
55°  230Im 210Im FFE1-8275502N-BB
3000K 15°  250Im 220Im FFE1-8301502N-BB
24°  250lm 220Im FFE1-8302402N-BB
40°  250lm 220Im FFE1-8304002N-BB
55°  250lm 220Im FFE1-8305502N-BB
Black Reflector 4000K 15°  270Im 240lm FFE1-8401502N-BB
24°  270Im 240lm FFE1-8402402N-BB
Beam Angles 40°  270lm 240lm FFE1-8404002N-BB
55°  270Im 240lm FFE1-8405502N-BB

Code Remark: N=(NO Driver) F=(ON-OFF) A=(1-10V Dim) D=(DALI Dim)

Spot 15° Medium 24° Wide 40° Flood 55°
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NEKO / FUSION Fixed / NEKO / FUSION Fixed /

Higher Efficiency Version Higher Efficiency Version
Flat Surface Flat Surface

Higher Lumen Output Higher Lumen Output

More Beam Angles More Beam Angles

CRI90 2700K | 152 UGR = E'"’ 1-25mm 55 CRI90 2700K | 15° UGR = ('l'b 1-25mm 55
BW 3000K 24: IP20 c € £. Wi 10w 3000K 24: P20 c € £
‘ CRIBO 2000K £2- so.000heLsosto < 19 e 0x37 gem%m% CRIBO 2000K £2: s0,000meLe0810 < 19 o ZB17-4x37 Ee\ﬁ%ﬂm%

o7xd5 T52x45

LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
6 W 8 W 9V 700mA 80 2700K 15° 700Im 630Im  FFE3-8271506N-WB 10 W 12 W 15V 700mA 80 2700K 15°  1200im 1000lm  FFE5-8271510N-WB
24° 700Im 630Im FFE3-8272406N-WB 24° 1200Im 1000lm  FFE5-8272410N-WB
40° 700im 630lm  FFE3-8274006N-WB 40°  1200Im 1000lm  FFE5-8274010N-WB
55° 700im 630Im FFE3-8275506N-WB 55° 1200Im 1000lm  FFE5-8275510N-WB
3000K 15° 750lm 660lm  FFE3-8301506N-WB 3000K 15°  1300Im 1100lm  FFE5-8301510N-WB
24° 750im 660lm  FFE3-8302406N-WB 24°  1300im 1100lm  FFE5-8302410N-WB
40° 750im 660Im FFE3-8304006N-WB 40° 1300Im 1100lm  FFE5-8304010N-WB
55° 750im 660Im FFE3-8305506N-WB 55° 1300Im 1100lm  FFE5-8305510N-WB
4000K 15° 800Im 720lm FFE3-8401506N-WB 4000K 15° 1400Im 1200lm  FFE5-8401510N-WB
Black Reflector 24° 800Im 720lm  FFE3-8402406N-WB 24°  1400lm 1200lm  FFE5-8402410N-WB
40° 800Im 720lm FFE3-8404006N-WB Black Reflector 40° 1400Im 1200lm  FFE5-8404010N-WB
.55 800m _ 720m FFE3-8405506N-WB ... 55 1400m_ 1200m _FFES-8405510N-WB
6 W 8 W 9V 700 mA 80 2700K 15° 700im 630Im FFE3-8271506N-BB 10 W 12 W 15V 700 mA 80 2700K 15° 1200im 1000Im FFE5-8271510N-BB
24° 700Im 630Im FFE3-8272406N-BB 24°  1200lm 1000lm  FFE5-8272410N-BB
40° 700Im 630Im FFE3-8274006N-BB 40° 1200Im 1000Im FFE5-8274010N-BB
55° 700Im 630Im FFE3-8275506N-BB 55°  1200lm 1000lm  FFE5-8275510N-BB
3000K 15°  750im 660m  FFE3-8301506N-BB 3000K 15°  1300Im 1100m  FFE5-8301510N-BB
24° 750im 660Im FFE3-8302406N-BB 24° 1300im 1100Im FFE5-8302410N-BB
40° 750im 660Im FFE3-8304006N-BB 40°  1300Im 1100lm  FFE5-8304010N-BB
55° 750m 660Im FFE3-8305506N-BB 55°  1300Im 1100lm  FFE5-8305510N-BB
4000K 15° 800Im 720Im FFE3-8401506N-BB 4000K 15°  1400Im 1200lm  FFE5-8401510N-BB
24° 800Im 720lm FFE3-8402406N-BB 24°  1400lm 1200lm  FFE5-8402410N-BB
Black Reflector 40°  800Im 720im  FFE3-8404006N-BB Black Reflector 40°  1400Im 1200lm  FFE5-8404010N-BB
... 5% 80m  720m FFE3-8405506\-BB ... 5% 1400l 1200im _FFE58405510N-BB
Code Remark: N=(NO Driver) F=(ON-OFF) A=(1-10V Dim) D=(DALI Dim) Code Remark: N=(NO Driver) F=(ON-OFF) A=(1-10V Dim) D=(DALI Dim)
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NEKO / FUSION Fixed /

Higher Efficiency Version
Flat Surface

Higher Lumen Output

More Beam Angles

20W CRI90 2700K %:51: UGR CE @ 1-25mm
3000K| 4, IP20 N [waas]
‘ZGW CRI80 4000K gg, 50,000h@L80B10 < 19 Intertek @XS? geili%Thickness [ J
290x45
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
20 W 29 W 29V 700mA 80 2700K 15°  2300Im 2100lm FFEA-8271520N-WB
24° 2300Im 2100lm FFEA-8272420N-WB
40°  2300Im 2100lm FFEA-8274020N-WB
55° 2300Im 2100lm FFEA-8275520N-WB
3000K 15°  2500Im 2200lm  FFEA-8301520N-WB
24° 2500Im 2200lm FFEA-8302420N-WB
40°  2500Im 2200lm  FFEA-8304020N-WB
55° 2500Im 2200lm FFEA-8305520N-WB
4000K 15°  2700Im 2400lm  FFEA-8401520N-WB
24°  2700Im 2400lm  FFEA-8402420N-WB
40° 2700Im 2400lm FFEA-8404020N-WB
55° 2700Im 2400lm FFEA-8405520N-WB
26 W 29 W 29V 900 mA 80 2700K 15° 3000im 2600lm FFEA-8271526N-WB
24°  3000Im 2600lm FFEA-8272426N-WB
40° 3000Im 2600lm FFEA-8274026N-WB
55°  3000Im 2600Im FFEA-8275526N-WB
Black Reflector 3000K 15°  3200Im 2800Im FFEA-8301526N-WB
24° 3200im 2800Im FFEA-8302426N-WB
40° 3200im 2800Im FFEA-8304026N-WB
55°  3200lm 2800Im FFEA-8305526N-WB
4000K 15°  3500im 3000im FFEA-8401526N-WB
24° 3500im 3000Im FFEA-8402426N-WB
40°  3500Im 3000im FFEA-8404026N-WB
55° 3500im 3000Im FFEA-8405526N-WB
20 W 29 W 29V 700mA 80 2700K 15°  2300Im 2100lm  FFEA-8271520N-BB
24° 2300Im 2100lm  FFEA-8272420N-BB
40°  2300Im 2100lm  FFEA-8274020N-BB
55° 2300Im 2100lm  FFEA-8275520N-BB
3000K 15°  2500Im 2200lm  FFEA-8301520N-BB
24° 2500Im 2200lm  FFEA-8302420N-BB
40°  2500Im 2200lm  FFEA-8304020N-BB
55°  2500lm 2200lm  FFEA-8305520N-BB
4000K 15°  2700Im 2400lm  FFEA-8401520N-BB
24°  2700Im 2400lm  FFEA-8402420N-BB
40° 2700Im 2400lm  FFEA-8404020N-BB
55° 2700Im 2400lm FFEA-8405520N-BB
26 W 29 W 29V 700 mA 80 2700K 15° 3000Im 2600im  FFEA-8271526N-BB
24°  3000Im 2600lm  FFEA-8272426N-BB
40° 3000im 2600lm FFEA-8274026N-BB
Black Reflect 55° 3000im 2600lm  FFEA-8275526N-BB
ack Retlector 3000K 15°  3200Im 2800lm  FFEA-8301526N-BB
24° 3200im 2800Im  FFEA-8302426N-BB
40°  3200Im 2800Im  FFEA-8304026N-BB
55°  3200lm 2800Im  FFEA-8305526N-BB
4000K 15°  3500im 3000im  FFEA-8401526N-BB
24°  3500lm 3000im  FFEA-8402426N-BB
40°  3500Im 3000im  FFEA-8404026N-BB
55° 3500im 3000Im  FFEA-8405526N-BB

Code Remark: N=(NO Driver) F=(ON-OFF) A=(1-10V Dim) D=(DALI Dim)
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NEKO / FUSION Linear System
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NEKO / FUSION Linear System
Project: Skyline Hill, Germany
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NEKO / FUSION Linear System
Project: Office Shire House, U.K.
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NEKO / FUSION Linear System
With FUSION Downlight Module

~

1
Magnetic End Cap

FS6

FW10

FG10

Aufbau-, Einbau- und Pendelleuchte.

Einfache und unbegrenzte L&ngenbestimmung, nahtlose Verbindung.

Das Profil kann als einzelne, allgemeine, wall washer oder mit verschiedenen und unterschiedlichen
Modulen bestiickt werden.

Modulares Profildesign ohne sichtbare Schrauben, Standardldnge 1,2 m & 1,5 m.

Aluminiumprofil, Farbwahl weiB3 / schwarz .

Pendelleuchte mit 2000mm Seilabh&ngung, werkzeuglose Hohenverstellung.

Hoher Sehkomfort, UGR <19.

LED 3000K / 4000K, Binning <3 step MacAdam, CRI 80/20.

FS3

FF5

FF10

Suspended, surface mounted and recessed mounted luminaires.

Easy and unlimited length adjustment, seamless connection.

Can be used as single fixed / general light / spotlight / wall washer / MIXED.
Modular profile design with no visible screws, standard length 1.2m & 1.5m.
Aluminum profile, color choices white / black .

Suspended luminaire with 2000mm cable suspension, tool free height adjustment.

High visual comfort, UGR<19.
LED 3000K/ 4000K, binning=<: 3 step MacAdam, CRI 80/ 90.

Magnetic End Cap

www.nekolighting.com 274
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NEKO / FUSION Linear System
With Linear Light Module

Blind Cover Module

General Light Module
600mm
GL600

Magnetic End Cap

« Schones Profilsystem aus Aluminiumdruckguss und mit 50 mm Breite

* Verschiedenste Lichtmodule fir beste und individuelle Lichtldsungen

« Akzent-, Allgemein- und Spotbeleuchtung — auch Wall washer Modul vorhanden
*  Komplett werkzeuglose Montage

« Standard und kundenspezifische L&ngen

* Magnetische Endkappen — keine Schrauben sichtbar

Accent Light Module

300mm
AL300

Wall Washer Module

1200mm/ 1800mm
WwW1200/ WW1800

*  Profile system made of extruded aluminium with 50mm width.

» Various lighting modules with multiple lighting applications.

* General light, accent light, wall washer and spotlight module for choice.

+ Tool-free inserts mounting by clip-in mechanism.

» Standard and customized length of module and cover for high precise system.
* Magnetic end cap without fixing screws.

Magnetic End Cap
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NEKO / FUSION Linear System

Trim Recessed

Hnew]

Channels

Inserts

FUSION Module
(FF/ FW/FS/ FG)

Covers

Blind Cover

Mounting Kits

Recessed Mounting Kit
(2pcs/ Set)

Accent Light Module
(300mm)

Trimless Recessed

Opal Cover

Surface Mounted Kit
(2pcs/ Set)

Surface Mounted

General Light Module ~ Wall Washer Module
(600mm)

(1200mm/1800mm)

Flexible Opal Cover

. Pendant Kit
(Ceiling Box in White/ Black)

Spot Light Module
(300mm)

Pendant

Uplight Module
(1070mm/ 1605mm)

Corner Modules and Linear Connector

Blind Cover

corner module

General Light
corner module

Linear Connector

System details

4.Endkappe Haltererung /

1.Profilkanal/ Profile channel End cap holder

2.Schieberegler/ Slider

LED Driver ‘ ‘ ‘
5.Endkappe/ End cap

3.Linearverbinder/ Linear connector

6.Blinddecke / Blind cover

Intelligentes Linear-Profildesign
Einfachste Installation der Fusion-Einbauleuchte in den Profilkanal

Smart linear profile design
Easy to install fusion downlight into profile channel

www.nekolighting.com 278



Blindabdeckung mit kundenspezifischer
Lénge fur eine nahtlose Verbindung

Blind cover with customized length
providing seamless connection

230mm | 290mm |

460mm | 290mm | 460mm

279

290mm

290mm
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NEKO / FUSION Linear System NEKO / FUSION Linear System

Linear Light module Linear Light module
General Light Module Wallwasher Module
GL600 WW1200/ WW1800
Linkable extruded aluminium Uniform wall washer effect

for continuous linear light
594mm for different system
Opal cover can be customized length

T f T | ? I b
2700K |~ s 2 22W 2700K o s o = L
1w GRS SO B/ c /O — gy cmen 22 B e A ‘
4000K 50,000h@L80B10 ‘P 38 4‘ ‘ 594 ‘ 48W 4000K 50,000h@L80B10 ‘k 45 A‘ 1200/ 1800 ‘
LED Power System Power LED Voltage LED Current CRI CCT Beam LEDOutput System Output Model LED Power System Power LED \Voltage LED Current CRI CCT Beam LEDOutput System Output Model
11 W 13 W 46V 250mA 80 2700K 105° 1600Im 1200im GL600-11W-827-105°N 22 W 26 W 46V 500mA 80 2700K WW 3200Im 1700Im WW1200-22W-827N
3000K  105° 1700Im 1300Im GL600-11W-830-105°N 3000K  WW 3400Im 1800Im WW1200-22W-830N
4000K  105° 1800Im 1400Im GL600-11W-840-105°N 4000K  WW 3600Im 1900Im WW1200-22W-840N
90 2700K WWwW 3000Im 1500Im WW1200-22W-927N
90 2700K  105° 1500Im 1100Im GL600-11W-927-105°N 3000K  WW 3200Im 1600im WW1200-22W-930N
3000K  105° 1600Im 1200Im GL600-11W-930-105°N 4000K  WW  3400m 1700m  WW1200-22W-940N
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, 400K 1057 4700m  1300m  GLBOO-11W-940-105°N 32w 36 W 46V 700mA 80 2700K WW  4600Im 2300m  WW1200-32W-827N
3000K  WW 4800Im 2500Im WW1200-32W-830N
4000K  WW 5000Im 2700Im WW1200-32W-840N
16 W 18 W 46V 350mA 80 2700K 105° 2100Im 1700Im GL600-16W-827-105°N 90 2700K WW 4000Im 2000Im WW1200-32W-927N
3000K  105° 2200Im 1800Im GL600-16W-830-105°N 3000K  WW 4200Im 2200Im WW1200-32W-930N
4000K  105° 2400Im 1900Im GL600-16W-840-105°N 4000K  WW 4400Im 2400Im WW1200-32W-940N
90 2700K 105° 1900Im 1600Im GL600-16W-927-105°N 32 W 36 W 46V 700mA 80 2700K WW 4600Im 2500Im WW1800-32W-827N
3000K  105° 2000Im 1700Im GL600-16W-930-105°N 3000K  WW 4800Im 2700Im WW1800-32W-830N
4000K  105° 2200Im 1900Im GL600-16W-940-105°N 4000K  WW 5000Im 2900Im WW1800-32W-840N
”””””””””””””””””” N NN~ N T AN EEY D 5D Y A A4 AN Ny /AT ] 90 2700K WW 4000Im 2100Im WW1800-32W-927N
Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim) 3000K  WW 4200Im 2300Im WW1800-32W-930N
4000K  WW 4400lm 2500Im WW1800-32W-940N
; s b ; 48 W 52 W 46V 700+350 mA 80 2700K WW 6200Im 3300Im WW1800-48W-827N
Light Distribution 3000K WW  6400m 3500Im \WW1800-48W-830N
i — 4000K  WW 6600Im 3700Im WW1800-48W-840N
3000K 90 2700K WWwW 5500Im 2900Im WW1800-48W-927N
3000K  WW 5700Im 3100Im WW1800-48W-930N
n GLBOO-1IW-830-105° 400K WW - 5900im  8300m - WWIB00-48W-940N
Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)
Di(am?ter Height,Emax nght Distribution
cm,
0253 H1m 416k L
3000K
@506 =2m 104Ix
A WW1200-22W-830

@759 —3m 46Ix

@1011 ——4m  26Ix

Diameter Height,Emax
(cm)

@202 =1m 722Ix

@1264——15m 17Ix
30° 20° 10° 0° 10° 20° 30°

@405 =2m 180Ix

@607 <=—3m 80Ix

@810 ——4m  45Ix

21012 <—15m  29Ix
30° 20° 10° 0° 10° 20° 30°

www.nekolighting.com m



NEKO / FUSION Linear System

Linear Light module

Spot Light Module
SL300-1S-4W
g
CRIg0 2700K i =" " CREE < UGR ;
‘4W CRI90 3000K 15° [30% | 55° 50,000n@L80B10| < 19 P40 CE — —
4000K
45 300
LED Power System Power LED Voltage LED Current CRI CCT Beam LEDOutput System Output Model
4 W 6 W 12v 350 mA 80 2700K 15° 470Im 350Im SL300-1S-4W-827-15°N
30° 470Im 350Im SL300-1S-4W-827-30°N
55° 470Im 350im SL300-15-4W-827-55°N
3000K 15° 500Im 380Im SL300-1S-4W-830-15°N
30° 500Im 380Im SL300-1S-4W-830-30°N
55° 500Im 380Im SL300-1S-4W-830-55°N
4000K  15° 550Im 420Im SL300-1S-4W-840-15°N
30° 550im 420Im SL300-1S-4W-840-30°N
55° 550Im 420Im SL300-1S-4W-840-55°N

Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

Light Distribution
[ S
3000K
1 SL300-1S-4W-830-15° A SL300-1S-4W-830-30° A SL300-1S-4W-830-55°
15° 30° 55°
Diameter [Height,Emax Diameter |Height,Emax Diameter |Height,Emax
(cm) (cm) (cm)
@28 <1m 3596Ix @50 <1m 15583Ix @105 —<1m  415Ix
@56 —2m  899Ix 2101  ={2m 388Ix @211 =2m 104Ix
@85 —=—3m 400Ix @151 =—3m 173Ix @316 <=—3m  46Ix
@118 ——4m  225Ix @201 ——4m  97Ix @421 ——4m  26Ix
@141——5m  144Ix @252——5m  62Ix @527 ——5m  17Ix
20° 10° 0° 10° 20° 20° 10° 0° 10° 20° 20° 10° 0° 10° 20°

NEKO / FUSION Linear System
Linear Light module

Spot Light Module

SL300-2S-8W

2700K
3000K
4000K

n n n

i1 58 F30d 55\

CRI80
CRI90

CREE =

50,000h@L80B10

‘SW

wen B CE

I

300

LED Power System Power LED Voltage LED Current CRI

CCT

Beam LED Output System Output Model

8 W 10 W 24V 350 mA

80 2700K 15° 850Im 650Im
30° 850Im 650Im
55° 850Im 650Im

3000K  15° 900Im 700Im
30° 900Im 700Im
55° 900Im 700Im
4000K  15° 950Im 750Im
30° 950Im 750Im
55° 950Im 750Im

SL300-2S-8W-827-15°N
SL300-2S-8W-827-30°N
SL300-25-8W-827-55°N
SL300-2S-8W-830-15°N
SL300-2S-8W-830-30°N
SL300-25-8W-830-55°N
SL300-2S-8W-840-15°N
SL300-2S-8W-840-30°N
SL300-3S-8W-840-55°N

Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim)

A=A(1-10V Dim) D=D(DALI Dim)

Light Distribution
R —
3000K
1 SL300-2S-8W-830-15° A SL300-2S-8W-830-30° A SL300-2S-8W-830-55°
15° 30° 55°
Diameter [Height,Emax Diameter |Height,Emax Diameter [Height,Emax
(cm) (cm) (em)
@29 <1m 6863Ix @46 <1m 3207Ix @57 —=1m 1763Ix
@57 =2m 1716Ix @91 =2m 802Ix 0114  =2m 441Ix
@86 <—=3m 763Ix @137 =—3m 356lx @171 <=—3m 196Ix
@115 ——j4m  429Ix ©183 ——4m 200Ix @229 ——4m 110Ix
@144—5m 275l @228——15m 128Ix @286——15m  71Ix
20° 10° 0° 10° 20° 20° 10° 0° 10° 20° 20° 10° 0° 10° 20°

www.nekolighting.com m



NEKO / FUSION Linear System
Linear Light module

Spot Light Module

SL450-3S-13W

ce =

L0

CRI80 2700K' g r on | CREE < UGR
13W CRI90 3000K 15° | 30° | 55° 60,000n@L80B10 < 19 P40
4000K 45 450

LED Power System Power LED Voltage LED Current CRI CCT Beam LEDOutput System Output Model
13 W 15 W 36V 350 mA 80 2700K 15° 1200Im 950Im SL450-3S-13W-827-15°N
30° 1200im 950Im SL450-3S-13W-827-30°N
55° 1200im 950Im SL450-3S-13W-827-55°N
3000K 15° 1300Im 1000Im SL450-3S-13W-830-15°N
30° 1300im 1000im SL450-3S-13W-830-30°N
55° 1300Im 1000Im SL450-3S-13W-830-55°N
4000K  15° 1400Im 1100Im SL450-3S5-13W-840-15°N
30° 1400Im 1100im SL450-3S-13W-840-30°N
55° 1400Im 1100Im SL450-35-13W-840-55°N

Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

Light Distribution
jg m—
3000K
Per Single Spot:
1 1S-4W-830-15° A 18-4W-830-30° A 1S-4W-830-55°
15° 30° 55°
Diameter |Height,Emax Diameter |Height,Emax Diameter |Height,Emax
(cm) (cm) (cm)

@28 <1m 3596Ix @50 <1m 1553Ix @105 <1m 415Ix
@56 —2m  899Ix @101  =2m 388Ix @211 =2m 104Ix
@85 —3m 400Ix @151 =—3m 173Ix @316 —3m  46Ix
@113 ——4m  225Ix @201 ——4m  97Ix @421 ——4m  26Ix
Q141——15m 144Ix @252——15m  62Ix @627 ——15m  17Ix

20° 10° 0° 10° 20° 20° 10° 0° 10° 20° 20° 10° 0° 10° 20°

NEKO / FUSION Linear System
Linear Light module

Accent Light Module

AL300-13W

CRI80 2700K ' _r_ n UGR '
13W CRI90 2888E 15° 1130 | 40% 50,000n@L80810 < 19

AL300

Different lens for beam control
Low glare contributed by black baffle

[—45 —| | 300 |
LED Power System Power LED Voltage LED Current CRI CCT  Beam LED Output System Output Model

13 W 15 W 18V 700 mA 80 2700K 15° 1300Im 1000Im AL300-13W-827-15°N
30° 1300Im 1000Im AL300-13W-827-30°N

40° 1300Im 1100Im AL300-13W-827-40°N

3000K  15° 1400Im 1100Im AL300-13W-830-15°N

30° 1400Im 1100Im AL300-13W-830-30°N

40° 1400Im 1200Im AL300-13W-830-40°N

4000K  15° 1500Im 1200Im AL300-13W-840-15°N

30° 1500Im 1200Im AL300-13W-840-30°N

40° 1500Im 1300Im AL300-13W-840-40°N

Code Remark: N=N(No Driver)

F=F(ON-OFF) P=P(Phase Dim)

A=A(1-10V Dim) D=D(DALI Dim)

Light Distribution
J S—
3000K
T AL300-13W-830-15° A AL300-13W-830-30° A AL300-13W-830-40°
15° 30° 40°

Diameter Height,Emax Diameter Height,Emax Diameter Height,Emax
(cm) (cm) (cm)
@25 =1m 12012l 048 =1m 3969Ix @64 =1m 2868Ix
@51 —{2m 3003Ix @97 =2m 992Ix @127 =2m  717x
Q@77 <=—J3m 1335Ix 0146 =—3m  441Ix @191 <=—3m 319K
@102 <——4m  751Ix @194 ——14m  248Ix 2255 ——{4m  180Ix
@128—15m  480Ix @243—15m  159Ix @318—15m  115Ix

20° 10° 0° 10° 20° 20° 10° 0° 10° 20° 20° 10° 0° 10° 20°

www.nekolighting.com m
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NEKO / FUSION Linear System
Linear Light module

Up Light Module

UL1200-11W/ UL1800-16W

Up Light

11W | CRI80 | 2700K .« @
3000K | [/ ce T
16W CRIO | 3500k  110° |50,000n6L80810 bgst /107071606 ——

LED Power System Power LED \oltage LED Current CRI CCT  Beam LED Output System Output Model
11w 183 W 46V 250mA 80 2700K 110°  1700Im 1500Im UL1200-11W-827-110°N
3000K 110°  1800Im 1600Im UL1200-11W-830-110°N
4000K 110°  1900Im 1700Im UL1200-11W-840-110°N
16 W 18 W 46V 350mA 80 2700K 110°  2300Im 2000Im UL1800-16W-827-110°N
3000K 110°  2500Im 2200Im UL1800-16W-830-110°N
4000K 110°  2700Im 2400Im UL1800-16W-840-110°N

Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

Light Distribution

g
3000K

" UL1200-11W-830-110°

Diameter Height,Emax
(cm)
@299 =1m  409Ix
@598 =2m 122Ix
@897 <=—3m 48Ix

@1195 ——j4m  25Ix

@1495——15m  18Ix
30° 20° 10° 0° 10° 20° 30°

For more info see: www.nekolighting.com

Installation Type: Pendant with Uplight
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NEKO/ FUSION Linear System
FL1500-2*FF10/ FL1200-2*FF5

Project: Office Shire House, U.K.

| )

44W CRIgo 2700K | _n - UGR ‘ “ ‘
000K P20
22W CRI90 243 140 <10 CE =y
‘ 4000K 50,000h@L80B10 g\ 50 | 1500/1200 |
LED Power System Power LED Voltage LED Current CRI CCT Beam LEDOutput System Output Length Model
44 W 48 W 31+31V 700 mA 80 2700K 24° 5000Im 3400lm  1500mm FL1500(Y)-2*FF10-44W-827-24°F
40° 5000Im 3400lm  1500mm FL1500(Y)-2*FF10-44W-827-40°F
3000K 24° 5200Im 3600lm  1500mm FL1500(Y)-2*FF10-44W-830-24°F
40° 5200Im 3600lm  1500mm FL1500(Y)-2*FF10-44W-830-40°F
4000K 24° 5600Im 3800im  1500mm FL1500(Y)-2*FF10-44W-840-24°F
7777777777777777777777777777777777777777777777 40° ?@QQIrpi 3800m  1500mm FL1500(Y)-2*FF10-44W-840-40°F
22 W 26 W 16+16V 700 mA 80 2700K 24° 2400Im 1700lm  1200mm  FL1200(Y)-2*FF5-22W-827-24°F

(Y)-2*F
40° 2400Im 1700m  1200mm  FL1200(Y)-2*FF5-22W-827-40°F
3000K 24° 2600Im 1800lm  1200mm  FL1200(Y)-2*FF5-22W-830-24°F
40° 2600Im 1800m  1200mm  FL1200(Y)-2*FF5-22W-830-40°F
4000K  24° 2800Im 1900m  1200mm  FL1200(Y)-2*FF5-22W-840-24°F
40° 2800Im 1900lm  1200mm  FL1200(Y)-2*FF5-22W-840-40°F

Remark: (Y)=P(Pendant) (Y)= S(Surface mounted) (Y)= R (Trimless Recessed) (Y)= F (Trim Recessed)
Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

*

*

www.nekolighting.com m



NEKO/ FUSION Linear System
FL1800-GL1800/ FL1200-GL1200

Project: Catalina Bay,New Zealand

o ’
32W CRI80 2700K| : D ‘ \\
22\W CRI90 3000K 105° | 50,000h@L80B10 1P20 ‘ — =
4000K : 8 50 | 1800/1200 ‘

LED Power SystemPower LED Voltage LEDCurrent CRI CCT Beam LEDOutput System Output Length Model
32 W 36 W 46V 700 mA 80 2700K 105° 4600Im 3400Im 1800mm FL1800(Y)-GL1800-32W-827F
3000K 105° 4800Im 3600Im 1800mm FL1800(Y)-GL1800-32W-830F
4000K 105° 5000Im 3800Im 1800mm FL1800(Y)-GL1800-32W-840F
48 W 52 W 46V 700+350 mA 80 2700K 105° 6200Im 5000Im 1800mm FL1800(Y)-GL1800-48W-827F
3000K 105° 6400Im 5200Im 1800mm FL1800(Y)-GL1800-48W-830F
4000K 105° 7000Im 5500im 1800mm FL1800(Y)-GL1800-48W-840F
22 W 26 W 46V 500 mA 80 2700K 105° 3200Im 2300Im 1200mm FL1200(Y)-GL1200-22W-827F
3000K 105° 3400Im 2700Im 1200mm FL1200(Y)-GL1200-22W-830F
4000K 105° 3600Im 2900Im 1200mm FL1200(Y)-GL1200-22W-840F
32 W 36 W 46V 700 mA 80 2700K 105° 4200Im 3400im 1200mm FL1200(Y)-GL1200-32W-827F
3000K 105° 4400Im 3600Im 1200mm  FL1200(Y)-GL1200-32W-830F
4000K 105° 4800Im 3800Im 1200mm  FL1200(Y)-GL1200-32W-840F

Remark: (Y)=P(Pendant) (Y)= S(Surface mounted) (Y)= R (Trimless Recessed) (Y)= F (Trim Recessed)
Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

www.nekolighting.com m



NEKO/ FUSION Linear System
FL1800-WW1800/ FL1200-WW1200

2700K
3000K
4000K

[

CRI80

32W
CRI90

22W

=8

50,000h@L80B10

)

‘CE‘ o = 55 | 1800/1200 |

LED Power SystemPower LED \oltage LEDCurrent CRI CCT Beam LED Output System Output Length Model

32 W 36 W 46V 700 mA 80 2700K WW  4600Im 2500lm  1800mm FL1800(Y)-WW1800-32W-827F
3000K WW  4800Im 2700lm  1800mm FL1800(Y)-WW1800-32W-830F
4000K WW  5000Im 2900lm  1800mm FL1800(Y)-WW1800-32W-840F

48 W 52 W 46V 700+350 mA 80 2700K WW  6200Im 3300lm  1800mm FL1800(Y)-WW1800-48W-827F
3000K WW  6400Im 3500lm  1800mm FL1800(Y)-WW1800-48W-830F
4000K WW  6600Im 3700lm  1800mm FL1800(Y)-WW1800-48W-840F

22 W 26 W 46V 500 mA 80 2700K WW  3200Im 1700lm  1200mm FL1200(Y)-WW1200-22W-827F
3000K WW  3400Im 1800lm  1200mm FL1200(Y)-WW1200-22W-830F
4000K WW  3600Im 1900lm  1200mm FL1200(Y)-WW1200-22W-840F

32 W 36 W 46V 700 mA 80 2700K WW  4600im 2300Im  1200mm FL1200(Y)-WW1200-32W-827F
3000K WWwW  4800Im 2500lm  1200mm FL1200(Y)-WW1200-32W-830F
4000K WW  5000Im 2700lm  1200mm FL1200(Y)-WW1200-32W-840F

Remark: (Y)=P(Pendant) (Y)= S(Surface mounted) (Y)= R(Trimless Recessed) (Y)= F (Trim Recessed)
Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim)

A=A(1-10V Dim) D=D(DALI Dim)

Project: School, Uruguay

www.nekolighting.com m



NEKO/ FUSION Linear System
FL1200-2*AL300/ FL1500-2*AL300

L

Project: Skyline Hill, Germany

)

|
CRI80 2700K . _n_ _»r UGR @ 7D
26W 3000K (1 LWL 1P20 C€ S, a0
‘ CRISO 4000K 157 130%140% 50 0oohaLsomto < 19 Y =l e l 300 | 1200/1500 | %00 |
LED Power System Power LED \oltage LED Current GRI CCT Beam LEDOutput System Output Length Model

26 W 30 W 36V 700mA 80 2700K 15° 2800Im 2000lm  1200mm FL1200(Y)-2*AL300-26W-827-15DF
30° 2800Im 2000im  1200mm FL1200(Y)-2*AL300-26W-827-30DF
40° 2800Im 2200lm  1200mm FL1200(Y)-2*AL300-26W-827-40DF

3000K 15° 3000Im 2200lm  1200mm FL1200(Y)-2*AL300-26W-830-15DF

30° 3000Im 2200lm  1200mm FL1200(Y)-2*AL300-26W-830-30DF

40° 3000Im 2400lm  1200mm FL1200(Y)-2*AL300-26W-830-40DF

4000K 15° 3400Im 2400lm  1200mm FL1200(Y)-2*AL300-26W-840-15DF

30° 3400Im 2400lm  1200mm FL1200(Y)-2*AL300-26W-840-30DF
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, 40°  3400m  2600m  1200mm FL1200(Y)-2"AL300-26W-840-40DF

26 W 30 W 36V 700mA 80 2700K 15° 2800Im 2000lm  1500mm FL1500(Y)-2*AL300-26W-827-15DF
30° 2800Im 2000lm  1500mm FL1500(Y)-2*AL300-26W-827-30DF
40° 2800Im 2200lm  1500mm FL1500(Y)-2*AL300-26W-827-40DF

3000K 15° 3000Im 2200lm  1500mm FL1500(Y)-2*AL300-26W-830-15DF
30° 3000Im 2200lm  1500mm FL1500(Y)-2*AL300-26W-830-30DF
40° 3000Im 2400lm  1500mm FL1500(Y)-2*AL300-26W-830-40DF
4000K  15° 3400Im 2400lm  1500mm FL1500(Y)-2*AL300-26W-840-15DF
30° 3400Im 2400lm  1500mm FL1500(Y)-2*AL300-26W-840-30DF
40° 3400Im 2600lm  1500mm FL1500(Y)-2*AL300-26W-840-40DF

Remark: (Y)=P (Pendant)

(Y)= S(Surface mounted)
Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim)

(Y)= R(Trimless Recessed) (Y)= F (Trim Recessed)

A=A(1-10V Dim) D=D(DALI Dim)

www.nekolighting.com m



NEKO/ FUSION Linear System
FL1200-2*AL300+GL600

CRISO 2700K
3000K
CRIS0 2600K

o n o

105 105 105
15° 30° 40°

‘ 37TW

50,000h@L80B10

C€

50,000n@L80B10

Project: Office Shire House, U.K.

.
gfi‘ o [ 300—|

LED Power System Power LED Voltage LED Current CRI CCT

LED Output System Output

37 W 41 W 47V 700 mA 80 2700K 15°+105°

3000K 15°+106°

4000K 15°+105°

Remark: (Y)=P (Pendant)

(Y)= S(Surface mounted)
Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim)

3300Im
3300Im
3500Im

3500Im
3500Im
3700Im

3800Im
3800Im
4000Im

-2*AL300+GLB00-37W-827-15DF
-2*AL300+GL600-37W-827-30DF

-2*AL300+GL600-37W-827-40DF
-2*AL300+GL600-37W-830-15DF
-2*AL300+GL600-37W-830-30DF
-2*AL300+GL600-37W-830-40DF
-2*AL300+GL600-37W-840-15DF
-2*AL300+GL600-37W-840-30DF
-2*AL300+GL600-37W-840-40DF

(Y)= R(Trimless Recessed) (Y)= F(Trim Recessed)
A=A(1-10V Dim)

www.nekolighting.com m



FUSION Downlight Module

Accent Light Module

300mm
AL300

Wall Washer Module
1200mm/ 1800mm
WW1200/ WW1800

Blind Cover Module

General Light Module

600mm
GL600

Spot Light Module

300mm
SL300

Linear System with more modules combination available.
All available with Suspended, surface mounted and recessed mounted versions.

299 www.nekolighting.com 300



NEKO / DASH Linear System NEW

www.nekolighting.com m



NEKO / DASH 40
Linear Light System

Microprismatic Cover/ Opal Cover/ U-Cover

Microprismatic Cover/ Opal Cover/ U-Cover

Microprismatic Cover/ Opal Cover

m Made in Europe - can only be purchased from NEKO Germany. sales@nekolighting.de

Surface Mounted

Direct Direct
%
62 62
T |20.5
41
Pendant
Direct Direct

Zi
62

v
62
1 ‘20.5
e

Direct-Indirect

72
41

Trim Recessed

81

110

% 2 [10-40
Zi]
54

Microprismatic Cover/ Opal Cover

NEW

f Wall Mounted

Direct

23

41

Direct-Indirect

Made in Europe - can only be purchased from NEKO Germany. sales@nekolighting.de [iiinaraard L il



NEKO / DASH 40 NEW LED ANBAULEUCHTE Sestolbeicniol Examble order Exemole d g
- - estellbeispie!l ample ordel emple de commande
Linear Light System LED SURFACE MOUNTED LUMINAIRE 3381mm,lchI|80,x4OOpOK, lrjirerct,xLoveomputOn—Off, Black, Microprismatic
860 06 00

(1]

o (2] (3]

LANGE LENGTH LONGEUR \ CODE FARBWIEDERGABE FARBTEMPERATUR
571 mm 15 COLOUR RENDERING CODE COLOUR TEMPERATURE CODE
' COLOUR RENDERING TEMPERATURE DE COULEUR
| 851 mm 2,0 CRI>80 8 2700K 27 (CRI>90 only)
White RAL9016 1131 mm 2,6
’ CRI>90 3000K
1271 mm 2,8 2000K
Silver RAL9006 1411 mm 3,5
1691 mm 4,0 9 @
Black RAL9005 2251 mm 50
2531 mm 52 POWER STEUERUNG
Surface Mounted OUTPUT CODE CONTROL CODE
2812 mm 6,6 SORTIE CONTROLE
Direct Direct 3372 mm 7.6 Low Output LP On-Off F
Z 7z Z 3792 mm 9,1 High Output DALI
62 62
1 ‘20.5
— (6 (7]
GEHAUSEFARBE ABDECKUNG
HOUSING COLOUR CODE COVER CODE
COULEUR DU BOITIER COUVERTURE

Silver RAL9006 Vv Opal 0
White RAL9016 Microprismatic
Black RAL9005 B U-Cover G

LED-Anbauleuchte direktstrahlend. Lichtkanal Surface-mounted LED Luminaire direct beam Luminaire en saillie a LED a rayonnement di-

aus Aluminium Strangpressprofil mit einer Ex-truded aluminium light channel with 41mm rect. Canal lumineux sous forme de profilé
Breite von 41mm. Fertigung der Leuchte width. The luminaire can be manufactured extrudé en aluminium d’une largeur de 41 mm.
milimetergenau auf Kundenwunsch maglich. according to the customer’s wishes down to Possibilité de fabriquer le luminaire sur mesure,
Oberflache der Leuchte feinstruktur matt the last millimetre. Luminaire surface fine au millimeétre pres. Surface de luminaire
pulverbeschichtet dhnlich RAL9016 wei3, RAL textured matte powder coat-ing similar to thermolaquée matte a fine structure en

9006 silber oder RAL9005 schwarz — auf RAL9016 white, RAL 9006 silver or RAL9005 RAL9016 blanc, RAL 9006 argent ou RAL9005
Anfrage in RAL nach Wahl. Diffusor wahlweise black - or in any other RAL of your choice. noir, sur demande RAL au choix. Dif-fuseur au MICROPRISMATIC OPAL U-Cover
in PMMA opal, PMMA opal U-Abdeckung oder Diffuser available in either PMMA opal, PMMA choix en PMMA opale, couvercle en U en PPMA
PMMA klar mit eingeschobener opal with U-cover or PMMA clear with opale ou PPMA transparent avec plaque mi-
Mikroprismatischer Plat-te flr eine reduzierte microprismatic pla-te inserted for lower croprismatique pour une intensité lumineuse
Leuchtdichte (UGR<19). Der Konverter ist in luminance (UGR<19). The con-verter is réduite (UGR<19). Le convertisseur est intégré
das Leuchtengehause integriert. Wahlweise als  integrated into the luminaire housing. Avai- au boftier du luminaire. Au choix en version
on/off oder DALI Variante — weitere lable as either on/off or DALI variant - other on/off ou DALI, autres options de commande
Steuerungsoptionen auf Anfrage maéglich. control options available on request. Colour disponibles sur demande. Températures de
Farbtem-peraturen: 2700K, 3000K, 4000K — temperatures: 2700K, 3000K, 4000K - other couleur : 2700 K, 3000 K, 4000 K, autres
weitere Licht-farben auf Anfrage. light colours availa-ble on request. Colour couleurs sur demande. Rendu des couleurs
Farbwiedergabe CRI>80 oder CRI>90 - Mac rendering CRI>80 or CRI>90 - Mac Adam <3 CRI>80 ou CRI>90 — Mac Adam <3

Adam <3

DIRECT DIRECT DIRECT
LENGTH LUMEN IWATT LUMEN IWATT | LUMENIWATT LUMEN |WATT LUMEN IWATT LUMEN | WATT
MM LOWOUTPUT  HIGH OUTPUT LOWOUTPUT  HIGH OUTPUT LOWOUTPUT  HIGH OUTPUT
571 757 Im18W 1503 Im 117 W 852ImI8W  1439Im 117 W 785ImI8W 1492 Im 117 W

UBERSICHT | OVERVIEW| VUE D’ENSEMBLE
851 1135 ImI112W 2254 Im |23 W 1136 Im112W 2158 Im 123 W 1177 Im112W 2238 Im 123 W

GENERAL INFO HOUSING COLOUR 1131 1514Im115W  3005Im129W  1514ImI15W 2879 1m |29 W 1570Im 115W 2984 Im 1 29 W

2700K, 3000K, 4000K wﬁ?ﬁ f]?inSTrUkTUF matt RAF%A9L01 61 1271 1703ImI17W  3381ImI33W  1704ImI17W 3238Im 133 W 1767 Im 117 W 3357 Im 133 W
Direct Light ite fine structure matt 9016 1411 1892Im118W 3757 Im135W 1893 Im 118 W 3599 Im |35 W 1962Im118W  3730Im135W

Blanc structure fine mate RAL 9016
Up to 142Im/W, Up to 6297Im/m Schwarz feinstrukiur matt RAL 9005 1691 2271Im120W 4508 Im140W  2272im120W 4318 Im|40W 2355Im120W 4476 Im140W

Ra>80, Ra>90, MacAdam 3 Black fine structure matt RAL 9005 2251 3028 Im127W 6010ImI53W 3028 ImI27W 5756 Im |53 W 3140Im127 W 5968 Im |53 W
On-Off / DALI Noir structure fine mate RAL 9005 2531  3406ImI30W 6762ImI60W  3408ImI130W 6475Im 160 W 3534Im180W  67141m 160 W
Opal & Microprismatic (UGR<19) Silber feinstruktur matt RAL 9006 2812 8784ImI35W 7514ImI70W  3786ImI185W 7198ImI70W  3924ImI35W 7460 Im|70W
Up to L80B10/ 50,000h Silver fine structure matt RAL 3006 3372 4542Im141W  9016Im181W  4544Im 141 W 8636Im |81 W 4710Im141W  8952Im181W

Argent structure fine mate RAL 9006
3792 5110Im146W 10143ImI91W  5112ImI46W 9715Im191 W 5299 Im146W 10071 Im 191 W

HWN
crificrill ) OB i
amn Alle Lumen- und Wattangaben fir 4000K, CRI80 — (Mikroprismenangaben ohne Opalfolie) (Details auf P. 313-314)
>80 >90 3

1P20 DALI/. >50,000h >50,000 All lumen and watt figures are for 4000K, CRI80 — (Microprismatic details without opal film) (details on p. 313-314)
SwitchDim Toutes les données lumen et watt pour 4000K, CRI80 — (données microprisme sans feuille opale) (détails p. 313-314)

SN Made in Europe - can only be purchased from NEKO Germany. sales@nekolighting.de Made in Europe - can only be purchased from NEKO Germany. sales@nekolighting.de [iiinnaraared



NEKO / DASH 40

Linear Light System
Pendant

White RAL9016

LED-Hangeleuchte direktstrahlend oder direkt-
/indirektstrahlend. Lichtkanal aus Aluminium
Strangpressprofil mit einer Breite von 41mm.
Fertigung der Leuchte milimetergenau auf
Kundenwunsch maéglich. Oberflache der
Leuch-te feinstruktur matt pulverbeschichtet
ahnlich RAL9016 weiB, RAL 9006 silber oder
RAL9005 schwarz — auf Anfrage in RAL nach
Wabhl. Dif-fusor wahlweise in PMMA opal,
PMMA opal U-Abdeckung oder PMMA klar mit
eingescho-bener Mikroprismatischer Platte flr
eine re-duzierte Leuchtdichte (UGR<19).
Leuchte inkl. Baldachin mit transparentem
Einspeisekabel sowie Seilabhéangern und
Schnellspannern zur stufenlosen Regulierung
der Montagehohe. Der Konverter ist in das
Leuchtengehduse integriert. Wahlweise als
on/off oder DALI Variante — wei-tere
Steuerungsoptionen auf Anfrage moglich.
Farbtemperaturen: 2700K, 3000K, 4000K —
wei-tere Lichtfarben auf Anfrage.
Farbwiedergabe CRI>80 oder CRI>90 - Mac
Adam <3Farbtemperaturen: 2700K, 3000K,
4000K - wei-tere Lichtfarben auf Anfrage.
Farbwiedergabe CRI>80 oder CRI>90 — Mac
Adam <3

UBERSICHT | OVERVIEW| VUE D’ENSEMBLE

GENERAL INFO

2700K, 3000K, 4000K

Direct Light, Direct-Indirect Light
Up to 142Im/W, Up to 6297Im/m
Ra>80, Ra>90, MacAdam 3
On-Off / DALI

Opal & Microprismatic (UGR<19)
Up to L80B10/ 50,000

NEW

Silver RAL9006

Black RAL9005

Pendant LED Luminaire direct beam or
direct/indi-rect beam. Extruded aluminium light
channel with 41mm width. The luminaire can be
manufactured according to the customer's
wishes down to the last millimetre. Luminaire
surface fine textured mat-te powder coating
similar to RAL9016 white, RAL 9006 silver or
RAL9005 black — or in any other RAL of your
choice. Diffuser available in either PMMA opal,
PMMA opal with U-cover or PMMA clear with
microprismatic plate inserted for lower
luminance (UGR<19). Luminaire with canopy
with transparent feed cable plus cable hangers
and quick-release clamps for smooth mounting
height adjustment. The converter is integrated
into the luminaire housing. Available as either
on/off or DALI variant - other control options
available on request. Colour tempe-ratures:
2700K, 3000K, 4000K - other light colours
available on request. Colour rendering CRI>80
or CRI>90 - Mac Adam <3

HWN
[ [ ||
>80 >90 P20 DALY/ 3 >50,000h >50,000
SwitchDim

Made in Europe - can only be purchased from NEKO Germany. sales@nekolighting.de

Pendant

Direct Direct

62

‘20.5

h‘
o
[
h‘

Direct-Indirect

72
a1

Suspension a LED a rayonnement direct ou
direct/indirect. Canal lumineux sous forme de
profilé extru-dé en aluminium d’une largeur de
41 mm. Possibilité de fabriquer le luminaire sur
mesure, au millimetre pres. Surface de
luminaire thermolaguée matte a fine structure
en RAL9016 blanc, RAL 9006 argent ou
RAL9005 noir, sur demande RAL au choix. Dif-
fuseur au choix en PMMA opale, couvercle en
U en PPMA opale ou PPMA transparent avec
plaque mi-croprismatique pour une intensité
lumineuse réduite (UGR<19). Luminaire avec
cache et cable d’alimen-tation transparent,
cables de suspension et systémes de serrage
rapide permettant d’ajuster la hauteur de
montage en continu. Le convertisseur est
intégré au boitier du luminaire. Au choix en
version on/off ou DALI, autres options de
commande disponibles sur demande.
Températures de couleur : 2700 K, 3000 K,
4000 K, autres couleurs sur demande. Ren-du
des couleurs CRI>80 ou CRI>90 — Mac Adam
<3

HOUSING COLOUR

WeiB feinstruktur matt RAL 9016
White fine structure matt RAL 9016
Blanc structure fine mate RAL 9016

Schwarz feinstruktur matt RAL 9005
Black fine structure matt RAL 9005
Noir structure fine mate RAL 9005

Silber feinstruktur matt RAL 9006
Silver fine structure matt RAL 9006
Argent structure fine mate RAL 9006

LED-HANGELEUCHTE
LED PENDANT LUMINAIRE

LED SUSPENSION

Bestellbeispiel Example order Exemple de commande
3381mm, CRI80, 4000K, Direct-Indirect, Low Output On-Off, Black, Microprismatic

D4P03381-840LPF-BM-U

T _@TTT Ik

o

(1) 0060 6o 6
LANGE LENGTH LONGEUR \ CODE FARBWIEDERGABE FARBTEMPERATUR
P o COLOUR RENDERING CODE COLOUR TEMPERATURE CODE
’ COLOUR RENDERING TEMPERATURE DE COULEUR
1271 mm 89 CRI>80 8 2700K 27 (CRI>90 only)
1411 mm 42 CRI>90 3000K
1691 mm 49 000K
2251 mm 6,0
2531 mm 6,2 9 @
2812 mm 8,0
POWER STEUERUNG
372 93
mm OUTPUT CODE CONTROL CODE
3792 mm 13 SORTIE CONTROLE
Low Output LP On-Off F
High Output DALI

e

o

CODE

8]

LICHTVERTEILUNG
LIGHT DISTRIBUTION
REPARTITION DE LA LUMIERE

CODE

(0] Direct
C

Direct-Indirect

GEHAUSEFARBE ABDECKUNG

HOUSING COLOUR CODE COVER

COULEUR DU BOITIER COUVERTURE

Silver RAL9006 V Opal

White RAL9016 Microprismatic

Black RAL9005 B U-Cover
MICROPRISMATIC OPAL

DIRECT

LENGTH LUMEN I WATT LUMEN | WATT
MM LOWOUTPUT  HIGH OUTPUT

1131 1614 ImI115W
1271 1708 Im 117 W
1411 1892 Im 118 W
1691 2271 Im 120 W
2251 3028 Im 127 W
2531 3406 Im 130 W
2812 3784ImI35W
3372 4542Im 141 W
3792 5110Iml46 W

3005 Im 129 W
3381 Im133W
3757 Im 135 W
4508 Im | 40 W
6010Im 153 W
6762 1Im160W
7514Im 170 W
9016 Im 181 W
10143 Im 191 W

DIRECT

LUMEN | WATT LUMEN | WATT

LOW OUTPUT  HIGH OUTPUT

1514 Im 115 W
1704 Im 117 W
1893 Im 118 W
2272 1m 120 W
3028 Im 127 W
3408 Im 130 W
3786Im 135 W
4544 Im 141 W
5112Im 146 W

2879 Im 129 W
3238 Im 133 W
3599 Im 1 35 W
4318 Im 140 W
5756 Im 1 53 W
6475Im 160 W
7198 Im 170 W
8636 Im 181 W
9715Im 191 W

U-COVER

MICROPRISMATIC

(none)

OPAL

DIRECT

LUMEN | WATT LUMEN | WATT
LOW OUTPUT  HIGH OUTPUT

1570 Im 115 W
1767 Im 117 W
1962 Im 118 W
2355Im 120 W
3140 Im 127 W
3534 Im 130 W
3924 Im 136 W
4710 Im 141 W
5299 Im | 46 W

2984 Im 129 W
3357 Im 133 W
3730Im 135 W
4476 Im 140 W
5968 Im 1 53 W
6714 Im 160 W
7460 Im 170 W
8952 Im 181 W
10071 Im 191 W

Alle Lumen- und Wattangaben fir 4000K, CRI80 — (Mikroprismenangaben ohne Opalfolie) (Details auf P. 313-314)
All lumen and watt figures are for 4000K, CRI80 — (Microprismatic details without opal film) (details on p. 313-314)
Toutes les données lumen et watt pour 4000K, CRI80 — (données microprisme sans feuille opale) (détails p. 313-314)

Made in Europe - can only be purchased from NEKO Germany. sales@nekolighting.de [iimnaraared Ll

DIRECT-INDIRECT

LUMEN | WATT LUMEN | WATT
LOWOUTPUT  HIGH OUTPUT

3527 Im 126 W
3968 Im 129 W
4408 Im 132 W
5289 Im 138 W
7054 Im 150 W
7936 Im 1 56 W
88161Im 164 W
10578 Im 1 77 W
11900 Im 1 87 W

6866 Im 1 55 W
77241m 163 W
8582 Im 1 68 W
10298 Im 1 82 W
13732 Im 1 106 W
15448 Im | 119 W
17164 Im | 136 W
2059 Im | 163 W
23140 Im | 184 W

DIRECT-INDIRECT

LUMEN IWATT LUMEN | WATT
LOWOUTPUT  HIGH OUTPUT

35635Im 126 W
3977 Im 129 W
4419Im 132 W
5303 Im 138 W
7070 Im 1 50 W
7954 Im | 56 W
8838Im 164 W
10606 Im | 77 W
11932 Im 1 87 W

6846 Im 1 56 W
7702 Im 163 W
8557 Im 168 W
10268 Im 1 82 W
13692 Im 1106 W
16404 Im 1 119 W
17114 Im 1136 W
20636 Im 1 163 W
23103 Im 1 184 W



NEKO / DASH 40

Linear Light System
Trim Recessed

White RAL9016

NEW

Silver RAL9006

LED-Einbauleuchte mit umlaufendem Rahmen
direktstrahlend. Lichtkanal aus Aluminium
Strangpressprofil mit einer Gesamtbreite von
54mm. Fertigung der Leuchte milimetergenau
auf Kundenwunsch moglich. Oberflache der
Leuchte feinstruktur matt pulverbeschichtet
ahnlich RAL9016 weiB, RAL 9006 silber oder
RAL9005 schwarz — auf Anfrage in RAL nach
Wabhl. Diffusor wahlweise in PMMA opal oder
PMMA klar mit eingeschobener Mikroprisma-
tischer Platte fUr eine reduzierte Leuchtdichte
(UGR<19). Leuchte inkl. Montagebigel. Der
Konverterist in das Leuchtengehéuse integri-
ert. Wahlweise als on/off oder DALI Variante
weitere Steuerungsoptionen auf Anfrage
maoglich. Farbtemperaturen: 2700K, 3000K,
4000K — weitere Lichtfarben auf Anfrage. Farb-
wiedergabe CRI>80 oder CRI>90 — Mac Adam
<3

UBERSICHT | OVERVIEW| VUE D’ENSEMBLE

GENERAL INFO

2700K, 3000K, 4000K

Direct Light

Up to 142Im/W, Up to 6297Im/m
Ra>80, Ra>90, MacAdam 3
On-Off / DALI

Opal & Microprismatic (UGR<19)
Up to L80B10/ 50,000

Recessed LED Luminaire with frame direct
beam. Extruded aluminium light channel with a
total width of 54mm. The luminaire can be
manufactured ac-cording to the customer's
wishes down to the last millimetre. Luminaire
surface fine textured matte powder coating
similar to RAL9016 white, RAL 9006 silver or
RAL9005 black — or in any other RAL of your
choice. Diffuser available in either PMMA opal
or PMMA clear with microprismatic plate
inserted for lower luminance (UGR<19).
Luminaire with moun-ting bracket. The
converter is integrated into the lu-minaire
housing. Available as either on/off or DALI
variant - other control options available on
request. Colour temperatures: 2700K, 3000K,
4000K - other light colours available on
request. Colour rendering CRI>80 or CRI>90 -
Mac Adam <3

eolicrilicrill ) WOl 8)
>80 >90 3

P20 DALY/
SwitchDim

>50,000h >50,000

m Made in Europe - can only be purchased from NEKO Germany. sales@nekolighting.de

Black RAL9005

Trim Recessed

81

110 62

% | Z [10-40

41
54

Luminaire & LED encastrable a rayonnement di-
rect avec cadre périphérique. Canal lumineux
sous forme de profilé extrudé en aluminium
d’une largeur totale de 54 mm. Possibilité de
fabriquer le luminaire sur mesure, au millimétre
pres. Surface de luminaire thermolaquée matte
a fine structure en RAL9016 blanc, RAL 9006
argent ou RAL9005 noir, sur de-mande RAL au
choix. Diffuseur au choix en PMMA opale ou
transparent avec plaque microprismatique
pour une intensité lumineuse réduite
(UGR<19). Luminaire avec barre de montage.
Le convertisseur est intégré au boitier du
luminaire. Au choix en ver-sion on/off ou DALI,
autres options de commande disponibles sur
demande. Températures de cou-leur : 2700 K,
3000 K, 4000 K, autres couleurs sur demande.
Rendu des couleurs CRI>80 ou CRI>90 - Mac
Adam <3

HOUSING COLOUR

WeiB feinstruktur matt RAL 9016
White fine structure matt RAL 9016
Blanc structure fine mate RAL 9016

Schwarz feinstruktur matt RAL 9005
Black fine structure matt RAL 9005
Noir structure fine mate RAL 9005

Silber feinstruktur matt RAL 9006
Silver fine structure matt RAL 9006
Argent structure fine mate RAL 9006

LED EINBAULEUCHTE
LED RECESSED VERSION
LED LUMINAIRE ENCASTRABLE

LANGE LENGTH LONGEUR ‘

CODE

580 mm 1,7

860 mm 2,0
1140 mm 2,5
1280 mm 2,7
1420 mm 3,3
1700 mm 3,8
2260 mm 4,6
2540 mm 4,8
2821m 6,4
3381mm 73
3801 mm 8,9

(2]

Bestellbeispiel Example order Exemple de commande
3381mm, CRI80, 4000K, Direct, Low Output On-Off, Black, Microprismatic

D4R03381-840LPF-BM
T TITTTTT
00 006 00

(1]

(3]

FARBWIEDERGABE FARBTEMPERATUR
COLOUR RENDERING CODE COLOUR TEMPERATURE CODE
COLOUR RENDERING TEMPERATURE DE COULEUR
CRI>80 8 2700K 27 (CRI>90 only)
CRI>90 3000K
4000K
POWER STEUERUNG
OUTPUT CODE CONTROL CODE
SORTIE CONTROLE
Low Output LP On-Off F
High Output DALI

e

GEHAUSEFARBE
HOUSING COLOUR
COULEUR DU BOITIER

CODE

Silver RAL9006

White RAL9016

Black RAL9005

MICROPRISMATIC

o

ABDECKUNG
COVER
COUVERTURE

CODE

Opal

Microprismatic

]

OPAL

DIRECT

LENGTH LUMENIWATT LUMEN | WATT
MM LOW OUTPUT  HIGH OUTPUT

580 757ImI8W

860 1135Iml12W
1140  1514Im 115 W
1280 1703 Im 117 W
1420  1892Im 118 W
1700 2271 Im120W
2260 3028Im127 W
2540 3406 Im130W
2821 3784Im135W
3381 4542 Im141W
3801 5110Iml46 W

1603 Im 117 W
2254 Im 123 W
3005 Im 129 W
3381 Im 133 W
3757 Im 135 W
4508 Im 1 40 W
6010 Im 153 W
6762 1m 160 W
7514 Im 170 W
9016 Im 181 W
10143 Im 191 W

DIRECT

LUMEN | WATT LUMEN | WATT
LOWOUTPUT  HIGH OUTPUT

852 Im I8 W
1186 Im | 12W
1614 Im 115 W
1704 Im 117 W
1893 Im 118 W
2272 Im 120 W
3028 Im 127 W
3408 Im 130 W
3786 Im 135 W
4544 Im 141 W
5112Im 146 W

1439 Im 117 W
2158 Im 123 W
2879 Im 129 W
3238Im 133 W
3599 Im135W
4318 Im140W
5756 Im 1 53 W
64751m 160 W
7198 Im 170 W
8636 Im181W
97156 Im 191 W

3 Sk

RAHMEN FRAME LANGE LENGTHLA BRETEWIDTH  TIEFE DEPTH

CADRE GAUCHE A DROITE PROFONDEUR

580 mm 575 mm 49 mm 110 mm

860 mm 855 mm 49 mm 110 mm
1140 mm 1135 mm 49 mm 110 mm
1280 mm 1275 mm 49 mm 110 mm
1420 mm 1415 mm 49 mm 110 mm
1700 mm 1695 mm 49 mm 110 mm
2260 mm 2255 mm 49 mm 110 mm
2540 mm 2535 mm 49 mm 110 mm
2821 mm 2816 mm 49 mm 110 mm
3381 mm 3376 mm 49 mm 110 mm
3801 mm 3796 mm 49 mm 110 mm

Alle Lumen- und Wattangaben fir 4000K, CRI80 — (Mikroprismenangaben ohne Opalfolie) (Details auf P. 313-314)
All lumen and watt figures are for 4000K, CRI80 — (Microprismatic details without opal film) (details on p. 313-314)
Toutes les données lumen et watt pour 4000K, CRI80 — (données microprisme sans feuille opale) (détails p. 313-314)

Made in Europe - can only be purchased from NEKO Germany. sales@nekolighting.de [iimnaraard Bl



NEKO / DASH 40
Linear Light System
Wall Mounted

NEW

LED WANDLEUCHTE
LED WALL LUMINAIRE
LED APPLIQUE MURALE

Silver RAL9006

Black RAL9005

White RAL9016

Wall Mounted

Direct

23

49

Direct-Indirect

41

(2]

Bestellbeispiel Example order Exemple de commande

3381mm, CRI80, 4000K, Direct-Indirect, Low Output On-Off, Black, Microprismatic

D4W03381-840LPF-BM-U

®

LED-Wandleuchte direktstrahlend oder direkt-
/indirektstrahlend. Lichtkanal aus Aluminium
Strangpressprofil mit einer Breite von 41mm.
Fertigung der Leuchte milimetergenau auf
Kundenwunsch méglich. Oberflache der
Leuch-te feinstruktur matt pulverbeschichtet
ahnlich RAL9016 weiB, RAL 9006 silber oder
RAL9005 schwarz — auf Anfrage in RAL nach
Wabhl. Dif-fusor wahlweise in PMMA opal oder
PMMA klar mit eingeschobener
Mikroprismatischer Plat-te flr eine reduzierte
Leuchtdichte (UGR<19). Leuchte inkl.
speziellem Schnellmontage Wand-baldachin
(Montage mittels Stecker und Gegen-stecker).
Der Konverter istin das Leuchten-gehduse
integriert. Wahlweise als on/off oder DALI
Variante — weitere Steuerungsoptionen auf
Anfrage moglich. Farbtemperaturen: 2700K,
3000K, 4000K — weitere Lichtfarben auf Anfra-
ge. Farbwiedergabe CRI>80 oder CRI>90 -
Mac Adam <3

UBERSICHT | OVERVIEW| VUE D’ENSEMBLE

GENERAL INFO

2700K, 3000K, 4000K

Direct Light, Direct-indirect Light
Up to 142Im/W, Up to 6297Im/m
Ra>80, Ra>90, MacAdam 3
On-Off / DALI

Opal & Microprism (UGR <19)
Up to L80B10/ 50,000

CRICRI
>80 >90

P20 DALY/
SwitchDim

LED Wall Luminaire direct beam or
direct/indirect beam. Extruded aluminium light
channel with 41mm width. The luminaire can be
manufactured according to the customer's
wishes down to the last millime-tre. Luminaire
surface fine textured matte powder coating
similar to RAL9016 white, RAL 9006 silver or
RAL9005 black — or in any other RAL of your
choice. Diffuser available in either PMMA opal
or PMMA clear with microprismatic plate
inserted for lower luminance (UGR<19).
Luminaire with special quick-mount wall
canopy (plug with mating plug used for
mounting). The converter is integrated into the
lu-minaire housing. Available as either on/off or
DALl variant - other control options available
on request. Colour temperatures: 2700K,
3000K, 4000K - other light colours available on
request. Colour rendering CRI>80 or CRI>90 -
Mac Adam <3

s I
@ SDCM R P
[ 1]

3 >50,000h >50,000

m Made in Europe - can only be purchased from NEKO Germany. sales@nekolighting.de

LED Applique Murale a rayonnement direct ou
di-rect/indirect. Canal lumineux sous forme de
profi-1é extrudé en aluminium d’une largeur de
41 mm. Possibilité de fabriquer le luminaire sur
mesure, au millimetre pres. Surface de
luminaire thermolaguée matte a fine structure
en RAL9016 blanc, RAL 9006 argent ou
RAL9005 noir, sur demande RAL au choix.
Diffuseur au choix en PMMA opale ou
transparent avec plaque microprismatique
pour une intensité lumineuse réduite
(UGR<19). Luminaire avec cache mural spécial
a montage rapide inclus (montage par fiche et
contre-fiche). Le convertisseur est intégré au
boftier du luminaire. Au choix en version on/off
ou DALLI, autres options de commande
disponibles sur demande. Températures de
couleur: 2700 K, 3000 K, 4000 K, autres
couleurs sur demande. Ren-du des couleurs
CRI>80 ou CRI>90 — Mac Adam <3

HOUSING COLOUR

WeiB feinstruktur matt RAL 9016
White fine structure matt RAL 9016
Blanc structure fine mate RAL 9016

Schwarz feinstruktur matt RAL 9005
Black fine structure matt RAL 9005
Noir structure fine mate RAL 9005

Silber feinstruktur matt RAL 9006
Silver fine structure matt RAL 9006
Argent structure fine mate RAL 9006

LANGE LENGTH LONGEUR \ CODE FARBWIEDERGABE FARBTEMPERATUR
571 mm 00 COLOUR RENDERING CODE COLOUR TEMPERATURE CODE
’ COLOUR RENDERING TEMPERATURE DE COULEUR
851 mm 29 CRI>80 8 2700K 27 (CRI>90 only)
1131 mm 37 CRI>90 3000K
1271 mm 3,9 4000K
1411 mm 4,2
1691 mm 47 9 @
2251 mm 57
POWER STEUERUNG
2531 59
mm OUTPUT CODE CONTROL CODE
2812 mm 78 SORTIE CONTROLE
3372 mm 9,2 Low Output LP On-Off F
3792 mm 10,9 High Output DALI
GEHAUSEFARBE ABDECKUNG LICHTVERTEILUNG
HOUSING COLOUR CODE COVER CODE LIGHT DISTRIBUTION CODE
COULEUR DU BOITIER COUVERTURE REPARTITION DE LA LUMIERE
Silver RALI006 v Opal O Direct (none )
White RAL9016 Microprismatic Direct-Indirect
Black RAL9005 B U-Cover C
MICROPRISMATIC OPAL MICROPRISMATIC OPAL

LENGTH LUMEN | WATT

MM

571

851
1131
1271
1411
1691
2251
2531
2812
3372
3792

<7
5

O‘I

7
&{!"lﬂ
.!,

%

P2

DIRECT

LUMEN | WATT

LOW OUTPUT  HIGH OUTPUT

757 Im 18 W
1185 ImI12W
1514 Im 116 W
1703 Im 117 W
1892 Im118 W
2271 Im120W
3028 Im 127 W
3406 Im 130 W
3784 Im 1356 W
4542 1Im 141 W
5110Im 146 W

1503 Im 117 W
2254 Im 123 W
3005 Im 129 W
3381Im133W
3757 Im 135 W
4508 Im 140 W
6010 Im 153 W
6762 Im 160 W
7514Im 170 W
9016 Im 181 W
10143 Im 191 W

DIRECT

LUMEN | WATT

LUMENIWATT

LOWOUTPUT  HIGH OUTPUT

852Im18W
1136 Im [ 12W
1514 Im 116 W
1704 Im 117 W
1893 Im 118 W
2272Im 120 W
3028 Im 127 W
3408 Im 130 W
3786 Im 135 W
4544 Im 141 W
5112Im 146 W

1439 Im 117 W
2158 Im 123 W
28791Im 129 W
3238 Im 133 W
3599 Im 135 W
4318 Im 140 W
5756 Im 1 53 W
6475Im 160 W
7198 Im 170 W
8636 Im 1 81 W
9715 Im 191 W

DIRECT-INDIRECT

LUMEN | WATT LUMEN | WATT
LOW OUTPUT  HIGH OUTPUT

DIRECT-INDIRECT

LUMEN IWATT LUMEN | WATT
LOWOUTPUT  HIGH OUTPUT

1763 Im114W 3433 Im 129 W 1767 Im 114 W 3423 Im 129 W
2644 Im120W  5149Im 143 W 2650Im120W  5149Im 143 W
3527 Im 126 W 6866 Im155W 3535Im 126 W 6846 Im |55 W
3968 Im120W 7724 Im 163 W 3977 Im129W 7702 Im 163 W
4408 Im 132 W 8582 Im 168 W 4419Im132W 8557 Im168 W
5289 ImI138W 10208 m 182 W 5303 Im138W 10268 Im 182 W
7064 Im150W 13732 mI1106W  7070ImI50 W 13692 Im | 105 W
7936 Im 156 W 15448 mI11OW 7954 Im |56 W 15404 Im | 119 W
8816 ImI164W 17164 Im 1136 W  8838ImI64W 17114 Im 1136 W
10578 Im 177 W 20696 Im 1163 W 10606 Im | 77 W 20636 Im | 163 W
11900 Im 187 W 23140 Im 1184 W  11932Im 187 W 23103 Im | 184 W

Alle Lumen- und Wattangaben fir 4000K, CRI80 — (Mikroprismenangaben ohne Opalfolie) (Details auf P. 313-314)
All lumen and watt figures are for 4000K, CRI80 — (Microprismatic details without opal film) (details on p. 313-314)
Toutes les données lumen et watt pour 4000K, CRI80 — (données microprisme sans feuille opale) (détails p. 313-314)

Made in Europe - can only be purchased from NEKO Germany. sales@nekolighting.de [iiimaraard Il



NEKO / DASH 40
Linear Light System

LUMEN OUTPUT (Im)

NEW

MICROPRISMATIC
CRIB0O
LANGE DIRECT » LOW OUTPUT DIRECT » HIGH OUTPUT DIRECT » LOW OUTPUT DIRECT » HIGH OUTPUT
LENGTH 3000K 4000K 3000K 4000K 3000K 4000K 3000K 4000K
LONGEUR mm Lumen Lumen Lumen Lumen Lumen Lumen Lumen Lumen
571 - 580 727 757 1443 15083 1693 1763 3295 3433
851 - 860 1090 1135 2164 2254 2539 2644 4942 5149
1271 - 1280 1635 1703 3246 3381 3809 3968 7415 7724
14111420
1691 - 1700 2180 2271 4328 4508 5078 5289 9885 10298
2531 - 2540 3270 3406 6492 6762 7618 7936 14830 15448
3372 - 3381 4360 4542 8656 9016 10156 10578 19770 20596
3792 - 3801 4905 5110 9738 10143 11425 11900 22241 23140
CRI90
LANGE DIRECT » LOW OUTPUT DIRECT > HIGH OUTPUT DIRECT > LOW OUTPUT DIRECT » HIGH OUTPUT
LENGTH 2700K 3000K 4000K 2700K 3000K 4000K 2700K 3000K 4000K 2700K 3000K 4000K
LONGEUR mm | Lumen Lumen Lumen Lumen Lumen Lumen Lumen Lumen Lumen Lumen Lumen Lumen
571 - 580 590 628 655 1172 1247 1300 1375 1463 1525 2678 2849 2969
851 - 860 982 1758 1871 1950 2062 2194 2287 4017 4273 4453
1271 - 1280 1328 1413 1473 2637 2806 2925 3095 3293 3432 6025 6411 6681
1691 - 1700 1771 1884 1964 3516 3741 3900 4125 4390 4575 8033 8547 8907
2531 - 2540 2656 2826 2946 5274 5612 5850 6190 6586 6864 12050 12822 13362
3372 - 3381 3542 3768 3928 7032 7482 7800 8250 8780 9150 16066 17094 17814
3792 - 3801 3985 4239 4419 7911 8417 8775 9281 9877 10293 18074 19230 20040
Made in Europe - can only be purchased from NEKO Germany. sales@nekolighting.de

LUMEN OUTPUT (Im)
OPAL
CRI8BO
LANGE DIRECT » LOW OUTPUT DIRECT > HIGH OUTPUT DIRECT » LOW OUTPUT DIRECT » HIGH OUTPUT
LENGTH 3000K 4000K 3000K 4000K 3000K 4000K 3000K 4000K
LONGEUR mm Lumen Lumen Lumen Lumen Lumen Lumen Lumen Lumen
571 - 580 818 852 1381 1439 1697 1767 3286 3423
851 - 860 1091 1136 2071 2158 2545 2650 4929 5149
1271 - 1280 1636 1704 3107 3238 3818 3977 7394 7702
1411 - 1420
1691 - 1700 2181 2272 4143 4318 5090 5303 9858 10268
2531 - 2540 3272 3408 6214 6475 7636 7954 14788 15404
2812 - 2621
3372 - 3381 4362 4544 8286 8636 10180 10606 19716 20536
3792 - 3801 4908 5112 9322 9715 11452 11932 22180 23103
CRI90
LANGE DIRECT » LOW OUTPUT DIRECT » HIGH OUTPUT DIRECT > LOW OUTPUT DIRECT > HIGH OUTPUT
LENGTH 2700K 3000K 4000K 2700K 3000K 4000K 2700K 3000K 4000K 2700K 3000K 4000K
LONGEUR mm | Lumen Lumen Lumen Lumen Lumen Lumen Lumen Lumen Lumen Lumen Lumen Lumen
571 - 580 664 707 737 1154 1194 1264 1378 1467 1529 2670 2841 2960
851 - 860 1731 1791 1896 2067 2200 2293 4005 4261 4440
1271 - 1280 1329 1414 1474 2597 2687 2845 3102 3301 3440 6008 6393 6662
14111420
1691 - 1700 1772 1885 1965 3463 3582 3793 4135 4400 4586 8010 85622 8881
2251 - 2260
2531 - 2540 2658 2828 2948 5194 5374 5690 6204 6602 6880 12016 12786 13324
3372 - 3381 3544 3770 3930 6926 7164 7586 8270 8800 9172 16020 17044 17762
3792 - 3801 3987 4242 4422 7792 8059 8534 9304 9900 10318 18022 19174 19982
OPAL U-COVER CRI80 OPAL U-COVER CRI90
LANGE DIRECT > LOW OUTPUT DIRECT > HIGH OUTPUT DIRECT > LOW OUTPUT DIRECT » HIGH OUTPUT
LENGTH 3000K 4000K 3000K 4000K 2700K 3000K 4000K 2700K 3000K 4000K
LONGEUR mm Lumen Lumen Lumen Lumen Lumen Lumen Lumen Lumen Lumen Lumen
571 - 580 753 785 1432 1492 612 652 679 1190 1230 1290
851 - 860 919 978 1019 1785 1846 1935
1271 - 1280 1378 1467 1528 2679 2769 2904
1691 - 1700 1837 1956 2037 3571 3691 3871
2531 - 2540 2756 2934 3056 5358 55638 5808
3372 - 3381 3674 3912 4074 7142 7382 7742
3792 - 3801 5085 5299 9666 10071 4133 4401 4583 8035 8304 8710

Made in Europe - can only be purchased from NEKO Germany. sales@nekolighting.de [iinnaraard Bl



NEKO / DASH 50
Linear Light System NEW

Microprismatic Cover/ Opal Cover

23

Surface Mounted Microprismatic Cover/ Opal Cover
Direct
80.5
50
Microprismatic Cover/ Opal Cover Pendant
Direct Direct-Indirect
7Y Z|
f Wall Mounted
80.5 80.5 Direct
50

50

50

Direct-Indirect

Microprismatic Cover/ Opal Cover Trim Recessed

103

125
7

% 2 [10-40

IR} Made in Europe - can only be purchased from NEKO Germany. sales@nekolighting.de Made in Europe - can only be purchased from NEKO Germany. sales@nekolighting.de [iiimnaraard



NEKO / DASH 50

Linear Light System
Surface Mounted

NEW

LED ANBAULEUCHTE
LED SURFACE MOUNTED LUMINAIRE
LED LUMINAIRE EN SAILLIE

(2]

Bestellbeispiel Example order Exemple de commande
3381mm, CRI80, 4000K, Direct, Low Output On-Off, Black, Microprismatic

D5S03381-840LPF-BM

T TITTTTT
0© 006 00

(3]

LANGE LENGTH LONGEUR ‘ CODE FARBWIEDERGABE FARBTEMPERATUR
571 mm 15 COLOUR RENDERING CODE COLOUR TEMPERATURE CODE
' COLOUR RENDERING TEMPERATURE DE COULEUR
851 mm 20 CRI>80 8 2700K 27 (CRI>90 only)
1181 mm 26 CRI>90 3000K
1271 mm 2,8 2000K
1411 mm 3,5
1691 mm 4,0 9 @
White Ralo016 2251 mm 50
2531 rmm 50 POWER STEUERUNG
' OUTPUT CODE CONTROL CODE
2812 mm 6.6 SORTIE CONTROLE
Silver Ral9006 3372 mm 7,6 Low Output LP On-Off F
3792 mm 9,1 High Output DALI
Black Ral9005
Direct @ 6
GEHAUSEFARBE ABDECKUNG
80.5 HOUSING COLOUR CODE COVER CODE
COULEUR DU BOITIER COUVERTURE
20 Silver RALO006 Opal

White RAL9016

—

Microprismatic

Black RAL9005
LED-Anbauleuchte direktstrahlend. Lichtkanal = Surface-mounted LED Luminaire direct beam Luminaire en saillie a LED a rayonnement di-
aus Aluminium Strangpressprofil mit einer Brei-  Ex-truded aluminium light channel with 50mm rect. Canal lumineux sous forme de profilé
te von 50mm. Fertigung der Leuchte milimeter- ~ width. The luminaire can be manufactured extrudé en aluminium d’une largeur de 50 mm.
genau auf Kundenwunsch maglich. Oberflache  according to the customer‘s wishes down to Possibilité de fabriquer le luminaire sur mesure,
der Leuchte feinstruktur matt the last millimetre. Lumi-naire surface fine au millimeétre pres. Surface de luminaire
pulverbeschichtet dhnlich RAL9016 weil3, RAL textured matte powder coating si-milar to thermolaquée matte a fine structure en
9006 silber oder RAL9005 schwarz — auf RAL9016 white, RAL 9006 silver or RAL9005 RAL9016 blanc, RAL 9006 argent ou RAL9005 MICROPRISMATIC .

Anfrage in RAL nach Wahl. Diffusor wahlweise
in PMMA opal oder PMMA klar mit
eingeschobener Mikroprisma-tischer Platte fur
eine reduzierte Leuchtdichte (UGR<19). Der
Konverter ist in das Leuchten-gehause
integriert. Wahlweise als on/off oder DALI
Variante — weitere Steuerungsoptionen auf
Anfrage moglich. Farbtemperaturen: 2700K,
3000K, 4000K — weitere Lichtfarben auf Anfra-
ge. Farbwiedergabe CRI>80 oder CRI>90 -
Mac Adam <3

black — or in any other RAL of your choice.
Diffuser available in either PMMA opal or
PMMA clear with microprismatic plate inserted
for lower luminance (UGR<19). The converter
is integrated into the lu-minaire housing.
Available as either on/off or DALI variant - other
control options available on request. Colour
temperatures: 2700K, 3000K, 4000K - other
light colours available on request. Colour
rendering CRI>80 or CRI>90 - Mac Adam <3

noir, sur demande RAL au choix. Diffu-seur au
choix en PMMA opale ou transparent avec
plague microprismatique pour une intensité
lumi-neuse réduite (UGR<19). Le convertisseur
est intégré au boitier du luminaire. Au choix en
version on/off ou DALI, autres options de
commande disponibles sur demande.
Températures de couleur : 2700 K, 3000 K,
4000 K, autres couleurs sur demande. Ren-du
des couleurs CRI>80 ou CRI>90 - Mac Adam
<3

]

DIRECT DIRECT
LENGTH LUMEN IWATT LUMEN | WATT LUMEN IWATT  LUMEN | WATT
MM LOWOUTPUT  HIGH OUTPUT LOWOUTPUT  HIGH OUTPUT

571 741 ImI8W  1470Im 117 W
851 111 ImI12W  2205Im 123 W

HOUSING COLOUR .

WeiB feinstruktur matt RAL 9016 1271
White fine structure matt RAL 9016
Blanc structure fine mate RAL 9016

Schwarz feinstruktur matt RAL 9005

741ImI8W  1470Im 117 W

UBERSICHT | OVERVIEW| VUE D’ENSEMBLE
1111 Im112W 2205 Im 123 W

GENERAL INFO

2700K, 3000K, 4000K
Direct Light
Up to 142Im/W, Up to 6297Im/m

1481 ImI15W 2940 Im 129 W 1481 ImI15W 2940 Im 129 W
1666 Im 116 W 3306 Im 133 W
1411 1851 Im118W  3675ImI135W

1691 2222im120W 4409 Im 141 W

1666 Im116 W 3306 Im 133 W
1851 Im118W  3675Im135W
2222Im120W 4409 Im 141 W

Ra>80, Ra>90, MacAdam 3 Black fine structure matt RAL 9005 2251 29621m 127 W 5879 Im |54 W 2962Im127W  5879Im154 W
On-Off / DALI Noir structure fine mate RAL 9005 2531 3332ImI30W 6614ImI60W  3332ImI30W 6614 ImI60W
Opal & Microprismatic (UGR<19) Silber feinstruktur matt RAL 9006 2812 8702ImI35W  7349ImI70W  3702ImI85W  73491Im |70 W
Silver fine structure matt RAL 9006
) 72 4444 1m 141 W 18ImI181W 4444 1m 141 W 181m 181 W
Up to L80B10/ 50,000h Argent structure fine mate RAL 9006 33 m 8818Im18 m 8818Im18
3792 5000 Im 146 W 9922Im191W  5000ImI46W 9922 Im|91W
HWN
teoficrificrill (O O M~E - 8
amn Alle Lumen- und Wattangaben fir 4000K, CRI80 — (Mikroprismenangaben ohne Opalfolie) (Details auf P. 325-326)
>80 >90 1P20 DALY/ 3 >50,000h >50,000 All'lumen and watt figures are for 4000K, CRI80 — (Microprismatic details without opal film) (details on p. 325-326)
SwitchDim

Toutes les données lumen et watt pour 4000K, CRI80 — (données microprisme sans feuille opale) (détails p. 325-326)

Made in Europe - can only be purchased from NEKO Germany. sales@nekolighting.de Made in Europe - can only be purchased from NEKO Germany. sales@nekolighting.de [iiimaraard



NEKO / DASH 50

Linear Light System
Pendant

White Ral9016

LED-Hangeleuchte direktstrahlend oder di-
rekt-/indirektstrahlend. Lichtkanal aus Alumi-
nium Strangpressprofil mit einer Breite von
50mm. Fertigung der Leuchte milimetergenau
auf Kundenwunsch mdéglich. Oberflache der
Leuchte feinstruktur matt pulverbeschichtet
ahnlich RAL9016 wei, RAL 9006 silber oder
RAL9005 schwarz — auf Anfrage in RAL nach
Wabhl. Diffusor wahlweise in PMMA opal oder
PMMA klar mit eingeschobener Mikroprisma-
tischer Platte fUr eine reduzierte Leuchtdichte
(UGR<19). Leuchte inkl. Baldachin mit trans-
parentem Einspeisekabel sowie Seilabhangern
und Schnellspannern zur stufenlosen regulie-
rung der Montagehohe. Der Konverter ist in
das Leuchtengehé&use integriert. Wahlweise als
on/off oder DALI Variante — weitere
Steuerungsop-tionen auf Anfrage maéglich.
Farbtemperaturen: 2700K, 3000K, 4000K —
weitere Lichtfarben auf Anfrage.
Farbwiedergabe CRI>80 oder CRI>90 — Mac
Adam <3

UBERSICHT | OVERVIEW| VUE D’ENSEMBLE

GENERAL INFO

2700K, 3000K, 4000K

Direct Light, Direct-Indirect Light
Up to 142Im/W, Up to 6297Im/m
Ra>80, Ra>90, MacAdam 3
On-Off / DALI

Opal & Microprismatic (UGR<19)
Up to L80B10/ 50,000

CRICRI
>80 >90

P20 DALY/
SwitchDim

NEW

3

Silver Ral9006

Black Ral9005

Pendant LED Luminaire direct beam or
direct/indi-rect beam. Extruded aluminium light
channel with 50mm width. The luminaire can be
manufactured according to the customer's
wishes down to the last millimetre. Luminaire
surface fine textured matte powder coating
similar to RAL9016 white, RAL 9006 silver or
RAL9005 black — or in any other RAL of your
choice. Diffuser available in either PMMA opal
or PMMA clear with microprismatic plate
inserted for lower luminance (UGR<19).
Luminaire with canopy with transparent feed
cable plus cable hangers and quick-release
clamps for smooth mounting height
adjustment. The converter is integrated into
the lu-minaire housing. Available as either
on/off or DALI variant - other control options
available on request. Colour temperatures:
2700K, 3000K, 4000K - other light colours
available on request. Colour rendering CRI>80
or CRI>90 - Mac Adam <3

s I
@ SDCM R P
[ 1]

>50,000h >50,000

m Made in Europe - can only be purchased from NEKO Germany. sales@nekolighting.de

Pendant

Direct Direct-Indirect
% % Z|
50 50

uspension & LED a rayonnement direct ou di-
rect/indirect. Canal lumineux sous forme de
profi-1é extrudé en aluminium d’une largeur de
50 mm. Possibilité de fabriquer le luminaire sur
mesure, au millimetre pres. Surface de
luminaire thermolaquée matte a fine structure
en RAL9016 blanc, RAL 9006 argent ou
RAL9005 noir, sur demande RAL au choix.
Diffuseur au choix en PMMA opale ou
transparent avec plaque microprismatique
pour une intensité lumineuse réduite
(UGR<19). Luminaire avec cache et cable
d’alimentation transparent, cables de sus-
pension et systémes de serrage rapide
permettant d’ajuster la hauteur de montage en
continu. Le convertisseur est intégré au boitier
du luminaire. Au choix en version on/off ou
DALLI, autres options de commande
disponibles sur demande. Températures de
couleur : 2700 K, 3000 K, 4000 K, autres
couleurs sur demande. Rendu des couleurs
CRI>80 ou CRI>90uleurs CRI>80 ou CRI>90-
Mac Adam <3

7
80.5

HOUSING COLOUR

WeiB feinstruktur matt RAL 9016
White fine structure matt RAL 9016
Blanc structure fine mate RAL 9016

Schwarz feinstruktur matt RAL 9005
Black fine structure matt RAL 9005
Noir structure fine mate RAL 9005

Silber feinstruktur matt RAL 9006
Silver fine structure matt RAL 9006
Argent structure fine mate RAL 9006

LED-HANGELEUCHTE
LED PENDANT LUMINAIRE

LED SUSPENSION

Bestellbeispiel Example order Exemple de commande

3381mm, CRI80, 4000K, Direct-Indirect, Low Output On-Off, Black, Microprismatic

D5P03381-840LPF-BM-U

T

o

TTTTI
®

(1) 0060 6o 6
LANGE LENGTH LONGEUR \ CODE FARBWIEDERGABE FARBTEMPERATUR
P o COLOUR RENDERING CODE COLOUR TEMPERATURE CODE
’ COLOUR RENDERING TEMPERATURE DE COULEUR
1271 mm 89 CRI>80 8 2700K 27 (CRI>90 only)
1411 mm 42 CRI>90 3000K
1691 mm 49 000K
2251 mm 6,0
2531 mm 6,2 9 @
2812 mm 8,0
POWER STEUERUNG
372 93
mm OUTPUT CODE CONTROL CODE
3792 mm 13 SORTIE CONTROLE
Low Output LP On-Off F
High Output DALI

e

GEHAUSEFARBE

o

8]

ABDECKUNG LICHTVERTEILUNG
COVER CODE LIGHT DISTRIBUTION CODE
COUVERTURE REPARTITION DE LA LUMIERE

Opal (none )

Microprismatic

HOUSING COLOUR CODE

COULEUR DU BOITIER

Silver RAL9006 V

White RAL9016

Black RAL9005 B
MICROPRISMATIC OPAL

DIRECT

LENGTH LUMEN |WATT LUMEN | WATT
MM LOW OUTPUT  HIGH OUTPUT

1131 1481 Im116 W
1271 1666 Im 116 W
1411 1851 Im118 W
1691 2222 1m 120 W
2251 2962 Im 127 W
2531 3332 Im130W
2812 3702 Im 135 W
3372 4444 Im 141 W
3792 5000 Im 1 46 W

2940 Im 129 W
3306 Im 1 33 W
3675Im 135 W
4409 Im 141 W
5879 Im 154 W
6614 Im 160 W
7349 Im 170 W
8818 Im 181 W
9922 Im 191 W

DIRECT

B LUMEN |WATT LUMEN | WATT
LOWOUTPUT  HIGH OUTPUT

1481 Im116 W
1666 Im 116 W
1851 Im118 W
2222 Im 120 W
2962 Im 127 W
3332 Im130W
3702Im 135 W
4444 Im 141 W
5000 Im 1 46 W

2940 Im 129 W
3306 Im 1 33 W
3675Im 135 W
4409 Im 141 W
5879 Im 154 W
6614 Im 160 W
7349 Im 170 W
8818Im 181 W
9922 Im 191 W

MICROPRISMATIC

DIRECT-INDIRECT

LUMEN IWATT  LUMEN | WATT
LOWOUTPUT  HIGH OUTPUT

35617 Im 126 W
3965 Im 129 W
4397 Im 132 W
52761m 138 W
7034 Im 150 W
79121m 156 W
8794 Im 164 W

6548 Im 1656 W

7700 Im| 62 W
8556 Im| 68 W
10267 Im | 81 W
1360 Im 1106 W
15402 Im 1118 W
17112Im 1136 W

10852 1Im | 77 W 20634 Im 1163 W
11871 Im | 86 W 23101 Im 1183 W

Alle Lumen- und Wattangaben fir 4000K, CRI80 — (Mikroprismenangaben ohne Opalfolie) (Details auf P. 325-326)
All lumen and watt figures are for 4000K, CRI80 — (Microprismatic details without opal film) (details on p. 325-326)
Toutes les données lumen et watt pour 4000K, CRI80 — (données microprisme sans feuille opale) (détails p. 325-326)

Made in Europe - can only be purchased from NEKO Germany. sales@nekolighting.de [iiimaraard

(0] Direct

Direct-Indirect

OPAL

DIRECT-INDIRECT

LUMEN IWATT  LUMEN | WATT
LOW OUTPUT  HIGH OUTPUT

3517 Im 126 W
3965 Im 129 W
4397 Im 132 W
52761m 138 W
7034 Im 1 50 W
79121m 156 W
8794 Im 164 W
108821m | 77 W
1871m | 868 W

6548 Im 1565 W
7700 Im 162 W
8556 Im | 68 W
10267 Im | 81 W
13690 Im 1106 W
15402 m | 118 W
17112 im 1136 W
20534 Im 1 163 W
23101 Im 1183 W



NEKO / DASH 50

Linear Light System
Trim Recessed

White Ral9016

NEW

Silver Ral9006

Black Ral9005

LED-Einbauleuchte mit umlaufendem Rahmen
direktstrahlend. Lichtkanal aus Aluminium
Strangpressprofil mit einer Gesamtbreite von
63mm. Fertigung der Leuchte milimetergenau
auf Kundenwunsch méglich. Oberflache der
Leuchte feinstruktur matt pulverbeschichtet
ahnlich RAL9016 wei, RAL 9006 silber oder
RAL9005 schwarz — auf Anfrage in RAL nach
Wabhl. Diffusor wahlweise in PMMA opal oder
PMMA klar mit eingeschobener Mikroprisma-
tischer Platte fUr eine reduzierte Leuchtdichte
(UGR<19). Leuchte inkl. Montagebigel. Der
Konverter ist in das Leuchtengehé&use integri-
ert. Wahlweise als on/off oder DALI Variantebe
weitere Steuerungsoptionen auf Anfrage
mdglich. Farbtemperaturen: 2700K, 3000K,
4000K - weitere Lichtfarben auf Anfrage. Farb-
wiedergabe CRI>80 oder CRI>90 — Mac Adam
<3

UBERSICHT | OVERVIEW| VUE D’ENSEMBLE

GENERAL INFO

2700K, 3000K, 4000K

Direct Light

Up to 142Im/W, Up to 6297Im/m
Ra>80, Ra>90, MacAdam 3
On-Off / DALI

Opal & Microprismatic (UGR<19)
Up to L80B10/ 50,000

CRICRI
>80 >90

P20 DALY/
SwitchDim

3

Recessed LED Luminaire with frame direct
beam. Extruded aluminium light channel with a
total width of 63mm. The luminaire can be
manufactured ac-cording to the customer's
wishes down to the last millimetre. Luminaire
surface fine textured matte powder coating
similar to RAL9016 white, RAL 9006 silver or
RAL9005 black — or in any other RAL of your
choice. Diffuser available in either PMMA opal
or PMMA clear with microprismatic plate
inserted for lower luminance (UGR<19).
Luminaire with moun-ting bracket. The
converter is integrated into the lu-minaire
housing. Available as either on/off or DALI
variant - other control options available on
request. Colour temperatures: 2700K, 3000K,
4000K - other light colours available on
request. Colour rendering CRI>80 or CRI>90 -
Mac Adam <3

Y
0] a B ia LB

>50,000h >50,000

m Made in Europe - can only be purchased from NEKO Germany. sales@nekolighting.de

Trim Recessed

103

77

% % [10-40

Luminaire a LED encastrable a rayonnement di-
rect avec cadre périphérique. Canal lumineux
sous forme de profilé extrudé en aluminium
d’une largeur totale de 63 mm. Possibilité de
fabriquer le luminaire sur mesure, au millimeétre
pres. Surface de luminaire thermolaquée matte
afine structure en RAL9016 blanc, RAL 9006
argent ou RAL9005 noir, sur de-mande RAL au
choix. Diffuseur au choix en PMMA opale ou
transparent avec plaque microprismatique
pour une intensité lumineuse réduite
(UGR<19). Luminaire avec barre de montage.
Le convertisseur est intégré au boitier du
luminaire. Au choix en ver-sion on/off ou DALI,
autres options de commande disponibles sur
demande. Températures de cou-leur: 2700 K,
3000 K, 4000 K, autres couleurs sur demande.
Rendu des couleurs CRI>80 ou CRI>90 - Mac
Adam <3

HOUSING COLOUR

WeiB feinstruktur matt RAL 9016
White fine structure matt RAL 9016
Blanc structure fine mate RAL 9016

Schwarz feinstruktur matt RAL 9005
Black fine structure matt RAL 9005
Noir structure fine mate RAL 9005

Silber feinstruktur matt RAL 9006
Silver fine structure matt RAL 9006
Argent structure fine mate RAL 9006

LED EINBAULEUCHTE

LED RECESSED VERSION

LED LUMINAIRE ENCASTRABLE

LANGE LENGTH LONGEUR ‘

CODE

580 mm 1,7

860 mm 2,0
1140 mm 2,5
1280 mm 2,7
1420 mm 3,3
1700 mm 3,8
2260 mm 4,6
2540 mm 4,8
2821m 6,4
3381mm 73
3801 mm 8,9

(2]

Bestellbeispiel Example order Exemple de commande

3381mm, CRI80, 4000K, Direct, Low Output On-Off, Black, Microprismatic

D5R03381-840LPF-BM
ST ITTIIT
0O 06 00

(1]

(3]

FARBWIEDERGABE FARBTEMPERATUR
COLOUR RENDERING CODE COLOUR TEMPERATURE CODE
COLOUR RENDERING TEMPERATURE DE COULEUR
CRI>80 8 2700K 27 (CRI>90 only)
CRI>90 3000K
4000K
POWER STEUERUNG
OUTPUT CODE CONTROL CODE
SORTIE CONTROLE
Low Output LP On-Off F
High Output DALI

e

GEHAUSEFARBE
HOUSING COLOUR

COULEUR DU BOITIER

CODE

Silver RAL9006

White RAL9016

Black RAL9005

MICROPRISMATIC

DIRECT

LENGTH LUMENIWATT LUMEN | WATT
MM LOWOUTPUT  HIGH OUTPUT

580

860
1140
1280
1420
1700
2260
2540
2821
3381
3801

741ImI8W
1111 imI12wW
1481 Im 15 W
1666 Im 116 W
1851 Im 118 W
2222 m 120 W
2962 Im 1 27 W
3332 Im 130 W
3702 Im 135 W
4444 Im 141 W
5000 Im | 46 W

1470 Im 117 W
2205Im 123 W
2940 Im 129 W
3306 Im133W
3675Im135W
4409 Im 141 W
58791Im 154 W
6614 Im160W
7349 Im 170 W
8818 Im181W
9922 Im 191 W

OPAL

o

ABDECKUNG
COVER
COUVERTURE

CODE

Opal

Microprismatic

]

DIRECT

LUMEN IWATT  LUMEN | WATT
LOWOUTPUT  HIGH OUTPUT

741 Im18W
1111 Im 1 12W
14811Im115 W
1666 Im 116 W
1851 1Im118 W
2222 Im 120 W
2962 Im 127 W
33321m 130 W
37021m 135 W
4444 1m 141 W
5000 Im | 46 W

1470 Im 117 W
2205Im 123 W
2940 Im 129 W
3306 Im 133 W
3675Im135W
4409 Im 141 W
5879Im 154 W
6614 Im 160 W
7349 Im 170 W
8818Im 181 W
9922 Im 191 W

5

[

CADRE GAUCHE ADROITE

580 mm 575 mm 57 mm

860 mm 855 mm 57 mm
1140 mm 1135 mm 57 mm
1280 mm 1275 mm 57 mm
1420 mm 1415 mm 57 mm
1700 mm 1695 mm 57 mm
2260 mm 2255 mm 57 mm
2540 mm 2535 mm 57 mm
2821 mm 2816 mm 57 mm
3381 mm 3376 mm 57 mm
3801 mm 3796 mm 57 mm

Alle Lumen- und Wattangaben fir 4000K, CRI80 — (Mikroprismenangaben ohne Opalfolie) (Details auf P. 325-326)
All lumen and watt figures are for 4000K, CRI80 — (Microprismatic details without opal film) (details on p. 325-326)
Toutes les données lumen et watt pour 4000K, CRI80 — (données microprisme sans feuille opale) (détails p. 325-326)

Made in Europe - can only be purchased from NEKO Germany. sales@nekolighting.de [iiinaraard

RAHMEN FRAME LANGE LENGTH LA BREITEWIDTH

ik
TIEFE DEPTH
PROFONDEUR
1256 mm
125 mm
1256 mm
125 mm
1256 mm
1256 mm
1256 mm
1256 mm
125 mm
125 mm
1256 mm



NEKO / DASH 50

. . N EW LED WANDLEUCHTE Bestellbeispiel Example order Exemple de commande

Linear Light System LED WALL LUMINAIRE 3381mm, CRI80, 4000K, Direct-Indirect, Low Output On-Off, Black, Microprismatic
Wall Mounted LED APPLIQUE MURALE

D5W03381-840LPF-BM-U

White Ral9016

o (2]

®

LANGE LENGTH LONGEUR ‘ CODE FARBWIEDERGABE FARBTEMPERATUR
571 mm 00 COLOUR RENDERING CODE COLOUR TEMPERATURE CODE
Wall Mounted p— s COLOUR RENDERING TEMPERATURE DE COULEUR
' CRI>80 8 2700K 27 (CRI>90 only)
. 1181 mm 37 CRI>90 3000K
Direct 1271 mm 3,9
Silver Ral9006 ’ 4000K
23 1411 mm 4,2
80.5
1691 mm 4,7 9 @
50 2251 mm 5,7
POWER STEUERUNG
2531 59
mm OUTPUT CODE CONTROL CODE
2812 mm 7.8 SORTIE CONTROLE
Direct-Indirect 3372 mm 9,2 Low Output LP On-Off F
Black Ral9005 3792 mm 10,9 High Output DALI

LED-Wandleuchte direktstrahlend oder direkt-
/indirektstrahlend. Lichtkanal aus Aluminium
Strangpressprofil mit einer Breite von 41mm.
Fertigung der Leuchte milimetergenau auf
Kundenwunsch méglich. Oberflache der
Leuch-te feinstruktur matt pulverbeschichtet
ahnlich RAL9016 wei, RAL 9006 silber oder
RAL9005 schwarz — auf Anfrage in RAL nach
Wabhl. Dif-fusor wahlweise in PMMA opal oder
PMMA klar mit eingeschobener
Mikroprismatischer Plat-te flr eine reduzierte
Leuchtdichte (UGR<19). Leuchte inkl.
speziellem Schnellmontage Wand-baldachin
(Montage mittels Stecker und Gegen-stecker).
Der Konverter ist in das Leuchten-gehduse
integriert. Wahlweise als on/off oder DALI
Variante — weitere Steuerungsoptionen auf
Anfrage mdglich. Farbtemperaturen: 2700K,
3000K, 4000K — weitere Lichtfarben auf Anfra-
ge. Farbwiedergabe CRI>80 oder CRI>90 -
Mac Adam <3

UBERSICHT | OVERVIEW| VUE D’ENSEMBLE

GENERAL INFO

2700K, 3000K, 4000K

Direct Light, Direct-indirect Light
Up to 142Im/W, Up to 6297Im/m
Ra>80, Ra>90, MacAdam 3
On-Off / DALI

Opal & Microprism (UGR <19)
Up to L80B10/ 50,000

CRICRI
>80 >90

P20 DALY/
SwitchDim

LED Wall Luminaire direct beam or
direct/indirect beam. Extruded aluminium light
channel with 41mm width. The luminaire can be
manufactured according to the customer's
wishes down to the last millime-tre. Luminaire
surface fine textured matte powder coating
similar to RAL9016 white, RAL 9006 silver or
RAL9005 black — or in any other RAL of your
choice. Diffuser available in either PMMA opal
or PMMA clear with microprismatic plate
inserted for lower luminance (UGR<19).
Luminaire with special quick-mount wall
canopy (plug with mating plug used for
mounting). The converter is integrated into the
lu-minaire housing. Available as either on/off or
DALl variant - other control options available
on request. Colour temperatures: 2700K,
3000K, 4000K - other light colours available on
request. Colour rendering CRI>80 or CRI>90 -
Mac Adam <3

s I
@ SDCM R P
[ 1]

>50,000h >50,000

m Made in Europe - can only be purchased from NEKO Germany. sales@nekolighting.de

LED Appligue Murale a rayonnement direct ou
di-rect/indirect. Canal lumineux sous forme de
profi-1é extrudé en aluminium d’une largeur de
41 mm. Possibilité de fabriquer le luminaire sur
mesure, au millimetre pres. Surface de
luminaire thermolaquée matte a fine structure
en RAL9016 blanc, RAL 9006 argent ou
RAL9005 noir, sur demande RAL au choix.
Diffuseur au choix en PMMA opale ou
transparent avec plaque microprismatique
pour une intensité lumineuse réduite
(UGR<19). Luminaire avec cache mural spécial
a montage rapide inclus (montage par fiche et
contre-fiche). Le convertisseur est intégré au
boftier du luminaire. Au choix en version on/off
ou DALLI, autres options de commande
disponibles sur demande. Températures de
couleur: 2700 K, 3000 K, 4000 K, autres
couleurs sur demande. Ren-du des couleurs
CRI>80 ou CRI>90 — Mac Adam <3

HOUSING COLOUR

WeiB feinstruktur matt RAL 9016
White fine structure matt RAL 9016
Blanc structure fine mate RAL 9016

Schwarz feinstruktur matt RAL 9005
Black fine structure matt RAL 9005
Noir structure fine mate RAL 9005

Silber feinstruktur matt RAL 9006
Silver fine structure matt RAL 9006
Argent structure fine mate RAL 9006

e

GEHAUSEFARBE
HOUSING COLOUR
COULEUR DU BOITIER

CODE

Silver RAL9006

White RAL9016

Black RAL9005

MICROPRISMATIC

DIRECT

LENGTH LUMENIWATT LUMEN | WATT
MM LOWOUTPUT  HIGH OUTPUT

571 741ImI8W

851 1111 imI12wW
1131 1481 Im 15 W
1271 1666 Im 116 W
1411 1851 Im 118 W
1691 2222 m 120 W
2251 2962 Im 1 27 W
2531 3332 Im 130 W
2812 3702 Im 135 W
3372 4444 Im 141 W
3792 5000 Im | 46 W

Alle Lumen- und Wattangaben fir 4000K, CRI80 — (Mikroprismenangaben ohne Opalfolie) (Details auf P. 325-326)

1470 Im 117 W
2205Im 123 W
2940 Im 129 W
3306 Im133W
3675Im135W
4409 Im 141 W
5879 Im 1564 W
6614 Im160W
7349 Im 170 W
8818 Im181W
9922 Im 191 W

o

8]

ABDECKUNG LICHTVERTEILUNG
COVER CODE LIGHT DISTRIBUTION CODE
COUVERTURE REPARTITION DE LA LUMIERE

Opal (none )

Microprismatic

OPAL

DIRECT

LUMEN | WATT

LUMENIWATT

LOW OUTPUT  HIGH OUTPUT

741Im18W
1111 Im 12w
1481 Im 116 W
1666 Im 116 W
1851 Im118 W
2222 Im 120 W
2962 Im 127 W
3332 Im 130 W
3702 Im 135 W
4444 Im 141 W
5000 Im | 46 W

1470 Im 117 W
2205 Im 123 W
2940 Im 129 W
3306 Im 1 33 W
3675Im 135 W
4409 Im 141 W
5879 Im 1 54 W
6614 Im 160 W
7349 Im 170 W
8818 Im 181 W
9922 Im 191 W

MICROPRISMATIC

DIRECT/INDIRECT

LUMEN | WATT  LUMEN | WATT
LOW OUTPUT  HIGH OUTPUT

1758 Im 1 14 W
2638 Im 123 W
3517 Im 126 W
3955 Im 129 W
4397 Im 132 W
52761m 138 W
7034 Im 150 W
7912Im 156 W
8794 Im 164 W
10652 Im 1 77 W
11871 Im 186 W

3422 1m 129 W
5133 Im 142 W
6548 Im | 55 W
7700 Im 162 W
8556 Im | 68 W
10267 Im 181 W
13690 Im 1 106 W
15402 Im 1 118 W
17112 Im 1136 W
20534 Im 1 163 W
23101 Im 1 183 W

All lumen and watt figures are for 4000K, CRI80 — (Microprismatic details without opal film) (details on p. 325-326)
Toutes les données lumen et watt pour 4000K, CRI80 — (données microprisme sans feuille opale) (détails p. 325-326)

Made in Europe - can only be purchased from NEKO Germany. sales@nekolighting.de [imaraard

(0] Direct

Direct-Indirect

OPAL

DIRECT/INDIRECT

LUMEN IWATT  LUMEN | WATT
LOW OUTPUT  HIGH OUTPUT

1768 Im 1 14 W
2638 Im 123 W
3517 Im 126 W
3965 Im 129 W
4397 Im 132 W
5276 Im 138 W
7034 Im 150 W
7912Im 156 W
8794 Im 164 W
10552 Im 1 77 W
11871 Im 186 W

3422 1m 129 W
5133 Im 142 W
6548 Im | 55 W
7700 Im162 W
8556 Im 168 W
10267 Im 1 81 W
13690 Im 1 106 W
15402 Im | 118 W
17112Im 1136 W
20534 Im | 163 W
23101 Im | 183 W



NEKO / DASH 50
Linear Light System

LUMEN OUTPUT (Im)

NEW

MICROPRISMATIC
CRIBO
LANGE DIRECT > LOW OUTPUT DIRECT > HIGH OUTPUT DIRECT > LOW OUTPUT DIRECT > HIGH QUITRUT
LENGTH 3000K 4000K 3000K 4000K 3000K 4000K 3000K 4000K
LONGEUR mm Lumen Lumen Lumen Lumen Lumen Lumen Lumen Lumen
571 - 580 712 741 1389 1470 1688 1758 3282 3422
851 - 860 1067 1111 2083 2204 2532 2638 4926 5133
1271 - 1280 1601 1666 3124 3306 3797 3955 7386 7700
1691 - 1700 2135 2222 4166 4408 5064 5276 9852 10267
2531 - 2540 3202 3332 6248 6612 7594 7912 14780 15402
3372 - 3381 4270 4444 8332 8816 10128 10552 19704 20534
3792 - 3801 4804 5000 9455 9920 11394 11871 22167 23101
CRI90
LANGE DIRECT » LOW OUTPUT DIRECT > HIGH OUTPUT DIRECT » LOW OUTPUT DIRECT > HIGH OUTPUT
LENGTH 2700K 3000K 4000K 2700K 3000K 4000K 2700K