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Superlight LED 1

With 1 high performance LED module (Zhagal,
infegral temperature monitoring device,
profection class |, IP65 €A\ A\

windage area AW 0.035 m?

die cast aluminium housing, polyester powder
coated, high efficiency reflector,

all exterior steel parts are sfainless steel,
tempered safety glass, silicon gasket,

closure with 4 stainless steel screws,

mounting bracket powder coafed aluminium:
2 drilled holes @ 7 mm, spacing 50-70 mm,
1 centre hole @ 17 mm, filt range 180°,
M20 cable gland, integral driver (AC/DC)
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Superlight LED 1, rotationally symmetrical narrow beam

Part number Colour light source Weight | Half beam angle y

8 885 046 019 | black 1 x LED module 27 W 2.4 kg 16°

8 885 066 019 | white warm white (3000 K) T '

8 885 056 019 | silver grey 855k 3801 214k 137k
4m  6m 8m 10m

Part number Colour Light source Weight | Half beam angle y LED

8 885 045 019 | black 1 x LED module 27 W 2.4 kg 16° 2674 Im

8 885 065 019 | white neutral white (4000 K) S505010

8 885 055 019 | silver grey

Abstand/Distance 8m 10m 12m

Superlight LED 1, asymmetrical beam*

Part number Colour Light source Weight | Main beam angle v
8 885 046 049 | black 1 x LED module 27 W 2.4 kg 45°
8 885 066 049 | white warm white (3000 K)

8 885 056 049 | silver grey

o =
573k ©  143Ix 64lx 36lx 23lx

2m 3m 4m

Part number Colour light source Weight | Main beam angle y
8 885 045 049 | black 1 x LED module 27 W 2.4 kg 45°
8 885 065 049 | white neutral white (4000 K)

8 885 055 049 | silver grey

68Ix 38lx 24lx

Superlight LED 1, wide beam*

Part number Colour Light source Weight | Half beam angle y
C0-180 C 90 -270
8 885 046 059 | black 1 x LED module 27 W 2.4 kg Q2° 108°
8 885 066 059 | white warm white (3000 K) =
8 885 056 059 | siher groy Tt
Part number Colour light source Weight | Half beam angle y
C0-180 CQ0-270
8 885 045 059 | black 1 x LED module 27 W 2.4 kg 92° 108°
8 885 065 059 | white neutral white (4000 K)
8 885 055 059 | silver grey

*Luminaires with 2 cable glands are available upon request.

Parf number* Descripfion

v veo 1., oo | Luminaire with wall arm, internal cable run

*Availoble upon request in various lengths.

Part number Description
.. 1.. | Dimmable version (DALI)

LED

LEDs, replacement modules available
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Superlight LED 2

With 1 high performance LED module (Zhagal,
integral temperature monitoring device,
profection class |, IPO5 €A\ A\

windage area AW 0.047 m?

die cast aluminium housing, polyester powder
coated, high efficiency reflector,

all exterior steel parts are sfainless sfeel,
tempered safety glass, silicon gasket,

closure with 4 stainless steel screws,
mounting bracket powder coated aluminium:
2 drilled holes @ 7 mm, spacing 50-70 mm,
1 centre hole @ 17 mm, filt range 180°,
M?20 cable gland, infegral driver [AC/DC])

LED
3564 Im
8 6010

@1,42m

797x_407Ix 246Ix 165k 118lx

Abstand/Distance 5 m /' m

LED
3818 Irp

D1,42m

854Ix_436lx 264Ix 176lx 126lx

Superlight LED
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Abstand/Distance Tm

LED
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Superlight LED 2, rotationally symmetrical narrow beam*
Part number Colour light source Weight | Half beam angle y
8 886 046 019 | block 1 x LED module 40 W 3.0 kg 16°
8 886 066 019 | while warm white {3000 K)
8 886 056 019 | silver grey
Part number Colour Light source Weight | Holf beam angle y
8 886 045 019 | black 1 x LED module 40 W 3.0kg 16°
8 886 065 019 | white neutral white (4000 K)
8 886 055 019 | silver grey
Superlight LED 2, asymmetrical beam*
Part number Colour Light source Weight | Main beam angle y
8 886 046 049 | black 1 x LED module 40 W 3.0 kg 45°
8 886 066 049 | white warm white {3000 K)
8 886 056 049 | silver grey
Part number Colour Light source Weight | Main beam angle y
8 886 045 049 | black 1 x LED module 40 W 3.0 kg 45°
8 886 065 049 | white neutral white (4000 K)
8 886 055 049 | silver grey
97Ix 55Ix 35lx
Superlight LED 2, wide beam*
Part number Colour Light source Weight | Half beam angle y
C0-180 C90-270
8 886 046 059 | black 1 x LED module 40 W 3.0kg |92° 102°
8 886 066 059 | while warm white {3000 K)
8 886 056 059 | silver grey
Part number Colour Light source Weight | Half beam angle y
CO0-180 CQ0-270
8 886 045 059 | black 1 x LED module 40 W 3.0 kg Q2° 102°
8 886 065 059 | white neutral white (4000 K)
8 886 055 059 | silver grey
75 42l 27k
*luminaires with 2 cable glands are available upon request.
Part number* Description
« «o. 1.0 ... | Luminaire with wall arm, internal cable run
*Available upon request in various lengths.
Part number Description
. 1.. | Dimmable version (DALI)
Superlight LED 15

LEDs, replacement modules available




Superlight LED 3

With 2 high performance LED modules (Zhagal,
infegral temperature monitoring device,
profection class |, IP65 €A\ A\

windage area AW 0.08 m?

die cast aluminium housing, polyester powder
coated, high efficiency reflector,

all exterior steel parts are sfainless steel,
tempered safety glass, silicon gasket,

closure with 4 stainless steel screws,
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. 5 mounting bracket powder coated aluminium:
&l 2 drilled holes @ 7 mm, spacing 50-70 mm,
L I A T 1 centre hole & 17 mm, tilt range 205°,

—~ 108 |~ M20 cable gland, integral driver (AC/DC)

Superlight LED 3, rotationally symmetrical narrow beam*

LED

Part number Colour light source Weight | Half beam angle y 8212 Im
8 887 046 019 | black 2 x [ED module 45 W 54kg |16° o
8 887 066 019 | white warm white (3000 K)
8 887 056 019 | silver grey 724n. a2V
Abstand)/Dis
Part number Colour Light source Weight | Half beam angle y LED
8 887 045 019 | black 2 x LED module 45 W 5.4 kg 16° 8786 Im
8 887 065 019 | white neutral white (4000 K) 10
8 887 055 019 | silver grey
Superlight LED 3, asymmetrical beam*
Part number Colour Light source Weight | Main beam angle v
8 887 046 049 | black 2 x LED module 45 W 54kg | 45°
8 887 066 049 | white warm white (3000 K)
8 887 056 049 | silver grey s oo 4k 27k 17k
4m 6m 8m 10m
Part number Colour light source Weight | Main beam angle y
8 887 045 049 | black 2 x LED module 45 W 54kg | 45°
8 887 065 049 | white neutral white (4000 K)
8 887 055 049 | silver grey
463Ix E HéT: 51Ix 291x 191x
Abstond/Distance 2m 4 m 6m
Superlight LED 3, wide beam*
Part number Colour Light source Weight | Half beam angle y
C0-180 C 90 -270
8 887 046 059 | black 2 x LED module 45 W 5.4 kg Q2° 105°
8 887 066 059 | white warm white (3000 K)
8 887 056 059 | silver grey 4m  6m  8&m  10m
Part number Colour light source Weight | Half beam angle y
C0-180 CQ0-270
8 887 045 059 | black 2 x LED module 45 W 5.4 kg Q2° 105°
8 887 065 059 | white neutral white (4000 K)
8 887 055 059 | silver grey 2
365 < 9k 41k

*Luminaires with 2 cal

ble glands are available upon request.

Part number*

Description

Abstand/Distance 2m 4m 6m

23Ix

8m

10 m

Luminaire with wall arm, internal cable run

*Available upon requ

est in various lengths.

Part number

Description

Dimmable version (DALI)

Superlight LED

LED

LEDs, replacement modules available




Superlight LED 1, pole luminaire

With 1 high performance LED module (Zhagal,
integral temperature monitoring device,
profection class |, P65 €A\ A\

windage area AW 0.035 m?

die cast aluminium housing, polyester powder
coated, high efficiency reflector,
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all exterior steel parts are sfainless sfeel, e 154
tempered safety glass, silicon gasket, I
closure with 4 stainless steel screws, 3 'JL:K%:)
— lap]
for installation on poles & 60 - 100 mm, i
powder coated aluminium mounting base: o 9
2 drilled holes @ @ mm, spacing 75 mm, T‘ | g -
. Q
1 centre hole @ 17 mm, filt range 205°, o ls! i »
swivel range 360°, M20 cable gland, & 8 o _D]*
integral driver [AC/DC 1]
g (AC/DC) 4T o
ol
) Superlight LED 1, pole luminaire, rotationally symmetrical narrow beam
2512 Im Part number Colour light source Weight Half beam angle y
10
8 885 246 019 | block 1 x LED module 27 W 2.6 kg 16°
8 885 266 019 | white warm white {3000 K)
380l 2141 137k 95k 70 8 885 256 019 | silver grey
10m 12m  14m
Part number Colour Light source Weight | Holf beam angle y
8 885 245 019 | block 1 x LlED module 27 W 2.6 kg 16°
8 885 265 019 | white neutral white (4000 K)
8 885 255 019 | silver grey
1M0m 12m 14m
Superlight LED 1, pole luminaire, asymmetrical beam
Part number Colour Light source Weight | Main beam angle y
8 885 246 049 | black 1 x LED module 27 W 2.6 kg 45°
8 885 266 049 | white warm white {3000 K)
8 885 256 049 | silver grey
Part number Colour Light source Weight | Main beam angle y
8 885 245 049 | black 1 x LED module 27 W 2.6 kg 45°
8 885 265 049 | white neutral white (4000 K)
8 885 255 049 | silver grey
Superlight LED 1, pole luminaire, wide b
Part number Colour Light source Weight | Half beam angle y
C0-180 CQ0-270
8 885 246 059 | block 1 x LED module 27 W 2.6 kg Q2° 108°
8 885 266 059 | white warm white {3000 K)
8 885 256 059 | silver grey
Part number Colour Light source Weight | Half beam angle y
CO-180 CQ0-270
| 8 885 245 059 | block 1 x LED module 27 W 2.6 kg Q2° 108°
& ~ | 8 885 265 059 | white neutral white (4000 K)
> - 8 885 255 059 | silver grey
Part number Description
+ +ee ooo 1.. | Dimmable version (DALI)
LED
LEDs, replacement modules available Superlight LED 17
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Superlight LED 2, pole luminaire
With 1 high performance LED module (Zhagal,
integral femperature monitoring device,
protection class |, IP65 €A\ A

windage area AW 0.047 m?

die cast aluminium housing, polyester powder
coated, high efficiency reflector,

all exterior steel parts are sfainless steel,
tempered safety glass, silicon gasket,

closure with 4 stainless steel screws,

for installation on poles & 60 - 100 mm,
powder coated aluminium mounting base:

2 drilled holes @ @ mm, spacing 75 mm,

1 centre hole @ 17 mm, tilt range 205°,
swivel range 360°, M20 cable gland,
integral driver [AC/DC]

Superlight LED 2, pole luminaire, rotationally symmetrical narrow beam

Part number Colour light source Weight | Half beam angle y 52%4 Im
8 886 246 019 | black 1 x [ED module 40 W 32kg |16° o
8 886 266 019 | white warm white (3000 K) 20
8 886 256 019 sitver grey 7971x_407Ix 246lx 165Ix 118lx
11m 13m
Part number Colour Light source Weight | Half beam angle y
8 886 245 019 | black 1 x LED module 40 W 3.2 kg 16°
8 886 265 019 | white neutral white (4000 K)
8 886 255 019 | silver grey
1MTm 13m

Superlight LED 2, pole luminaire, asymmetrical beam
Part number Colour Light source Weight | Main beam angle v
8 886 246 049 | black 1 x LED module 40 W 3.2 kg 45°
8 886 266 049 | white warm white (3000 K)
8 886 256 049 | silver grey " 1,:0 .
Part number Colour Light source Weight | Main beam angle y
8 886 245 049 | black 1 x LED module 40 W 3.2 kg 45°
8 886 265 049 | white neutral white (4000 K)
8 886 255 049 | silver grey
Superlight LED 2, pole luminaire, wide beam
Part number Colour Light source Weight | Half beam angle y

C0-180 C 90 -270
8 886 246 059 | black 1 x LED module 40 W 3.2 kg Q2° 102°
8 886 266 059 | white warm white (3000 K)
8 886 256 059 | silver grey
Part number Colour light source Weight | Half beam angle y

C0-180 CQ0-270
8 886 245 059 | black 1 x LED module 40 W 3.2 kg 92° 102°

8 886 265 059 | while

neutral white (4000 K)

8 886 255 059 | silver grey
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7560 42k 27k 19k ik

Abstond/Distance

Part number Description

e «es oo 1.. | Dimmable version (DALI)

18 Superlight LED

LED

LEDs, replacement modules available
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Superlight LED 3, pole luminaire
With 2 high performance LED modules (Zhagal,
integral temperature monitoring device,
profection class |, IPO5 €A\ A\

windage area AW 0.08 m?

die cast aluminium housing, polyester powder
coated, high efficiency reflector,

all exterior steel parts are sfainless sfeel,
tempered safety glass, silicon gasket,

closure with 4 stainless steel screws,

for installation on poles & 60 - 100 mm,
powder coated aluminium mounting base:

2 drilled holes @ @ mm, spacing 75 mm,

1 centre hole @ 17 mm, tilt range 200°,
swivel range 360°, M20 cable gland,
integral driver [AC/DC]

LED
8212 Im

46010

734lx_326lx 184Ix 117Ix_82lx

785Ix_349Ix 196l 126Ix 87lx
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Superlight LED 3, pole luminaire, rotationally symmetrical narrow beam

i

Pavad

LED

Part number Colour Light source Weight | Half beam angle y
8 887 246 019 | block 2 x LED module 45 W 5.6 kg 16°
8 887 266 019 | white warm white {3000 K)
8 887 256 019 | silver grey
Part number Colour Light source Weight | Holf beam angle y
8 887 245 019 | block 2 x LED module 45 W 5.6 kg 16°
8 887 265 019 | white neutral white (4000 K)
8 887 255 019 | silver grey
Superlight LED 3, pole luminaire, asymmetrical beam
Part number Colour Light source Weight | Main beam angle y
8 887 246 049 | block 2 x LED module 45 W 5.6kg 45°
8 887 266 049 | white warm white {3000 K)
8 887 256 049 | silver grey
Part number Colour Light source Weight | Main beam angle y
0 7578 |m 8 887 245 049 | black 2 x LED module 45 W 5.6 kg 45°
8887245040 8 887 265 049 | white neutral white (4000 K)
8 887 255 049 | silver grey
Superlight LED 3, pole luminaire, wide b
Part number Colour Light source Weight | Half beam angle y
C0-180 CQ0-270
8 887 246 059 | block 2 x LED module 45 W 5.6 kg Q2° 105°
8 887 266 059 | white warm white {3000 K)
8 887 256 059 | silver grey
Part number Colour Light source Weight | Half beam angle y
CO0-180 CQ0-270
8 887 245 059 | black 2 x LED module 45 W 5.6kg Q2° 105°
8 887 265 059 | white neutral white (4000 K)
N 8 887 255 059 | silver grey
Part number Description
+ +ee ooo 1.. | Dimmable version (DALI)
Superlight LED 19

LEDs, replacement modules available

©




Superlight LED

Superlight LED 3, pole luminaire, Comfort Optic

Part number Colour light source Weight | Half beam angle y
C0-180 C 90 -270

8 887 246 199 | black 1 x LED Prism module 55 W 6.6 kg 48° 54°

8 887 266 199 | white warm white (3000 K)

8 887 256 199 | siler grey

Part number Colour Light source Weight | Half beam angle y
C0-180 C Q0 -270

8 887 245 199 | black 1 x LED Prism module 55 W 6.6 kg 48° 54°

8 887 265 199 | white neutral white (4000 K)

8 887 255 199 | silver grey

Superlight LED 3, pole luminaire, Street Optic (according to DIN EN 13201)

Part number Colour Light source Weight | Half beam angle y
C0-180 CQ0-270

8 887 246 189 | black 1 x LED module (Osram) 32 W 6.6 kg 56° 47°

8 887 266 189 | white warm white (3000 K)

8 887 256 189 | silver grey

Part number Colour light source Weight | Half beam angle y
C0-180 C Q0 -270

8 887 245 189 | black 1 x LED module (Osram] 32 W 6.6 kg 56° A47°

8 887 265 189 | white neutral white (4000 K)

8 887 255 189 | silver grey

Illumination examples (S(P)3 according o DIN EN 13201-2)

Superlight LED 3, pole luminaire
Comfort Optic Street Optic

H 6m 6m

D 24 m 30m

D/H 4 5

Em 7.5 x 7.5 Ix

Emin/Em 0.36 0.32

LU 7% 12%

* TI: Threshold Increment {unit for measuring glare).

A low Tl value indicates a low glare factor.

20 Superlight LED

The light emitted by linear LED modules is
directed into a PMMA lens uncoupled by
micro prisms in exacily defined directions.
From the outside the LEDs are not visible.
The Comfort Optic offers both high energy
efficiency and optimal glare limitation by
diffraction of the point of light.

Superlight LED 3, pole luminaire
With LED Prism module or

high performance LED module,

integral temperature monitoring device,
profection class |, IP65 €A\ A\

windage area AW 0.08 m?

die cast aluminium housing, polyester powder
coated, all exterior steel parts are stainless steel,
tempered safety glass, silicon gasket,

closure with 4 stainless steel screws,

for installation on poles & 60 - 100 mm,
powder coafed aluminium mounting base:

2 drilled holes @ @ mm, spacing 75 mm,

1 centre hole @ 17 mm, tilt range 200°,
swivel range 360°, M20 cable gland,

integral driver

//_/\\Noo Im
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LEDs, replacement modules available
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Accessories Superlight LED 1, LED 2

Part number LED 1

Part number LED 2

128 0 792 940

128 0 793 940

128 0 792 960

128 0 793 960

128 0 792 950

128 0 793 950

Colour Description

black Cowl, aluminium,

whife fo avoid glare from 3 directions,
silver grey | for mounting on front of floodlight

Accessories Superlight LED 3

Part number LED 3 | Colour Description

128 0 794 940 | black Cowl, aluminium,

128 0 794 960 | while to avoid glare from 3 directions,
128 0 794 950 | silver grey for mounting on front of floodlight

Accessories Superlight LED 1, LED 2

Part number LED 1

Part number LED 2

128 0 797 940

128 0 798 940

128 0 797 960

128 0 798 960

128 0 797 950

128 0 798 950

Colour Description

black Barn doors, aluminium,

white to avoid glare from 4 directions,
silver grey | variable control of light distribution

Accessories Superlight LED 3

Part number LED 3 | Colour Description

128 0 799 940 | black Barn doors, aluminium,

128 0 799 960 | white to avoid glare from 4 directions,
128 0 799 950 | silver grey variable control of light distribufion

Accessories Superlight LED 1, LED 2

Part number LED 1

Part number LED 2

128 0 802 940

128 0 803 940

128 0 802 960

128 0 803 960

128 0 802 950

128 0 803 950

Colour Description

black Vertical/Horizontal louvre,
white stainless steel, to reduce lateral glare,
silver grey | for mounting on front of floodlight

Accessories Superlight LED 3

Part number LED 3 | Colour Description

128 0 804 940 | black Vertical/Horizontal louvre,
128 0 804 960 | white stainless steel, fo reduce lateral glare,
128 0 804 950 | silver grey for mounting on front of floodlight

Accessories Superlight LED 1, LED 2, LED 3

Part number Luminaire Description

128 0 810 000 | LED 1 Honeycomb louvre,
128 0 811 000 |LED 2 infernally fitted,

128 0 812 000 |LED 3 to avoid glare

Accessories Superlight LED 1, LED 2, LED 3

rotationally symmetrical narrow beam Half beam angle ¥

Part number Luminaire Descripfion C0-180|C90-2/0
128 0 807 000 |LED 1 Ribbed glass, internally 20° 29°

128 0 808 000 | LED 2 fitted, for linear beam control, | 20° 29°

128 0 809 000 |LED 3 continuously adjustable 360° | 20° 29°

Colour filters, to be installed inside luminaires, are available upon request.

Superlight LED
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